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GENERAL NOTES

1.  DEMOLITION PERMITS FOR EXISTING STRUCTURES SHALL 
BE OBTAINED AND ALL WORK AND INSPECTIONS COMPLETED 
PRIOR TO FINAL BUILDING INSPECTIONS.  APPLICANT IS 
NOTIFIED THAT WRITTEN NOTICE TO THE AIR QUALITY 
MANAGEMENT DISTRICT MAY BE REQUIRED TEN (10) DAYS 
PRIOR TO DEMOLITION
2. CONTRACTOR SHALL DISPOSE OF ALL ITEMS IN AN 
APPROVED LOCATION IN COMPLIANCE WITH CITY STANDARDS 
AS PER CITY BMP PLAN
3.  DEMOLISH EXISTING BUILDINGS, INTERIORS, STRUCTURE 
AND ALL APPROPIATE SUBSTRUCTURES AND DISPOSE OF AT 
AN APPROVED LOCATION.
4.  ALL UTILITIES TO BE CAPPED AND REMOVED TO PROPERTY 
LINE AS PER UTILITY PROVIDER REQUIREMENTS 
5.  REFER TO C1.10 AND LD1.0 FOR ADDITIONAL DEMOLITION 
WORK
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 EXISTING FENCING, TO REMAIN
2 DEMOLISH EXISTING GATE
3 PROTECT IN PLACE, SIDEWALK AND CURB
4 DEMOLISH EXISTING FENCE
5 DEMOLISH EXISTING PLAYGROUND EQUIPMENT AND PAVING
6 REMOVE EXISTING LANDSCAPE ELEMENTS
7 DEMOLISH ALL HARDSCAPE AND PLAY ELEMENTS
8 DEMOLISH EXISTING PAVING
9 PROTECT IN PLACE EXISTING STAIRS
10 DEMOLISH EXISTING PARKING AND ASSOCIATED ELEMENTS
11 REMOVE EXISTING STAIRS/RAMPS
12 CAP AND REMOVE/RELOCATE DRY UTILITIES
13 DEMOLISH EXISTING LANDSCAPE AND PAVING
14 RETAIN, PROTECT IN PLACE NOTED EXISTING TREES, REFER TO

L-SHEETS

15 REMOVE SELECTED TREES, REFER TO L-SHEETS
16 RETAIN, PROTECT IN PLACE EXISTING PADDLE TENNIS COURTS

AND NET POSTS

17 REMOVE/RELOCATE STORAGE SHED AND ASSOCIATED FENCING
AND PADS

18 PROTECT IN PLACE EXISTING BRUSH. ADD ALTERNATE: REMOVE
EXISTING TREES/BRUSH. SEE LANDSCAPE FOR MORE INFO.

19 DEMO TREES/ BRUSH
20 DEMO EXISTING CONCRETE AND RAILROAD TIE STAIR AND

RAILING

21 SAWCUT AND DEMO EXISTING CONCRETE WALK
22 REMOVE AND STORE BOULDER WITH PLAQUE. TO BE

REINSTALLED IN NEW LOCATION ON SITE PER ARCHITECT
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BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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connection with any work or project other than the specific project for which they
have been prepared without the written consent of the architect.  Visual contact
with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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have been prepared without the written consent of the architect.  Visual contact
with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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ENLARGED SITE
SECTIONS

REF.

SCALE: A1.04

A1.021" = 10'-0"
SITE SECTION AT MID TIER 2

REF.

SCALE: A1.04

A1.021" = 10'-0"
SITE SECTION AT HIGH TIER 3

REF.

SCALE: A1.04

A1.021" = 10'-0"
SITE SECTION AT LOW TIER 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 NEW CHAPARRAL PLANTING AT 30" HEIGHT
2 DEMO EXISTING FENCE AT TOP OF SLOPE
3 EXISTING FENCE
4 NEW 6' FENCE
5 DEMO EXISTING FENCE, CURB, AND CONCRETE SWALE PER CIVIL AT

TOP OF SLOPE
6 NEW CHAINLINK FENCE AND CURB ALONG EXISTING CONCRETE

SWALE MID SLOPE.

7 DEMO EXISTING TREES/BRUSH PER LANDSCAPE
8 NEW PLANTING PER LANDSCAPE

ISSUES/REVISIONS

100% SD 07.14.19
50%DD 10.14.19
100%DD 11.21.19
50%CD 06.01.21
PERMIT SET 12.03.21

2 2ND PERMIT RESUBMIT'L 1.26.22

2



UP

72

72 *

*

*
*

*

*

72

72 *

*

*
*

*

*

40
32

24
16

8

40
32

24
16

8

A1.10
1

A1.10
2

BASKETBALL
COURTS

MAINTENANCE
STORAGE

PADDLE TENNIS
COURTS

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

xxx

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

xxx

/
1

A
1.

06

1

2

LIMIT OF W
ORK

LI
M

IT
 O

F
 W

O
R

K

IN
T

E
R

IO
R

 S
ID

E
 O

F
 S

E
T

B
A

C
K

3

SF-1

SF-3

SF-3

xxx

xxx

xxx

xxx

xxx

xxx

xxx

xx
x

xx
x

xx
x

xx
x

xx
x

xx
x

xx
x

xx
xxxx

xxx

xxx

xxx

xxx

xxx

xxx

xx
x

xx
x

xx
x

xx
x

xx
x

xx
x

xx
x

xx
x

4

5

5

6

5

BLD-1

xx

78

SF-2

8

9

10

11

12

13

x x
x

x
x

x
x

x

x x
x

x
x

x
x

x

14

14

14

14

BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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SITE PLAN -
ENLARGEMENT HIGH

TIER

REF.

SCALE: A1.05

A1.021" = 20'-0"
HIGH TIER SITE PLAN 1
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 HIGH TIER TOP OF SLOPE
2 BIOSWALES REFER TO CIVIL
3 PROPERTY LINE
4 FNC 2: CHAINLINK FEENCING/GATES; 12' H
5 FNC 4: 4"x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. CROSS BAR @

3' H; TOTAL FENCE HEIGHT 4'; BASE PLATE ANCHORED TO CURB.
SEE 6&7/A1.32.

6 FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H,
FENCE/GATES

7 BOLLARD LIGHT - REFER TO LIGHTING PLANS, INSTALL 6" FROM
EDGE OF PATH TYP.

8 POLE MOUNTED SECURITY CAMERA PER SECURITY DRAWINGS
9 EXISTING FENCE/GATE TO REMAIN
10 400SF MAINTENANCE SHED (12' HIGH) WITH GARAGE DOOR

OPENING

11 SECURED FENCE AND ENTRY GATE AROUND MAINTENANCE AREA
12 (E) EASEMENT
13 BOLLARD LIGHT (1 OF 4) PER LIGHTING DRAWING, 6" FROM EDGE

OF PATH, TYP.

14 FNC-1 6 FT HIGH CHAINLINK FENCE ON 6" CONCRETE CURB

2

ISSUES/REVISIONS

100% SD 07.14.19
50%DD 10.14.19
100%DD 11.21.19
50%CD 06.01.21
PERMIT SET 12.03.21

2 2ND PERMIT RESUBMIT'L 1.26.22
3 BID ADDENDUM 1 02.01.22

3

3

3

3



UP

UP

SDSD

2
A1.03

3
A1.03

2
A1.04

11 12 1310987654321 15 1716 1918 2120 2322 2524 2726 28

40 39 38

52

51

53

54
41

SEE A2.01 FOR FIRST FLOOR PLAN.
SEE A2.02 FOR ROOF PLAN.

STD STDSTD STD STD STD STD STD STD STD

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x
x

x
x

x
x

x
x

x
x

x
x

x

x

x

x

x x

x

x
x

x
x

x
x

x
x

x
x

x
x

x

x

x

x

x

x

x

x

x

x

x x

A1.17
1

1

2

3

/
1

A
1.

05

/
1

A
1.

07

4

2

14

43

55

A1.11
1

LIMIT OF WORK

LIMIT OF W
ORK

LIMIT OF WORK

FRONT AND STREET  SIDE SET BACK

REAR SETBACK

?SF-2

5

?SF-3

6

7

75
' -

 0
 1

/2
"

87
°

x
x

x
x

x
x

x
x

x
x

x
x

x

x
x x

x

x

8

8

8

8

8

BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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SITE PLAN -
ENLARGEMENT MID

TIER

REF.

SCALE: A1.06

A1.021" = 20'-0"
MID TIER SITE PLAN 1

N
N

mag. north

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 EXISTING UTILITY ENCLOSURE
2 (E) EASEMENT
3 EXISTING TREE, PROTECT IN PLACE
4 EXISTING FENCE TO REMAIN
5 FNC 4: 4"x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. CROSS BAR @

3' H; TOTAL FENCE HEIGHT 4'; BASE PLATE ANCHORED TO CURB.
SEE 6&7/A1.32.

6 EXISTING FENCE/GATE TO REMAIN
7 MULCH/DIRT TRAIL
8 FNC-1 6 FT HIGH CHAINLINK FENCE ON 6" CONCRETE CURB
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BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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SCALE: A1.07

A1.021" = 20'-0"
LOW TIER SITE PLAN 1
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 BIOSWALES REFER TO CIVIL
2 EXISTING STAIRS TO REMAIN
3 FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H,

FENCE/GATES

4 EXISTING FENCE/GATE TO REMAIN
5 PEDESTRIAN GATE
6 SECURED PEDESTRIAN ACCESSIBLE ENTRY
7 BOLLARD LIGHT - REFER TO LIGHTING PLANS, INSTALL 6" FROM

EDGE OF PATH TYP.
8 RAISED REFLECTIVE PAVEMENT MARKERS, SPACED 6 FT OC, SEE

CIVIL

9 BOLLARD LIGHT (1 OF 6) PER LIGHTING PLANS (SPACE EVENLY)
INSTALL 6" OFF PATH TYP.

10 CHAINLINK FENCE TYPE FNC-1 ON 6" CURB
11 CHAINLINK FENCE TYPE FNC-1 ON 6" CURB. RUN ALONG NORTH

EDGE OF EXISTING CONCRETE SWALE.

12 PROTECT IN PLACE EXISTING BRUSH. ADD ALTERNATE: REMOVE
EXISTING TREES/BRUSH. SEE LANDSCAPE FOR MORE INFO.
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BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS
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REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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SCALE: A1.10

A1.051/8" = 1'-0"
ENLARGED PLAN - PLAY GROUND 1
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 EXISTING PADDLE TENNIS COURT AND NET POSTS TO REMAIN
2 CHILDREN'S PLAYGROUND WITH BENCH SEATING
3 CONCRETE STAIRS
4 FNC 2: CHAINLINK FEENCING/GATES; 12' H
5 FALL ZONE
6 FNC 4: 4"x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. CROSS BAR @

3' H; TOTAL FENCE HEIGHT 4'; BASE PLATE ANCHORED TO CURB.
SEE 6&7/A1.32.

7 POLE MOUNTED SECURITY CAMERA PER SECURITY DRAWINGS
8 2" WIDE WHITE STRIPING
9 BOLLARD LIGHT - REFER TO LIGHTING PLANS, INSTALL 6" FROM

EDGE OF PATH TYP.

10 RESURFACE AND RESTRIPE AND PROVIDE NEW NETS
11 PROVIDE NEW BASKETBALL BACKSTOPS TO MOUNTED TO

CONCRETE

REF.

SCALE: A1.10

A1.051/8" = 1'-0"
ENLARGED PLAN - PADDLE TENNIS 2
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GENERAL NOTES:

A. SEE A1.31 FOR TYPICAL STRIPING INFORMATION

BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS

NUMBER OF PARKING SPACES: 57

COMPACT SPACES: 11 (20% OF TOTAL AS ALLOWED BY RPV MUNICIPAL 
CODE 17.50.040 F.7.

ADA SPACES: 3 NON EV(ONE OF WHICH IS VAN)-- AS REQUIRED BY CBC 
TABLE 11B208.2

CLEAN AIR PARKING: 9 (AS REQUIRED BY CGC TABLE 5.106.5.2)

EV PARKING: 7 (TWO OF WHICH ARE ADA)--AS REQUIRED BY CGC TABLE 
5.106.5.3.3

3

BIM

LADERA LINDA 
COMMUNITY PARK PROJECT:

CITY OF 
RANCHO PALOS VERDES:

A r c h i t e c t u r e  a n d  U r b a n  D e s i g n
5898 Blackwelder Street, Ground Floor

Culver City, CA 90232
(Tel) 310-559-5720  (Fax) 

310-559-8220

ARCHITECT

CONSULTANTS

.

ARCHITECT'S / ENGINEER'S STAMP

The drawings and specifications, ideas, designs, and arrangements are and shall
remain the property of the architect.  No part thereof shall be copied or used in
connection with any work or project other than the specific project for which they
have been prepared without the written consent of the architect.  Visual contact
with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.

© MDA Johnson Favaro 2017

CHECKED BY:

No. Issue

DRAWN BY:

Date

TITLE:

SHEET:

PROJECT #:

SCALE: DATE:

CITY APPROVALS

PROJECT

32201 Forrestal Drive
Rancho Palos Verdes, CA 90275

30940 Hawthorne Blvd.
Rancho Palos Verdes, CA 90275

1/26/22

SIGNED 12/30/21

2
/1

/2
02

2
 1

0:
4

1:
16

 P
M A1.11

PARKING ENLARGED
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 SITE LIGHTING REFER TO LIGHTING PLANS
2 CONCRETE EDGING, 6" WIDE
3 FIXED BOLLARDS AT 6FT INTERVALS
4 NEW FLAGPOLE, SEE 4/A1.33.
5 LINE OF OVERHANG ABOVE
6 RESTRIPE (E) 'STOP' ROAD MARKING
7 SHORT TERM BIKE RACK
8 MADRAX NARROW MADLOCKER - PROVIDE MIN 4.5" CONCRETE TO

ACCOMODATE MFR PROVIDED BOLTS

9 WHITE PAINTED ARROW, TYP. SEE A1.31
10 POLE LIGHT PER LIGHTING. FOOTTING PER STRUCTURAL. FOOTINGS

FOR POLE LIGHTS IN PARKING LOT TO PROJECT 2FT ABOVE ADJACENT
FINISH GRADE, TYP.

11 6" CURB SURROUNDING TREES
12 FUTURE EV CHARGER
13 URBAN ACCESSORIES KIVA TREE GRATE IN GREY IRON, 4'X4'

REF.

SCALE: A1.11

A1.063/32" = 1'-0"
PARKING - ENLARGED PLAN 1

ISSUES/REVISIONS

100%DD 11.21.19
50%CD 06.01.21
PERMIT RESUBMITAL 12.28.21
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BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS

NUMBER OF PARKING SPACES: 57

COMPACT SPACES: 11 (20% OF TOTAL AS ALLOWED BY RPV MUNICIPAL 
CODE 17.50.040 F.7.

ADA SPACES: 3 NON EV(ONE OF WHICH IS VAN)-- AS REQUIRED BY CBC 
TABLE 11B208.2

CLEAN AIR PARKING: 9 (AS REQUIRED BY CGC TABLE 5.106.5.2)

EV PARKING: 7 (ONE OF WHICH IS ADA VAN)--AS REQUIRED BY CGC 
TABLE 5.106.5.3.3

INSTALLATION OF EVCS NOT A 
PART OF THIS PROJECT. FUTURE 
EV CHARGERS SHALL COMPLY 
WITH: CBC 11B-707.2, 11B-707.3, 
11B-707.7.2, AND 11B-707.9. 
OPERABLE PARTS AND CHARGING 
CORD STORAGE SHALL COMPLY 
WITH 11B-309 (11B-812.10.2). 
OPERABLE PARTS SHALL BE 
OPERABLE WITH ONE HAND AND 
SHALL NOT REQUIRE TIGHT 
GRASPING, PINCHING, OR 
TWISTING OF THE WRIST. THE 
MAXIMUM FORCE REQUIRED TO 
ACTIVE OPERABLE PARTS SHALL 
BE 5 POUNDS.30
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ADA EV & CLEAN AIR
PARKING - ENLARGED

PLANS

REF.

SCALE: A1.11B

A1.111/4" = 1'-0"
ENALARGED PARKING - EV & CLEAN AIR STRIPING 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 ADA PARKING SPACES SHALL BE OUTLINED IN BLUE AND
MARKED WITH AN ISA SYMBOL PER CBC 11B-703.7.2.1 IN WHITE
ON A BLUE BACKGROUND (FS 15090 IN FEDERAL STANDARD
595C), MIN. 36" WIDE BY 36" HIGH. CENTER ON PARKING SPACE

2 PARKING SIGNAGE, REFER TO SIGNAGE PLAN
3 POLE LIGHT - REFER TO LIGHTING DRAWINGGS
4 WHITE PAINTED LETTERING, TYP.
5 4" WIDE WHITE STRIPING, TYP. UNO
6 ACCESSIBLE AISLES SHALL BE OUTLINED WITH 4" WIDE BLUE

STRIPING. THE AREA WITHIN AISLE MARKED WITH HATCHED
LINES 36" ON CENTER IN BLUE. THE WORDS NO PARKING SHALL
BE PAINTED WITHIN EACH AISLE IN WHITE LETTERS 12" HIGH.

7 WHEEL STOP, TYP.

REF.

SCALE: A1.11B

A1.111/4" = 1'-0"
ENLARGED PARKING - ADA STRIPING 2REF.

SCALE: A1.11B

A1.111/4" = 1'-0"
ENLARGED PARKING - ADA STRIPING 3
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MAINTENANCE SHED
ENLARGED PLAN &

ELEVATIONS

REF.

SCALE: A1.12

A1.101/4" = 1'-0"
MAINTENANCE SHED PLAN 1

REF.

SCALE: A1.12

1/4" = 1'-0"
MAINTENANCE ROOF 3

4A

4C

REF.

SCALE: A1.12

A1.101/4" = 1'-0"
MAINTENANCE SHED ELEVATIONS

4B

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 CMU WALL. HEIGHT PER CIVIL, DETAIL 3/S1.03. FINISH: DUNN
EDWARDS ENDURALASTIC 10, SWISS COFFEE

REF.

SCALE: A1.12

A1.121/4" = 1'-0"
MAINTENANCE SHED SECTION 2

4

4A

REF.

SCALE: A1.12

A1.101/4" = 1'-0"
MAINTENANCE SHED GATE & FENCE ELEVATIONS 5

5B

REF.

SCALE: A1.12

A1.121/2" = 1'-0"
WS 4 REF.

SCALE: A1.12

A1.121/2" = 1'-0"
WS 5
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HIGH TIER RAMP,
STAIR & TERRACE

OUTDOOR SEATING
ENLARGED

REF.

SCALE: A1.14

A1.101/4" = 1'-0"
HIGH TIER RAMP 1

REF.

SCALE: A1.14

A1.141/4" = 1'-0"
SECTION THROUGH HIGH TIER UPPER RAMP 2

REF.

SCALE: A1.14

A1.141/4" = 1'-0"
SECTION THROUGH HIGH TIER LOWER RAMP 3

N
N

m
ag

. n
or

th

SEE A7.31 FOR MATERIAL AND EQUIPMENT 
SCHEDULE FOR INFORMATION ABOUT 
MATERIAL DESIGNATIONS

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 STEP LIGHT PER LIGHTING DRAWINGS
2 FOOTING PER STRUCTURAL. SEE DETAIL 5/A1.32 FOR TYPICAL SITE

WALL DRAINAGE/ WATERPROOFING DETAIL
3 9" WIDE VINE PLANTING POCKET, SEE LANDSCAPE
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HIGH TIER RAMP &
STAIR ELEVATIONS

REF.

SCALE: A1.15

A1.101/4" = 1'-0"
HIGH TIER RAMP UPPER WALL ELEVATION 1

REF.

SCALE: A1.15

A1.101/4" = 1'-0"
HIGH TIER RAMP LOWER WALL ELEVATION 2

REF.

SCALE: A1.15

A1.101/4" = 1'-0"
HIGH TIER RAMP LOWER WALL FRONT ELEVATION 3

REF.

SCALE: A1.15

A1.101/4" = 1'-0"
ELEVATION 8 REF.

SCALE: A1.15

A1.141/4" = 1'-0"
CROSS SECTION 5REF.

SCALE: A1.15

A1.101/4" = 1'-0"
ELEVATION 7

REF.

SCALE: A1.15

A1.101/4" = 1'-0"
HIGH TIER RAMP UPPER WALL BACK ELEVATION 4

REF.

SCALE: A1.15

A1.141/4" = 1'-0"
CROSS SECTION 6

SEE A7.31 FOR MATERIAL AND EQUIPMENT SCHEDULE FOR 
INFORMATION ABOUT MATERIAL DESIGNATIONS

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 VINE, SEE LANDSCAPE
2 FOOTING PER STRUCTURAL. SEE DETAIL 5/A1.32 FOR TYPICAL SITE

WALL DRAINAGE/ WATERPROOFING DETAIL

3 STEP LIGHT PER LIGHTING DRAWINGS

REF.

SCALE: A1.15

A1.151" = 1'-0"
FNC-4 ON WALL 9
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GROUND LEVEL
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0 
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4"

4 EQ TREADS

12' - 0"

TYP.

3' - 0"

REFER TO 1/S3.02 FOR 
ADDITIONAL INFORMATION

CNC-1 TYP.

FNC-4

BLD-1

40
"

19
 1

/2
"

/6 A1.32PER

CNC-1CNC-1

4
A1.17

3
A1.17

2
A1.14

3
A1.14

DN

DN

9.85

1

BLD-1 (1 OF 3)

2

3

5

5'W X 5'W X 3'H
(7500 lbs)

5'W X 4'W X 5'H
(10,000 lb)

5'W X 5'W X 5'H
(12,500 lbs)

6

3

456' - 10 3/16"

448' - 0"

CNC-1

457' - 7 9/16"

4

REFER TO 1/S3.02 FOR 
ADDITIONAL INFORMATION

CNC-1 TYP.

BIOSWALE
SEE CIVIL AND LANDSCAPE DWGS

IRRIGATED GRASS LAWN
SEE LANDSCAPE DWGS

DECOMPOSED GRANITE, DG-1, REFER TO 8/LP2.0

LEGEND

PROPERTY LINE

COASTAL SAGE SCRUB, SEE LANDSCAPE DWGS

GRAVEL, GR-1, REFER TO 8/LP2.0

EXISTING FENCE TO REMAIN

FNC 1: CHAINLINK FENCING/GATES; 6 'H

COASTAL NATIVE WILDFLOWERS, 
SEE LANDSCAPE DWGS

COMPACTED DIRT

ENGINEERED WOOD FIBRE PLAY SURFACING, EWF-1

BASKETBALL SPORTS COATING ON CONCRETE, SPC-1

PERVIOUS CONCRETE, CNP-1

CHIPSEAL, CHP-1

CONCRETE PAVING, CNC-3

TREES
SEE LANDSCAPE DRAWINGS

EXISTING TREES TO REMAIN, PROTECT IN PLACE
SEE LANDSCAPE DRAWINGS

X

XX

X

REQUIRED SETBACKS

TRUNCATED DOMES, TD-1

SPORTS COATING ON EXISTING CONCRETE

IRRIGATED GARDEN
SEE LANDSCAPE DWGS

SEE A7.31 MATERIAL AND EQUIPMENT SCHEDULE FOR MORE 
INFORMATION ABOUT MATERIAL DESIGNATIONS

LIMIT OF WORK

RIVERSIDE  COBBLE, RVC-1

ASPHALT, SLURRY COATED, ASP-1

FNC 2: CHAIN LINK FENCING/GATES; 12' H

FNC 3: AMERISTAR AEGIS GENESIS, SINGLE TOP RAIL, 6' H

FNC 4: 4" x 1/4" BAR STOCK FENCE PICKETS; 1/2" DIA. 
CROSS BAR @ 3' h; TOTAL FENCE HEIGHT 4'; BASE 
PLATE ANCHORED TO CURB

XXX

'NATIVE FESCUE', SEE LANDSCAPE DWGS
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M A1.17

STEPPED TERRACE
SECTIONS

REF.

SCALE: A1.17

A1.171/4" = 1'-0"
SECTION THROUGH STEPPED TERRACE - 1 4

REF.

SCALE: A1.17

A2.011/4" = 1'-0"
STEPPED TERRACE FRONT ELEVATION 6

REF.

SCALE: A1.17

A1.061/4" = 1'-0"
STEPPED TERRACE ENLARGED PLAN 1

REF.

SCALE: A1.17

A1.171/4" = 1'-0"
SECTION THROUGH STEPPED TERRACE  - 2 3

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 CONCRETE STAIRS
2 POLE LIGHT - REFER TO LIGHTING DRAWINGGS
3 POLE MOUNTED SECURITY CAMERA PER SECURITY DRAWINGS
4 FOOTING PER STRUCTURAL. SEE DETAIL 5/A1.32 FOR TYPICAL SITE

WALL DRAINAGE/ WATERPROOFING DETAIL

5 42" FNC-4 GUARDRAIL
6 EXISTING BOULDER WITH PLAQUE RELOCATED
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ADJUSTABLE 
TRUSS ROD

BOTTOM SELVAGE KNUCKLED

RAIL TIE

HOG RING

FABRIC SEE SPECIFICATION 
TOP SELVAGE TWISTED

TOP RAIL
1.66" [42.2MM]
(1 5/8") ODLINE POST

ROUND END & 
CORNER POST

10'-0" [3048MM] MAX SPACING

BRACE RAIL 1.66" 
[42.2MM] (1 5/8") OD 
FOR 12' HEIGH FENCE

TENSION WIRE

TRUSS ROD 
ADJUSTING UNIT

LINE POST
CAP

TENSION
BAR

WIRE TIE

NOTES:
1. DESIGN AND SPECIFICATION SUBJECT TO CHANGE.
2. FOOTING AND POSTS AS REQUIRED BY SITE CONDITIONS & CODES.

NOTES:
DESIGN AND SPECIFICATION SUBJECT TO CHANGE
VERTICAL & HORIZONTAL MEMBERS MAXIMUM 8' O.C.
FOOTING AND POSTS AS REQUIRED BY SITE CONDITIONS & CODES

TENSION BAR

TOP RAIL

BRACE RAIL FOR 12' HIGHT FENCE

TERMINAL / GATE POST
OPENING

TENSION BAND

BOTTOM TENSION WIRE

CHAIN LINK FABRIC 
PER SPECIFICATIONS

HEIGHT

WOOD FIBER RUBBER DRAINAGE 
STONE OR TERRAFLOW DRAIN

CONCRETE CURB

GEOTEXTILEPIPE

GEOTEXTILE (TWO LAYERS)

WEAR MATWEAR MAT

EWF-1 (12" COMPACT)

CONCRETE CURB

GEOTEXTILE

SUBSOIL

SECTION VIEW
BASIC INSTALLATION

SECTION VIEW
PREMIUM INSTALLATION

A1.30
5

P
E

R
 S

T
R

U
C

T
U

R
A

L

PER STRUCTURAL

16'-0"

REFER TO 3/S1.02 FOR 
ADDITIONAL INFORMATION

6
A1.33

7
A1.33

1:12 MAX

1:10 MAX

1:10 MAX

5'
 -

 0
"

6' - 0"

1'
 -

 0
"

EWF-1
4" 2500 PSI CONCRETE, SLIP RESISTANT SURFACE

EWF-1

1'
 -

 0
"

4" 2500 PSI CONCRETE, SLIP 
RESISTANT SURFACE

CONCRETE EDGING CURB
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SITE DETAILS

KEYNOTES
KEY

VALUE KEYNOTE TEXT

REF.

SCALE: A1.33

1/2" = 1'-0"
TYPICAL CHAINLINK FENCE ELEVATION 1REF.

SCALE: A1.33

1/2" = 1'-0"
TYPICAL CHAINLINK GATE ELEVATION 2

REF.

SCALE: A1.33

1" = 1'-0"
ENGINEERED WOOD FIBER DETAIL 3REF.

SCALE: A1.33

1 1/2" = 1'-0"
FLAGPOLE SECTION 4

REF.

SCALE: A1.33

A1.101/2" = 1'-0"
CURB CUT DETAIL 5REF.

SCALE: A1.33

A1.331/2" = 1'-0"
CURB CUT SECTION 6

REF.

SCALE: A1.33

A1.331/2" = 1'-0"
CURB CUT SECTION 2 7
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FINISH PLAN GENERAL NOTES:

A. SEE A7.11 FOR MATERIAL FINISH SCHEDULE
B. SEE SHEET A8.21 FOR THRESHOLD TRANSITIONS
C. PER CBC, SECTION 1003.4, WALKING SURFACES OF 

THE MEANS OF EGRESS SHALL HAVE A SLIP-
RESISTANT SURFACE AND BE SECURELY ATTACHED. 

LVT-1, LUXURY VINYL TILE RESILIENT FLOORING 

CPT-1, CARPET TYPE 1 MP1 & MP2

MATERIAL LEGEND - PLANS

CNC-3, CONCRETE TYPE 3 SITE PAVING

CNC-4, CONCRETE TYPE 4 INTERIOR FLOORS
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FIRST FLOOR FINISH
PLAN

REF.

SCALE: A2.05

A1.031/8" = 1'-0"
FIRST FLOOR FINISH PLAN 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 MAXIMUM 1/4" THRESHOLD DIFFERENCE AT DOORS, TYPICAL
2 FLOOR BOX
3 IN GROUND LIGHT, REFER TO LIGHTING DRAWINGS
4 SAWCUT JOINTS
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M A2.07

FIRST FLOOR
SIGNAGE PLAN

REF.

SCALE: A2.07

A1.031/8" = 1'-0"
FIRST FLOOR SIGNAGE PLAN 1

SIGNAGE SCHEDULE

TYPE ID TYPE DESCRIPTION MESSAGING NOTES

G07 01 EV CHARGING STATION -
ACCESSIBLE

-

H01 01 FIRE EXTINGUISHER FLAG -

H01 02 FIRE EXTINGUISHER FLAG -

J01 01 ASSISTIVE LISTENING -

J01 02 ASSISTIVE LISTENING -

J01 03 ASSISTIVE LISTENING -

K01 01 ROLLUP DOOR

K01 02 ROLLUP DOOR

K01 03 ROLLUP DOOR

K01 04 ROLLUP DOOR

K01 05 ROLLUP DOOR

K01 06 ROLLUP DOOR

K01 07 ROLLUP DOOR

SIGNAGE SCHEDULE

TYPE ID TYPE DESCRIPTION MESSAGING NOTES

F01 09 ENTRY -

F01 10 ENTRY -

F01 11 ENTRY -

F01 12 ENTRY -

F01 13 ENTRY -

F01 14 ENTRY -

F01 15 ENTRY -

F01 16 ENTRY -

G01 01 PARKING ACCESSIBLE -

G01 02 PARKING ACCESSIBLE -

G02 01 PARKING ACCESSIBLE VAN -

G03 01 EV CHARGING STATION - VAN
ACCESSIBLE

-

G04 01 EV CHARGING STATION -

G04 02 EV CHARGING STATION -

G04 03 EV CHARGING STATION -

G04 04 EV CHARGING STATION -

G04 05 EV CHARGING STATION -

G05 01 PARKING CLEAN AIR -

G05 02 PARKING CLEAN AIR -

G05 03 PARKING CLEAN AIR -

G05 04 PARKING CLEAN AIR -

G05 05 PARKING CLEAN AIR -

G05 06 PARKING CLEAN AIR -

G05 07 PARKING CLEAN AIR -

G05 08 PARKING CLEAN AIR -

G05 09 PARKING CLEAN AIR -

G06 01 UNAUTHORIZED VEHICLE -

SIGNAGE SCHEDULE

TYPE ID TYPE DESCRIPTION MESSAGING NOTES

B01 13 ROOM ID CLASSROOM 1

B01 14 ROOM ID CLASSROOM 1

B01 15 ROOM ID CLASSROOM 1

B01 16 ROOM ID VESTIBULE

B01 17 ROOM ID STORAGE / MDF

B01 18 ROOM ID KITCHENETTE

B01 19 ROOM ID VESTIBULE

B01 20 ROOM ID MULTIPURPOSE 2

B01 21 ROOM ID MULTIPURPOSE 2

B01 22 ROOM ID MULTIPURPOSE 2

B01 23 ROOM ID MULTIPURPOSE 2

B01 24 ROOM ID MULTIPURPOSE 1

C01 01 MEN RESTROOM -

C02 01 WOMEN RESTROOM -

D01 01 MEN RESTROOM -

D02 01 WOMEN RESTROOM -

E01 01 MAXIMUM OCCUPANCY MAXIMUM OCCUPANCY 43

E01 02 MAXIMUM OCCUPANCY MAXIMUM OCCUPANCY 58

E01 03 MAXIMUM OCCUPANCY MAXIMUM OCCUPANCY 61

E01 04 MAXIMUM OCCUPANCY MAXIMUM OCCUPANCY 59

F01 01 ENTRY -

F01 02 ENTRY -

F01 03 ENTRY -

F01 04 ENTRY -

F01 05 ENTRY -

F01 06 ENTRY -

F01 07 ENTRY -

F01 08 ENTRY -

SIGNAGE SCHEDULE

TYPE ID TYPE DESCRIPTION MESSAGING NOTES

A01 01 EXIT -

A01 02 EXIT -

A01 03 EXIT -

A01 04 EXIT -

A01 05 EXIT -

A01 06 EXIT -

A01 07 EXIT -

A01 08 EXIT -

A01 09 EXIT -

A01 10 EXIT -

A01 11 EXIT -

A01 12 EXIT -

A01 13 EXIT -

A01 14 EXIT -

A01 15 EXIT -

A01 16 EXIT -

B01 01 ROOM ID DISCOVERY

B01 02 ROOM ID DISCOVERY

B01 03 ROOM ID DISCOVERY

B01 04 ROOM ID DISCOVERY

B01 05 ROOM ID DISCOVERY

B01 06 ROOM ID CLASSROOM 2

B01 07 ROOM ID STORAGE

B01 08 ROOM ID CLASSROOM 2

B01 09 ROOM ID ROOF ACCESS

B01 10 ROOM ID JANITOR

B01 11 ROOM ID OFFICE

B01 12 ROOM ID OFFICE
REFER TO A8.02 FOR SIGNAGE TYPES, SIZES AND ATTACHMENTS

REF.

SCALE: A2.07

A1.031/8" = 1'-0"
SITE SIGNAGE - CLEAN AIR 5 REF.

SCALE: A2.07

A1.031/8" = 1'-0"
SITE SIGNAGE PLAN - PARKING - ADA 3 REF.

SCALE: A2.07

A1.031/8" = 1'-0"
SITE SIGNAGE PLAN - UTILITY YARD 2

ISSUES/REVISIONS

1 BID 1.7.22
2 2ND PERMIT RESUBMIT'L 1.26.22
3 BID ADDENDUM 1 02.01.22

REF.

SCALE: A2.07

A1.031/8" = 1'-0"
SITE SIGNAGE - EV PARKING 4

2

3

3
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GENERAL NOTES:

A. SEE A7.11 FOR MATERIAL FINISH SCHEDULE
B. ALL DIMENSIONS TO FACE OF FINISH, U.O.N.
C. MOTORIZED SOLAR SHADES FOR ALL GLAZING AND 

DOORS IN DISCOVERY ROOM, OFFICE, CLASSROOM, AND 
MULTIPURPOSE ROOM. SOLAR SHADES AT GLAZED 
DOORS TO BE MOUNTED TO DOOR.

D. UNLESS OTHERWISE NOTED, ALL DEVICES (SPRINKLER, 
PROJECTOR, ETC.) SHALL BE CENTERED ON CEILING TILE

E. ALL CEILING MOUNTED EQUIPTMENT IN DISCOVERY ROOM 
TO BE BLACK INCLUDING FIRE SPRINKLER COVERS, 
SMOKE DETECTORS, STROBES, WAPS. ALL CEILING 
MOUNTED EQUIPTMENT IN WHITE CEILINGS TO BE WHITE.

MATERIAL LEGEND - CEILINGS

ACT-1, ACOUSTIC TILE TYPE 1

PT-3, INTERIOR PAINT FINISH ON GYP BOARD

EF-1 EIFS, PT-1 PAINT

ACT-2, ACOUSTIC WOOD PANEL

PT-1, INTERIOR PAINT FINISH ON GYP BOARD

PT-2, INTERIOR METALLIC PAINT FINISH ON 
GYP BOARD

MP-1, ALUCOBOND MIRROR FINISH

MP-2, ALUCOBOND FINISH TO MATCH MULLIONS

WINDOW SHADE POCKET, PAINTE BLACK 3 SIDES

PL-1, PLASTIC LAMINATE 1 - LIGHT WOOD GRAIN

CEILING-MOUNTED HORN STROBE

DEVICE LEGEND

CEILING-MOUNTED SMOKE DETECTOR

CEILING-MOUNTED WIRELESS ACCESS 
POINT

MECHANICAL EQUIPMENT, REFER TO 
MECHANICAL DRAWINGS

LIGHTING FIXTURES, REFER TO 
ELECTRICAL AND LIGHTING DRAWINGS

RECESSED FIRE SPRINKLER

MOTORIZED WINDOW SHADE IN POCKET 
(AT ALL GLAZING EXCEPT DOORS)

SECURITY CAMERA, REFER TO 
SECURITY DRAWINGS

REF.

SCALE: A2.21

A2.061/4" = 1'-0"
ENLARGED PARTIAL REFLECTED CEILING PLAN - WEST 1
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dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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1 PROJECTOR INSTALLED IN CEILING WITH DROP DOWN SCREEN
2 RECESSED SPEAKER
3 WIRELESS ACCESS POINT, REFER TO AV DRAWINGS, NIC
4 SMOKE DETECTOR
5 RECESSED ROLLERSHADE
6 DOOR MOUNTED ROLLER SHADE
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GENERAL NOTES:

A. SEE A7.11 FOR MATERIAL FINISH SCHEDULE
B. ALL DIMENSIONS TO FACE OF FINISH, U.O.N.
C. MOTORIZED SOLAR SHADES FOR ALL GLAZING AND 

DOORS IN DISCOVERY ROOM, OFFICE, CLASSROOM, AND 
MULTIPURPOSE ROOM. SOLAR SHADES AT GLAZED 
DOORS TO BE MOUNTED TO DOOR.

D. UNLESS OTHERWISE NOTED, ALL DEVICES (SPRINKLER, 
PROJECTOR, ETC.) SHALL BE CENTERED ON CEILING TILE

E. ALL CEILING MOUNTED EQUIPTMENT IN DISCOVERY ROOM 
TO BE BLACK INCLUDING FIRE SPRINKLER COVERS, 
SMOKE DETECTORS, STROBES, WAPS. ALL CEILING 
MOUNTED EQUIPTMENT IN WHITE CEILINGS TO BE WHITE.

MATERIAL LEGEND - CEILINGS

ACT-1, ACOUSTIC TILE TYPE 1

PT-3, INTERIOR PAINT FINISH ON GYP BOARD

EF-1 EIFS, PT-1 PAINT

ACT-2, ACOUSTIC WOOD PANEL

PT-1, INTERIOR PAINT FINISH ON GYP BOARD

PT-2, INTERIOR METALLIC PAINT FINISH ON 
GYP BOARD

MP-1, ALUCOBOND MIRROR FINISH

MP-2, ALUCOBOND FINISH TO MATCH MULLIONS

WINDOW SHADE POCKET, PAINTE BLACK 3 SIDES

PL-1, PLASTIC LAMINATE 1 - LIGHT WOOD GRAIN

CEILING-MOUNTED HORN STROBE

DEVICE LEGEND

CEILING-MOUNTED SMOKE DETECTOR

CEILING-MOUNTED WIRELESS ACCESS 
POINT

MECHANICAL EQUIPMENT, REFER TO 
MECHANICAL DRAWINGS

LIGHTING FIXTURES, REFER TO 
ELECTRICAL AND LIGHTING DRAWINGS

RECESSED FIRE SPRINKLER

MOTORIZED WINDOW SHADE IN POCKET 
(AT ALL GLAZING EXCEPT DOORS)

SECURITY CAMERA, REFER TO 
SECURITY DRAWINGS
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with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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GENERAL NOTES:

A. SEE A7.31 FOR MATERIAL FINISH SCHEDULE
B. SEE A2.07 FOR SIGNAGE PLANS AND SCHEDULE. SEE 

A8.02 FOR TYPICAL MOUNTING HEIGHTS, U.O.N.
C. SEE A7.21 FOR GLAZING SCHEDULE
D. SEE A7.11 FOR DOOR SCHEDULE

MATERIAL LEGEND - EXTERIOR ELEVATION

TL-2, EXTERIOR PORCELAIN TILE BEIGE

TL-1, EXTERIOR PORCELAIN TILE GRAY

MP-1, MIRRORED COMPOSITE METAL PANEL

EF-1, EIFS PAINTED WITH PT-1 

GL-1, GLAZING REFER TO SCHEDULE

EF-1, EIFS PAINTED WITH PT-4

BUILDING HEIGHT
MEASURED BY THE HIGHEST POINT OF EXISTING GRADE 
(ELEV. 449.41') COVERED BY THE STRUCTURE TO THE 
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ELEVATIONS

REF.

SCALE: A3.03

A2.011/8" = 1'-0"
BREEZEWAY EAST 14REF.

SCALE: A3.03

A2.011/8" = 1'-0"
BREEZEWAY WEST 15

REF.

SCALE: A3.03

EXTERIOR VIEW - BREEZEWAY 1 16REF.

SCALE: A3.03

EXTERIOR VIEW - BREEZEWAY 2 17

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 DRINKING FOUNTAIN
2 RECESSED FIRE EXTINGUISHER CABINET, WITH MATTE BLACK

FINISH

3 SIGNAGE, REFER TO SIGNAGE PLAN, SCHEDULE FOR TYPE AND
TYPICAL MOUNTING HEIGHTS

4 WIRELESS ACCESS POINT, REFER TO AV DRAWINGS, NIC
5 ROLLUP DOOR TYPE L FLUSH MOUNT HBFS KEYED CONTROL.

TAMPER-PROOF. TWO POSTITION (OPEN-CLOSE) WITH STOP
BUTTON. CYLINDER: MORTISE TYPE (5 PIN)

REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 1REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 2REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 3REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 4

REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 5REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 6REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 7REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 8

REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 13 REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 10REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 11REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 12 REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 9
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REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 18

REF.

SCALE: A3.03

A2.111/8" = 1'-0"
ELEVATION 19
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KEYNOTES

1. INS-3, RIGID INSULATION, SECURELY 
FASTENED TO ROOF DECK.  PLACE 
INSULATION AS NECESSARY TO 
ACHIEVE MIN. 2% DRAINAGE TO ROOF 
DRAINS.

2. NOT USED
3. STAINLESS STEEL STORM COLLAR
4. RF-1, CONTINUOUS HOT-AIR WELD 
SEAM 
5. CLAMPING RING
6. RF-1 SARNAFIL MEMBRANE CAP
7. NOT USED
8. NOT USED
9. NOT USED
10. MULTI PURPOSE SEALANT
11. PEEL STOP & FASTENER 

12" O.C.
12. NOT USED
13. NOT USED
14. NOT USED
15. NOT USED
16. ISOLATOR, PER MECHANICAL CURB 

DRAWINGS.  PROVIDE CHANNEL 
UNDER EACH ISOLATOR. SEE 
MECHANICAL DRAWINGS FOR 
MORE INFORMATION

17. BASE FLASHING
18. NOT USED
19. NOT USED
20. NOT USED 
21. ROOFING MEMBRANE SYSTEM 

(RF-1) 
22. ALUMINUM TAPE
23. PIPE PENETRATION
24. WALKWAY PAD, PER MANUF. B.O.D 

SIKA CROSSGRIP XTRA
25. STAINLESS STEEL HOSE CLAMP
26. 10 GA. ISO RAIL, PER MECHANICAL 

DRAWINGS
27. NOT USED
28. 14 GA. HOLD DOWN, ATTACH TO HVAC 

EQUIPMENT WITH #14 SELF TAPPING 
SCREWS

29. NOT USED
30. CURB FLASHING
31. NOT USED
32. TERMINATION BAR W/ APPROVED 

FASTENERS AT 30" O.C. VERT. MAX.  
PROVIDE METAL FRAME NAILER AS 
REQUIRED.

33. NOT USED
34. NOT USED 
35. RF-1 60 MIL SARNAFIL FLASHING 

MEMBRANE  
36. HVAC EQUIPMENT, SEE MECHANICAL 

DRAWINGS
37. NON COMBUSTIBLE NAILER.  
38. NOT USED
39. NOT USED
40. NOT USED
41. NOT USED
42. NOT USED
43. NOT USED
44. NOT USED
45. DRAIN STRAINER
46. NOT USED
47. NOT USED
48. NOT USED
49. NOT USED
50. NOT USED
51. NOT USED
52. NOT USED
53. NOT USED
54. NOT USED
55. NOT USED
56. NOT USED
57. NOT USED
58. NOT USED
59. NOT USED
60. NOT USED
61. NOT USED
62. NOT USED
63. NOT USED
64. NOT USED
65. NOT USED
66. 22 GA. SHT. METAL STRAP BEHIND 

EXTERIOR SHEATHING
67. NOT USED
68. SARNATHERM ROOF COVER BOARD
69. NOT USED
70. NOT USED
71. DENSDECK PRIME ROOF BOARD
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TYPICAL ROOF
DETAILS

REF.

SCALE: A4.01

3" = 1'-0"
ROOF DRAIN 1REF.

SCALE: A4.01

3" = 1'-0"
ROOF WALKWAY PAD 4

REF.

SCALE: A4.01

3" = 1'-0"
FLSHNG @ ROOF PIPE 9

REF.

SCALE: A4.01

3" = 1'-0"
PENETRATION CLEAR 10 REF.

SCALE: A4.01

3" = 1'-0"
ROOF TO PARAPET 2REF.

SCALE: A4.01

3" = 1'-0"
VENT STACK FLASHING 5REF.

SCALE: A4.01

3" = 1'-0"
LAPPING OF MEMBRANE 8

REF.

SCALE: A4.01

3" = 1'-0"
RFING AT HVAC EQUIPMENT 3REF.

SCALE: A4.01

3" = 1'-0"
CONE ROOF MEMBRANE 6REF.

SCALE: A4.01

3" = 1'-0"
ADHERD WALL FLSNG 11
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2"

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 THERMAL BATT INSULATION, INS-1
2 METAL STUD FRAMING
3 5/8" TYPE X EXTERIOR GYPSUM SHEATHING
4 INS-3, RIGID INSULATION, SLOPED TO DRAIN
5 RF-1, SARNAFIL FELT BACK ROOFING MEMBRANE
6 EF-1 & PT-1 PAINTED FINISH COAT
7 EF-1, STO BASE COAT WITH MESH EMBEDDED
8 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT EF-1
9 EF-1, STO TURBOSTICK ADHESIVE
10 WP-2, STOGUARD AIR AND MOISTURE BARRIER
11 RF-1, SARNAFIL ROOFING MEMBRANE
12 SARNATHERM PROTECTION BOARD
13 METAL STUD PER PARTITION TYPE
14 EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATIONS
15 MEDIUM BED MORTAR
16 CMB-1, CEMENTITIOUS BACKER BOARD
17 5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WRB, WP-2
18 EXPANSION ANCHOR PER STRUCTURAL
19 EXPOSED STAINLESS STEEL FLATSTOCK
20 CONCRETE CURB, REFER TO SLAB PLANS
21 WEEP SCREED
22 SEALANT
23 PRE-MOLDED COMPRESSIBLE FILLER
24 BELOW GRADE WATERPROOFING - WP-1 OR WP-3
25 STARTER TRACK WITH WEEP HOLES
26 SARNATHERM PROTECTION BOARD
27 RF-1 SARNAFIL BARE BACK ROOFING MEMBRANE
28 FIRE RETARDANT TREATED WOOD NAILER
29 EXTRUDED ALUMINUM RETAINER - SIKA EDGE GRIP EXTRUDED

FASCIA

30 FASCIA CAP, 0.063" THICKNESS- SIKA EDGE GRIP EXTRUDED FASCIA
31 RETAINER SPLICE WITH GASKET- SIKA EDGE GRIP EXTRUDED FASCIA
32 #14 x 1 1/2" UNIVERSAL FASTENERS, PROVIDED 12" O.C.
33 WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM BUILDING PRODUCTS

REDGARD
34 NOMINAL 3/8" GAP FOR DRAINAGE
35 1/2" REVEAL TRIM

................................................................................
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EXTERIOR  DETAILS

REF.

SCALE: A4.20

A3.213" = 1'-0"
TYPICAL COPING DETAIL 3 REF.

SCALE: A4.20

A3.223" = 1'-0"
COPING AT END WALL 2

REF.

SCALE: A4.20

A3.223" = 1'-0"
END WALL @ GRADE 1
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EXTERIOR DETAILS

REF.

SCALE: A4.21

A3.233" = 1'-0"
GLAZING HEAD @ SLOPED EIFIS ADJ. TO SLIDING DOOR 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 RECESSED DOUBLE ROLL MECHO SHADE
2 ARCADIA 2 PANEL SLIDING DOOR HEAD
3 5/16" STEEL BRACKET AT MP-2 PANEL JOINTS
4 HAT CHANNEL
5 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT EF-1
6 5/8" TYPE X EXTERIOR GYPSUM SHEATHING
7 DOOR TYPE L, SEE DOOR SCHEDULE A7.11 FOR MORE INFO

REF.

SCALE: A4.21

A3.213" = 1'-0"
ROLLUP DOOR AT INSET DOOR 2

1

1

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS

1
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EXTERIOR DETAILS

REF.

SCALE: A4.23

A3.213" = 1'-0"
ROLL DOWN GRILLE AT HEAD 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 DOOR TYPE L, SEE DOOR SCHEDULE A7.11 FOR MORE INFO
2 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT

EF-1
3 METAL STUD FRAMING
4 5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WRB,

WP-2

5 THERMAL BATT INSULATION, INS-1
6 RF-1, SARNAFIL ROOFING MEMBRANE
7 SARNATHERM PROTECTION BOARD
8 INS-3, RIGID INSULATION, SLOPED TO DRAIN
9 SARNATHERM PROTECTION BOARD
10 VAPOR BARRIER
11 5/8" TYPE X EXTERIOR GYPSUM SHEATHING
12 EF-1, STO BASE COAT WITH MESH EMBEDDED
13 EF-1 & PT-1 PAINTED FINISH COAT
14 T-EXTRUSION
15 5/16" STEEL ANGLE BRACKET
16 BOLT
17 HAT CHANNEL
18 FIRE RETARDANT TREATED OR NON-COMBUSTIBLE

BLOCKING AS REQUIRED
19 BACKER ROD & SEALANT
20 MP-2, ALUCOBOND PLUS ALUMINUM COMPOSITE PANEL
21 EF-1, STO TURBOSTICK ADHESIVE
22 WP-2, STOGUARD AIR AND MOISTURE BARRIER
23 5/16" STEEL BRACKET AT MP-2 PANEL JOINTS
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EXTERIOR DETAILS

REF.

SCALE: A4.24

A3.223" = 1'-0"
ROLL DOWN GRILLE AT GLAZING 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 DOOR TYPE L, SEE DOOR SCHEDULE A7.11 FOR MORE INFO
2 METAL STUD FRAMING
3 5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WRB, WP-2
4 THERMAL BATT INSULATION, INS-1
5 WP-2, STOGUARD AIR AND MOISTURE BARRIER
6 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT EF-1
7 BOLT
8 HAT CHANNEL
9 FIRE RETARDANT TREATED OR NON-COMBUSTIBLE BLOCKING AS

REQUIRED
10 MP-2, ALUCOBOND PLUS ALUMINUM COMPOSITE PANEL
11 5/16" STEEL BRACKET AT MP-2 PANEL JOINTS
12 5/8" TYPE X EXTERIOR GYPSUM SHEATHING

1

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS
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2
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INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

TYPE X EXTERIOR GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEV 

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM 
BUILDING PRODUCTS REDGARD

2

2

2

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WP-2

INS-2, 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE, TL-1 OR TL-2 PER ELEV 

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 

EF-1 STO TURBOSTICK ADHESIVE

INS-5 1" RIGID INSULATION

EF-1, PT-1, STO PAINTED FINISH COAT

EF-1 STO BASE COAT WITH MESH EMBEDDED

WP-2 STOGUARD AIR AND MOISTURE BARRIER

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM 
BUILDING PRODUCTS REDGARD

BACKER ROD AND SEALANT, 3/8"

A

1/8" STEEL ANGLE

3/8" MAX BACKER ROD AND SEALANT

METAL STUD PER PARTITION TYPE

EXTERIOR 5/8" TYPE X GYPSUM SHEATHING
AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE 
TL-1 OR TL-2 PER ELEVATIONS

WP-4 ANTI-FRACTURE MEMBRANE: 
CUSTOM BUILDING PRODUCTS REDGARD

EF-1, PT-1

EF-1, PT-1

MR-1 ADHERED MIRROR

5/8" GYPSUM BOARD

METAL STUD PER 
PARTITION TYPE

SEALANT, 3/8" MAX

EXTERIOR GLAZING SYSTEM PER SCHEDULE 

INS-1 ACOUSTIC BATT INSULATION

BACKER ROD

EXTERIOR GLAZING 
SYSTEM PER 
SCHEDULE

EXTERIOR GLAZING PER SCHEDULE

ALIGN

INS-1, THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

EXTERIOR TYPE X GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1, CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEV

METAL STUD PER PARTITION TYPE

5/8" INTERIOR GYPSUM BOARD

PL-1 HIGH PRESSURE LAMINATE 
ADHERED TO  3/4" PLYWOOD

1/2" BLOCKING, FIRE RETARDANT TREATED

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM 
BUILDING PRODUCTS REDGARD
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EXTERIOR DETAILS

REF.

SCALE: A4.30

A2.113" = 1'-0"
TYP. TILE TO TILE CORNER PLAN 1REF.

SCALE: A4.30

A2.113" = 1'-0"
TILE TO EIFS INT. CORNER PLAN 2REF.

SCALE: A4.30

A2.113" = 1'-0"
END WALL TRANSITION 3

REF.

SCALE: A4.30

A2.123" = 1'-0"
INT. MULLION @ WALL 4REF.

SCALE: A4.30

A2.113" = 1'-0"
CORNER MULLION 5REF.

SCALE: A4.30

A2.113" = 1'-0"
GLAZING TO TILE WALL 6

KEYNOTES
KEY

VALUE KEYNOTE TEXT
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EXTERIOR GLAZING SYSTEM PER SCHEDULE

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

TYPE X EXTERIOR GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATION

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM BUILDING PRODUCTS REDGARD

30-45' OPENING

5 3/8" DOOR TYPE L JAMB, 
PAINTED TO MATCH 
STOREFRONT MULLIONS 
SEE DOOR SCHEDULE FOR 
MORE INFO

CONTINUOUS L8x6x1/2 
WELDED TO JAMB POST, 
PAINTED TO MATCH MULLIONS

ANGLE TO HSS
1/4"3-12

HSS4X4 DOOR TYPE L JAMB 
POST

EXTERIOR PORCELAIN TILE 
TL-1 OR TL-2 PER ELEVATION

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

TYPE X EXTERIOR GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TYPE 
TL-1 OR TL-2 PER ELEVATION 

EXTERIOR GLAZING PER 
SCHEDULE

FIRE RETARDANT OR 
NON-COMBUSTIBLE 
BLOCKING AS REQUIRED

4x4 JAMB POSTS -
SEE STRUCTURAL

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM 
BUILDING PRODUCTS REDGARD

18
-3

0'
 O

P
E

N
IN

G

4 
1/

8"

DOOR TYPE L JAMB, PAINTED TO 
MATCH STOREFRONT MULLIONS SEE 
DOOR SCHEDULE FOR MORE INFO

CONTINUOUS L5x5x5/16 
WELDED TO JAMB POST, 
PAINTED TO MATCH MULLIONS

ANGLE TO HSS
1/4" 3-12

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

EXTERIOR GYPSUM TYPE X SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER 
ELEVATION 
DOOR TYPE L JAMB, PAINTED TO MATCH MULLIONS

EXTERIOR GLAZING PER SCHEDULE

4x4 JAMB POSTS - SEE STRUCTURAL

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM 
BUILDING PRODUCTS REDGARD

30-45' OPENING

5 3/8"

CONTINUOUS L6x4x5/16 WELDED TO JAMB POST

ANGLE TO HSS
1/4" 3-12

EXTERIOR GLAZING 
SYSTEM PER 
SCHEDULE

30
'-4

5'
 O

P
E

N
IN

G

5 
3/

8"

5 3/4"

PAINT ALL EXPOSED 
STEEL AND GUIDES TO 
MATCH MULLIONS

HSS6X6 PER STRUCTURAL

DOOR TYPE L JAMB

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE

EXTERIOR TYPE X GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATION

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM BUILDING PRODUCTS REDGARD

<18' OPENING

3 1/8"

TL-1 OR TL-2 PER ELEVATION

DOOR TYPE L JAMB, PAINTED TO 
MATCH STOREFRONT MULLIONS SEE 
DOOR SCHEDULE FOR MORE INFO

EXTERIOR GLAZING PER SCHEDULE

DOOR TYPE L HSS4X4 JAMB POST

CONTINUOUS L6x4x5/16 
WELDED TO JAMB POST

LIGHT GAUGE METAL FRAMING, TYP

ANGLE TO HSS
1/4" 3-12

INS-1 THERMAL BATT INSULATION

METAL STUD PER PARTITION TYPE
TYPE X EXTERIOR GYPSUM SHEATHING AND WP-2

INS-2 1" RIGID INSULATION

CMB-1 CEMENTITIOUS BACK BOARD

MEDIUM BED MORTAR

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATION 

WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM BUILDING PRODUCTS REDGARD

45'-60' OPENING

6 3/8"

DOOR TYPE L JAMB PAINTED TO MATCH 
MULLIONS

EXTERIOR GLAZING PER SCHEDULE

CONTINUOUS L5x5x5/16 WELDED TO JAMB 
POST, PAINTED TO MATCH MULLIONS

ANGLE TO HSS
1/4"3-12

HSS4X4 POST PER STRUCTURAL

18-30' OPENING

4 1/8"

TL-1 OR TL-2 PER ELEVATION

EXTERIOR GLAZING PER SCHEDULE

DOOR TYPE L JAMB, PAINTED TO 
MATCH MULLIONS

HSS4X4 POST PER STRUCTURAL

CONTINUOUS L6X4X5/16 WELDED 
TO JAMB POST, PAINTED TO 
MATCH MULLIONS

ANGLE TO HSS
1/4" 3-12

4x4 JAMB POSTS - SEE STRUCTURAL

DOOR PER SCHEDULE

<18' OPENING

3 1/8"

TL-1 OR TL-2 PER ELEVATION

DOOR TYPE L JAMB PAINTED TO MATCH MULLIONS

CONTINUOUS L4X4 WELDED TO HSS 
PAINTED TO MATCH MULLIONS

1/4" 3-12
ANGLE TO HSS

KEYNOTES
KEY

VALUE KEYNOTE TEXT
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EXTERIOR DETAILS

REF.

SCALE: A4.31

A2.123" = 1'-0"
INTERMEDIATE MULLION 7

REF.

SCALE: A4.31

A2.113" = 1'-0"
COILING DOOR JAMB @ CORNER 30-45' 8

REF.

SCALE: A4.31

A2.113" = 1'-0"
COLING DOOR JAMB @ TILE 18-30' 6

REF.

SCALE: A4.31

A2.123" = 1'-0"
COILING DOOR JAMB @ TILE/ LAM 30-45' 2

REF.

SCALE: A4.31

A2.123" = 1'-0"
COILING DOOR JAMB CORNER @ GLAZING 4

REF.

SCALE: A4.31

A2.113" = 1'-0"
SECURITY GRILLE JAMB @ TILE SHORT 9

REF.

SCALE: A4.31

A2.123" = 1'-0"
COILING DOOR JAMB @ TILE/ LAM 45-60' 1

REF.

SCALE: A4.31

A2.113" = 1'-0"
COILING DOOR JAMB @TILE/LAM 18-30' 3

REF.

SCALE: A4.31

A2.123" = 1'-0"
COILING DOOR JAMB @ DOOR 5

ROLL DOWN DOOR GUIDES AND EXPOSED STEEL 
TO BE PAINTED TO MATCH MULLIONS

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS
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3

CEILING
458' - 0"

TOP OF STEEL
461' - 10 3/4"

1

2

3

4

5

6

7

8

9

4

5

10

7

11

12

13

14

15

MP-2

1617

PT-3 OVER WP-2 OVER SHEATHING

2' - 0 1/2" 1' - 8 1/2"
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"

BIM

LADERA LINDA 
COMMUNITY PARK PROJECT:

CITY OF 
RANCHO PALOS VERDES:

A r c h i t e c t u r e  a n d  U r b a n  D e s i g n
5898 Blackwelder Street, Ground Floor

Culver City, CA 90232
(Tel) 310-559-5720  (Fax) 

310-559-8220

ARCHITECT

CONSULTANTS

.

ARCHITECT'S / ENGINEER'S STAMP

The drawings and specifications, ideas, designs, and arrangements are and shall
remain the property of the architect.  No part thereof shall be copied or used in
connection with any work or project other than the specific project for which they
have been prepared without the written consent of the architect.  Visual contact
with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.

© MDA Johnson Favaro 2017

CHECKED BY:

No. Issue

DRAWN BY:

Date

TITLE:

SHEET:

PROJECT #:

SCALE: DATE:

CITY APPROVALS

PROJECT

32201 Forrestal Drive
Rancho Palos Verdes, CA 90275

30940 Hawthorne Blvd.
Rancho Palos Verdes, CA 90275

1/26/22

SIGNED 12/30/21

1
/2

7/
20

2
2 

3:
4

1:
29

 A
M A4.32

EXTERIOR DETAILS

REF.

SCALE: A4.32

A3.213" = 1'-0"
TILE WALL TO EIFIS SOFFIT 2

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATIONS
2 MEDIUM BED MORTAR
3 CMB-1, CEMENTITIOUS BACKER BOARD
4 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT

EF-1

5 5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WRB, WP-2
6 METAL STUD PER PARTITION TYPE
7 THERMAL BATT INSULATION, INS-1
8 EF-1 & PT-1 PAINTED FINISH COAT
9 EF-1, STO BASE COAT WITH MESH EMBEDDED
10 METAL STUD FRAMING
11 INTERIOR PORCELAIN TILE
12 THIN SET MORTAR
13 5/8" TYPE X EXTERIOR GYPSUM SHEATHING
14 WP-4 ANTI-FRACTURE MEMBRANE: CUSTOM BUILDING

PRODUCTS REDGARD

15 CEILING PER RCP
16 HAT CHANNEL
17 5/16" STEEL BRACKET AT MP-2 PANEL JOINTS

1

1

1

1

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS

2

ISSUES/REVISIONS

1 BID 1.7.22
2 2ND PERMIT RESUBMIT'L 1.26.22



TOP OF STEEL
461' - 10 3/4"

8"
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GROUND LEVEL
448' - 0"
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CEILING
458' - 0"
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MP-1
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EXTERIOR DETAILS

REF.

SCALE: A4.33

A3.113" = 1'-0"
ROOF TIE BACK 1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 SARNATHERM PROTECTION BOARD
2 RF-1, SARNAFIL ROOFING MEMBRANE
3 ROOF TIE BACK
4 INS-3, RIGID INSULATION, SLOPED TO DRAIN
5 FLASHING MEMBRANE
6 BASE FLASHING
7 FASTENER
8 DECK PER PLAN - REFER TO STRUCTURAL
9 SPACER BRACKET
10 SHIM AS NEEDED WITH FIRE RETARDANT TREATED WOOD OR

NON-COMBUSTIBLE MATERIAL
11 MP-1 1/2" REVEAL
12 EXTERIOR PORCELAIN TILE, TL-1 OR TL-2 PER ELEVATIONS
13 MEDIUM BED MORTAR
14 CMB-1, CEMENTITIOUS BACKER BOARD
15 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT

EF-1
16 5/8" TYPE X EXTERIOR GYPSUM SHEATHING AND WRB, WP-2
17 METAL STUD FRAMING
18 METAL STUD PER PARTITION TYPE
19 THERMAL BATT INSULATION, INS-1
20 INTERIOR PORCELAIN TILE
21 THIN SET MORTAR
22 WATER RESISTANT GYPSUM BOARD
23 EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER ELEVATIONS
24 BELOW GRADE WATERPROOFING - WP-1 OR WP-3
25 PRE-MOLDED COMPRESSIBLE FILLER
26 SEALANT
27 EXPOSED STAINLESS STEEL FLATSTOCK
28 WEEP SCREED
29 CONCRETE CURB, REFER TO SLAB PLANS
30 EXPANSION ANCHOR PER STRUCTURAL
31 CEILING PER RCP
32 SARNATHERM PROTECTION BOARD

REF.

SCALE: A4.33

A3.213" = 1'-0"
TILE WALL AT GRADE 2

REF.

SCALE: A4.33

A3.233" = 1'-0"
TILE WALL TO ALUCOBOND SOFFIT 3

1

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS
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Weather-stripping products must be made of materials that have been tested for tensile strength in 
accordance with ASTM D638 after exposure to ASTM G155 for a period of 2,000 hours, where the 
maximum allowable difference in tensile strength values between exposed and none exposed 
samples does not exceed 10% and exhibit a V-2 or better flammability rating when tested to UL 94. 

PT-1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 SIKA WALL GRIP COPING
2 RF-1, SARNAFIL ROOFING MEMBRANE
3 SARNATHERM PROTECTION BOARD
4 EF-1 & PT-1 PAINTED FINISH COAT
5 EF-1, STO BASE COAT WITH MESH EMBEDDED
6 1" RIGID INSULATION: INS-2 UNDER TL-1 AND TL-2, INS-5 AT EF-1
7 WP-2, STOGUARD AIR AND MOISTURE BARRIER
8 EF-1, STO TURBOSTICK ADHESIVE
9 5/8" TYPE X EXTERIOR GYPSUM SHEATHING
10 PLYWOOD SHEATHING PER STRUCTURAL
11 DOOR TYPE L, SEE DOOR SCHEDULE A7.11 FOR MORE INFO
12 RF-1, SARNAFIL FELT BACK ROOFING MEMBRANE
13 PAINTED 5/8"GYPSUM BOARD
14 EXPOSED STAINLESS STEEL FLATSTOCK
15 SHEET METAL TRIM
16 SARNATHERM PROTECTION BOARD
17 NEOPRENE WEATHER STRIPPING
18 INS-3, RIGID INSULATION, SLOPED TO DRAIN
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EXTERIOR SHED
DETAILS

REF.

SCALE: A4.40

A1.123" = 1'-0"
SHED FOOTING 3

REF.

SCALE: A4.40

A1.123" = 1'-0"
ROLLUP DOOR AT SHED 2

REF.

SCALE: A4.40

A1.123" = 1'-0"
SHED AT GRADE 1

REF.

SCALE: A4.40

A1.123" = 1'-0"
SHED AT PARAPET 4

REF.

SCALE: A4.40

A1.123" = 1'-0"
ROLL UP DOOR JAMB 5

2

2

2

REFERENCE A7.31 MATERIAL AND EQUIPMENT 
SCHEDULE FOR MATERIAL DESIGNATIONS
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GENERAL NOTES:

A. DEVICES AND RECEPTACLES SHOWN FOR APPROX. 
LOCATION, REFER TO ELECTRICAL AND AV DRAWINGS 
FOR ADDITIONAL INFORMATION.

B. SEE A2.07 FOR SIGNAGE PLANS AND SCHEDULE. SEE 
A8.02 FOR TYPICAL MOUNTING HEIGHTS, U.O.N.

C. SEE A5.09 FOR ACCESSORY & EQUIPMENT 
SCHEDULES.

D. SEE A7.31 FOR MATERIAL SCHEDULE
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DISCOVERY ROOM
INTERIOR ELEVATIONS
& PERSPECTIVE VIEWS

REF.

SCALE: A5.01

A2.111/4" = 1'-0"
MEETING/DISCOVERY INTERIOR ELEVATIONS

1C

1A1B

1D

1

KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 PROJECTION SCREEN
2 RECESSED ROLLERSHADE
3 AV CONTROL PANEL, REFER TO AV DRAWINGS, NIC
4 ROLLER SHADE CONTROL, REFER TO ELECTRICAL DRAWINGS
5 PROJECTION SCREEN CONTROL, REFER TO AV DRAWINGS, NIC
6 DOOR MOUNTED ROLLER SHADE
7 SIGNAGE, REFER TO SIGNAGE PLAN, SCHEDULE FOR TYPE AND

TYPICAL MOUNTING HEIGHTS

8 THERMOSTAT, REFER TO MECHANICAL DRAWINGS
9 DIMMER WITH INTEGRAL SWITCH, REFER TO ELECTRICAL DRAWINGS
10 AV RACK WITHIN CASEWORK, REFER TO AV DRAWINGS, NIC
11 ROLLUP DOOR TYPE L FLUSH MOUNT HBFS KEYED CONTROL.

TAMPER-PROOF. TWO POSTITION (OPEN-CLOSE) WITH STOP
BUTTON. CYLINDER: MORTISE TYPE (5 PIN)

ISSUES/REVISIONS
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 MOP SINK PER PLUMBING
2 CASEWORK
3 COPIER, NIC
4 RECESSED FIRE EXTINGUISHER CABINET, WITH MATTE BLACK

FINISH
5 DIMMER WITH INTEGRAL SWITCH, REFER TO ELECTRICAL

DRAWINGS

6 BUILT-IN SEATING
7 DISPLAY SCREEN, NIC
8 SIGNAGE, REFER TO SIGNAGE PLAN, SCHEDULE FOR TYPE AND

TYPICAL MOUNTING HEIGHTS
9 ROLLER SHADE CONTROL, REFER TO ELECTRICAL DRAWINGS
10 THERMOSTAT, REFER TO MECHANICAL DRAWINGS
11 FACP ANNUNCIATOR
12 OCCUPANCY SENSOR, REFER TO LIGHTING AND ELECTRICAL

DRAWINGS

13 DUPLEX RECEPTACLE, REFER TO ELECTRICAL DRAWINGS
14 ROLLUP DOOR TYPE L FLUSH MOUNT HBFS KEYED CONTROL.

TAMPER-PROOF. TWO POSTITION (OPEN-CLOSE) WITH STOP
BUTTON. CYLINDER: MORTISE TYPE (5 PIN)
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FOR ADDITIONAL INFORMATION.

B. SEE A2.07 FOR SIGNAGE PLANS AND SCHEDULE. SEE 
A8.02 FOR TYPICAL MOUNTING HEIGHTS, U.O.N.

C. SEE A5.09 FOR ACCESSORY & EQUIPMENT 
SCHEDULES.

D. SEE A7.31 FOR MATERIAL SCHEDULE
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REF.

SCALE: A5.07

A2.121/4" = 1'-0"
MULTIPURPOSE ENLARGE INTERIOR ELEVATIONS
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KEYNOTES
KEY

VALUE KEYNOTE TEXT

1 PROJECTION SCREEN
2 RECESSED ROLLERSHADE
3 DOOR MOUNTED ROLLER SHADE
4 AV RACK WITHIN CASEWORK, REFER TO AV DRAWINGS, NIC
5 ROLLER SHADE CONTROL, REFER TO ELECTRICAL DRAWINGS
6 DIMMER WITH INTEGRAL SWITCH, REFER TO ELECTRICAL

DRAWINGS

7 THERMOSTAT, REFER TO MECHANICAL DRAWINGS
8 SIGNAGE, REFER TO SIGNAGE PLAN, SCHEDULE FOR TYPE AND

TYPICAL MOUNTING HEIGHTS

9 PROJECTION SCREEN CONTROL, REFER TO AV DRAWINGS, NIC
10 AV CONTROL PANEL, REFER TO AV DRAWINGS, NIC
11 ROLLUP DOOR TYPE L FLUSH MOUNT HBFS KEYED CONTROL.

TAMPER-PROOF. TWO POSTITION (OPEN-CLOSE) WITH STOP
BUTTON. CYLINDER: MORTISE TYPE (5 PIN)
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E.G

E #

PER PARTITION TYPE

5/8" INTERIOR GYPSUM BOARD, PAINTED

EXTERIORINTERIOR

INS-5 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

EF-1 STO TURBOSTICK ADHESIVE

EF-1 STO BASE COAT WITH MESH EMBEDDED

EF-1 PAINTED FINISH COAT

WP-2, EF-1 STOGUARD AIR AND MOISTURE 
BARRIER

E.G

E #

INS-5 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

EF-1 STO TURBOSTICK ADHESIVE

EF-1 STO BASE COAT WITH MESH EMBEDDED

EF-1 PAINTED FINISH COAT

EXTERIORINTERIOR

WP-2, EF-1 STOGUARD AIR AND MOISTURE 
BARRIER

T.G

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER 
ELEVATION

E #

MEDIUM BED MORTAR

CMB-1 CEMENTITIOUS BACKER 
BOARD

INS-2 1" RIGID INSULATION

5/8"  TYPE X EXTERIOR GYPSUM 
SHEATHING AND WRB WP-2

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

PER PARTITION TYPE

5/8" INTERIOR GYPSUM BOARD, PAINTED

EXTERIORINTERIOR

WP-1 CBP REDGARD ANTI-FRACTURE 
MEMBRANE 

E.T

E #

EXTERIORINTERIOR

WATER RESISTANT GYPSUM BOARD

THIN SET MORTAR

INTERIOR PORCELAIN TILE 
TL3 OR TL-4 PER ELEVATION

INS-5 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

EF-1 STO TURBOSTICK ADHESIVE

EF-1 STO BASE COAT WITH MESH EMBEDDED

EF-1 PAINTED FINISH COAT

WP-2 EF-1 STOGUARD AIR AND MOISTURE 
BARRIER

2

2

2

A.B

X # STUD SIZEE = EXTERIOR
I = INTERIOR

FINISH BFINISH A

PARTITION TYPE LEGEND

NOTE:
PAINT, WALLCOVERING, MIRROR, PEGBOARD, FABRIC WRAPPED 
PANELS AND TACKBOARDS ARE LOCATED AS PER ELEVATIONS 
AND ARE NOT INDICATED WITHIN PARTITION TYPES

FOR COMPLETE DESCRIPTION OF ALL MATERIALS, REFER TO A7.31

T.T

EXTERIOR PORCELAIN TILE 
TL-2  OR TL-2 PER ELEVATION

E #

MEDIUM BED MORTAR

CMB-1 CEMENTITIOUS BACKER BOARD

INS-2 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 
AND WRB WP-2

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

PER PARTITION TYPE

WATER RESISTANT GYPSUM BOARD

THIN SET MORTAR

INTERIOR PORCELAIN TILE 
TL-3 OR TL-4 PER ELEVATION

EXTERIORINTERIOR

WP-4 CBP REDGARD 
ANTI-FRACTURE MEMBRANE 

T.G

EXTERIOR PORCELAIN TILE TL-1 OR TL-2 PER 
ELEVATION

E #

MEDIUM BED MORTAR

CMB-1 CEMENTITIOUS BACKER BOARD

INS-2 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 
AND WRB WP-2

METAL STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

EXTERIORINTERIOR

WP-4 CBP REDGARD ANTI-FRACTURE MEMBRANE 

E.W.G

E #

PER PARTITION TYPE

5/8" INTERIOR GYPSUM BOARD, PAINTED

EXTERIORINTERIOR

INS-5 1" RIGID INSULATION

5/8" TYPE X EXTERIOR GYPSUM SHEATHING 

WOOD STUD PER PARTITION TYPE

INS-1 THERMAL BATT INSULATION

EF-1 STO TURBOSTICK ADHESIVE

EF-1 STO BASE COAT WITH MESH EMBEDDED

EF-1 PAINTED FINISH COAT

EF-1, WP-2 STOGUARD AIR AND MOISTURE 
BARRIER

PLYWOOD PER STRUCTURAL
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P
M A7.31

MATERIAL AND
EQUIPMENT
SCHEDULE

Material and Equipment Schedule

MARK DESCRIPTION SPEC COLOR SIZE DEPTH MANUFACTURER MODEL / TYPE COMMENTS

ABS-1 Abrasive Stripe Black 2 1/16"  wide 3/8" Wooster Products WP24A On all treads and intermediate and top landings of all cast in place stairs and
steps. Extruded aluminum base with abrasive filler, recessed into concrete

ACT-1 Acoustic Ceiling Panel 095100 White 24" x 48" 1" Armstrong Calla Optima Tegular, Silhouette Tegular 9/16" White Suspension Grid Typical acoustic ceiling UNO
ACT-2 Perforated wood acoustic ceiling tile 095100 Custom to match

PL-1
24" x 48" Armstrong Woodworks Perforated, Optima Tegular 9/16" Matte Black Suspension Grid Central Ceiling at Discovery 124

AL-1 Dark Bronze Anodized Aluminum Mullions 084113 AB-7 Std. Dark
Bronze

Arcadia Colornodic. Typical, with GL-1 or GL-2 as per window schedule

ASP-1 Asphalt, slurry coated 321236
AWP-1 Acoustic Fabric Covered Wall Panels 097713 Grey Per Interior Elevations 1" FabriTRAK: Framing & Infill Panel.

Carnegie: Knoll Textures
Beacon - Dust [W159712] FabriTRAK Framing: 1 SFE 10 at edges & 1 SJE 10 at joints (TBD)

BKL-1 Long Term Bicycle locker 129300 Madrax Narrow Madlocker
BKR-1 Short Term Bicycle rack 129300 Landscape Forms Ride
BLD-1 Boulders 044000 Desert Select 2ft - 5ft dia KRC Rock 50% 4-5 ft boulders, 50% 2-3 ft Final placement to be approved by Architect
BOL-1 Fixed bollard 055000 Statuary Bronze Reliance Foundry R-8460-RA Powdercoated
CHP-1 Chipseal 321216 Palm Springs Gold

gravel
3/8" gravel Southwest Boulder & Stone (gravel)

CMB-1 Cement Backer Board 074419 N/A N/A 1/2" Custom Building Products Wonderboard lite
CNC-1 Concrete, sack and patch finish 033000 Cast in place site walls
CNC-2 Concrete 033000 N/A N/A Utility yard
CNC-3 Topcast finish concrete, Saw cut joints 033300 N/A exterior paving
CNC-4 Interior polished sealed concrete, sawcut joints 033524
CNP-1 Pervious Concrete,  Integral Color, sawcut joints 321343 Pebble (Davis Colors) Parking stalls
CPT-1 Carpet Tile 096813 Abstract 807108 18" x 36" 5/16" Bentley Impasto 8IP22, monolithic installation, Nextstep cushion tile backing Carpet Tile Plank System - Ashlar Configuration
DG-1 Decomposed Granite 329113 California Gold 4" Gail Materials Natracil Stabilized
EF-1 EIFS 072400 Painted PT-1 STO StoTherm ci XPS Classic with 1" XPS insulation, painted Flame spread index of 25 or less
EWF-1 Engineered Wood fiber play surfacing 321816 Natural 1' - 0" Robertson Recreational Surfaces With wear mats. Depth as requiredby play equipment manufacturers for required fall protection
FB-1 Skyfold Door Fabric Finish Grey Whale

1300-1148
Skyfold Dualtex Collection

FNC-1 Chainlink perimeter fencing 323113 Black 2" mesh, 6 ft high Merchants Metals Color coated
FNC-2 Chainlink Pickle ball court fencing 323113 Black 1" mesh, 12 ft high Merchants Metals Color coated
FNC-3 Picket fencing 323119 Black 6 ft high Ameristar Aegis II - Genesis
FNC-4 Custom fence 323119 Black 4 ft high 4" x 1/4" Bar stock Pickets at 4" OC
GL-1 Glazing Type 1 - IGU 088000 Clear Per Elevations 1" Vitro 1/4” tempered glazing and ½” airspace with Solarban 70XL low e coating 1" Exterior IGU
GL-2 Glazing Type 2 - Interior 088000 Clear Per Interior Elevations 1/4" Vitro 1/4" tempered Interior tempered glass
GR-1 Gravel Palm Springs Gold 3/8" Southwest Boulder & Stone
GT-1 Grout Color 1 074420 TBD N/A Match TL-1. Color Chosen by Arch 1/16" Joints
GT-2 Grout Color 2 074420 TBD N/A Match TL-2. Color Chosen by Arch Exterior Tile Walls TL-2, 1/8" Joints,
GT-3 Grout Color 3 093000 TBD N/A Match TL-3. Color Chosen by Arch
GT-4 Grout Color 4 093000 TBD N/A Match TL-4. Color Chosen by Arch 1/16" Joints
GT-5 Grout Color 5 093000 TBD N/A Match TL-5. Color Chosen by Arch 1/16" Joints
INS-1 Thermal Batt Insulation 072100 6" At exterior walls and soffits
INS-2 Polyisocyanurate Rigid Insulation 072100 N/A N/A 1" R max EcomaxCI FR At exterior framed walls not clad in EIFS. Flame spread index of 25 or less. Smoke developed index of 450 or less. 12mm aluminum

facers

INS-3 Polyisocyanurate Rigid Insulation, roofs 075419 AC Foam - III Tapered polyiso at roof with 5" average. R5.7/ inch. Flame Spread index of 40-60.
INS-4 Acoustic Batt Insulation 092900 4" Between Multipurpose rooms and between MPRs and Vestibules
INS-5 XPS Rigid Insulation at EIFS 072400 1" Owens Corning Foamular CI-C. Compatible with EIFS system 1" at exterior EIFS framed walls and soffits. Flame spead index of 25 or less
LVT-1 Luxury Vinyl Tile Resilient Flooring Type 1 096500 Natural 48250 6"x48" 3/16" Shaw Contract Solitude 0648V plank, random staggered end joints
MP-1 Composite Metal Panel Type 1 074213.23 Alum. Mirror per RCP 3A Composites Alucobond NaturAL - Reflect Mirror FEVE - 50 Gloss Exterior Breezeway soffit - Hidden Fasteners mounted on Framing System , Fire-Rated Core, rainscreen, flame spread index of 25

or less

MP-2 Composite Metal Panel Type 2 074243 Chosen by Arch to
match mullions

3A Composites Alucobond Exterior soffit surround - Hidden fasteners mounted on framing system, Fire-Rated Core, rainscreen, flame spread index of 25 or
less

MR-1 Frameless Mirror - Type 1 088300 Mirror Per Interior Elevations 1/4" N/A Restrooms, Classroom, Multipurpose
MSH-1 Motorized rolling shade 122413 Charcoal &

Black/White Fabric
Mechoshade Electroshade. Installed in black painted gypsum recessed pocket in ceiling adjacent to all glazing (not

doors). Mechoshade light filtering fabric: Eurotwill 6000 series in color Charcoal 6016 3% Openness.
Blackout shade: Classic Blackout 0700 series Black/white 0731 with white side facing towards interior

MSH-2 Manual Rolling Shade 122413 Charcoal 6016 fabric Mechoshade Installed on glass doors, typ. Mechoshade light filtering fabric: Eurotwill 6000 series in color Charcoal
6016 3% Openness .

PE-1 Play Equipment - Log Steppers 116800 Landscape Structures Log steppers (set of 3), 175572-175574, 169320 28” max fall height
PE-2 Play Equipment - Log Crawl Tunnel 116800 Landscape Structures Log crawl tunnel 174594 41” max fall height
PE-3 Play Equipment - Play structure and swings 116800 Posts-matte slate.

slides-gray
Landscape Structures Canyon Collection 4 96” max fall height, All ProShield: Matte slate. All Permalene: gray, All TenderTuff: gray

PE-4 Play Equipment - Mushroom steppers 116800 Landscape Structures Mushroom steppers (set of 6) 171568-171573 30” max fall height
PE-5 Play Equipment - Rock climbers with cable net 116800 Landscape Structures Adventurescapes Design #2, 168365 56” max fall height
PE-6 Play Equipment - Log Balance Beam 116800 Landscape Structures Log Balance Beam, 173596 12” max fall height
PL-1 Plastic Laminate 1 -  Light Wood Grain 064116 Ruskin Oak N/A 3/4" Wilsonart 17001K-57 Aligned Texture Finish Casework, wall panelling, Skyfold door
PL-2 Plastic Laminate 2 - Black 064116 Traceless Midnight

Velvet
N/A Wilsonart 15506-31 Traceless finish Kitchenette casework. Doug Mockett DP# 1 1/2" drawer pulls in Matte black at casework, typ.

PL-3 Plastic Laminate 3 - White 064116 White Wilsonart Discovery room display cases
PLAS-1 Plaster - Exterior Type 1 092400 Painted, color per

elevations
N/A 7/8" N/A Lath and Plaster , Sand Finish. CMU Utility enclosure

PLWD-2 Plywood per structural 061000 N/A N/A N/A
PT-1 Paint Color 1-Swiss Coffee 099000 Swiss Coffee N/A Dunn-Edwards Swiss Coffee DEW341
PT-2 Paint Color 2 - Silver 099000 Silver N/A 0" Modern Masters Metallic Satin Sheen ME150 Interior perimeter ceiling , interior columns
PT-3 Paint Color 3 - Black 099000 Black Paint top and sides of all window shade and projector screen ceiling pockets
PT-4 Paint Color 4 099000 Chosen by Arch to

match mullions
At rollup doors and all visible rollup door supports, and at selected EIFS per elevations

RAL-1 1 1/2" OD tube steel handrail, wall mount 055200 Dunn Edwards Storm
Cloud

1 1/2" OD High performance coating, field applied

RAL-2 1/2" x 2" steel bar stock rail and posts 055200 Dunn Edwards Storm
Cloud

1/2" x 2" High performance coating, field applied

RF-1 PVC feltback Roofing Membrane 075419 White N/A Sika Sarnafil, G410 with 1/2" Sarnatherm roofboard Class A per ICC-ES Evaluation Report ESR-1157
RVC-1 Riverside Cobble 044000 4" - 12" KRC Rock
SCT-1 Solid Surfacing 064116 Glacier White N/A 3/4" Corian Restroom counters
SF-1 Waste and Recycling Receptacles (Pair) 129300 Tan/Blue Recycle Away Type 2, N1 Collection Dome top. One tan receptacle (for trash) and one blue receptacle (for Recycling) at each location shown on site plans
SF-2 Site Bench 129300 Desert Tan 6 ft Barco Products Reflection Bench In ground mounting
SF-3 Site Picnic Table 129300 Desert Tan 8 ft Barco Products Barcoboard steel frame rectangular picnic table
SF-4 Acorn Seat 129300 Landscape Structures Acorn seat 186579
SF-5 Log Bench 129300 Landscape Structures Log Bench, 173595
SPC-1 Basketball Sports Coating 321823 Dove Gray Sportmaster Skatemaster. Court and Border: Dove gray. Striping: white
SPC-2 Pickleball sports coating. 321823 Light Blue/Lt Green Sportmaster Picklemaster. Court and non-volley zone: Light blue. Border: Light Green. Striping: White
SST-1 Stainless Steel Toilet Partition 102113 Stainless Steel, #4

satin
Per Plan & Elevations ASI Global Type 304 Ceiling Hung, stainless steel door hardware

SST-2 Stainless Steel Kitchen Surface 064116 Stainless Steel Custom Kitchenette backsplash, shelves and counter
STH-1 Stone threshold 093000 Georgia white Honed marble threshold Full width of frame opening, depth as required to accommodate setting system, 3/4 inch minimum thickness unless otherwise

detailed, beveled two directions, and radius edges at intersection of bevels to vertical face. At Restroom entries and Kitchenette
entry

TC-1 Tackable wall surface 097219 Potato skin Per Interior Elevations Forbo Bulletin board, 2182 Workroom, Office
TD-1 Truncated Dome 033300 Federal Yellow 12x12 WAUSA Tile Precast Concrete Detectable Warning Paver, Truncated Dome
TL-1 Exterior Porcelain Tile -gray woodgrain 074420 Quercia Petraea 8" x 60" 1/4" Ariostea Legni High-Tech, honed finish Sales: www.eurowest.com, 1/16" Joints GT-1. Flame spread index of 25 or less
TL-2 Exterior Porcelain Tile - Tan wood grain 074420 Robere Briccola 8" x 48" 3/8" Ariostea High Tech woods, Ancient honed finish Sales: www.eurowest.com, 1/16" Joints GT-2. Flame spread index of 25 or less
TL-3 Interior Porcelain Tile- Restroom Floor 093000 Grey 24"x48" 1/4" Fiandre Maximum Fjord Grey, Honed (R10) finish Restroom Floor, 1/8" Joints, GT-6
TL-4 Interior marble penny Tile - 1" Round 093000 Bianco Perlino 1" Round,

11"x11"sheet
3/8" Tile Club polished, BFCM3 Kitchenette Walls, 1/8" Joints, GT-4

TL-5 Interior Porcelain Tile - 12x4inch 093000 Artic White 4"x12" 5/16" Daltile Color Wheel Collection - Linear Restroom Walls, 1/8" Joint, GT-5
TM-1 Medium Bed Mortar for large format tile 074420 1/4" Custom Building Products Megalite
VR-1 Vapor Retarder 072600 Stego Industries Stego Wrap Below slabs on grade, Class A, 15 mil
WB-1 MDF flush wall base-match wall finish above 062000 4" high, 1/4" reveal

above
typ at all interior walls except restrooms and kitchen and janitor. Painted  where at painted walls,
covered in laminate where walls are laminate

WMP-1 Wire Mesh partition 102213 Beastwire mesh
partition

Spaceguard Products With sliding door. Standard 2" square 10 ga welded wire mesh. 1 1/4"x 1/8" thick angle frame Door outfitted with electric strike, Westinghouse RTS series lock

WP-1 Below Grade Waterproofing - post applied--CIP retaining
walls

071300 Gacoflex Gacoflex LM60 at 120 mils covered with Grace hydroduct drainage board (Hydroduct 660 for
horizontal, Hydroduct 220 for vertical)

WP-2 Air and Moisture Barrier 070850,
072400

STO Stoguard Typical Exterior Wall

WP-3 Below Grade waterproofing - Blindside, CIP retaining walls 071300 GCP Preprufe 300R/160R Plus over hydroduct 220 drainage board over shoring
WP-4 Antifracture Membrane under exterior tile 072500 Custom Building Products Redgard
WP-5 Waterproofing at CMU retaining walls 071300 Grace Bituthene 4000 Covered with Grace Hydroduct 220 drainage board

NOTES:
1. INTERIOR WALL AND CEILING 
FINISHES SHALL BE CLASSIFIED 
IN ACCORDANCE WITH 
BUILDING CODE 803 AND TABLE 
803.9. FIRE CODE SEC. 803 
TABLE 803.3
2. REFERENCE MATERIAL 
SCHEDULE SHEET A7.11
3. REFERENCE INTERIOR 
ELEVATIONS: A5 SERIES
4. REFERENCE CASEWORK 
DRAWINGS: A8.1 SERIES
5. REFERENCE FLOOR FINISH 
PLANS: A2.04
6. REFERENCE REFLECTED 
CEILING PLANS: A2.05

2

ISSUES/REVISIONS

100% SD 07.14.19
50%DD 10.14.19
100%DD 11.21.19
50%CD 06.01.21
PERMIT SET 12.03.21
PERMIT RESUBMITAL 12.28.21

1 BID 1.7.22
2 2ND PERMIT RESUBMIT'L 1.26.22
3 BID ADDENDUM 1 02.01.22
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x;EXIT SIGN

THESE NOTES AND DIMENSIONS
APPLY TO ALL TACTILE EXIT SIGNS
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NOTE: 11B-703.4.2 REQUIRES A CLEAR FLOOR SPACE OF 18 INCHES 
MINIMUM BY
18 INCHES MINIMUM, CENTERED ON THE TACTILE CHARACTERS, BE PROVIDED
BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE CLOSED POSITION AND 
45
DEGREE OPEN POSITION
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7

1 9 10

8

9

x;SIGN TYPE "RM-ID"

ISA SYMBOL

ROOM 
IDENTIFICATION
SIGN
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DOORWAYS LEADING TO FEMALE SANITARY FACILITIES SHALL BE IDENTIFIED BY A
GEOMETRIC SIGN COMPRISED OF CIRCLE 1/4 INCH THICK (6.4MM) 12 INCHES  (305MM) IN
DIAMETER. SIGN COLOR SHALL CONTRAST WITH DOOR COLOR.

DOORWAYS LEADING TO MALE SANITARY FACILITIES SHALL BE IDENTIFIED BY A
GEOMETRIC SIGN COMPRISED OF AN EQUILATERAL TRIANGLE 1/4 INCH THICK  WITH 
EDGES 12 INCHES LONG AND A VERTEX POINTING UPWARD. SIGN COLOR SHALL 
CONTRAST WITH DOOR COLOR.

GEOMETRIC SYMBOLS SHALL BE CENTERED ON THE DOOR AT A HEIGHT OF 59 INCHES
AND THEIR COLOR AND CONTRAST SHALL BE DISTINCTLY DIFFERENT FROM  THE 
COLOR AND CONTRAST OF THE DOOR (CBC 11B-703.7.2.6.1, 11B703.7.2.6.2, 
11B-703.7.2.6.3).

EACH GRADE-LEVEL EXTERIOR EXIT DOOR SHALL BE IDENTIFIED BY A TACTILE EXIT 
SIGN WITH THE WORD  "EXIT".

PROVIDE MECH'L MOUNTING W/ VANDAL-RESISTANT FASTENERS.

ALL BUILDING ENTRANCES THAT ARE ACCESSIBLE TO AND USABLE BY PERSONS  WITH
DISABILITIES SHALL BE IDENTIFIED WITH A MINIMUM OF ONE INTERNATIONAL  SYMBOL OF
ACCESSIBILITY AND WITH ADDITIONAL DIRECTIONAL SIGN, UTILIZING  THE SYMBOL, AT
JUNCTIONS, TO BE VISIBLE TO PERSON ALONG APPROACHING  PEDESTRIAN WAYS

CHARACTERS, SYMBOLS AND THEIR BACKGROUND SHALL HAVE A NON-
GLARE FINISH.  CHARACTERS AND SYMBOLS SHALL CONTRAST WITH THEIR
BACKGROUND (MINIMUM 70%).

CHARACTERS ON SIGNS SHALL BE SELECTED FROM FONTS WHERE THE WIDTH OF THE
UPPER CASE LETTER "O" IS 60 PERCENT MINIMUM AND 110 PERCENT MAXIMUM OF THE
HEIGHT OF THE UPPER CASE LETTER "I" AND A STROKE THICKNESS OF THE 
UPPERCASE LETTER "I" SHALL BE 15 PERCENT MAXIMUM OF THE HEIGHT OF THE 
CHARACTER.
VISUAL CHARACTERS AND NUMBERS ON SIGNS SHALL BE SIZED ACCORDING TO THE VIEW
DISTANCE FROM WHICH THEY ARE TO BE READ, THE MINIMUM HEIGHT IS MEASURED 
USING AN  UPPER CASE I. LOWERCASE CHARACTERS ARE PERMITTED. FOR SIGNS 
SUSPENDED OR PROJECTED ABOVE THE FINISH FLOOR IN COMPLIANCE WITH CBC TABLE 
11B-703.5.5, THE  MINIMUM CHARACTER HEIGHT SHALL BE 5/8" (15.9MM). REFER TO 
ACCOMPANYING DETAILS FOR CHARACTER HEIGHT.

CHARACTERS ON SIGNS SHALL BE RAISED 1/32 INCH (0.794 MM) MINIMUM AND SHALL BE 
SANS SERIF UPPERCASE CHARACTERS ACCOMPANIED BY GRADE 2 BRAILLE COMPLYING 
WITH CBC SECTION

RAISED CHARACTERS SHALL BE A MINIMUM OF 5/8 INCH (15.9 MM) 
AND A MAXIMUM OF 2 INCHES (51 MM) HIGH (CBC 1117B.5.5). REFER 
TO ACCOMPANYING DETAILS FOR CHARACTER HEIGHT.

THE ISA SHALL BE INSTALLED ON THE WALL ADJACENT TO THE LATCH SIDE OF  
THE DOOR AT SANITARY FACILITIES THAT ARE ACCESSIBLE. AT NON-ACCESSIBLE
SANITARY FACILITIES / SIGN SHALL BE PROVIDE DIRECTING PEOPLE TO THE
NEAREST ACCESSIBLE SANITARY FACILITY.

THE INTERNATIONAL SYMBOL OF ACCESSIBILITY (ISA) SHALL BE THE STANDARD
USED TO IDENTIFY FACILITIES THAT ARE ACCESSIBLE TO AND AND USABLE BY 
PHYSICALLY DISABLED PERSON.  THE SYMBOL SHALL CONSIST OF A WHITE FIGURE 
ON A BLUE BACKGROUND.  THE BLUE SHALL BE EQUAL TO COLOR NO.  FS 15090 IN 
FEDERAL STANDARD 595C.

PICTORIAL SYMBOL SIGNS (PICTOGRAMS) SHALL BE ACCOMPANIED BY THE 
VERBAL DESCRIPTION PLACED DIRECTLY BELOW THE PICTOGRAM.  THE OUTSIDE
DIMENSION OF THE PICTOGRAM FIELD SHALL BE A MINIMUM OF 6 INCHES (152 MM)
IN HEIGHT

CONTRACTED CALIFORNIA GRADE 2 BRAILLE.  DOT SHALL BE 1/10 INCHES 
(2.54MM) ON CENTER IN EACH CELL WITH 0.300" (7.62 MM) SPACE BETWEEN 
CELLS, MEASURED FROM THE FIRST COLUMN OF DOTS IN THE FIRST CELL TO THE 
FIRST COLUMN OF DOTS IN THE SECOND CELL.  DOTS SHALL BE RAISED A 
MINIMUM OF 1/40 INCH (0.635 MM) ABOVE THE BACKGROUND (CBC 1117B.5.6).

WHERE PERMANENT IDENTIFICATION IS PROVIDED FOR ROOMS AND SPACES, SIGN
SHALL BE INSTALLED ON THE WALL ADJACENT TO THE LATCH OUTSIDE OF THE  
DOOR AS INDICATED ON THE ACCOMPANYING DETAIL(S).  WHERE THERE IS NO  WALL 
SPACE ON THE LATCH SIDE INCLUDING AT DOUBLE LEAF DOORS, SIGN SHALL BE 
PLACED ON THE NEAREST ADJACENT WALL, PREFERABLY ON THE RIGHT, SIGNS 
SHALL BE  48 INCHES MINIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, 
MEASURED FROM THE BASELINE OF THE LOWEST BRAILLE CELLS AND 60 INCHES 
MAXIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE 
BASELINE OF THE HIGHEST LINE OF RAISED CHARACTERS (11B-703.4.1). SIGNS 
CONTAINING TACTILE CHARACTERS SHALL BE LOCATED SO THAT A CLEAR FLOOR 
SPACE OF 18 INCHES MINIMUM BY 18 INCHES MINIMUM, CENTERED ON THE TACTILE 
CHARACTERS, IS PROVIDED BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE  
CLOSED POSITION AND 45 DEGREE OPEN POSITION.

EDGES AND VERTICES ON GEOMETRIC SYMBOLS SHALL BE EASED OR ROUNDED 
AT 1/16 INCH MINIMUM OR CHAMFERED AT 1/8 INCH MIN. VERTICES SHALL BE 
RADIUSES BETWEEN 1/8 INCH MIN. AND 1/4 INCH MAX. 11B-703.7.2.6.4)

17

6"

6"

4"

6"

10"

6"

7B01. ROOM ID A01. EXITC01. RESTROOM - MENSC02. RESTROOM - WOMENS

D01. RESTROOM - MENSD02. RESTROOM - WOMENS E01. MAXIMUM OCCUPANCY F01. ENTRY SIGNAGE

1' - 
0"

1'
 - 

0"

8"

4"

FONT TYPE: NEWS GOTHIC MEDIUM

H01. FIRE EXTINGUISHER INDICATOR - BLADE 

1 2 3 4 5

11

1213

1'
 -

 1
"

9 1/2"

1'
 -

 1
"

9 1/2"

17

TYP.
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PICTOGRAM, WHITE ON GREY 
BACKGROUND. COLOR TBD BY 
ARCHITECT.
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A. ELEVATION B. PLAN

J01. ASSISTIVE LISTENING
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1/

4"

K01. ROLLUP DOORS

6"

4"

1/4" THICK ACRYLIC PANEL, PAINT 
GREY. COLOR TBD BY ARCHITECT.

ADHERE TO SURFACE WITH VHB TAPE 
AND SILLICON. WHERE MOUNTED 
DIRECTLY TO GLAZING, APPLY 
ADHESIVE BACKED 3M VINYL TO MATCH 
OUTLINE OF SIGN PANEL TO THE 
INTERIOR GLASS SURFACE TO 
CONCEAL MOUNTING TAPE.

MOUNTING SURFACE

G02. ADA PARKING - VAN G01. ADA PARKING

SQUARE STEEL POST, POWDERCOATED GREY, COLOR TBD 
BY ARCHITECT. SEE 6/A1.31 FOR FOOTING INFORMATION

PICTOGRAM, WHITE ON 
CONTRASTING 
BACKGROUND. COLOR TBD 
BY ARCHITECT. TYP. OF 
ALL PARKING SIGNAGE
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NOTE:
SIGN TO BE PLACED IN A CONSPICUOUS 
PLACE AT PARKING LOT ENTRANCE(S) -
REFER TO ENLARGED PARKING PLAN FOR 
LOCATION.

ALL LETTERS SHALL BE A PERMANENT PART 
OF THE SIGN. DECALS/STICKERS ARE NOT 
ACCEPTABLE

G07. ADA PARKING - EV

STEEL POST, POWDERCOAT GREY. 
COLOR TBD BY ARCHITECT. WELD TOP 
WITH CAP TO CLOSE.

PARKING SIGNAGE, REFER TO 
SIGNAGE TYPES AND SIGNAGE PLAN. 
EXTEND 

L-ANGLE SUPPORT BOLTED TO SIGN, 
SLOT FOR A FRICTION FIT WITHIN 
STEEL POST.

PER SIGNAGE TYPEFIT TIGHT TO INSIDE OF POST

BIM

LADERA LINDA 
COMMUNITY PARK PROJECT:

CITY OF 
RANCHO PALOS VERDES:

A r c h i t e c t u r e  a n d  U r b a n  D e s i g n
5898 Blackwelder Street, Ground Floor

Culver City, CA 90232
(Tel) 310-559-5720  (Fax) 

310-559-8220

ARCHITECT

CONSULTANTS

.

ARCHITECT'S / ENGINEER'S STAMP

The drawings and specifications, ideas, designs, and arrangements are and shall
remain the property of the architect.  No part thereof shall be copied or used in
connection with any work or project other than the specific project for which they
have been prepared without the written consent of the architect.  Visual contact
with these drawings or specifications shall constitute evidence of acceptance of
these restrictions.

Written dimensions on these drawings shall have precedence over scaled
dimensions.  Contractor shall verify and be responsible for all dimensions and
conditions on the job and this office must be notified of any variation from the
dimensions and conditions shown by these drawings.  Shop details must be
submitted to this office for approval before proceeding with fabrication.
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