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Please circle all applicable bid packages below, that this RFI pertains to:
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Mt #2

Please clarify the finish for the pipe and tube railings.  The specification section 05 52 13 references 

stainless steel however specification section 09 60 00 calls for all exposed steel, including railings, to be

finish with high performance coatings.  Are the railings to be stainless steel or finished with high-

performance coatings?
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Text Box
Railings to be galvanized steel and must conform to spec section 05 52 13. Other reference sections are not applicable to railings. See revised attached landscape plans.
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FENCE AND RAILING SCHEDULE
KEY DESCRIPTION DETAIL MFR. / SUPPLIER MODEL COLOR FINISH COMMENTS

PERIMETER FENCING (8' TALL) A, L3.2 CUSTOM -- MATTE BLACK
(2) COATS PAINT
(2) COATS PRIMER SHOP DWGS REQUIRED.

HANDRAIL AT STAIR B, L3.2 CUSTOM -- HOT DIPPED GALVANIZED FINISH SHOP DWGS REQUIRED.

HANDRAIL AT RAMP D, L3.2 CUSTOM -- HOT DIPPED GALVANIZED FINISH SHOP DWGS REQUIRED.

GUARDRAIL G, L3.1 CUSTOM -- HOT DIPPED GALVANIZED FINISH SHOP DWGS REQUIRED.

PEDESTRIAN GATE - SINGLE (8' TALL) B, L3.3 CUSTOM -- MATTE BLACK
(2) COATS PAINT
(2) COATS PRIMER SHOP DWGS REQUIRED.

PEDESTRIAN GATE - DOUBLE (8' TALL) B, L3.3 CUSTOM -- MATTE BLACK
(2) COATS PAINT
(2) COATS PRIMER SHOP DWGS REQUIRED.

VEHICULAR SWING GATE AT PARKING LOT (4' TALL)
WITH LOCKING POST

E, F
L3.2 CUSTOM -- HOT DIPPED GALVANIZED FINISH SHOP DWGS REQUIRED.

VEHICULAR SWING GATE AT BUILDING (8' TALL) A, L3.3 CUSTOM -- MATTE BLACK
(2) COATS PAINT
(2) COATS PRIMER SHOP DWGS REQUIRED.

F1

F2

F3

F4

F5

F6

F7

F8

PAVING SCHEDULE
KEY DESCRIPTION DETAIL MFR. / SUPPLIER COLOR FINISH JOINTS COMMENTS

CONCRETE PAVING A-B, L3.1 --- NONE
MEDIUM BROOM
PERPENDICULAR TO
PATH OF TRAVEL

SAWCUT
CONTRACTION /
CONSTRUCTION

PSI PER GEOTECH
SEALER: SEE SPECS.
MOCK-UP IS REQUIRED

INTEGRAL COLOR CONCRETE PAVING A-B, L3.1 DAVIS COLORS
(323) 265-8323 TBD

GRACE TOP-CAST #05
MIX DESIGN:
50% SAND / 50% PEA
GRAVEL

SAWCUT
CONTRACTION /
CONSTRUCTION

PSI PER GEOTECH
SEALER: SEE SPECS.
MOCK-UP IS REQUIRED

INTEGRAL COLOR CONCRETE BAND A,C, L3.1 DAVIS COLORS
(323) 265-8323 TBD

GRACE TOP-CAST #05
MIX DESIGN:
50% SAND / 50% PEA
GRAVEL

SAWCUT
CONTRACTION /
CONSTRUCTION

PSI PER GEOTECH
SEALER: SEE SPECS.
MOCK-UP IS REQUIRED

PRE-CAST TRUNCATED DOME PAVERS E, L3.1 ORCO BLOCK
(714) 527-2239

12" SQ. (ACTUAL)
TRUNCATED
DOME PAVER

- FEDERAL YELLOW
- PERIMETER GROUT JNT:
COLOR TO MATCH
ADJACENT CONCRETE
PAVING

STANDARD FINISH
- MOCK-UP IS REQUIRED
- PAVERS SHALL BE LAID OUT IN
ORTHOGONAL PATTERN, PIE-CUT
PAVERS WILL NOT BE ACCEPTED

CONCRETE STAIRS I, L3.1 ---
MATCH ADJACENT
CONCRETE
PAVING

MATCH ADJACENT
CONCRETE PAVING

MATCH ADJACENT
CONCRETE
PAVING

PSI PER GEOTECH
SEALER: SEE SPECS.
MOCK-UP IS REQUIRED

CONCRETE RAMP A-B, L3.1
D, L3.2 --- NONE

MEDIUM BROOM
PERPENDICULAR TO
PATH OF TRAVEL

SAWCUT
CONTRACTION /
CONSTRUCTION

PSI PER GEOTECH
SEALER: SEE SPECS.
MOCK-UP IS REQUIRED

NOTES:
A.  CONTRACTOR SHALL PREPARE MOCK-UPS FOR PAVING. SEE 'MOCK-UP REQUIREMENTS'.
B.  PROVIDE AN ISOLATION JOINT WHERE PAVING ABUTS VERTICAL SURFACES SUCH AS BUILDINGS, WALLS, STEPS, OR, AS NOTED IN THESE DRAWINGS.
C.  CONTRACTOR TO PROVIDE A DETECTABLE WARNING PRODUCT SAMPLE TO THE BUILDING INSPECTOR FOR APPROVAL OF COLOR CONTRAST WITH FINISH SURFACE.

P1

P2

P3

P4

P5

P6

WALL SCHEDULE
KEY DESCRIPTION DETAIL MFR. / SUPPLIER COLOR FINISH JOINTS COMMENTS

LOW P.I.P CONCRETE PLANTER WALL F, L3.1 -- NATURAL GRAY ACID WASH FINISH VERTICAL SAWCUT
CONTRACTION

MOCK-UP IS REQUIRED
SEE NOTES BELOW

P.I.P CONCRETE TALL RETAINING WALL C, L3.2 -- NATURAL GRAY ACID WASH FINISH VERTICAL SAWCUT
CONTRACTION

MOCK-UP IS REQUIRED
SEE NOTES BELOW

P.I.P CONCRETE LOW RETAINING WALL AT RAMP D, L3.3 -- NATURAL GRAY ACID WASH FINISH VERTICAL SAWCUT
CONTRACTION

MOCK-UP IS REQUIRED
SEE NOTES BELOW

NOTES:
A.  CONTRACTOR SHALL PREPARE MOCK-UPS FOR WALLS. SEE 'MOCK-UP REQUIREMENTS', SHEET L0.0.
B.  MOCK-UP IS REQUIRED FOR EACH WALL FINISH NOTED ABOVE. PROVIDE (3) DIFFERENT OF LEVELS OF ACID FINISH (LIGHT. MEDIUM, & HEAVY) FOR OWNER AND DESIGN TEAM APPROVAL.
C.  PROVIDE AN ISOLATION JOINT WHERE PAVING ABUTS VERTICAL SURFACES SUCH AS BUILDINGS, WALL, STEPS, OR, AS NOTED IN THESE DRAWINGS.

W2

W3

W1

HARDSCAPE KEYNOTES
KEY DESCRIPTION DETAIL

CONSTRUCT SAWCUT
CONTRACTION JOINT A, L3.1

CONSTRUCT SAWCUT DOWELED
CONSTRUCTION JOINT A, L3.1

CONSTRUCT NEW TO EXISTING
CONCRETE PAVING A, L3.1

CONSTRUCT CONCRETE PAVING TO
CURB CONNECTION D, L3.1

1

2

3

4

REFERENCE KEYNOTES
KEY DESCRIPTION DETAIL

A.C. PAVING PER CIVIL
ENG. PLANS

CONCRETE CURB PER CIVIL
ENG. PLANS

CONCRETE GUTTER PER CIVIL
ENG. PLANS

PAVEMENT STRIPING PER CIVIL
ENG. PLANS

ADA STALL SIGNAGE PER CIVIL
ENG. PLANS

ACCESSIBLE RAMP PER CIVIL
ENG. PLANS

RETAINING WALL PER STRUCT
ENG. PLANS

LIGHT FIXTURE PER ELEC.
ENG. PLANS

TRASH ENCLOSURE PER ARCH.

STUDENT BICYCLE PARKING PER ARCH.

STAFF BICYCLE PARKING PER ARCH.

FIRE ACCESS LANE FOR
REFERENCE

A

B

C

D

E

F

G

H

I

J

K

L

OMIT

OMIT

OMIT

SYMBOL LEGEND
SYMBOL DESCRIPTION

DOWELED CONSTRUCTION JOINT

CONTRACTION JOINT

PLANTING AREA

SITE FURNISHING SCHEDULE
KEY DESCRIPTION DETAIL QTY MFR. /

SUPPLIER MODEL COLOR FINISH MOUNTING COMMENTS

LITTER & RECYCLING RECEPTACLE C, L3.3 9
FORMS+
SURFACES
818.400.0028

UNIVERSAL LITTER AND RECYCLING RECEPTACLE: 36 GALLON SIZE SIDE OPENING. LID
OPTIONS: (1) STANDARD OPENING ON TRASH SIDE AND (1) ROUND OPENING ON
RECYCLING SIDE. LID MATERIAL: POLYETHYLENE SLATE. GRAPHICS: BLACK LITTER
AND BLUE RECYCLING. BODY MATERIAL: STAINLESS SATIN (NO PATTERN). SURFACE
MOUNTED PER MANUF. RECD.

STAFF BICYCLE LOCKER A, L3.4 2
GROUND CONTROL
SYSTEMS
800.630.7225

FIBERGLASS COMPOSITE BICYCLE LOCKERS - FBV1
LAYOUT: SINGLE BIKE
COLOR: GRAY
LOCKING OPTIONS: PADLOCK HANDLE
MOUNTING: SURFACE MOUNTING

BICYCLE RACKS B, L3.4 4
GROUND CONTROL
SYSTEMS
800.630.7225

OMEGA - CIRCULAR BIKE PARKING RACK
FINISH: STAINLESS
MOUNTING: SURFACE MOUNT

NOTE: SITE FURNISHINGS ARE LONG LEAD ITEMS. CONTRACTOR SHALL BE RESPONSIBLE FOR APPLICABLE LEAD TIMES IN THE OVERALL PROJECT SCHEDULE. SUBSTITUTIONS WILL NOT
BE ACCEPTED.

S1

S2

S3

EDGING SCHEDULE
KEY DESCRIPTION DETAIL MFR. / SUPPLIER MODEL COLOR FINISH COMMENTS

CONCRETE MOW CURB G, L3.2 N/A N/A NATURAL GRAY LIGHT BROOM
PROVIDE SAWCUT JOINTS
5' O.C. AND AT CHANGES
IN DIRECTION

E1
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HARDSCAPE SCHEDULE AND NOTES

L1.0

FOR HARDSCAPE PLAN - SEE SHEET L1.1
FOR HARDSCAPE LAYOUT PLAN - SEE SHEET L2.1
FOR HARDSCAPE DETAILS - SEE SHEET L3.1 - L3.4
FOR LANDSCAPE SPECIFICATIONS - SEE SEPARATE BOOKLET

GRADING & DRAINAGE NOTES
1. ALL WORK SHALL BE IN ACCORDANCE WITH ALL PROVISIONS OF THE LOCAL GRADING

ORDINANCE AND CHAPTER 70 OF THE UNIFORM BUILDING CODE AS WELL AS THE CBC,
LATEST EDITION.

2. CROSS SLOPE OF SIDEWALKS TO BE 2% MAXIMUM.

3. SLOPE ALL PLANTERS AND HARDSCAPE TO ACHIEVE POSITIVE DRAINAGE AWAY FROM
STRUCTURES.

4. VERIFY GRADES WITH CIVIL ENGINEER'S SHEETS.

5. CONNECT LANDSCAPE DRAINS TO STORM DRAIN SYSTEM AS INDICATED ON CIVIL
ENGINEER'S DRAWINGS.

6. MAXIMUM SLOPES SHALL BE 2:1 FOR CUT AND FILL UNLESS OTHERWISE DIRECTED.

7. FILLS ARE TO BE COMPACTED NOT LESS THAN 90% OF MAXIMUM DENSITY AS DETERMINED
BY A.S.T.M. SOIL COMPACTION TEST D1557-70 AND CERTIFIED BY SOILS ENGINEER.  FILL
LAYERS NOT TO EXCEED 6" EACH.

8. NO FILLS SHALL BE PLACED UNTIL VEGETATION HAS BEEN REMOVED AND SUBGRADE
PREPARED PER CHAPTER 70 OF THE UNIFORM BUILDING AS WELL AS THE CBC, LATEST
EDITION CODE, AND APPLICABLE ORDINANCES AND APPROVED BY THE SOILS ENGINEER.

9. NO ROCK OR LUMPS WITH GREATER THAN 6" DIAMETER SHALL BE PLACED IN THE FILL
UNLESS SUCH PLACEMENT IS APPROVED BY THE SOILS ENGINEER.

10. IMPORT MATERIALS SHALL BE TESTED AND CERTIFIED BY THE SOILS ENGINEER PRIOR TO
PLACEMENT.

11. EXCESS SOIL SHALL BE DISPOSED OF OFF SITE.

12. DUST SHALL BE CONTROLLED BY WATERING.

13. ALL RECOMMENDATIONS OF THE SOILS ENGINEER'S REPORT AND ALL SUBSEQUENT
REPORTS, ADDENDUMS, AND RECOMMENDATIONS, ETC. SHALL BE CONSIDERED A PART OF
THIS GRADING PLAN AND SHALL BE COMPLIED WITH.

14. THE CONTRACTOR SHALL CALL IN A LOCATION REQUEST TO UNDERGROUND SERVICE
ALERT (SEE ITEM #14 UNDER GENERAL NOTES), A MINIMUM OF TWO WORKING DAYS PRIOR
TO DIGGING.

HARDSCAPE NOTES
1. VISIT THE SITE PRIOR TO SUBMITTING BIDS.

2. SUBMIT A UNIT COST FOR IMPORT SOIL IN-PLACE AND BE COMPLETELY AWARE OF THE AMOUNT OF
SOIL NECESSARY TO REACH THE SATISFACTORY GROUND LEVEL.

3. VERIFY ALL PROPERTY LINES OR OTHER LIMIT OF WORK LINES PRIOR TO COMMENCING WORK.

4. CONCRETE PAVING JOINTS INCLUDE THREE BASIC JOINT TYPES: CONTRACTION, DOWELED
CONSTRUCTION, AND ISOLATION. SEE HARDSCAPE DETAILS FOR ADDITIONAL INFORMATION. PROVIDE
DOWELED CONSTRUCTION JOINTS BETWEEN DIFFERENT PAVING TYPES, CHANGES IN DIRECTION,
50-FEET ON-CENTER FOR LINEAR WALKS, END OF DAY POURS, OR WHERE SPECIFICALLY INDICATED
ON THE PLANS.

5. PROVIDE AN ISOLATION JOINT WHERE CONCRETE PAVING ABUTS A VERTICAL SURFACE SUCH AS
BUILDINGS, WALLS, STEPS, ETC. SEE HARDSCAPE DETAILS FOR ADDITIONAL INFORMATION.

6. SUBMIT A "PAVING JOINT AND POUR SEQUENCE PLAN" TO LANDSCAPE ARCHITECT FOR REVIEW AND
APPROVAL PRIOR TO INSTALLING CONCRETE PAVING. THIS PLAN SHOULD CLEARLY INDICATE
CONTRACTOR'S PROPOSED CONCRETE POUR SEQUENCE WITH JOINT LOCATIONS TO INCLUDE
CONTRACTION, DOWELED CONSTRUCTION, AND ISOLATION JOINTS. PLAN TO ALSO CONFIRM JOINT
TYPE WHETHER HAND-TOOLED OR SAW CUT.

7. USE PIERI "FACE-OFF" BY WR GRACE, OR APPROVED EQUAL, TO PREVENT PERMANENT
CEMENTITIOUS STAINING ON ADJACENT HARDSCAPE ELEMENTS WHEN PLACING CONCRETE.

8. REPAIR OR REPLACE ANY DAMAGE TO ADJACENT PROPERTIES, CURBS, WALKS, PLANTING, WALLS,
ETC. AT NO ADDITIONAL COST TO THE OWNER.

9. VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS BEFORE PROCEEDING WITH THE
WORK.  NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY SHOULD FIELD CONDITIONS VARY FROM
THOSE SHOWN ON PLAN.

10. REPORT DISCREPANCIES IN THE DRAWINGS OR BETWEEN THE DRAWINGS AND ACTUAL FIELD
CONDITIONS TO THE LANDSCAPE ARCHITECT.  CORRECTED DRAWINGS OR INSTRUCTIONS SHALL BE
ISSUED PRIOR TO THE CONTINUATION OF THIS WORK.  ASSUME FULL RESPONSIBILITY FOR ALL
NECESSARY CORRECTIONS DUE TO FAILURE TO REPORT KNOWN DISCREPANCIES.

11. LOCATE ALL EXISTING UTILITIES WHETHER SHOWN HEREON OR NOT AND PROTECT THEM FROM
DAMAGE.  NOTIFY THE OWNER IMMEDIATELY IF DAMAGE OCCURS AND ASSUME FULL RESPONSIBILITY
FOR EXPENSE OF REPAIR OR REPLACEMENT.

12. COMPLY WITH ALL PROVISIONS OF THE LATEST BUILDING CODE, CURRENT EDITION OF THE ADA
STANDARDS FOR ACCESSIBLE DESIGN, AND WITH OTHER CURRENT RULES, REGULATIONS AND
ORDINANCES GOVERNING THE PLACE OF THE WORK.  BUILDING CODE REQUIREMENTS TAKE
PRECEDENCE OVER THE DRAWINGS AND IT SHALL BE THE RESPONSIBILITY OF ANYONE SUPPLYING
LABOR OR MATERIALS OR BOTH TO BRING TO THE ATTENTION OF THE LANDSCAPE ARCHITECT ANY
DISCREPANCIES OR CONFLICTS BETWEEN THE REQUIREMENTS OF THE CODE AND THE DRAWINGS.

13. LOCATIONS OF N.I.C. CONSTRUCTION ELEMENTS SUCH AS LIGHTS, SIGNS, VENTS, HYDRANTS,
TRANSFORMERS, ETC., ARE APPROXIMATE.  NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY
SHOULD THE LOCATION OF THESE ITEMS INTERFERE WITH THE PROPER EXECUTION OF WORK.

14. VERIFY ALL PAVING AND HARDSCAPE CONSTRUCTION DRAWINGS WITH GEOTECHNICAL SOILS
REPORT IN REGARD TO ITEMS SUCH AS SUB-BASE PREPARATION, PRE-SATURATION, SOIL
COMPACTION, REINFORCING, SLAB THICKNESS, SLAB JOINTING/DOWELING AND FOOTING
REQUIREMENTS.  NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY IF GEOTECHNICAL SOILS
REPORT RECOMMENDATIONS DIFFER FROM DRAWINGS.  THE GEOTECHNICAL SOILS REPORT
RECOMMENDATIONS, IF MORE STRINGENT THAN THE DRAWINGS, SHALL TAKE PRECEDENCE.

15. BE RESPONSIBLE FOR COORDINATION BETWEEN SUBCONTRACTORS FOR PROPER AND TIMELY
PLACEMENT OF SLEEVING, PIPING AND / OR CONDUIT INSTALLATION UNDER OR THROUGH
LANDSCAPE ELEMENTS.

16. LANDSCAPE LIGHT FIXTURE LOCATIONS AS INDICATED ON THESE PLANS ARE APPROXIMATE.  FINAL
LOCATION TO BE VERIFIED BY LANDSCAPE ARCHITECT ON SITE.

17. DO NOT SCALE DRAWINGS.

18. PROVIDE A REPRESENTATIVE SAMPLE OF EACH PAINTED OR STAINED ELEMENT TO THE OWNER FOR
REVIEW AND APPROVAL PRIOR TO APPLYING FINISH.  REFER TO DETAILS AND SPECIFICATIONS FOR
SPECIFIC SUBMITTAL REQUIREMENTS.

19. PROVIDE A MOCK-UP OF EACH HARDSCAPE ELEMENT. ITEMS TO INCLUDE, BUT ARE NOT LIMITED TO
PAVING AND WALL TYPES NOTED IN THE COLOR AND FINISH SCHEDULES. SAMPLES TO BE PLACED IN
A LOCATION SPECIFIED BY THE OWNER'S AUTHORIZED REPRESENTATIVE FOR REVIEW AND
APPROVAL BY THE OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  REFER TO
MOCK-UP REQUIREMENTS AND SPECIFICATIONS FOR ADDITIONAL INFORMATION.

20. WHERE PAVING AND FINISH GRADE MEET, DEPRESS FINISH GRADE 1" IN TURF AREAS AND 1-1/2" IN
GROUND COVER / SHRUB AREAS, UNLESS OTHERWISE INDICATED.

21. PROJECT WALKS SHALL NOT EXCEED A SLOPE OF 1:20 (5% GRADIENT) UNLESS OTHERWISE
INDICATED.

22. ACCESSIBLE RAMPS SHALL NOT EXCEED 1:12 OR 8.33%.

23. PLANTER AREAS SHALL NOT EXCEED 2:1 SLOPE UNLESS OTHERWISE INDICATED.

24. HOLD FINISH GRADE A MINIMUM OF 6" BELOW FINISH FLOOR, UNLESS OTHERWISE INDICATED.

25. CONSTRUCT ALL CURVE TO CURVE AND CURVE TO TANGENT LINES TO BE NEAT, TRIM, SMOOTH AND
UNIFORM.

26. CONSTRUCT ALL CONCRETE WITH A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI @ 28 DAYS,
UNLESS OTHERWISE INDICATED.

27. ALL CONCRETE PAVING BANDS AND CONCRETE CAPS SHALL HAVE CONTROL JOINTS AT 5'-0" ON
CENTER MAXIMUM UNLESS NOTED OTHERWISE ON THE PLANS.  ALL WALLS SHALL HAVE CONTROL
JOINTS AT 20'-0" O.C. MAXIMUM UNLESS NOTED OTHERWISE ON THE PLANS.

28. PROVIDE THE OWNER WITH ALL WARRANTIES, GUARANTEES, AND INSTRUCTION MANUALS FOR
EQUIPMENT, APPLIANCES, FIXTURES, ETC.  AS DESCRIBED IN THE SPECIFICATIONS.

29. PRIOR TO INSTALLING ABOVE-GRADE DEVICES SUCH AS IRRIGATION VALVE BOXES, GATE VALVES,
BASKET STRAINERS, FLOW SENSORS, BACKFLOW ASSEMBLIES, CONTROLLERS, QUICK COUPLERS,
JUNCTION/ PULL BOXES, GFCI'S, TRANSFORMERS, SIGNS, GAS METERS, UTILITY VAULTS, LIGHT
FIXTURES, CLEAN-OUTS, DRAINS, MANHOLES, PIV'S, FDC'S, AND WATER METERS, PLACE A  WOOD
STAKE IN PROPOSED LOCATIONS WITH DEVICE CLEARLY LABELED ON STAKE IN BLACK INK. OBTAIN
LANDSCAPE ARCHITECT'S OR IRRIGATION DESIGNER'S APPROVAL OF STAKED LOCATIONS PRIOR TO
INSTALLING DEVICES.

30. DO NOT INSTALL DEVICES SUCH AS CLEAN-OUTS, VALVE BOXES, GATE VALVES, ETC. IN PAVED AREAS
WHEN INSTALLING THEM IN AN ADJACENT PLANTER IS POSSIBLE. IF THIS CANNOT BE ACHIEVED,
CONTACT LANDSCAPE ARCHITECT FOR RESOLUTION.

31. INSTALL INTERSECTING ELEMENT AT 90 DEGREES UNLESS NOTED OTHERWISE ON PLANS.

MOCK-UP REQUIREMENTS
1. HARDSCAPE PAVING - PROVIDE (1) 4' x 4' SQUARE MOCK-UP FOR EACH PAVING TYPE NOTED IN THE

COLOR AND FINISH SCHEDULE. EACH MOCK-UP TO INCLUDING THE SPECIFIED COLOR, FINISH, AN
EXAMPLE OF EACH JOINTING TYPE NOTED IN THE CONSTRUCTION KEYNOTES AND DETAILS, AND
SPECIFIED SEALER. IN PLACE MOCK-UPS WILL NOT BE ACCEPTED. CONTRACTOR SHALL PROVIDE
ADDITIONAL SAMPLES UNTIL THE COLOR AND FINISH IS CONSIDERED ACCEPTABLE BY THE OWNER'S
REPRESENTATIVE, AT NO ADDITIONAL COST TO THE OWNER.

2. MOCK-UP LEAD TIMES - BE AWARE OF POSSIBLE LEAD TIMES FOR ITEMS SUCH AS BUT NOT LIMITED TO
PRE-CAST CONCRETE PAVERS. SIMILAR COLORS AND SIZES WILL NOT BE ACCEPTED AS A MOCK-UP
REVIEW.

3. HARDSCAPE ELEMENTS - PROVIDE A PHYSICAL SAMPLE OF SPECIFIED MATERIALS (COLOR, FINISH,
AND SEALER) TO THE OWNER AND LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
PLACING ORDER. ITEMS SUCH AS BUT NOT LIMITED TO PRE-CAST CONCRETE ELEMENTS, INDICATED
WOOD SAMPLES, AND OTHER SITE FURNISHING MATERIALS.

4. WALLS - PROVIDE (1) 3' TALL BY 3' LONG BY 8" WIDE MOCK-UP FOR EACH WALL TYPE NOTED IN THE
WALL SCHEDULE. EACH MOCK-UP TO INCLUDING THE SPECIFIED COLOR, FINISH, JOINTING, EDGING,
CAP (AS  NOTED IN CONSTRUCTION KEYNOTES AND DETAILS), AND SPECIFIED SEALER. CONTRACTOR
SHALL PROVIDE ADDITIONAL SAMPLES UNTIL THE COLOR AND FINISH IS CONSIDERED ACCEPTABLE BY
THE OWNER'S REPRESENTATIVE, AT NO ADDITIONAL COST TO THE OWNER.

5. MOCK-UPS TO BE PROTECTED ON-SITE THROUGHOUT THE DURATION OF THE CONSTRUCTION
SCHEDULE.

6. REMOVE MOCK-UPS AT COMPLETION OF CONSTRUCTION WHEN DIRECTED BY THE OWNER OR
LANDSCAPE ARCHITECT.

7. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

SITE LIGHTING NOTES
SITE LIGHTING FIXTURES SHOWN WITHIN THESE DRAWINGS ARE CONCEPTUAL AND ARE INTENDED FOR
DESIGN INTENT ONLY. FINAL LOCATIONS, SPACING, QUANTITIES, OPTICS, AND REQUIREMENTS OF LOCAL
AGENCIES SHALL BE DETERMINED BY THE ELECTRICAL ENGINEER.
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LEGEND:
1. C.I.P CONCRETE STEPS - SEE HARDSCAPE PLAN FOR COLOR AND FINISH,

SLOPE TREAD 1% MINIMUM AND 1.8% MAXIMUM TO PREVENT STANDING
WATER

2. ADJACENT CONCRETE PAVING - SEE HARDSCAPE PLAN FOR COLOR AND
FINISH

3. DOWELED CONSTRUCTION JOINT - SEE HARDSCAPE PLAN FOR TYPE
4. ISOLATION JOINT
5. REINFORCING PER DET. 16, S0-03
6. REINFORCING PER DET. 16, S0-03
7. TOOLED STEP NOSING AT ALL EXTERIOR TREADS, STAIN GROOVED PORTION

OF NOSING BLACK TO PROVIDE CLEAR VISUAL CONTRAST PER CBC SECTION
(11B-504)

8. 1/2" RADIUS MAXIMUM
9. 4" MINIMUM / 7" MAXIMUM -  ALL RISERS TO BE EQUAL; SPOT ELEVATIONS PER

CIVIL DRAWINGS
10. SCARIFY BOTTOM OF EXCAVATION TO A DEPTH OF 6", MOISTURE CONDITION

TO OPTIMUM MOISTURE AND RE-COMPACT TO  95% RELATIVE COMPACTION

SCALE:  1" = 1'-0"I C.I.P. CONCRETE STEPS

SECTION

ENLARGEMENT

SEE ENLARGEMENT
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SCALE:  1" = 1'-0"H CONCRETE RAMP WITH HANDRAILS

ELEVATION

LEGEND:
1. 1.9" O.D. SCHEDULE 40 PIPE TOP, BOTTOM, AND VERTICAL RAILS
2. 90° MITERED CORNER
3. RAMP LANDING (2% MAX. IN ALL DIRECTIONS)
4. SLOPED RAMP SURFACE (8.33% MAX.)
5. COMPACTED BASE MATERIAL AND SUBGRADE - VERIFY WITH

REQUIREMENTS NOTED IN THE GEOTECHNICAL SOILS REPORT
6. DOWELED CONSTRUCTION JOINT - SEE HARDSCAPE PLAN FOR TYPE
7. PAVING THICKENED EDGE
8. REINFORCING - MATCH CONCRETE PAVING DETAIL
9. 3.5" O.D. STD. PIPE SLEEVE. SET HANDRAIL WITH NON-SHRINK GROUT.

COLOR AND TEXTURE TO MATCH ADJACENT PAVING. MOUND NON-SHRINK
GROUND 1/8"+/- ABOVE ADJACENT FINISH SURFACE TO PREVENT WATER
PONDING AT BASE OF RAIL.

10. 10 GAGE SINGLE PIECE STEEL RAISED BASE FLANGE.
11. ADJACENT FINISH GRADE
12. (4) #4 BARS HORIZONTAL CONTINUOUS

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE ARCHITECT FOR REVIEW AND

APPROVAL PRIOR TO START OF FABRICATION.
B. WELDS TO BE CONTINUOUS AND COMPLETELY GROUND SMOOTH.
C. METAL COMPONENTS TO RECEIVE (1) COAT SHOP-APPLIED RUSTPROOF

GRAY PRIMER, (1) COAT SHOP-APPLIED RED PRIMER AND (2) COATS
SHOP-APPLIED EXTERIOR ENAMEL PAINT. COLOR TO BE SELECTED BY
LANDSCAPE ARCHITECT.

D. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
E. MEMBER SIZE, REINFORCING, FOOTING DIMENSIONS, AND BASE

INFORMATION ARE SHOWN FOR BID PURPOSES ONLY.  VERIFY WITH
REQUIREMENTS NOTED IN THE STRUCTURAL PLANS.

F. COORDINATE THICKENED EDGED DETAIL WITH WALL FOOTINGS PRIOR TO
STARTING WORK.

G. RAILING TO SUPPORT 50 POUNDS PER LINEAL FOOT OR 200 POUNDS POINT
LOAD (WHICHEVER CASE IS WORST) AT A RIGHT ANGLE TO THE TOP RAIL.

H. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY.
I. INSTALL HANDRAIL 3.5" CLEAR FROM CHEEK WALL / FACE OF WALL.
J. VERIFY RAMP SLOPE WITH CIVIL PLANS
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SECTION
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SCALE:  3/4" = 1'-0"G GUARDRAIL

SECTION SECTION

LEGEND:
1. 2" SQ. BY 3/16" THICK TUBE STEEL TOP & BOTTOM

RAIL
2. 2" SQ. BY 1/4" THICK TUBE STEEL POST
3. 3/4" SQ. STEEL PICKETS, WELDED TO TOP AND

BOTTOM RAILS; EQUALLY SPACED
4. 3" DIA. SCH. 40 PIPE SLEEVE. SET HANDRAIL WITH

NON-SHRINK GROUT. MOUND NON-SHRINK
GROUND 1/8"+/- ABOVE ADJACENT FINISH
SURFACE TO PREVENT WATER PONDING AT BASE
OF RAIL.

5. RETAINING WALL - PER STRUCTURAL DWGS
6. ADJACENT FINISH SURFACE
7. (4) #4 BARS HORIZONTAL CONTINUOUS

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE

ARCHITECT FOR REVIEW AND APPROVAL PRIOR
TO START OF FABRICATION.

B. WELDS TO BE CONTINUOUS.
C. WELDS TO BE 1/8" FILLET WELDS UNLESS

OTHERWISE NOTED.

D. METAL COMPONENTS TO BE HOT DIPPED
GALVANIZED.

E. PROVIDE FINISH SAMPLE AS NOTED IN THE
SPECIFICATIONS.

F. COORDINATE FENCE FOOTINGS WITH BUILDING
AND WALL FOOTINGS PRIOR TO STARTING WORK.

G. RAILING TO SUPPORT 50 POUNDS PER LINEAL
FOOT OR 200 POUNDS POINT LOAD (WHICHEVER
CASE IS WORST) AT A RIGHT ANGLE TO THE TOP
RAIL.

H. ALL DIMENSIONS ARE APPROXIMATE.
CONTRACTOR TO FIELD VERIFY.
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HARDSCAPE DETAILS

L3.1

SECTION

SCALE:  1-1/2" = 1'-0"B CONCRETE PAVING

LEGEND:
1. CONCRETE PAVING - SEE HARDSCAPE SHEETS FOR COLOR AND FINISH.
2. PAVING THICKNESS:

PEDESTRIAN RATED: PER CIVIL DRAWINGS
VEHICULAR RATED: PER CIVIL DRAWINGS

3. REINFORCING AT PAVING:
PEDESTRIAN RATED: PER CIVIL DRAWINGS
VEHICULAR RATED: PER CIVIL DRAWINGS

4. CRUSHED AGGREGATE PER CIVIL DRAWINGS
5. FINISH GRADE.
6. 90% COMPACTED SUBGRADE - VERIFY WITH REQUIREMENTS NOTED IN THE GEOTECHNICAL

SOILS REPORT.
7. 1/4" TOOLED RADIUS ON EDGED TYPICAL.

NOTES:
A. PAVING THICKNESS, BASE PREPARATION, AND REINFORCING ARE SHOWN FOR BID

PURPOSES ONLY. VERIFY WITH REQUIREMENTS NOTED IN THE CIVIL DRAWINGS.
B. PROVIDE MOCK-UP PER MOCK-UP NOTES AND SPECIFICATIONS.
C. SEAL EXPOSED PORTIONS OF CONCRETE PAVING PER SPECIFICATIONS.
D. ENSURE THAT NO CONCRETE SLURRY STAINS BOND WITH EXISTING PAVING - USE PIERI

"FACE-OFF", OR SIMILAR PRODUCT, TO ELIMINATE SLURRY STAINS ON ADJACENT SURFACES.

1

2

5
3 7

64

SCALE:  1-1/2" = 1'-0"A CONCRETE PAVING JOINTS

LEGEND:
1. CONCRETE PAVING - SEE HARDSCAPE SHEETS FOR COLOR AND FINISH. SEE CIVIL

DRAWINGS FOR THICKNESS.
2. 3/16" WIDE (MAX.) SAWCUT JOINT - CUT TO 1/4 THE DEPTH OF SLAB. PROVIDE 1/8" WIDE

(MAX.) BY 1" DEEP TOOLED PRE-SCORE JOINT AT PAVING JOINTS BEFORE SAW CUTTING.
3. 9" LONG PLASTIC "SPEED DOWEL" WITH 5/8" DIAMETER BY 18" LONG SMOOTH STEEL

DOWELS AT 30" O.C.
4. 3/16" WIDE (MAX.) TOOLED JOINT WITH 1/8" RADIUS ON EDGES - CUT TO 1/4 DEPTH OF SLAB.
5. REBAR - SEE CIVIL DRAWINGS.
6. 2-PART COLORED POLYURETHANE SEALANT - SEE SPECIFICATIONS. APPLY SILICA #30

GRADE SAND TO SURFACE OF SEALANT WHILE STILL TACKY.
7. 1/4" THICK POLYFOAM BACKER MATERIAL WITH "ZIP-STRIP" TOP - SPRAY GLUE TO SIDE OF

POUR.
8. FIXED VERTICAL EDGE, I.E. WALL, COLUMN, THRESHOLD, STEPS, OR BUILDING SLAB.
9. COLD JOINT.
10. 1/8" TOOLED RADIUS ON EDGES.
11. #4x18" LONG SMOOTH STEEL DOWELS AT 30" O.C. DRILLED AND EPOXIED WITH SIMPSON

"SET 22" EPOXY INTO EXISTING CONCRETE PAVING - MIN. 3" EMBED. STEEL DOWELS TO BE
SAWCUT TO LENGTH, NOT SHEARED.

12. EXISTING CONCRETE PAVING.

NOTES:
A. ENSURE THAT NO CONCRETE SLURRY STAINS BOND WITH EXISTING PAVING - USE PIERI

"FACE-OFF", OR SIMILAR PRODUCT, TO ELIMINATE SLURRY STAINS ON ADJACENT
SURFACES.

B. SUBMIT SEALANT COLOR SMAPLES FOR APPROVAL PRIOR TO INSTALLATION OF ISOLATION
JOINT.

C. PRE-TOOL JOINTS AS SOON AS SLAB CAN BE TOOLED.
D. CLEAN AND SEAL CONCRETE PAVING PER SPECIFICATION PRIOR TO FINAL APPROVAL.

CONTRACTION JOINT (SAWCUT) DOWELED CONSTRUCTION JOINT
(SAWCUT)

CONTRACTION JOINT (TOOLED)

NEW TO EXISTING PAVING CONNECTION

DOWELED CONSTRUCTION JOINT
(TOOLED)

ISOLATION JOINT

1
2

5 1
2

3

5

1
4

5

1

5

10 9 11

12

5

3

4
10

1

6 7

8

1 5

POUR 'A'POUR 'B'

POUR 'A'POUR 'B'

9

6

LEGEND:
1. ACCESSIBLE PRECAST TRUNCATED

DOME PAVER - SEE HARDSCAPE PLAN
FOR COLOR AND SUPPLIER.

2. 1/2" THIN SET BONDING LAYER. "VBM
BONDER" BY ORCO BLENDED
PRODUCTS.

3. CONCRETE SUB-SLAB.
4. 90% COMPACTED BASE MATERIAL AND

SUBGRADE - VERIFY WITH
REQUIREMENTS NOTED IN THE
GEOTECHNICAL SOILS REPORT.

5. ADJACENT CONCRETE PAVING - SEE
HARDSCAPE PLAN FOR COLOR AND
FINISH.

6. #3 BY 12" LONG SMOOTH DOWELS 30"
O.C..

7. REBAR SIZE AND SPACING TO MATCH
ADJACENT PAVING.

8. THICKENED EDGE AT PAVING.
9. 1/8" WIDE MAX. GROUT JOINT AT EDGE -

CONFIRM PAVING CUT-OUT SIZE WITH
BUTT-JOINTED PAVERS BEFORE
POURING CONCRETE. GROUT COLOR
TO MATCH PAVERS.

10. 0" CONCRETE CURB - SEE CIVIL PLANS.
11. BUTT JOINT.

NOTES:
A. ENSURE THAT TRUNCATED DOME

"SLIVERS" ARE EQUAL SIZE ON ALL
SIDES.

B. PROVIDE BUTT JOINTS BETWEEN
PAVERS WITHIN FIELD.

C. WHEN TRUNCATED DOME PAVERS ARE
INSTALLED ON A RADIUS, PAVERS TO
BE CUT SO THAT THERE IS A CLEAN
BUTT JOINT ON ALL SIDES OF PAVERS
AND THE DOME SPACING COMPLIES
WITH BUILDING CODE REGULATES.

D. CONTRACTOR TO BE RESPONSIBLE
FOR COORDINATING TRUNCATED
DOME PAVER BLOCK OUT TO ACCOUNT
FOR BUTT JOINTS BETWEEN PAVERS
AND 1/8" MAX. GROUT JOINT AROUND
PERIMETER.

SCALE:  1-1/2" = 1'-0"E PRE-CAST TRUNCATED DOME PAVERS

SECTION

12

3

4

7

8

10

PLAN VIEW

11

ENLARGEMENT

11

5

SECTION

SCALE:  1-1/2" = 1'-0"C CONCRETE PAVING BAND

LEGEND:
1. P.I.P. CONCRETE PAVING BAND. SEE HARDSCAPE PLAN FOR COLOR AND FINISH.
2. (2) #4 BARS CONTINUOUS HORIZONTAL WITH #4 TIES AT 16" O.C. CENTERED IN SLAB.
3. 1/8" WIDE BY 2" DEEP CONTINUOUS CONTRACTION JOINT - SEE HARDSCAPE PLAN

FOR LOCATION AND JOINT TYPE (SAWCUT vs. TOOLED).
4. DOWELED CONSTRUCTION JOINT. SEE HARDSCAPE PLAN FOR LOCATION AND JOINT

TYPE (SAWCUT vs. TOOLED).
5. ADJACENT CONCRETE PAVING WHERE OCCURS.
6. 95% COMPACTED SUBGRADE - VERIFY WITH REQUIREMENTS NOTED IN THE

GEOTECHNICAL SOILS REPORT.
7. THICKENED EDGE AT PAVING PER DETAIL 'D', SHEET L3.1.

NOTES:
A. PAVING THICKNESS, BASE PREPARATION, AND REINFORCING ARE SHOWN FOR BID

PURPOSES ONLY.  VERIFY WITH REQUIREMENTS NOTED IN THE CIVIL DRAWINGS.
B. PROVIDE MOCK-UP PER SPECIFICATIONS.
C. SEAL EXPOSED PORTIONS OF CONCRETE PAVING PER SPECIFICATIONS.
D. ENSURE THAT NO CONCRETE SLURRY STAINS BOND WITH EXISTING PAVING. USE

PIERI "FACE-OFF", OR SIMILAR PRODUCT, TO ELIMINATE SLURRY STAINS ON
ADJACENT SURFACES.

1 2 34 5

7

SCALE:  1" = 1'-0"F LOW P.I.P. CONCRETE PLANTER WALL

LEGEND:
1. P.I.P. CONCRETE LOW PLANTER WALL - SEE WALL

SCHEDULE FOR COLOR AND FINISH.
2. 1/4" RADIUS ON EDGES, TYPICAL.
3. SLOPE TOP OF WALL AT 1% MIN.
4. 90% COMPACTED SUBGRADE - VERIFY

REQUIREMENTS WITH GEOTECHNICAL SOILS
REPORT.

5. 1/8" WIDE BY 2" DEEP SAWCUT CONTRACTION
JOINT - SEE HARDSCAPE PLAN FOR LOCATION.

6. ADJACENT PAVING - SEE HARDSCAPE PLAN FOR
COLOR AND FINISH.

7. ISOLATION JOINT
8. FINISH GRADE - SLOPE TO DRAIN 1% MINIMUM.
9. #4's AT 10" O.C. BOTH WAYS.
10. WATER PROOFING AT PLANTER SIDE OF WALL

PER SPECIFICATIONS.
11. NDS PLASTIC ATRIUM DRAIN COVER - COLOR TO

BE BLACK.
12. CATCH BASIN, OUTLET, ELBOW, AND DRAIN PIPE

PER CIVIL SHEETS.
13. DRAIN LINE DEPTH ELEVATION PER CIVIL

SHEETS.

NOTES:
A. ENSURE THAT FORM SEAMS ARE NOT PRESENT

ONCE FORMS ARE STRIPPED.
B. REINFORCING, FOOTING DIMENSIONS, AND BASE

INFORMATION ARE SHOWN FOR BID PURPOSES
ONLY.  VERIFY AND COMPLY WITH
REQUIREMENTS NOTED IN THE GEOTECHNICAL
SOILS REPORT AND STRUCTURAL ENGINEER'S
SHEETS.

C. PROVIDE MOCK-UP PER SPECIFICATIONS.
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SECTION

SCALE:  3" = 1'-0"D CONCRETE PAVING AT CURB CONNECTION

16

LEGEND:
1. CONCRETE PAVING - SEE HARDSCAPE SHEETS FOR COLOR AND FINISH.
2. COLD JOINT.
3. 1/8" TOOLED RADIUS ON EDGES.
4. #4x18" LONG SMOOTH STEEL DOWELS AT 30" O.C. DRILLED AND EPOXIED

WITH SIMPSON "SET 22" EPOXY INTO EXISTING CONCRETE PAVING - MIN. 3"
EMBED. STEEL DOWELS TO BE SAWCUT TO LENGTH, NOT SHEARED.

5. 90% COMPACTED SUBGRADE - VERIFY REQUIREMENTS WITH
GEOTECHNICAL SOILS REPORT.

6. CONTINUOUS THICKENED EDGE AT PAVING.
7. CONCRETE CURB.
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HARDSCAPE DETAILS

L3.2

SCALE:  1" = 1'-0"C TALL P.I.P. RETAINING WALL

LEGEND:
1. P.I.P. CONCRETE WALL - SEE WALL SCHEDULE FOR COLOR AND FINISH.
2. 1/4" RADIUS ON EDGES, TYP.
3. 1/8" WIDE BY 2" DEEP CONTRACTION JOINT - SEE HARDSCAPE PLAN FOR LOCATION AND JOINT TYPE.
4. SLOPE TOP OF WALL AT 1% MIN. TOWARDS ADJACENT PLANTER AREA IF APPLICABLE.
5. 90% COMPACTED SUBGRADE - VERIFY REQUIREMENTS WITH GEOTECHNICAL SOILS REPORT.
6. CONTINUOUS CONCRETE FOOTING.
7. ISOLATION JOINT - SEE DETAIL A, SHEET L3.1
8. ADJACENT FINISH GRADE.
9. ADJACENT PAVING WHERE APPLICABLE - SEE HARDSCAPE PLAN FOR COLOR AND FINISH
10. GUARDRAIL

NOTES:
A. FOR REINFORCING, FOOTING DIMENSIONS, AND SEE STRUCTURAL ENGINEER'S SHEET S0-03.
B. FOR WALL BASE MATERIAL SEE GEOTECHNICAL SOIL REPORT.
C. PROVIDE MOCK-UP PER SPECIFICATIONS.
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SECTION

10

SCALE:  1" = 1'-0"D HANDRAIL AT RAMP

SECTION A-A:

1
2

5

4

6

A-A
-

LEGEND:
1. CONCRETE RAMP - SEE HARDSCAPE PLAN FOR COLOR AND FINISH
2. 1.9" O.D. SCHEDULE 40 PIPE TOP RAILS AND POSTS
3. 90° MITERED CORNER
4. 3.5" O.D. STD. PIPE SLEEVE. SET HANDRAIL WITH NON-SHRINK GROUT.

COLOR AND TEXTURE TO MATCH ADJACENT PAVING. MOUND NON-SHRINK
GROUND 1/8"+/- ABOVE ADJACENT FINISH SURFACE TO PREVENT WATER
PONDING AT BASE OF RAIL.

5. 10 GAGE SINGLE PIECE STEEL RAISED BASE FLANGE.
6. SCARIFY BOTTOM OF EXCAVATION TO A DEPTH OF 6", MOISTURE

CONDITION TO OPTIMUM MOISTURE AND RE-COMPACT TO  95% RELATIVE
COMPACTION

7. SLOPED PORTION OF RAMP
8. LEVEL LANDING

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE ARCHITECT FOR REVIEW AND

APPROVAL PRIOR TO START OF FABRICATION.
B. WELDS TO BE CONTINUOUS AND COMPLETELY GROUND SMOOTH.
C. WELDS TO BE 1/8" FILLET WELDS UNLESS OTHERWISE NOTED.

D. METAL COMPONENTS TO BE HOT DIPPED GALVANIZED.

E. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
F. MEMBER SIZE, REINFORCING, FOOTING DIMENSIONS, AND BASE

INFORMATION ARE SHOWN FOR BID PURPOSES ONLY.  VERIFY AND
COMPLY WITH REQUIREMENTS NOTED IN THE STRUCTURAL SHEETS.

G. COORDINATE FENCE FOOTINGS WITH BUILDING AND WALL FOOTINGS
PRIOR TO STARTING WORK.

H. RAILING TO SUPPORT 50 POUNDS PER LINEAL FOOT OR 200 POUNDS POINT
LOAD (WHICHEVER CASE IS WORST) AT A RIGHT ANGLE TO THE TOP RAIL.

I. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY.
J. INSTALL HANDRAIL SLEEVES 3.5" CLEAR FROM CHEEK WALL / FACE OF

WALL.
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78

87

SCALE:  1" = 1'-0"B HANDRAIL AT STEPS

LEGEND:
1. CONCRETE STEPS - SEE HARDSCAPE PLAN FOR COLOR AND FINISH
2. ADJACENT CONCRETE PAVING
3. 1.9" O.D. SCHEDULE 40 PIPE TOP RAILS AND POSTS
4. 90° MITERED CORNER
5. 3.5" O.D. STD. PIPE SLEEVE. SET HANDRAIL WITH NON-SHRINK GROUT. COLOR

AND TEXTURE TO MATCH ADJACENT PAVING. MOUND NON-SHRINK GROUND
1/8"+/- ABOVE ADJACENT FINISH SURFACE TO PREVENT WATER PONDING AT
BASE OF RAIL.

6. 10 GAGE SINGLE PIECE STEEL RAISED BASE FLANGE.
7. SCARIFY BOTTOM OF EXCAVATION TO A DEPTH OF 6", MOISTURE CONDITION TO

OPTIMUM MOISTURE AND RE-COMPACT TO  95% RELATIVE COMPACTION
8. PROVIDE #4 CONTINUOUS ANCHOR BARS ON EACH SIDE OF SLEEVE.

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE ARCHITECT FOR REVIEW AND

APPROVAL PRIOR TO START OF FABRICATION.
B. WELDS TO BE CONTINUOUS AND COMPLETELY GROUND SMOOTH.
C. WELDS TO BE 1/8" FILLET WELDS UNLESS OTHERWISE NOTED.

D. METAL COMPONENTS TO BE HOT DIPPED GALVANIZED.

E. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
F. MEMBER SIZE, REINFORCING, FOOTING DIMENSIONS, AND BASE INFORMATION

ARE SHOWN FOR BID PURPOSES ONLY.  VERIFY AND COMPLY WITH
REQUIREMENTS NOTED IN THE STRUCTURAL SHEETS.

G. COORDINATE FENCE FOOTINGS WITH BUILDING AND WALL FOOTINGS PRIOR TO
STARTING WORK.

H. RAILING TO SUPPORT 50 POUNDS PER LINEAL FOOT OR 200 POUNDS POINT
LOAD (WHICHEVER CASE IS WORST) AT A RIGHT ANGLE TO THE TOP RAIL.

I. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY.
J. INSTALL HANDRAIL SLEEVES 3.5" CLEAR FROM CHEEK WALL / FACE OF WALL.
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SCALE:  3/4" = 1'-0"A PERIMETER FENCE - TUBULAR STEEL

LEGEND:
1. 3" SQUARE BY .25" THICK HSS TUBE STEEL POST
2. 1/4" THICK WELDED CAP TOP AND BOTTOM
3. 2" SQUARE BY 3/16" THICK TUBE STEEL TOP AND BOTTOM RAILS
4. 3/4" SQUARE HOLLOW PICKET WELDED TO TOP AND BOTTOM RAILS
5. 4000 PSI CONCRETE FOOTING - SLOPE TOP OF FOOTING 1% TO DRAIN
6. ADJACENT FINISH GRADE
7. COMPACTED SUB-GRADE PER GEOTECH REPORT

8. (6) #5 BARS VERT.
9. (3) #4 TIES
10. #4 TIES AT 12" O.C. REMAINDER OF FOOTING

11. RETAINING WALL PER 'C', SHEET L3.2
12. 5" SQUARE BY .25" THICK GALVANIZED FENCE POST SLEEVE
13. .25" THICK WELDED BASE PLATE
14. HIGH STRENGTH NON-SHRINK GROUT

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO START

OF FABRICATION.
B. WELDS TO BE CONTINUOUS AND GROUND SMOOTH.
C. WELDS TO BE 1/8" FILLET WELDS UNLESS OTHERWISE NOTED.
D. METAL COMPONENTS TO RECEIVE (1) COAT SHOP-APPLIED RUSTPROOF GRAY PRIMER, (1) COAT

SHOP-APPLIED RED PRIMER AND (2) COATS SHOP-APPLIED EXTERIOR ENAMEL PAINT. COLOR TO BE
SELECTED BY LANDSCAPE ARCHITECT.

E. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
F. COORDINATE FOOTINGS WITH EXISTING CONDITIONS PRIOR TO STARTING WORK.
G. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
H. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY.
I. ALL STEEL EDGES SHALL BE EASED.
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SCALE:  1/2" = 1'-0"E PARKING LOT SWING GATE - DOUBLE

LEGEND:
1. 4" DIA. SHED. 80 INNER POST WITH 1/4" THICK WELDED CAP
2. CONCRETE FOOTING
3. ADJACENT CURB
4. ADJACENT DRIVE LANE
5. ADJACENT FINISH GRADE
6. 5" DIA. SHED. 80 OUTER GATE SLEEVE WITH 1/4" THICK WELDED CAP
7. 4" DIA. SHED. 80 UPPER ARM WITH 1/4" THICK WELDED CAP
8. 3" DIA. SHED. 40 DIAGONAL SUPPORT ARM

NOTES:
A. SUBMIT SHOP DRAWINGS TO LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO

START OF FABRICATION.
B. WELDS TO BE CONTINUOUS AND GROUND SMOOTH.
C. WELDS TO BE 1/8" FILLET WELDS UNLESS OTHERWISE NOTED.

D. METAL COMPONENTS TO BE HOT DIPPED GALVANIZED.

E. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
F. COORDINATE FOOTINGS WITH EXISTING CONDITIONS PRIOR TO STARTING WORK.
G. PROVIDE FINISH SAMPLE AS NOTED IN THE SPECIFICATIONS.
H. ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO FIELD VERIFY.
I. ALL STEEL EDGES SHALL BE EASED.
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LEGEND:
1. 4" DIA. SHED. 80 INNER / LOCKING POST WITH 1/2"

THICK WELDED CAP TOP AND BOTTOM
2. 4000 MIN. PSI CONCRETE FOOTING; SLOPE TOP

OF FOOTING 1% TO DRAIN
3. ADJACENT CURB
4. ADJACENT DRIVE LANE
5. ADJACENT FINISH GRADE
6. 4" DIA. SHED. 80 UPPER ARM WITH 1/2" THICK

WELDED CAP
7. 1/2" THICK LOCKING PLATE WELDED TO LOCKING

POST / GATE ARM

8. (6) #5 BARS VERT.
9. (3) #4 TIES
10. #4 TIES AT 12" O.C. REMAINDER OF FOOTING
11. 1/2" THICK WELDED CAP

12. COMPACTED SUB-GRADE PER GEOTECH REPORT

NOTES:
A. SEE DETAIL 'E', SHEET L3.2.

SCALE:  3/4" = 1'-0"F PARKING LOT SWING GATE - ENLARGEMENTS

PLAN VIEW
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SCALE:  3" = 1'-0"G CONCRETE MOWCURB AT TURF

LEGEND:
1. CONCRETE MOW CURB - SEE HARDSCAPE PLAN FOR COLOR AND FINISH.
2. 1/4" RADIUS ON EDGES, TYPICAL.
3. CONTINUOUS #4 BAR CENTERED IN CURB.
4. 90% COMPACTED SUBGRADE - VERIFY WITH REQUIREMENTS NOTED IN

THE GEOTECHNICAL SOILS REPORT.
5. FINISH GRADE AT TURF AREA. PROVIDE 1" GRADE DROP AT TURF AREA.
6. FINISH GRADE OF SHRUB AREA.

NOTES:
A. PROVIDE 1/8" WIDE BY 1-1/2" DEEP SAWCUT CONTRACTION JOINTS AT +/- 5'

O.C. AND AT CHANGES OF DIRECTION. JOINT SPACING TO BE EQUAL
THROUGHOUT.

B. COLOR: NATURAL GRAY
C. FINISH: MEDIUM BROOM
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