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FOR 

 

Colton MS Administration Modernization & New Locker Room Building 

 

FOR THE 

Colton Joint Unified School District 
1212 Valencia Drive 
Colton, CA 92324 
 

DSA #04-123792  FILE #36-14  RCA Project No. 1-15-111 

 

 

NOTICE TO BIDDERS 

This Addendum forms a part of the Contract and modifies the original documents of DSA Approved on December 4, 

2024. It is intended that all work affected by the following modifications shall conform with related provisions and 

general conditions of the contract of the original drawings and specifications. Modify the following items wherever 

appearing in any drawing or sections of the specifications. Acknowledge receipt of Addendum No. 2 in the space 

provided on the Bid Form. Failure to do so may subject the bidder to disqualification. 

 

CHANGES TO DRAWINGS: 

 

LANDSCAPE DRAWINGS 

 

Item No. 2.1  Reference Sheet LP-1 – PAVILION+LOCKER ROOM LANDSCAPE PLANTING PLAN 

2.1.1 Revise Sheet LP-1 per clouded areas listed below: 

a) Revise detail LP-1 – PLAN VIEW, PLANTING LEGEND & CONSTRUCTION LEGEND per 

clouded areas. 

 

Item No. 2.2  Reference Sheet LP-2 – ADMINISTRATION LANDSCAPE PLANTING PLAN 

2.2.1 Revise Sheet LP-2 per clouded areas listed below: 

a) Revise detail LP-2 – PLAN VIEW per clouded areas. 

 

Item No. 2.3  Reference Sheet LI-1– PAVILION+LOCKER ROOM LANDSCAPE IRRIGATION PLAN 

2.3.1 Revise Sheet LI-1 per clouded areas listed below: 

a) Revise detail LI-1 – PLAN VIEW per clouded areas. 

 

Item No. 2.4  Reference Sheet LI-2– PAVILION+LOCKER ROOM LANDSCAPE IRRIGATION PLAN 

2.4.1 Revise Sheet LI-2 per clouded areas listed below: 

a) Revise detail LI-2 – PLAN VIEW & POC IRRIGATION WATER CONNECTION DIAGRAM 

per clouded areas. 
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ARCHITECTURE - SITE  

 

Item No. 2.5  Reference Sheet AS-1.0 – FIRE ACCESS SITE PLAN 

2.5.1 Revise Sheet AS-1.0 per clouded areas in attached sketch ASK-2.01. 

 

Item No. 2.6  Reference Sheet AS-1.2 – ENLARGED SITE PLANS AT ADMIN & (N) PARKING LOT 

2.6.1 Revise Sheet AS-1.2 per clouded areas listed below: 

b) Revise detail 4/AS-1.2 – ENLARGED SITE PLAN – MAIN ENTRANCE per clouded areas. 

c) Revise detail 10/AS-1.2 – ENLARGED SITE PLAN – NEW PARKING LOT AREA per 

clouded areas.  

 

Item No. 2.7  Reference Sheet AS-1.4 – FIRE ACCESS SITE PLAN 

2.7.1 Revise Sheet AS-1.4 per clouded areas in attached sketch ASK-2.02. 

 

Item No. 2.8  Reference Sheet ASD-1.0 – FENCE & GATE DETAILS 

2.8.1 Revise Sheet ASD-1.0 per clouded areas listed below: 

a) Revise detail 2/ASD-1.0 – METAL GATE W/ PH per clouded areas. 

b) Revise detail 3/ASD-1.0 – METAL FENCE POST FTG per clouded areas. 

c) Revise detail 4/ASD-1.0 – METAL GATE FOOTING per clouded areas. 

d) Revise detail 6/ASD-1.0 – METAL FENCE ELEVATION per clouded areas. 

e) Revise detail 9/ASD-1.0 – METAL GATE PH/KICK PLATE per clouded areas. 

f) Revise detail 10/ASD-1.0 – METAL GATE per clouded areas. 

g) Revise detail 11/ASD-1.0 – MTL GATE LATCH per clouded areas. 

h) Add detail 20/ASD-1.0 – REMOVEABLE GATE POST per clouded area. 

i) Revise detail 22/ASD-1.0 – CHAINLINK ROLLING GATE per clouded areas. 

j) Add detail 29/ASD-1.0 – FENCE ELEVATION SECTION per clouded area. 

k) Add detail 30/ASD-1.0 – METAL PANEL MOUNTING BRACKET per clouded area. 

 

Item No. 2.9  Reference Sheet ASD-1.2 – SITE DETAILS 

2.9.1 Revise Sheet ASD-1.2 per clouded areas listed below: 

a) Revise detail 2/ASD-1.2 – CONCRETE STAIR SECTION per clouded areas. 

b) Revise detail 4/ASD-1.2 – HANDRAIL POST @ TOP OF STAIRS per clouded areas. 

c) Revise detail 5/ASD-1.2 – HANDRAIL POST @ BOTT OF STAIRS per clouded areas. 

d) Revise detail 6/ASD-1.2 – HANDRAIL POST @ STAIR TREAD per clouded areas. 

e) Revise detail 7/ASD-1.2 – HANDRAIL FOOTING per clouded areas. 

f) Revise detail 9/ASD-1.2 – HANDRAIL @ RAMP TOP LANDING per clouded areas. 

g) Revise detail 10/ASD-1.2 – HANDRAIL @ RAMP BOTT LANDING per clouded areas. 

h) Revise detail 17/ASD-1.2 – RETAINING WALL per clouded areas. 

i) Revise detail 18/ASD-1.2 – FENCE AT RETAINING WALL per clouded areas. 

j) Revise detail 20/ASD-1.2 – RETAINING W. @ GATE & PLANTER per clouded areas. 

k) Revise detail 27/ASD-1.2 – AC PAVING GRIND & OVERLAY per clouded areas. 

l) Revise detail 28/ASD-1.2 – RETAINING WALL per clouded areas. 

m) Add detail 30/ASD-1.2 – CONCRETE SPLASH per clouded area. 

 

Item No. 2.10  Reference Sheet ASD-1.3 – SITE DETAILS 

2.10.1 Revise Sheet ASD-1.3 per clouded areas in attached sketch ASK-2.03. 

 

 

ARCHITECTURE - NEW LOCKER ROOM BUILDING 

 

Item No. 2.11  Reference Sheet A2-1.1 – BUILDING ‘R’ FLOOR PLAN & EGRESS/ SIGNAGE PLAN 

2.11.1 Revise Sheet A2-1.1 per clouded areas listed below: 

a) Revise detail LEGEND – FLOOR PLAN per clouded areas. 

b) Revise detail 1/A2-1.1 – FLOOR PLAN per clouded areas. 

 

Item No. 2.12  Reference Sheet A2-5.1 – BUILDING SECTIONS & WALL SECTIONS 

2.12.1 Revise Sheet A2-5.1 per clouded areas listed below: 

a) Revise detail 3/ A2-5.1 – BUILDING SECTION per clouded areas. 

b) Revise detail4/ A2-5.1 – BUILDING SECTION per clouded areas. 



c) Revise detail 5/ A2-5.1 – BUILDING SECTION per clouded areas. 

d) Revise detail 6/ A2-5.1 – WALL SECTION per clouded areas. 

 

Item No. 2.13  Reference Sheet A2-6.1 – WALL SECTIONS 

2.13.1 Revise sheet A2-6.1 per clouded areas listed below: 

a) Revise – KEYNOTE per clouded areas. 

1. Deleted keynote 03 30 00.14 

2. Added keynote 10 51 13.7 

b) Revise detail 1/A2-6.1- WALL SECTION per clouded areas 

c) Revise detail 2/A2-6.1- WALL SECTION per clouded areas 

d) Revise detail 3/A2-6.1- WALL SECTION per clouded areas 

e) Revise detail 4/A2-6.1- WALL SECTION per clouded areas 

f) Revise detail 5/A2-6.1- WALL SECTION per clouded areas 

g) Revise detail name 6/A2-6.1- Detail 6 to WALL SECTION & per clouded areas 

h) Revise detail name 7/A2-6.1- Detail 6 to WALL SECTION & per clouded areas 

i) Revise detail name 8/A2-6.1- Detail 6 to WALL SECTION & per clouded areas 

 

Item No. 2.14  Reference Sheet A2-6.2 – WALL SECTIONS 

2.14.1 Revise sheet A2-6.2 per clouded areas listed below: 

a) Revise detail 4/A2-6.2- WALL SECTION per clouded area. 

b) Revise detail 6/A2-6.2- WALL SECTION per clouded areas. 

c) Revise detail 7/A2-6.2- WALL SECTION per clouded area. 

d) Revise detail 8/A2-6.2- WALL SECTION per clouded area. 

 

Item No. 2.15  Reference Sheet A2-7.4 – ENLARGED PLAN & INTERIOR ELEVATIONS 

2.15.1 Revise Sheet A2-7.4 per clouded areas in attached ASK sketches listed below: 

a) Revise detail 23/A2-7.4- ENLARGED RAMP STAIR PLAN per clouded areas in attached 

sketch ASK-2.04. 

 

 

ARCHITECTURE - DETAILS 

 

Item No. 2.16  Reference Sheet AD-2.1 – METAL FRAMING WALL DETAILS 

2.16.1 Revise Sheet AD-2.1 per clouded areas listed below: 

a) Revise detail 3/AD-2.1 – WALL TYPE “A2” per clouded area. 

b) Revise detail 4/AD-2.1 – WALL TYPE “A3” per clouded area. 

c) Revise detail 5/AD-2.1 – WALL TYPE “A4” per clouded area. 

d) Revise detail 6/AD-2.1 – WALL TYPE “A5” per clouded area. 

e) Revise detail 7/AD-2.1 – WALL TYPE “B2” per clouded area. 

f) Revise detail 8/AD-2.1 – WALL TYPE “C1” name to WALLTYPE A6 & per clouded area. 

g) Revise detail 9/AD-2.1 – WALL TYPE “C2” per clouded area. 

h) Revise detail 10/AD-2.1 – WALL TYPE “C3” per clouded area. 

i) Revise detail 11/AD-2.1 – WALL SILL @ TYP. EXT. WALL name to WALL SILL @ WALL 

TYPE “A4” per clouded area. 

j) Remove detail 12/AD-2.1 – WALL SILL @ SEISMIC GAP per clouded area. 

k) Revise detail 13/AD-2.1 – WALL SILL @ EPOXY BOTH SIDES name to WALL SILL @ 

WALL TYPE “C3” per clouded area. 

l) Revise detail 14/AD-2.1 – WALL SILL @ EPOXY FLOOR name to WALL SILL @ WALL 

TYPE “C2” per clouded area. 

m) Revise detail 15/AD-2.1 – WALL SILL @ EXT. WALL name to WALL SILL @ WALL TYPE 

“A5” per clouded area. 

n) Revise detail 16/AD-2.1 – WALL SILL @ FURRED WALL name to WALL SILL @ WALL 

TYPE “A6” per clouded area. 

o) Add detail 17/AD-2.1 – WALL TYPE “A7” per clouded area. 

p) Add detail 18/AD-2.1 – WALL TYPE “A8” per clouded area. 

q) Add detail 19/AD-2.1 – WALL TYPE “A9” per clouded area. 

r) Add detail 20/AD-2.1 – WALL SILL @ WALL TYPE “A7” per clouded area. 

s) Add detail 21/AD-2.1 – WALL SILL @ WALL TYPE “A8” per clouded area. 

t) Add detail 23/AD-2.1 – WALL SILL @ WALL TYPE A8 @ STEM WALL per clouded area. 



u) Add detail 25/AD-2.1 – WALL SILL @ WALL TYPE “A9” per clouded area. 

v) Add detail 28/AD-2.1 – Z-GIRT ATTACHMENT TO MTL STUD per clouded area. 

w) Add detail 29/AD-2.1 – Z-GIRT PLAN VIEW per clouded area. 

x) Add detail 30/AD-2.1 – MTL STRAPPING @ RIGID INSUL per clouded area. 

 

Item No. 2.17  Reference Sheet AD-2.2 – METAL FRAMING WALL DETAILS 

2.17.1 Revise Sheet AD-2.2 clouded areas listed below: 

a) Revise detail 5/AD-2.2 – DOWNSPOUT ATTACHMENT per clouded area. 

b) Revise detail 6/AD-2.2 – FLOOR DRAIN @ EPOXY FLOOR per clouded area. 

c) Revise detail 10/AD-2.2 – TYPICAL CERAMIC WALL TILE DETAILS per clouded area. 

d) Revise detail 11/AD-2.2 – OVERFLOW ROOF DRAIN OUTFALL per clouded area. 

 

Item No. 2.18  Reference Sheet AD-3.0 – WOOD FRAMING ROOF DETAILS  

2.18.1 Revise Sheet AD-3.0 per clouded areas listed below: 

a) Revise detail 10/AD-3.0 – CANOPY LOWER EDGE per clouded area. 

b) Revise detail 12/AD-3.0 – CANOPY EDGE per clouded area. 

c) Revise detail 18/AD-3.0 – CANOPY DETAIL per clouded area. 

d) Revise detail 25/AD-3.0 – CANOPY SIGNAGE per clouded area. 

 

Item No. 2.19  Reference Sheet AD-3.1 – METAL FRAMING ROOF DETAILS 

2.19.1 Revise Sheet AD-3.1 per clouded areas in attached ASK sketches listed below: 

a) Revise detail 8/AD-3.1- PARAPET CAP @ PLASTER per clouded areas in attached sketch 

ASK-2.05. 

b) Revise detail 15/AD-3.1 – PARAPET DETAIL per clouded areas in attached sketch ASK-

2.06. 

c) Revise detail 21/AD-3.1 – PARAPET @ SEISMIC GAP COVER per clouded areas in 

attached sketch ASK-2.07. 

 

Item No. 2.20  Reference Sheet AD-3.2 – METAL FRAMING ROOF DETAILS 

2.20.1 Revise Sheet AD-3.2 clouded areas listed below: 

a) Revise detail 4/AD-3.2 – ROOF CANOPY 2 per clouded area. 

b) Revise detail 5/AD-3.2 – ROOF CANOPY SECTION per clouded area. 

c) Revise detail 7/AD-3.2 – PARAPET AT GRID LINE D per clouded area. 

d) Revise detail 12/AD-3.2 – ROOF PARAPET DETAIL per clouded area. 

 

Item No. 2.21  Reference Sheet AD-6.0 – WOOD FRAMING ROOF DETAILS  

2.21.1 Revise Sheet AD-6.0 per clouded areas listed below: 

a) Revise detail 5/AD-6.0 – EXT HM DOOR THRESHOLD @ CONC per clouded area. 

b) Revise detail 6/AD-6.0 – EXT HM THRESHOLD @ RES FLR per clouded area. 

c) Revise detail 9/AD-6.0 – EXT HM DOOR HEAD @ MTL STUD per clouded area. 

d) Revise detail 10/AD-6.0 – EXT HM DOOR JAMB @ MTL STUD per clouded area. 

e) Revise detail 19/AD-6.0 – EPOXY TO CONC. per clouded area. 

f) Revise detail 21/AD-6.0 – EXT. HM WINDOW HEAD/JAMB per clouded area. 

g) Revise detail 22/AD-6.0 – EXT HM WINDOW SILL per clouded area. 

 

Item No. 2.22  Reference Sheet AD-7.0 – MISCELLANEOUS DETAILS 

2.22.1 Revise Sheet AD-7.0 per clouded areas in attached ASK sketches listed below: 

a) Revise detail 18/AD-7.0- CONCRETE STAIR SECTION per clouded areas in attached 

sketch ASK-2.08. 

b) Add detail 28/AD-7.0 – HANDRAIL SECTION per clouded areas in attached sketch ASK-

2.09.  

 

ATTACHMENTS:  

 

Specifications:  None  

  

Sketches:   ASK-2.01, ASK-2.2, ASK-2.3, ASK-2.4, ASK-2.5, ASK-2.6, ASK-2.7, ASK-2.8, ASK-2.9 

 



Sheets:        LP-1, LP-2, LI-1, LI-2, AS-1.2, ASD-1.0, ASD-1.2, A2-1.1, A2-5.1, A2-6.1, A2-6.2, AD-2.1, AD-2.2, 

AD-3.0, AD-3.2, AD-6.0 

 

END OF ADDENDUM NO. 02 

 

 

 

 

___________________ 

Roger Clarke, Principal 

C-21340 

 

 

 

  

on into the constru
_______________



(N) GATE

(E) DCD

(N) FDC

(N) PIV

(N) PARKING 

LOT #3

(
E
)
 F

I
R

E
 A

C
C

E
S

S
 L

A
N

E

A
#

 0
4

-
1

1
4

1
6

4
)

(N) KNOX

ADD

2

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

Date:

Stamp:

DSA File #:

Scale:

Sheet #:

DSA APN #:

Description :

Project #:

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

1" = 30'-0"

5/9/2025 7:30:30 AM

05/09/25

ASK-2.01

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER

ROOM BUILDING

04-123792

COLTON JOINT UNIFIED SCHOOL DISTRICT

1-15-111

1/AS-1.0 - FIRE ACCESS SITE PLAN

36-14

2 05/09/25

on into the constru
_______________



FS

TOP OF RAMP
FG

1045.08 (TC)

FG

FS

EXISTING
CONC 

SIDEWALK

CONC CURB 

PER DETAIL:

CONCRETE CURB 

FLOOR MOUNTED 

HANDRAIL

CONCRETE RETAINING WALL

SLOPE

CHAINLINK FENCE POST 

& FOOTING PER DETAIL:

9

C6.00

FINISH GRADE

13

ASD-1.0

T
Y
P

6
"

TW

FG

(VARIES)

  6
"

13

S-5.2

RETAINING WALL 
REINFORCEMENT & 

FOOTING PER DETAIL:

 
 

3
' 

-
 6

"
 

5
' 
- 

6
" 

M
A
X
.

2
' 
- 

0
"

6
"

1
' 
- 

0
"

1
2
" 

M
A
X
.

MOW STRIP

ADD

2

7

ASD-1.2

ADD

2

Stamp:

Date:

DSA File #:

Sheet #:

DSA APN #:

Project #:

Scale:Description :

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

1/2" = 1'-0"

5/9/2025 7:35:09 AM

ASK-2.02

04-123792

1-15-111

10/AS-1.4 - RAMP CROSS SECTION - TOP

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT

36-14

05/09/25

2 05/09/25

SCALE:

1/2" = 1'-0" 10RAMP CROSS SECTION - TOP

on into the constru
_______________



A

---

-21

AD-3.1

---

-23

AD-3.2

ADD

2

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

Date:

Stamp:

DSA File #:

Scale:

Sheet #:

DSA APN #:

Description :

Project #:

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

1/8" = 1'-0"

5/9/2025 7:36:49 AM

05/09/25

ASK-2.03

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER

ROOM BUILDING

04-123792

COLTON JOINT UNIFIED SCHOOL DISTRICT

1-15-111

3/ASD-1.3 - PAVILION & LOCKER BLDG. SECTION

36-14

2 05/09/25

on into the constru
_______________



DN

3' - 4 1/8"

1
8
' 
- 

0
"

LEVEL, TYP

12" MIN
L
E
V
E
L

1
' 
- 

0
"

L
E
V
E
L

1
' 
- 

0
"

L
E
V
E
L

1
' 
- 

0
"

HANDRAIL

LEVEL, TYP
12" MIN

(N
) 

L
A
N

D
IN

G

5
'-

0
" 

(M
IN

)
5
' 
- 

0
"

(N) LANDING

6' - 0" (MIN)

6' - 0"

7
' 
- 

0
"

(N) LANDING

5' - 0" (MIN)

(N
) 

L
A
N

D
IN

G

6
' 
- 

0
" 

(M
IN

)

2% MAX
SLOPE IN ALL

DIRECTION

2% MAX
SLOPE IN ALL

DIRECTION

LEVEL

1' - 0"

L
E
V
E
L

1
' 
- 

0
"

4' - 0"

RAMP WIDTH

4' - 4"

05 51 00.8

05 51 00.7

05 51 00.9

(3) RISERS @ 6" = 1'-6"

(2) TREADS @ 12" = 2'-0"

= 24" MIN, TYP

12" + (1) TREAD WIDTH

DN

C
L
R

1
 1

/2
" 

M
IN

4
8
" 

M
IN

 C
L
R

11

ASD-1.2

3

ASD-1.2

14

AD-7.0

2

ASD-1.2

05 51 00.8
14

AD-7.0

-

---

12

ASD-1.2

-

---

10

ASD-1.2

-

---

9

ASD-1.2

4
2
" 

 M
IN

.

28

AD-7.0

18

AD-7.0

2
ADD

2
ADD

Date:

Stamp:

DSA File #:

Scale:

Sheet #:

DSA APN #:

Description :

Project #:

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

3/8" = 1'-0"

5/9/2025 9:22:31 AM

ASK-2.04

04-123792

1-15-111

23/A2-7.4 - ENLARGED RAMP STAIR PLAN

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT

36-14

05/09/25

2 05/09/2025

on into the constru
_______________



ROOFING MEMBRANE 
ASSEMBLY W/ CONT 

TERMINATION BAR

CONT SELF-ADHERED

WATERPROOF MEMBRANE

CONT TOP TRACK

METAL STUDS 

FRAMING, PER PLAN

CONT PARAPET CAP 

FLASHING ASSEMBLY

1/4" : 12"

MIN SLOPE

4
"

4
"

WATERPROOFING 

MEMBRANE

CONT PARAPET CLEAT, 

BOTH SIDE 

TOP

PER RP

ROOF SIDE

PLYWOOD 
SHEATHING,

PER STR DWG 
S2-1.0

EXTERIOR 
CEMENT PLASTER 

ASSEMBLY O/ 
WEATHER 

BARRIER

2" RIGID 
INSULATION 

PER 
DETAIL: 

METAL STUD
BACKING, PER

STR DETAIL:
28

AD-2.1

HIGH-TEMP RATED SAF

2
ADD

5

S0-2.6

2
ADD

2
ADD

AIR BARRIER

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

Date:

Stamp:

DSA File #:

Scale:

Sheet #:

DSA APN #:

Description :

Project #:

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

3" = 1'-0"

5/9/2025 9:23:26 AM

05/09/2025

ASK-2.05

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER

ROOM BUILDING

04-123792

COLTON JOINT UNIFIED SCHOOL DISTRICT

1-15-111

8/AD-3.1 - METAL FRAMING ROOF DETAILS

36-14

SCALE:

3" = 1'-0" 8PARAPET CAP @ PLASTER
2 05/09/2025

on into the constru
_______________



ROOF 
ASSEMBLY 

PER DETAIL:

MTL ROOF DECK PER 

STR FRAMING PLAN

TOP

PER RP

METAL STUDS 

FRAMING, PER PLAN

BM PER STR  

DWGS & DETAIL:
3

S-6.1

AD-3.1

8

AD-3.1

9

R-12 RIGID 
INSULATION W/ Z-

GIRT @ 
STUDS PER DETAIL:

28

AD-2.1

PLYWOOD 
SHEATHING, PER 

STR DWG S2-1.0

EXTERIOR CEMENT 
PLASTER ASSEMBLY 

OVER WEATHER 
BARRIER

2

AD-3.1

ROOFING MEMBRANE 
ASSEMBLY 

PLYWOOD SHEATHING

2
ADD

AIR BARRIER

2
ADD

Date:

Stamp:

DSA File #:

Scale:

Sheet #:

DSA APN #:

Description :

Project #:

RUHNAUCLARKE.COM
3775 TENTH STREET, RIVERSIDE CALIFORNIA 92501              

5751 PALMER WAY, SUITE C, CARLSBAD CALIFORNIA 92010                           (760) 438 5899
(951) 684 4664

DELTA # ______  DATE ____________ ADD           AFO            CCD           REV

1 1/2" =

1'-0"

5/9/2025 9:24:24 AM

ASK-2.06

04-123792

1-15-111

15/AD-3.1 - PARAPET DETAIL

COLTON MS ADMINISTRATION MODERNIZATION & NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT

36-14

05/09/25

2 05/09/2025

SCALE:

1 1/2" = 1'-0" 15PARAPET DETAIL

on into the constru
_______________



CONT SEISMIC GAP COVER SYSTEM @ PARAPET 
BASIS OF DESIGN

CONSTRUCTION SPECIALTIES, MODEL SRJW-500

(E) HSS

PAVILION

LINE OF (E) PAVILION WALL BEYOND +20'-0"
TOP 

+20'-3"

AFF

(E) CONT BREAK MTL
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CONT. PARAPET CLEAT
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FLASHING REGLET
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'J' MOLD
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FLUID APPLIED

WATER PROOFING

FLOOR FINISH. SEE FINISHES  
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1
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1-1/2" OD STAINLESS STEEL 
HANDRAIL PIPE WELD ALL 

CONNECTIONS, GRIND ALL 
JOINTS & SURFACES SMOOTH
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POST PIPE WELD ALL 
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JOINTS & SMOOTH SURFACES
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5 GALLON

OBSESSION NANDINANANDINA DOMESTICA
'SEIKA'

LOW

5 GALLON LOW

LOWRHAPHIOLEPIS UMBELLATA
'MINOR'

DWARF YEDDA
HAWTHORN

CALAMAGROSTIS X ACUTIFLORA
'KARL FOERSTER'

FEATHER REED GRASS LOW

MAHONIA AQUIFOLIUM OREGON GRAPE 5 GALLON LOW36" O.C.

36" O.C.

36" O.C.

36" O.C.

24" O.C. TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

BLONDE AMBITION
BLUE GRAMA GRASS

BOUTELOUA GRACILIS
'BLONDE AMBITION'

LANTANA MONTEVIDENSIS
‘ALBA’

TRAILING LANTANA WHITE 1 GALLON LOW36" O.C. TRIANGLE SPACING

GROUNDCOVER

+/- 205

1 GALLON MED24" O.C. TRIANGLE SPACINGACHILLEA MILLEFOLIUM
'PAPRIKA'

PAPRIKA YARROW

+/- 563

+/-219

+/- 96

+/- 41

+/-71

+/- 116

D / LPD.1

PLANTING LEGEND 
BOTANICAL NAME COMMON NAME SIZE REMARKSQUANTITY ZONE 4

WUCOLSSPACING

SHRUBS

DETAILS

LITTLE REV FLAX LILYDIANELLA REVOLUTA
'LITTLE REV'

LOW24" O.C. TRIANGLE SPACING+/- 109

ARBUTUS X
'MARINA'

MARINA STRAWBERRY
TREE

24" BOX STANDARDS
MATCHED

LOWPER PLAN +/- 12 A-C /
LPD.1

OLEA EUROPAEA
'WILSONII'

FRUITLESS OLIVE MEDPER PLAN TRUE MULTI-
TRUNK MATCHED

24" BOX +/-5 A-C /
LPD.1

CAMELLIA SASANQUA
'WHITE DOVES'

WHITE DOVES CAMELLIA 15 GALLON LOW36" O.C. TRIANGLE SPACING+/-11

BIG BLUE LILYTURFLIRIOPE MUSCARI
'BIG BLUE'

LOW24" O.C. TRIANGLE SPACING+/- 90

ELITE PLUS
AG SOD

DWARF TALL FESCUE
FESTUCA ARUNDINACEA

SOD +/- 1,590
SQ FT

MEDPER PLAN

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

TREES

PISTACIA CHINENSIS
‘KEITH DAVEY’

KEITH DAVEY CHINESE
PISTACHE

MEDPER PLAN STANDARDS
MATCHED

24" BOX +/-6 A-C /
LPD.1

1 GALLON

1 GALLON

1 GALLON

1 GALLON

+/- 4524" O.C.1 GALLON LOWTRIANGLE SPACING D / LPD.1VARIEGATED FLAX LILYDIANELLA TASMANICA
'VARIEGATA'

PYRUS CALLERYANA
'CAPITAL'

CAPITAL PEAR MEDPER PLAN STANDARDS
MATCHED

24" BOX +/-9 A-C /
LPD.1

(EXISTING)  HYBRID BERMUDA AREA. CONTRACTOR SHALL SOIL PREP PER AGRONOMIC SOILS
REPORT,  FINE GRADE, AND INSTALL TIFFWAY ii HYDROSEED. 5300 SQFT
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AFTER MAJOR GRADING OPERATIONS ARE COMPLETED, CONTRACTOR SHALL OBTAIN
SOIL SAMPLES FROM MIN 6" DEPTH AND SUBMIT TO AN APPROVED LABORATORY FOR
ANALYSIS AND RECOMMENDATIONS. OBTAIN A MINIMUM OF 1 SAMPLE PER ACRE AND
1 SAMPLE AFTER IMPLEMENTATION OF FIRST REPORT FOR VERIFICATION SOIL
MEETS SOILS LAB STANDARDS. REPORTS MUST BE SUBMITTED TO LANDSCAPE
ARCHITECT, CITY AND OWNERS REP. FOR REVIEW AND APPROVAL.

AGRONOMIC SOILS REPORT REQUIREMENT
I HAVE COMPLIED WITH THE CRITERIA OF THE ORDINANCE AND APPLIED THEM
ACCORDINGLY FOR THE EFFICIENT USE OF WATER IN THE LANDSCAPE DESIGN
PLANS.

BRANDON PETRUNIO,
RLA 5894:

DATE:

WATER EFFICIENT LANDSCAPE STATEMENT

PLANTING LEGEND AND NOTE REFERENCE:
· REFER TO SHEET LPD.1 FOR PLANTING NOTES.
· REFER TO SHEET LP.1 FOR PLANTING LEGEND.

ARBUTUS X
'MARINA'

BOUTELOUA GRACILIS
'BLONDE AMBITION'

CALAMAGROSTIS X ACUTIFLORA
'KARL FOERSTER'

N

W

S

E

20' 10' 0' 20' 40' 60'

GRAPHIC SCALE
SCALE: 1" = 20'-0"

PLAN VIEW - PAVILION AND LOCKER ROOM & PARKING LOT SCALE: 1" = 20'-0"

11/24/2024

ACHILLEA MILLEFOLIUM
'PAPRIKA'

DIANELLA REVOLUTA
'LITTLE REV'

MAHONIA AQUIFOLIUM

NANDINA DOMESTICA
'SEIKA'

RHAPHIOLEPIS UMBELLATA
'MINOR'

LANTANA SELLOWIANAPYRUS CALLERYANA
'CAPITAL'

NO SYMBOL
SHOWN

SYMBOL
LANDSCAPE CONSTRUCTION LEGEND

MATERIAL MANUFACTURER COMMENTS

PREMIUM FOREST BLEND (1.5" MINUS)  - 3" THICK
MULCH LAYER  TO BE INSTALLED IN ALL
PLANTERS WITHOUT DG OR ROCK.

SOCAL MULCH
TEL: 951-325-5355

DETAIL E - SHEET LPD.1

DETAIL/SHEET

A

B

STEEL LANDSCAPE EDGING
3/16" X 5 1/2"
STEEL EDGING -CLEANLINE BY PERMALOCK OR APPROVED EQUAL
COLOR: BLACK

3" DEPTH OF 3 8" MINUS DECOMPOSED GRANITE
OVER 3" CLASS II BASE. APPLY TECHNISOIL G3
COMMERCIAL SURFACE PER MANU. 4 APPLICATIONS
COLOR : GOLD/TAN D.G.

SUBMIT MANU + SAMPLE

DETAIL G - SHEET LPD.1D

TYP.

B
TYP.

A
TYP.

PISTACIA CHINENSIS
‘KEITH DAVEY’
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COLTON MS ADMINISTRATION MODERNIZATION &
NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT
670 W. LAUREL ST, COLTON, CA 92324

5/2/2025 5:04 PM

DIANELLA TASMANICA
'VARIEGATA'

THOROUGHLY WET AFTER
INSTALLATION TO COMPACT.

OLEA EUROPAEA
'WILSONII'

DETAIL F - SHEET LPD.1
C

3" DEPTH - 3/4" CRUSHED ROCK OVER FILTER
FABRIC
COLOR : CALIFORNIA GOLD

SUBMIT MANU + SAMPLE

C
TYP.

D

SHADING CALCS. SUMMARY 
TOTAL NEW HARDSCAPE AREA:                     11,432 SQ. FT.
REQUIRED  AREA TO BE SHADED (PERCENTAGE):      20% MINIMUM
REQUIRED  SHADING AREA (TOTAL): 2,286 SQ.FT.
PROVIDED SHADING AREAS: 3,324 S.F. (29%)

TOTAL NEW PLANTING AREAS:                     10,468 SQ. FT.
REQUIRED  AREA TO BE SHADED (PERCENTAGE):      20% MINIMUM
REQUIRED  SHADING AREA (TOTAL): 2,094 SQ.FT.
PROVIDED SHADING AREAS: 6,478 S.F. (62%)

TOTAL PARKING LOT AREA:                     4,262 SQ. FT.
REQUIRED  AREA TO BE SHADED (PERCENTAGE):      50% MINIMUM
REQUIRED  SHADING AREA (TOTAL): 2,131 SQ.FT.
PROVIDED SHADING AREA: 2,411 S.F. (57%)

TREE SIZE SHOWN AT 15 YEAR MATURITY @ 12PM SUMMER SOLSTICE

LP-1PAVILION+LOCKER ROOM
LANDSCAPE PLANTING
PLAN

 

2
2

2
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_______________



5 GALLON

OBSESSION NANDINANANDINA DOMESTICA
'SEIKA'

LOW

5 GALLON LOW

LOWRHAPHIOLEPIS UMBELLATA
'MINOR'

DWARF YEDDA
HAWTHORN

CALAMAGROSTIS X ACUTIFLORA
'KARL FOERSTER'

FEATHER REED GRASS LOW

MAHONIA AQUIFOLIUM OREGON GRAPE 5 GALLON LOW36" O.C.

36" O.C.

36" O.C.

36" O.C.

24" O.C. TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

TRIANGLE SPACING

BLONDE AMBITION
BLUE GRAMA GRASS

BOUTELOUA GRACILIS
'BLONDE AMBITION'

LANTANA MONTEVIDENSIS
‘ALBA’

TRAILING LANTANA WHITE 1 GALLON LOW36" O.C. TRIANGLE SPACING

GROUNDCOVER

+/- 205

1 GALLON MED24" O.C. TRIANGLE SPACINGACHILLEA MILLEFOLIUM
'PAPRIKA'

PAPRIKA YARROW

+/- 563

+/-219

+/- 96

+/- 41

+/-71

+/- 116

D / LPD.1

PLANTING LEGEND 
BOTANICAL NAME COMMON NAME SIZE REMARKSQUANTITY ZONE 4

WUCOLSSPACING

SHRUBS

DETAILS

LITTLE REV FLAX LILYDIANELLA REVOLUTA
'LITTLE REV'

LOW24" O.C. TRIANGLE SPACING+/- 109

ARBUTUS X
'MARINA'

MARINA STRAWBERRY
TREE

24" BOX STANDARDS
MATCHED

LOWPER PLAN +/- 12 A-C /
LPD.1

OLEA EUROPAEA
'WILSONII'

FRUITLESS OLIVE MEDPER PLAN TRUE MULTI-
TRUNK MATCHED

24" BOX +/-5 A-C /
LPD.1

CAMELLIA SASANQUA
'WHITE DOVES'

WHITE DOVES CAMELLIA 15 GALLON LOW36" O.C. TRIANGLE SPACING+/-11

BIG BLUE LILYTURFLIRIOPE MUSCARI
'BIG BLUE'

LOW24" O.C. TRIANGLE SPACING+/- 90

ELITE PLUS
AG SOD

DWARF TALL FESCUE
FESTUCA ARUNDINACEA

SOD +/- 1,590
SQ FT

MEDPER PLAN

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

D / LPD.1

TREES

PISTACIA CHINENSIS
‘KEITH DAVEY’

KEITH DAVEY CHINESE
PISTACHE

MEDPER PLAN STANDARDS
MATCHED

24" BOX +/-6 A-C /
LPD.1

1 GALLON

1 GALLON

1 GALLON

1 GALLON

+/- 4524" O.C.1 GALLON LOWTRIANGLE SPACING D / LPD.1VARIEGATED FLAX LILYDIANELLA TASMANICA
'VARIEGATA'

PYRUS CALLERYANA
'CAPITAL'

CAPITAL PEAR MEDPER PLAN STANDARDS
MATCHED

24" BOX +/-9 A-C /
LPD.1

(EXISTING)  HYBRID BERMUDA AREA. CONTRACTOR SHALL SOIL PREP PER AGRONOMIC SOILS
REPORT,  FINE GRADE, AND INSTALL TIFFWAY ii HYDROSEED. 5300 SQFT

SEWER

4" CLY
5'-5" T.O.P

4" PLA
2'-1" T.O.P

4" PLA
2'-8" T.O.P

WATER
GAS

VALVE

COMM.
DROP

GAS
METER

LIGHT

ELECTRICAL
DROP
3" PLA

SCO
4" PLA

2'-9" T.O.P
F.O.D

ELECTRICAL
TRANSFORMER

WATER
HANDHOLE

FULL OF DIRT

WATER
VALVE

ELECTRICAL
TRANSFORMER

ELECTRICAL
VAULT

(3)3"PLA

GREASE
TRAP

W LAUREL STREET

TREE ROOTBARRIER - LINEAR BARRIER:
· CONTRACTOR SHALL INSTALL TREE ROOT BARRIERS FOR ALL TREES WITHIN 6'

OF CONCRETE EDGE. INSTALL THE 24" VERSION AND SHALL BE CONTINUOUS FOR
10' ON EITHER SIDE OF TREE.

· STREET TREES AND OTHER TREES LOCATED WITHIN 10-FEET OF THE PUBLIC
RIGHT-OF-WAY (WITH THE EXCEPTION OF PALM TREES) SHALL BE PROVIDED
WITH A ROOT BARRIER.

AFTER MAJOR GRADING OPERATIONS ARE COMPLETED, CONTRACTOR SHALL OBTAIN
SOIL SAMPLES FROM MIN 6" DEPTH AND SUBMIT TO AN APPROVED LABORATORY FOR
ANALYSIS AND RECOMMENDATIONS. OBTAIN A MINIMUM OF 1 SAMPLE PER ACRE AND
1 SAMPLE AFTER IMPLEMENTATION OF FIRST REPORT FOR VERIFICATION SOIL
MEETS SOILS LAB STANDARDS. REPORTS MUST BE SUBMITTED TO LANDSCAPE
ARCHITECT, CITY AND OWNERS REP. FOR REVIEW AND APPROVAL.

AGRONOMIC SOILS REPORT REQUIREMENT

PLAN VIEW - ADMIN BUILDING SCALE: 1" = 20'-0"

CALAMAGROSTIS X ACUTIFLORA
'KARL FOERSTER'

CAMELLIA SASANQUA
'WHITE DOVES'

LIRIOPE MUSCARI
'BIG BLUE'

DWARF TALL
FESCUE SOD

DWARF TALL
FESCUE SOD
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1-15-111

COLTON MS ADMINISTRATION MODERNIZATION &
NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT
670 W. LAUREL ST, COLTON, CA 92324

5/2/2025 5:04 PM

NO SYMBOL
SHOWN

SYMBOL
LANDSCAPE CONSTRUCTION LEGEND

MATERIAL MANUFACTURER COMMENTS

PREMIUM FOREST BLEND (1.5" MINUS)  - 3" THICK
MULCH LAYER  TO BE INSTALLED IN ALL
PLANTERS WITHOUT DG OR ROCK.

SOCAL MULCH
TEL: 951-325-5355A

THOROUGHLY WET AFTER
INSTALLATION TO COMPACT.

PLANTING LEGEND AND NOTE REFERENCE:
· REFER TO SHEET LPD.1 FOR PLANTING NOTES.
· REFER TO SHEET LP.1 FOR PLANTING LEGEND.
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RAINBIRD 100PEB-PRS-D J / SHEET LID.1REMOTE CONTROL VALVE WITH ALL PURPOSE SOLENOID
INSTALL IN PLANTER AREAS - TYPICAL

SUPERIOR 3300150 1-1/2" NORMALLY OPEN MASTER VALVE SOLENOID
CONTROLLED, BRASS

F / SHEET LID.1

CST FSI-T15-001 1-1/2" TEE TYPE PLASTIC FLOW SENSOR. PROVIDE PAIR OF
SHIELDED WIRES.

F / SHEET LID.1

L+M / SHEET LID.1RAINBIRD EXPLXME2 PRO CONTROLLER IN LIGHT DUTY WALL MOUNTED ENCLOSURE WITH WIRELESS RAIN SENSOR.
RECONNECT EXISTING VALVE WIRES AND INSTALL NEW WIRES FOR NEW VALVES PER PLAN. INSTALL REMOVED 4G
COMMUNICATION CARD, AND HOOK UP ANTENNA. RE-ROUTE POWER, CONTROL WIRE CONDUITS AND PROVIDE
ETHERNET (FOR FUTURE USE) PER ELECTRICAL ENGINEERS DRAWINGS.
ITS MODEL NUMBER:  ICA12-RB3-24/SP/IFS-150F/WRS/ANT

RAINBIRD EXPLXME2 PRO CONTROLLER IN TOP ENTRY SS ENCLOSURE WITH WIRELESS RAIN SENSOR AND RAINBIRD
4G COMMUNICATION (5 YEARS OF SERVICE INCLUDED) FOR AUTO-ADJUST BASED ON ET. REFER TO ELECTRICAL
DRAWINGS FOR CONNECTIONS; ETHERNET LINE IS FOR FUTURE USE.
ITS MODEL NUMBER: ICA6-RB3-12/SP/IFS-150F/RSE/IQ-GPRS-5

EXISTING WALL MOUNTED CONTROLLER TO BE REMOVED, INCLUDING ENCLOSURE, AND REPLACED WITH NEW
CONTROLLER "A", IN ITS EXISTING LOCATION. TURN EXISTING CONTROLLER OVER TO DISTRICT M&O REP. RE-ROUTE
POWER, CONTROL WIRE CONDUITS AND PROVIDE ETHERNET (FOR FUTURE USE) PER ELECTRICAL ENGINEERS
DRAWINGS. REMOVE EXISTING IQ-NCC-4G UNIT AND INSTALL IN "A" CONTROLLER.

DEMO EXISTING CONTROLLER, PLACE DUPLEX PLUG IN REMOVED LOCATION. LOCATE CONDUIT AND WIRES ON
OUTSIDE OF BUILDING, AND REMOVE CONDUIT AND PLACE ACTIVE WIRES TO REMAIN IN PULL BOX. TRACE WIRES, IF
FOUND NO LONGER NEEDED, REMOVE IN THEIR ENTIRETY, IF NECESSARY TO REMAIN, TIE TO NEW WIRES FROM NEW
"A" CONTROLLER WITHIN NEW PULL BOX.

WIRELESS RAIN SENSOR, MOUNT IN AREA UP TO 200' LINE OF SIGHT, CLEAR TO OPEN SKY AND FREE FROM SHADE
AND POTENTIAL RAIN WATER BOUNCE.

T / SHEET LID.2

U / SHEET LID.2

SPEARS 2000 COMPACT

HUNTER/ GPH ECO-ID-12/ GDFN OPERATION/ PRESSURE INDICATOR STAKE AND TEST PORT.

LINE FLUSHING VALVE IN ROUND VALVE BOX. LINE SIZE

K / SHEET LID.1

DESCRIPTIONSYMBOL MANUF. MODEL  DTL. REF.
DISTRIBUTION COMPONENTS

RAINBIRD 1" REMOTE CONTROL VALVE AND 1" 40 PSI REGULATING BODY
BASKET FILTER WITH QUICK CHECK INDICATOR.

100PEB + PRBQKCHK100

A

MV

Q-T / SHEET LID.2TLCV6-1810NETAFIM
PSI COMP. DRIPPERLINE W/ CHECK VALVE. TECHLINES SHALL BE SPACED APPROX. 4" OFF PERIMETER EDGE AND 18" O.C. (12" O.C.
TURF) AS SHOWN PER PLAN. HEADERS (SUPPLY& EXHAUST) SHALL BE 3/4" PVC PIPE UNLESS OTHERWISE NOTED. CHECK VALVE
HOLDS BACK 4.6' OF WATER. ALL FITTINGS SHALL BE TECHLOCK AS NEEDED.

SHRUBS

IRRIGATION MATERIAL LEGEND

DEGREES    SYMBOL MANUF. MODEL  TYPE GPM PSI RADIUS DTL. REF.
EMISSION DEVICES

360 PT. BUBBLER 30 N/A

O+P / SHEET LID.2SLV-PSTM-CV-4SALCO
A / SHEET LPD.1INSTALL 2 BUBBLER PER SYMBOL, 2 PER PLANT

360 T. BUBBLER 4 GPH 30 N/A

1804-SAM-PRS-5Q-HRAINBIRD .25 N / SHEET LID.2
B / SHEET LPD.1INSTALL 2 BUBBLER PER SYMBOL, 2 PER PLANT

BUBBLERS

DRIP TUBING

S. BUBBLER .6 GPH @ 18" OC 30 N/ALINEAR

CONTROLLER NOTES:
· INSTALL IRRIGATION CONTROLLERS IN THE APPROXIMATE LOCATIONS SHOWN ON THE DRAWINGS.  FINAL

CONTROLLER LOCATIONS TO BE APPROVED IN THE FIELD BY THE OWNER OR AUTHORIZED REPRESENTATIVE.
· 120 VAC ELECTRICAL POWER-DEDICATED CIRCUIT PROVIDED BY ELECTRICIAN, VERIFY ACTUAL LOCATION IN FIELD.

THE COORDINATION OF POWER AND CONNECTION OF CONTROLLER SHALL BE THE RESPONSIBILITY OF THE
LANDSCAPE CONTRACTOR. REFER TO ELECTRICAL PLANS FOR POWER AND DATA CONNECTION.

· INSTALL PER MANU.'S RECOMMENDATIONS, INCLUDING HOOK-UP OF ETHERNET CABLE AND ONLINE PROGRAMMING
FUNCTIONALITY.

· PROVIDE SHOP DRAWINGS FOR REVIEW PRIOR TO INSTALLATION INCLUDING NOT LIMITED TO WIRING DIAGRAM,
SURGE PROTECTION, PULL BOXES, GROUND ROD, ETC.

· FOR FURTHER INFORMATION + MANDATORY PRE-CON MEETING CONTACT DARYL GREEN WITH GREEN PRODUCT
SALES (IMPERIAL TECHNICAL SERVICES) CELL: 949.584.7311, THE INSTALLATION OF CONTROLLER ASSEMBLY MUST BE
APPROVED AND CERTIFIED BY IMPERIAL TECHNICAL SERVICES. PROVIDE COPIES OF CERTIFICATION TO THE OWNER'S
AUTHORIZED REPRESENTATIVE AND LANDSCAPE ARCHITECT.
·· IF NO PRE-CON MEETING IS CONDUCTED, CONTRACTOR TAKES SOLE RESPONSIBILITY FOR PROPER OPERATION

AND ANY ADDITIONAL COMPONENTS NEEDED SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR AT NO
ADDITIONAL COST TO OWNER.

· NOTE: REVIEW THE IRRIGATION COMMUNICATION OPERATIONAL INTENT WITH THE OWNERS AUTHORIZED
REPRESENTATIVE PRIOR TO ORDERING IRRIGATION CONTROLLER TO ENSURE THE APPROPRIATE
EQUIPMENT/OPTIONS AND CONFIGURATIONS ARE INCLUDED.

· ETHERNET/ CELLULAR DATA CENTRAL CONTROL COMMUNICATION CONNECTION.  CONTRACTOR IS RESPONSIBLE FOR
THE COORDINATION AND SETUP OF THE ETHERNET/ CELLULAR DATA SERVICE PLAN FROM CELLULAR SERVICE
PROVIDER AND CONFIRM PROPER OPERATION TO THE CONTROLLER MANUFACTURERS CENTRAL CONTROL SYSTEM.

UPON CERTIFICATION OF INSTALLATION AND OPERATION, A 5 YEAR WARRANTY SHALL BE PROVIDED ON ALL CONTROLLER
ASSEMBLY COMPONENTS BY IMPERIAL TECHNICAL SERVICES.

W - SHEET LID.2PULL BOX FOR CONTROL WIRES OR FUTURE STUB-OUT. IN ADDITION TO BOXES SHOWN ON PLANS, INSTALL PULL BOXES
EVERY 200' AND ON EACH SIDE OF HARDSCAPE WHERE WIRES ARE SPECIFIED TO BE INSTALLED INSIDE CONDUIT. CONDUIT SIZE SHOULD
BE AS NEEDED TO ACCOMMODATE WIRE BUNDLE, WITH ADDITIONAL ROOM FOR A MINIMUM OF 5 WIRES IN THE FUTURE

SPECIAL NOTES:

F

BURIED NON-PRESSURE LATERAL LINE PIPE WITH SCH. 40 FITTINGS,
THREADED FITTINGS SHALL BE SCH. 80. SCH. SIZE LATERALS PER
PLAN.

PIPE/ WIRE SLEEVE: ALL PIPE(S)/ WIRE BUNDLES REGARDLESS OF SYMBOL
BEING SHOWN WHEN INSTALLED UNDER HARDSCAPE. EXTEND 12" BEYOND EDGE OF
HARDSCAPE. (2X DIA. OF PIPE (3" MIN) OR WIRE BUNDLE (MIN 1 1/4")

B / SHEET LID.1

A / SHEET LID.1

SCH 40
MIN PIPE SIZE 3 4"

P.V.C.

P.V.C.

P.V.C. SCH. 40

PIPING NOTES:
· CONCRETE THRUST BLOCKS CONSISTING OF MINIMUM (1) ONE CUBIC FOOT OF CONCRETE (2,000 PSI) SHALL BE INSTALLED FOR ALL

MAINLINE 2"-3" AT CHANGES OF DIRECTION.
· ALL FITTINGS USED WITH RING-TITE BELL END GASKET FITTING PVC PIPE SHALL BE LEEMCO "DEEP BELL" DUCTILE IRON FITTINGS. USE

LEEMCO JOINT RESTRAINTS  ON ALL DIRECTIONAL CHANGES AND ON COUPLINGS WITHIN 50 FEET OF DIRECTIONAL CHANGE. USE JOINT
RESTRAINTS ON ALL EQUIPMENT INSTALLED ON RING-TITE PIPE (RF SERIES, LPP, ETC.).

A +B / SHEET LID.11"-1-1/2" BURIED PRESSURE IRRIGATION MAINLINE PIPING.
SCH. 80 SOLVENT WELD FITTINGS  (ALL)
2" -3" BURIED PRESSURE IRRIGATION MAINLINE PIPING
SCH. 80 SOLVENT WELD FITTINGS (ALL)
4"+ BELL END GASKET / RING-TITE PVC PIPE
MECHANICAL JOINT RESTRAINT (LEEMCO)

SCH. 40 (1" MIN)

CLASS 315

CLASS 200

2" COMBINATION AIR VALVE, NPT PN16A.R.I D-40 Barak G / SHEET LID.1

2" REDUCE PRESSURE BACKFLOW PREVENTER WITH BRONZE Y TYPE
STRAINER. PLACE IN VIT CAGE MODEL SBBC (SIZE AS REQ.)

C / SHEET LID.1WILKINS 2-375XLS

H / SHEET LID.1NIBCO

V / SHEET LID.21" QUICK COUPLER VALVE WITH YELLOW LOCKING COVER FOR
POTABLE WATER USE.

44LRCRAINBIRD

P

B

C

D 

BR0NZE GATE VALVE- SOLID WEDGE, SCREW-IN BONNET-THREADED (LINE SIZE)
DUCTILE IRON GATE VALVE:RESILIENT WEDGE, SQUARE OPERATING NUT(LINE SIZE)

T-113-K (1"-2")
F-619-RWS-SON (2.5"+) I / SHEET LID.1

I

D +E / SHEET LID.1

L / SHEET LID.1

L+M / SHEET LID.1

EXISTING METER TO REMAIN.

2" IRRIGATION BACKFLOW PREVENTER
WYE STRAINER AND VIT SBBC CAGE

POC: IRRIGATION WATER CONNECTION DIAGRAM

MV

FS

1 1/2" TEE TYPE PLASTIC FLOW
SENSOR FOR DEMAND MONITORING.

1 1/2" NORMALLY OPEN MASTER VALVE.

W

MV

2" COMBINATION AIR/VACUUM RELIEF VALVE

POC

IRRIGATION KEYNOTE LEGEND
1. REMOVE EXISTING IRRIGATION DEDICATED BACKFLOW AND TURN OVER TO DISTRICT. IF

NOT COMPLETED ALREADY BY DISTRICT, CAP OFF MAINLINE DOWNSTREAM OF
EXISTING BACKFLOW NOTED TO BE REMOVED AND NOTIFY TEAM PRIOR TO
CONSTRUCTION.

2. INSTALL NEW IN BF NEAR EXISTING FIELD BF, EXACT LOCATION TO BE FIELD VERIFIED
DEPENDANT ON EXISTING UTILITIES AND LINE ROUTES. ADJUST INFIELD AS FIELD
COMPONENTS DICTATE.

3. INSTALL IRRIGATION CONTROLLER ADJACENT TO WALK WAY, VERIFY EXACT LOCATION
WITH DISTRICT STAFF IN FIELD PRIOR TO INSTALLATION. VERIFY 4G SIGNAL STRENGTH
PRIOR TO LOCATING. NOTIFY LA AND DISTRICT IF SIGNAL IS WEAK PRIOR TO INSTALL.

4. IRRIGATION COMPONENTS ARE SHOWN DIAGRAMMATICALLY AND SHALL BE INSTALLED
IN LANDSCAPE AREAS WHEREVER POSSIBLE.

5. CONTRACTOR SHALL VERIFY EXISTING IRRIGATION SYSTEM (IF ANY), AND ADJUST
SYSTEM(S) TO ACCOMMODATE PROPOSED IMPROVEMENTS, PROVIDE 100% HEAD TO
HEAD COVERAGE. NEW HEADS AND/OR LATERALS MAY BE NEEDED, INCLUDE MIN (12) 6"
RAINBIRD 1806-SAM-PRS, NOZZLES AND SWING JOINTS. TURN OVER UN-USED MATERIAL

6. STUB OUT 6 CONTROL WIRES AND 2 COMMON WIRES FOR FUTURE USE, COLOR CODE
WIRES DIFFERENT FROM ACTIVE CONTROL WIRES.

7. STUB OUT 3 CONTROL WIRES AND 2 COMMON WIRES FOR FUTURE USE, COLOR CODE
WIRES DIFFERENT FROM ACTIVE CONTROL WIRES.

PLAN VIEW - PAVILION, LOCKER ROOM & PARKING LOT

RCV SIZING CHART

MINIMUM SIZE SHALL BE 1-1/4 INCH
6 THROUGH 10 GPM MINIMUM SIZE SHALL BE 1 INCH
11 THROUGH 15 GPM

MINIMUM SIZE SHALL BE 3/4 INCH0 THROUGH 5 GPM

NOTE: CONTRACTOR SHALL SIZE ALL DRIPLINE SUPPLY/EXHAUST
HEADERS PER PIPE SIZING CHART, IN NO INSTANCE SHALL PIPE SIZE
EXCEED DESIGNATED GPM RANGE.

FLOW RANGE MINIMUM SIZE OF EXHAUST HEADER

MINIMUM SIZE SHALL BE 1-1/2 INCH16 THROUGH 25 GPM
MINIMUM SIZE SHALL BE 2 INCH26 THROUGH 50 GPM

SUPPLY + EXHAUST HEADER MINIMUM SIZE OF 3/4 INCH.

DRIPLINE INTAKE/EXHAUST HEADER PIPE SIZING CHART

LINE SIZING CHART - SCH. 40
PIPE SIZEGPM

VALVE SIZEGPM
RAINBIRD PEB SERIES

1"
11/2"
2"

0-22
23-50
51-99

3/4"
1"
11/4"
11/2"
2"
21/2"
3"
4"

5-8
9-12
13-22
23-30
30-50
50-70
70-110
110-190

CONTROLLER & VALVE #

HYDROZONE

VALVE SIZE

SQFT OF LANDSCAPE AREA

GALLONS PER MINUTE

HYDROZONE:
TS
TD
PTB
TB
SB
SD
SS
MP
RT

TURF SPRAY
TURF DRIP
PALM TREE
BUBBLERS TREE
SHRUB BUBBLERS
SHRUB DRIP TUBING
SHRUB SPRAY
MP ROTATORS
ROTORS

VALVE CALLOUT

2 1/2" SLEEVE
3" SLEEVE
4" SLEEVE

8" SLEEVE
6" SLEEVE

1 1/4" SLEEVE
1 1/2" SLEEVE
2" SLEEVE

10" SLEEVE N/A

5-10 WIRES
11-20 WIRES

56-99 WIRES

31-40 WIRES
41-55 WIRES

100+ WIRES

21-30 WIRES 1 1/4" PIPE

2 1/2" + 3" PIPE

1 1/2" PIPE

4" PIPE
6" PIPE

2" PIPE

1" PIPE
3/4" PIPE

SCH 40 PVC SLEEVING CHART (WIRE OR PIPE) 
1-4 WIRES

CONTRACTOR SHALL NOT INSTALL ANY PLANT MATERIAL WITHIN 12"
OF ANY ROOT SYSTEMS AND SHALL NOT CUT OR DAMAGE ANY ROOT
LARGER THAN 2" WITHOUT REVIEW AND WRITTEN APPROVAL BY A
CERTIFIED ARBORIST. ANY ILL AFFECTS ON THE HEALTH OF THE
EXISTING TREES IS OBSERVED AND WAS A DIRECT RESULT OF THE
DISTURBANCE DURING CONSTRUCTION, CONTRACTOR SHALL TAKE
THE NECESSARY MEASURES TO SAVE THE TREE; IF THE TREE
CANNOT BE SAVED, CONTRACTOR SHALL PROVIDE CREDIT FOR
TREE AS ESTABLISHED BY CERTIFIED ARBORIST OF OWNERS
CHOOSING AND AT CONTRACTORS EXPENSE.

EXISTING TREE NOTES

EXISTING IRRIGATION SHALL NOT BE SHUT OFF TO EXISTING PLANT
MATERIAL TO REMAIN FOR A PERIOD 48 HOURS OR MORE. IN THE
EVENT WATER MUST REMAIN OFF, CONTRACTOR SHALL BE
RESPONSIBLE FOR HAND WATERING MATERIAL BY ANY MEANS
NECESSARY AT THEIR EXPENSE.

WATER TO EXISTING PLANT MATERIAL TO REMAIN

DRIP TUBING SHALL BE INSTALLED IN THE FOLLOWING MANNER, NO EXCEPTIONS
UNLESS CONFIRMED IN WRITING BY LANDSCAPE ARCHITECT PRIOR TO START OF
CONSTRUCTION.

a. PRE-CON MEETING SHALL BE PERFORMED WITH NETAFIM REPRESENTATIVE
WITH ALL CONTRACTOR PERTINENT STAFF FOR INSTALLATION TRAINING
PRIOR TO START OF CONSTRUCTION. (BILL MILWARD 951.287.4630)

b. DRIPLINE TUBING SHALL BE INSTALLED PRIOR TO PLANT MATERIAL AND
LAYOUT SHALL BE VISUALLY VERIFIED AND CONFIRMED BY LANDSCAPE
ARCHITECT.

c. CONTRACTOR SHALL BURY ALL DRIPLINES AT 4'" CONSTANT DEPTH BY MEANS
OF SOIL REMOVAL AND STOCKPILE WITHIN PLANTER AND REPLACEMENT
AFTER INSTALLATION, EXCEPT WHERE EXISTING ROOTS ARE PRESENT.

d. CONTRACTOR SHALL INSTALL 6" METAL WIRE STAPLES (RAINBIRD MODEL
#TDS-050) 3'-4' ON CENTER, AND TWO STAPLES TO BE INSTALLED AT EVERY
CHANGE OF DIRECTION.

e. ONCE ALL SYSTEMS HAVE BEEN INSTALLED, CONTRACTOR SHALL PROVIDE
PRESSURE TEST ON ALL DRIP SYSTEMS, SUBMIT PLAN INDICATING
PRESSURES FOR ALL SYSTEMS @ VALVE AND @FLUSH VALVE. VERIFY MAX
15% DIFFERENTIAL BETWEEN THE READINGS (MINIMUM SYSTEM PRESSURE @
FLUSH VALVE SHALL BE CV=15 PSI; HCVXR=22 PSI.)

NETAFIM INSTALLATION NOTE:
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COLTON MS ADMINISTRATION MODERNIZATION &
NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT
670 W. LAUREL ST, COLTON, CA 92324

5/2/2025 5:04 PM

Note: This chart serves as a general reference. Wire quantities may
vary based on the coating thickness. The contractor is responsible
for verifying and making any necessary adjustments in the field.

1

4

POC

SCALE: 1" = 20'-0"

IRRIGATION LEGEND AND NOTE REFERENCE:
· REFER TO SHEET LI.0 FOR IRRIGATION NOTES.
· REFER TO SHEET LI.0 FOR MAWA/ETWU CALCS.
· REFER TO SHEET LI.1 & LI.2 FOR IRRIGATION LEGEND.
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GRAPHIC SCALE
SCALE: 1" = 20'-0"
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3" PVC MAINLINE

TO DEMAND VALVES

EXISTING 3" MAINLINE TO REMAIN.
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BACKFLOW. VERIFY
SUPPLY LINE SIZE, IF
DIFFERENT THAN
INDICATED, CONTACT
OWNER AND LA PRIOR
TO PROCEEDING.
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RAINBIRD 100PEB-PRS-D J / SHEET LID.1REMOTE CONTROL VALVE WITH ALL PURPOSE SOLENOID
INSTALL IN PLANTER AREAS - TYPICAL

SUPERIOR 3300150 1-1/2" NORMALLY OPEN MASTER VALVE SOLENOID
CONTROLLED, BRASS

F / SHEET LID.1

CST FSI-T15-001 1-1/2" TEE TYPE PLASTIC FLOW SENSOR. PROVIDE PAIR OF
SHIELDED WIRES.

F / SHEET LID.1

L+M / SHEET LID.1RAINBIRD EXPLXME2 PRO CONTROLLER IN LIGHT DUTY WALL MOUNTED ENCLOSURE WITH WIRELESS RAIN SENSOR.
RECONNECT EXISTING VALVE WIRES AND INSTALL NEW WIRES FOR NEW VALVES PER PLAN. INSTALL REMOVED 4G
COMMUNICATION CARD, AND HOOK UP ANTENNA. RE-ROUTE POWER, CONTROL WIRE CONDUITS AND PROVIDE
ETHERNET (FOR FUTURE USE) PER ELECTRICAL ENGINEERS DRAWINGS.
ITS MODEL NUMBER:  ICA12-RB3-24/SP/IFS-150F/WRS/ANT

RAINBIRD EXPLXME2 PRO CONTROLLER IN TOP ENTRY SS ENCLOSURE WITH WIRELESS RAIN SENSOR AND RAINBIRD
4G COMMUNICATION (5 YEARS OF SERVICE INCLUDED) FOR AUTO-ADJUST BASED ON ET. REFER TO ELECTRICAL
DRAWINGS FOR CONNECTIONS; ETHERNET LINE IS FOR FUTURE USE.
ITS MODEL NUMBER: ICA6-RB3-12/SP/IFS-150F/RSE/IQ-GPRS-5

EXISTING WALL MOUNTED CONTROLLER TO BE REMOVED, INCLUDING ENCLOSURE, AND REPLACED WITH NEW
CONTROLLER "A", IN ITS EXISTING LOCATION. TURN EXISTING CONTROLLER OVER TO DISTRICT M&O REP. RE-ROUTE
POWER, CONTROL WIRE CONDUITS AND PROVIDE ETHERNET (FOR FUTURE USE) PER ELECTRICAL ENGINEERS
DRAWINGS. REMOVE EXISTING IQ-NCC-4G UNIT AND INSTALL IN "A" CONTROLLER.

DEMO EXISTING CONTROLLER, PLACE DUPLEX PLUG IN REMOVED LOCATION. LOCATE CONDUIT AND WIRES ON
OUTSIDE OF BUILDING, AND REMOVE CONDUIT AND PLACE ACTIVE WIRES TO REMAIN IN PULL BOX. TRACE WIRES, IF
FOUND NO LONGER NEEDED, REMOVE IN THEIR ENTIRETY, IF NECESSARY TO REMAIN, TIE TO NEW WIRES FROM NEW
"A" CONTROLLER WITHIN NEW PULL BOX.

WIRELESS RAIN SENSOR, MOUNT IN AREA UP TO 200' LINE OF SIGHT, CLEAR TO OPEN SKY AND FREE FROM SHADE
AND POTENTIAL RAIN WATER BOUNCE.

T / SHEET LID.2

U / SHEET LID.2

SPEARS 2000 COMPACT

HUNTER/ GPH ECO-ID-12/ GDFN OPERATION/ PRESSURE INDICATOR STAKE AND TEST PORT.

LINE FLUSHING VALVE IN ROUND VALVE BOX. LINE SIZE

K / SHEET LID.1

DESCRIPTIONSYMBOL MANUF. MODEL  DTL. REF.
DISTRIBUTION COMPONENTS

RAINBIRD 1" REMOTE CONTROL VALVE AND 1" 40 PSI REGULATING BODY
BASKET FILTER WITH QUICK CHECK INDICATOR.

100PEB + PRBQKCHK100

A

MV

Q-T / SHEET LID.2TLCV6-1810NETAFIM
PSI COMP. DRIPPERLINE W/ CHECK VALVE. TECHLINES SHALL BE SPACED APPROX. 4" OFF PERIMETER EDGE AND 18" O.C. (12" O.C.
TURF) AS SHOWN PER PLAN. HEADERS (SUPPLY& EXHAUST) SHALL BE 3/4" PVC PIPE UNLESS OTHERWISE NOTED. CHECK VALVE
HOLDS BACK 4.6' OF WATER. ALL FITTINGS SHALL BE TECHLOCK AS NEEDED.

SHRUBS

IRRIGATION MATERIAL LEGEND

DEGREES    SYMBOL MANUF. MODEL  TYPE GPM PSI RADIUS DTL. REF.
EMISSION DEVICES

360 PT. BUBBLER 30 N/A

O+P / SHEET LID.2SLV-PSTM-CV-4SALCO
A / SHEET LPD.1INSTALL 2 BUBBLER PER SYMBOL, 2 PER PLANT

360 T. BUBBLER 4 GPH 30 N/A

1804-SAM-PRS-5Q-HRAINBIRD .25 N / SHEET LID.2
B / SHEET LPD.1INSTALL 2 BUBBLER PER SYMBOL, 2 PER PLANT

BUBBLERS

DRIP TUBING

S. BUBBLER .6 GPH @ 18" OC 30 N/ALINEAR

CONTROLLER NOTES:
· INSTALL IRRIGATION CONTROLLERS IN THE APPROXIMATE LOCATIONS SHOWN ON THE DRAWINGS.  FINAL

CONTROLLER LOCATIONS TO BE APPROVED IN THE FIELD BY THE OWNER OR AUTHORIZED REPRESENTATIVE.
· 120 VAC ELECTRICAL POWER-DEDICATED CIRCUIT PROVIDED BY ELECTRICIAN, VERIFY ACTUAL LOCATION IN FIELD.

THE COORDINATION OF POWER AND CONNECTION OF CONTROLLER SHALL BE THE RESPONSIBILITY OF THE
LANDSCAPE CONTRACTOR. REFER TO ELECTRICAL PLANS FOR POWER AND DATA CONNECTION.

· INSTALL PER MANU.'S RECOMMENDATIONS, INCLUDING HOOK-UP OF ETHERNET CABLE AND ONLINE PROGRAMMING
FUNCTIONALITY.

· PROVIDE SHOP DRAWINGS FOR REVIEW PRIOR TO INSTALLATION INCLUDING NOT LIMITED TO WIRING DIAGRAM,
SURGE PROTECTION, PULL BOXES, GROUND ROD, ETC.

· FOR FURTHER INFORMATION + MANDATORY PRE-CON MEETING CONTACT DARYL GREEN WITH GREEN PRODUCT
SALES (IMPERIAL TECHNICAL SERVICES) CELL: 949.584.7311, THE INSTALLATION OF CONTROLLER ASSEMBLY MUST BE
APPROVED AND CERTIFIED BY IMPERIAL TECHNICAL SERVICES. PROVIDE COPIES OF CERTIFICATION TO THE OWNER'S
AUTHORIZED REPRESENTATIVE AND LANDSCAPE ARCHITECT.
·· IF NO PRE-CON MEETING IS CONDUCTED, CONTRACTOR TAKES SOLE RESPONSIBILITY FOR PROPER OPERATION

AND ANY ADDITIONAL COMPONENTS NEEDED SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR AT NO
ADDITIONAL COST TO OWNER.

· NOTE: REVIEW THE IRRIGATION COMMUNICATION OPERATIONAL INTENT WITH THE OWNERS AUTHORIZED
REPRESENTATIVE PRIOR TO ORDERING IRRIGATION CONTROLLER TO ENSURE THE APPROPRIATE
EQUIPMENT/OPTIONS AND CONFIGURATIONS ARE INCLUDED.

· ETHERNET/ CELLULAR DATA CENTRAL CONTROL COMMUNICATION CONNECTION.  CONTRACTOR IS RESPONSIBLE FOR
THE COORDINATION AND SETUP OF THE ETHERNET/ CELLULAR DATA SERVICE PLAN FROM CELLULAR SERVICE
PROVIDER AND CONFIRM PROPER OPERATION TO THE CONTROLLER MANUFACTURERS CENTRAL CONTROL SYSTEM.

UPON CERTIFICATION OF INSTALLATION AND OPERATION, A 5 YEAR WARRANTY SHALL BE PROVIDED ON ALL CONTROLLER
ASSEMBLY COMPONENTS BY IMPERIAL TECHNICAL SERVICES.

W - SHEET LID.2PULL BOX FOR CONTROL WIRES OR FUTURE STUB-OUT. IN ADDITION TO BOXES SHOWN ON PLANS, INSTALL PULL BOXES
EVERY 200' AND ON EACH SIDE OF HARDSCAPE WHERE WIRES ARE SPECIFIED TO BE INSTALLED INSIDE CONDUIT. CONDUIT SIZE SHOULD
BE AS NEEDED TO ACCOMMODATE WIRE BUNDLE, WITH ADDITIONAL ROOM FOR A MINIMUM OF 5 WIRES IN THE FUTURE

SPECIAL NOTES:

F

BURIED NON-PRESSURE LATERAL LINE PIPE WITH SCH. 40 FITTINGS,
THREADED FITTINGS SHALL BE SCH. 80. SCH. SIZE LATERALS PER
PLAN.

PIPE/ WIRE SLEEVE: ALL PIPE(S)/ WIRE BUNDLES REGARDLESS OF SYMBOL
BEING SHOWN WHEN INSTALLED UNDER HARDSCAPE. EXTEND 12" BEYOND EDGE OF
HARDSCAPE. (2X DIA. OF PIPE (3" MIN) OR WIRE BUNDLE (MIN 1 1/4")

B / SHEET LID.1

A / SHEET LID.1

SCH 40
MIN PIPE SIZE 3 4"

P.V.C.

P.V.C.

P.V.C. SCH. 40

PIPING NOTES:
· CONCRETE THRUST BLOCKS CONSISTING OF MINIMUM (1) ONE CUBIC FOOT OF CONCRETE (2,000 PSI) SHALL BE INSTALLED FOR ALL

MAINLINE 2"-3" AT CHANGES OF DIRECTION.
· ALL FITTINGS USED WITH RING-TITE BELL END GASKET FITTING PVC PIPE SHALL BE LEEMCO "DEEP BELL" DUCTILE IRON FITTINGS. USE

LEEMCO JOINT RESTRAINTS  ON ALL DIRECTIONAL CHANGES AND ON COUPLINGS WITHIN 50 FEET OF DIRECTIONAL CHANGE. USE JOINT
RESTRAINTS ON ALL EQUIPMENT INSTALLED ON RING-TITE PIPE (RF SERIES, LPP, ETC.).

A +B / SHEET LID.11"-1-1/2" BURIED PRESSURE IRRIGATION MAINLINE PIPING.
SCH. 80 SOLVENT WELD FITTINGS  (ALL)
2" -3" BURIED PRESSURE IRRIGATION MAINLINE PIPING
SCH. 80 SOLVENT WELD FITTINGS (ALL)
4"+ BELL END GASKET / RING-TITE PVC PIPE
MECHANICAL JOINT RESTRAINT (LEEMCO)

SCH. 40 (1" MIN)

CLASS 315

CLASS 200

2" COMBINATION AIR VALVE, NPT PN16A.R.I D-40 Barak G / SHEET LID.1

2" REDUCE PRESSURE BACKFLOW PREVENTER WITH BRONZE Y TYPE
STRAINER. PLACE IN VIT CAGE MODEL SBBC (SIZE AS REQ.)

C / SHEET LID.1WILKINS 2-375XLS

H / SHEET LID.1NIBCO

V / SHEET LID.21" QUICK COUPLER VALVE WITH YELLOW LOCKING COVER FOR
POTABLE WATER USE.

44LRCRAINBIRD

P

B

C

D 

BR0NZE GATE VALVE- SOLID WEDGE, SCREW-IN BONNET-THREADED (LINE SIZE)
DUCTILE IRON GATE VALVE:RESILIENT WEDGE, SQUARE OPERATING NUT(LINE SIZE)

T-113-K (1"-2")
F-619-RWS-SON (2.5"+) I / SHEET LID.1

I

D +E / SHEET LID.1

L / SHEET LID.1

L+M / SHEET LID.1

SEWER

SEWER
CLEANOUT

4" CI
2'-4" T.O.P

2'-8" INVERT

4" CLY
5'-5" T.O.P

4" PLA
2'-1" T.O.P

4" PLA
2'-8" T.O.P

WATER
HANDHOLE

F.O.D
WATER

HANDHOLE

GAS
VALVE

N.C

COMM.
DROP
1" PLA

(2)1" MT

GAS
METER

GAS
METER

LIGHT

ELECTRICAL
DROP
3" PLA

SCO
4" PLA

2'-9" T.O.P
F.O.D

ELECTRICAL
TRANSFORMER

WATER
HANDHOLE

FULL OF DIRT

WATER
VALVE

ELECTRICAL
TRANSFORMER

ELECTRICAL
VAULT

(3)3"PLA

GREASE
TRAP
C.N.O

W LAUREL STREET
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AR

C
V

R
C

V

R
C

V

R
C

V

R
C

V
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XX A13
1 1"

xx SQFT
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PLAN VIEW - ADMIN BUILDING SCALE: 1" = 20'-0"

EXISTING AVB BACKFLOW TO REMAIN. PIP

POC: IRRIGATION WATER CONNECTION DIAGRAM

1 1/2" TEE TYPE PLASTIC FLOW
SENSOR FOR DEMAND MONITORING.

1 1/2" NORMALLY OPEN MASTER VALVE.

W

W

MV

2" COMBINATION AIR/VACUUM RELIEF VALVE

EXISTING MAINLINE FROM
DOMESTIC BUILDING SYSTEM

POC
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COLTON MS ADMINISTRATION MODERNIZATION &
NEW LOCKER ROOM BUILDING

COLTON JOINT UNIFIED SCHOOL DISTRICT
670 W. LAUREL ST, COLTON, CA 92324

5/2/2025 5:04 PM

IRRIGATION KEYNOTE LEGEND
1. REVISE MAINLINE DOWN STREAM OF EX. BACKFLOW, INSTALL NEW MASTER VALVE AND FLOW SENSOR, AND

TIE BACK INTO EXISTING MAINLINE. VERIFY EXISTING MAINLINE SIZE AND NOTIFY LA IF DIFFERENT THAN
SHOWN. VERIFY VALVES TIED TO MAINLINE AND CONTROLLER; REARRANGE VALVES IN CONTROLLER WHICH
ARE DOWNSTREAM OF NEW MV+FS AND GROUP THOSE WHICH AREN'T.

2. EXTEND NEW MAINLINE FROM EXISTING VALVE MANIFOLD TO PICK UP PLANTERS ALONG BUILDING
FRONTAGE AS SHOWN. VERIFY EXACT LOCATION, DEPTH AND MAINLINE SIZE IN FIELD.

3. CONTRACTOR RESPONSIBLE FOR SAW CUTTING AND REPLACEMENT OF HARDSCAPE FOR INSTALLATION OF
MAINLINE AND LATERALS. REFER TO CIVIL ENGINEERS PLANS SHEET C6.30 FOR TRENCHING AND ASPHALT
REPLACEMENT DETAILS.

4. REMOVE AND UPGRADE EXISTING CONTROLLER PER CONTROLLER "C" IN LEGEND.

5. REMOVE EXISTING CONTROLLER LOCATED INSIDE BUILDING PER CONTROLLER "D" CALLOUT IN LEGEND.

6. IRRIGATION COMPONENTS ARE SHOWN DIAGRAMMATICALLY AND SHALL BE INSTALLED IN LANDSCAPE AREAS
WHEREVER POSSIBLE.

7. CONTRACTOR SHALL PATCH AND REPAIR EXISTING IRRIGATION SYSTEM DUE TO PROPOSED IMPROVEMENTS,
INCLUDING VERIFY AND ADJUST TO PROVIDE 100% HEAD TO HEAD COVERAGE WITHIN AREA.

8. CONTRACTOR SHALL DEMO EXISTING REMOTE CONTROL VALVE(S), WIRES,SUPPLY LINE, BF AND HOSE BIB(S).
VERIFY IN FIELD TOTAL QUANTITY.

9. INSTALL NEW HOSE BIB ON REMAINING NIPPLE STICKING OUT OF BUILDING (BK PRODUCTS Item #108-034HC),
FLUSH MOUNT TO BUILDING FACE

10. PROVIDE 10 CONTROL WIRES AND 2 COMMON WIRES TO LOCATION(S) INDICATED.

1

IRRIGATION LEGEND AND NOTE REFERENCE:
· REFER TO SHEET LI.0 FOR IRRIGATION NOTES.
· REFER TO SHEET LI.0 FOR MAWA/ETWU CALCS.
· REFER TO SHEET LI.1 & LI.2 FOR IRRIGATION LEGEND.

N

W
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E

20' 10' 0' 20' 40' 60'

GRAPHIC SCALE
SCALE: 1" = 20'-0"

RCV SIZING CHART

MINIMUM SIZE SHALL BE 1-1/4 INCH
6 THROUGH 10 GPM MINIMUM SIZE SHALL BE 1 INCH
11 THROUGH 15 GPM

MINIMUM SIZE SHALL BE 3/4 INCH0 THROUGH 5 GPM

NOTE: CONTRACTOR SHALL SIZE ALL DRIPLINE SUPPLY/EXHAUST
HEADERS PER PIPE SIZING CHART, IN NO INSTANCE SHALL PIPE SIZE
EXCEED DESIGNATED GPM RANGE.

FLOW RANGE MINIMUM SIZE OF EXHAUST HEADER

MINIMUM SIZE SHALL BE 1-1/2 INCH16 THROUGH 25 GPM
MINIMUM SIZE SHALL BE 2 INCH26 THROUGH 50 GPM

SUPPLY + EXHAUST HEADER MINIMUM SIZE OF 3/4 INCH.

DRIPLINE INTAKE/EXHAUST HEADER PIPE SIZING CHART

LINE SIZING CHART - SCH. 40
PIPE SIZEGPM

VALVE SIZEGPM
RAINBIRD PEB SERIES

1"
11/2"
2"

0-22
23-50
51-99

3/4"
1"
11/4"
11/2"
2"
21/2"
3"
4"

5-8
9-12
13-22
23-30
30-50
50-70
70-110
110-190

CONTROLLER & VALVE #

HYDROZONE

VALVE SIZE

SQFT OF LANDSCAPE AREA

GALLONS PER MINUTE

HYDROZONE:
TS
TD
PTB
TB
SB
SD
SS
MP
RT

TURF SPRAY
TURF DRIP
PALM TREE
BUBBLERS TREE
SHRUB BUBBLERS
SHRUB DRIP TUBING
SHRUB SPRAY
MP ROTATORS
ROTORS

VALVE CALLOUT

2 1/2" SLEEVE
3" SLEEVE
4" SLEEVE

8" SLEEVE
6" SLEEVE

1 1/4" SLEEVE
1 1/2" SLEEVE
2" SLEEVE

10" SLEEVE N/A

5-10 WIRES
11-20 WIRES

56-99 WIRES

31-40 WIRES
41-55 WIRES

100+ WIRES

21-30 WIRES 1 1/4" PIPE

2 1/2" + 3" PIPE

1 1/2" PIPE

4" PIPE
6" PIPE

2" PIPE

1" PIPE
3/4" PIPE

SCH 40 PVC SLEEVING CHART (WIRE OR PIPE) 
1-4 WIRES

CONTRACTOR SHALL NOT INSTALL ANY PLANT MATERIAL WITHIN 12"
OF ANY ROOT SYSTEMS AND SHALL NOT CUT OR DAMAGE ANY ROOT
LARGER THAN 2" WITHOUT REVIEW AND WRITTEN APPROVAL BY A
CERTIFIED ARBORIST. ANY ILL AFFECTS ON THE HEALTH OF THE
EXISTING TREES IS OBSERVED AND WAS A DIRECT RESULT OF THE
DISTURBANCE DURING CONSTRUCTION, CONTRACTOR SHALL TAKE
THE NECESSARY MEASURES TO SAVE THE TREE; IF THE TREE
CANNOT BE SAVED, CONTRACTOR SHALL PROVIDE CREDIT FOR
TREE AS ESTABLISHED BY CERTIFIED ARBORIST OF OWNERS
CHOOSING AND AT CONTRACTORS EXPENSE.

EXISTING TREE NOTES

EXISTING IRRIGATION SHALL NOT BE SHUT OFF TO EXISTING PLANT
MATERIAL TO REMAIN FOR A PERIOD 48 HOURS OR MORE. IN THE
EVENT WATER MUST REMAIN OFF, CONTRACTOR SHALL BE
RESPONSIBLE FOR HAND WATERING MATERIAL BY ANY MEANS
NECESSARY AT THEIR EXPENSE.

WATER TO EXISTING PLANT MATERIAL TO REMAIN

DRIP TUBING SHALL BE INSTALLED IN THE FOLLOWING MANNER, NO EXCEPTIONS
UNLESS CONFIRMED IN WRITING BY LANDSCAPE ARCHITECT PRIOR TO START OF
CONSTRUCTION.

a. PRE-CON MEETING SHALL BE PERFORMED WITH NETAFIM REPRESENTATIVE
WITH ALL CONTRACTOR PERTINENT STAFF FOR INSTALLATION TRAINING
PRIOR TO START OF CONSTRUCTION. (BILL MILWARD 951.287.4630)

b. DRIPLINE TUBING SHALL BE INSTALLED PRIOR TO PLANT MATERIAL AND
LAYOUT SHALL BE VISUALLY VERIFIED AND CONFIRMED BY LANDSCAPE
ARCHITECT.

c. CONTRACTOR SHALL BURY ALL DRIPLINES AT 4'" CONSTANT DEPTH BY MEANS
OF SOIL REMOVAL AND STOCKPILE WITHIN PLANTER AND REPLACEMENT
AFTER INSTALLATION, EXCEPT WHERE EXISTING ROOTS ARE PRESENT.

d. CONTRACTOR SHALL INSTALL 6" METAL WIRE STAPLES (RAINBIRD MODEL
#TDS-050) 3'-4' ON CENTER, AND TWO STAPLES TO BE INSTALLED AT EVERY
CHANGE OF DIRECTION.

e. ONCE ALL SYSTEMS HAVE BEEN INSTALLED, CONTRACTOR SHALL PROVIDE
PRESSURE TEST ON ALL DRIP SYSTEMS, SUBMIT PLAN INDICATING
PRESSURES FOR ALL SYSTEMS @ VALVE AND @FLUSH VALVE. VERIFY MAX
15% DIFFERENTIAL BETWEEN THE READINGS (MINIMUM SYSTEM PRESSURE @
FLUSH VALVE SHALL BE CV=15 PSI; HCVXR=22 PSI.)

NETAFIM INSTALLATION NOTE:

Note: This chart serves as a general reference. Wire quantities may
vary based on the coating thickness. The contractor is responsible
for verifying and making any necessary adjustments in the field.
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EXISTING VALVE BOX TO REMAIN, ADJUST LOCATION
AS NEEDED TO INSTALL NEW COMPONENTS

PROPOSED MAINLINE, TIE INTO EXISTING.
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TYP.

2% SLOPE 
IN ALL 

DIRECTIONS

03 30 00.16

-

---
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C6.00

24" 1
8
"

26 56 13

26 56 13

26 56 13

26 56 13

26

ASD-1.2

LEGEND
EXISTING

(E) LANDSCAPE TO REMAIN

(E) ASPHALT PAVING TO REMAIN

(E) CONCRETE TO REMAIN

NEW METAL 

FENCE PER DETAIL:

(E) DECOMPOSED GRANITE 

TO REMAIN

GATE IDENTIFICATION

NUMBER. SEE GATE 

SCHEDULE ON SHEET 

AS-1.1

G# FENCE PER PLAN

(E) CHAIN LINK 

FENCE TO REMAIN. 

PROTECT IN PLACE

NEW

NEW CONCRETE 

PAVING PER CIVIL 

DWGS, REFER TO DETAIL:

CONCRETE CONTROL

JOINT, REFER TO DETAIL:

CJ

EJ

CONCRETE EXPANSION

JOINT, REFER TO DETAILS:

NEW LANDSCAPE AREA 

PER LANDSCAPE DWGS

NEW DECOMPOSED 

GRANITE AREA PER 

LANDSCAPE DWGS

NEW CONCRETE 

ASPHALT PAVING PER 

CIVIL DWGS, 

REFER TO DETAILS:

NEW BUILDING

MODERNIZATION BLDG

6

ASD-1.0

NEW CHAINLINK

FENCE PER DETAIL:
12

ASD-1.0

CJ

E
J

W/ REBAR

1

C6.30

BB

C6.30

CC

C6.30

5A

C6.30

AA

C6.30

NEW

NEW TREE PER 

LANDSCAPE DWGS

5B

C6.30

5C

C6.30

LIGHT MEDIUM HEAVY

V
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1
5
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- 

9
"

CL

(V
IF

)

2
6
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- 

1
"

7
' 
- 

6
"

(E) BLDG 'A' 

ADMIN

A#56779

A# 10339

(E) BLDG 'J'

MPR

A# 04-10339
FO COL

FOF

MAIN BLDG ENTRANCE

ACCESSIBLE WALK-UP 

WINDOW W/ SHELF

13

ASD-1.1

22

ASD-1.1

1
' 
- 

6
"

32 33 13

32 33 14

TYP 

OF (4)

32 31 19.2

32 31 19.1

AA

C6.30

AA

C6.30

AA

C6.30

E
Q

E
Q

CL

16' - 7"
CL

LINE OF 

CANOPY 

ABOVE

10 75 00
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32 31 19.2
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ABOVEDD
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AA
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CJ
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EQ EQ EQ EQ EQ

E
J

C
J

C
J

C
J

C
J

  3
0

' 
-
 0

"
9
' 
- 

6
" 

(V
IF

)

1
1
' 
- 

8
"

3
6
"

M
IN

CL
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GATE

8' - 0"

GATE

8' - 0"
12"

8' - 0"

3"

7' - 11"

6

ASD-1.0

2

ASD-1.0

MIN CLR
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CLR
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FO COL
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"
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ASD-1.1

TYP 

OF (4)

TYP

32 33 02.1

32 17 26.1
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22 47 13.1
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AS-1.2ENLARGED SITE PLANS AT

ADMIN & (N) PARKING LOT

COLTON MS ADMINISTRATION MODERNIZATION &
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SCALE:

1/8" = 1'-0" 10ENLARGED SITE PLAN - NEW PARKING LOT AREA

N
O

R
T
H

KEYNOTES
02 01 00.2.3 EXISTING COLUMN & FOOTING TO REMAIN, PROTECT IN PLACE

02 01 00.2.4 EXISTING CHAINLINK FENCE & FOOTING TO REMAIN, PROTECT IN PLACE

03 30 00.1 (N) ZERO INCH CONCRETE CURB - ACCESSIBLE

03 30 00.2 (N) CONCRETE CURB, 6" HIGH MAX, PER CIVIL DWGS

03 30 00.4 (N) CONCRETE SWALE PER CIVIL DWGS

03 30 00.5 (N) CONCRETE SPLASH BLOCK PER ASD-1.2

03 30 00.8 (N) CONCRETE WALL

03 30 00.16 (N) CONCRETE CURB, 4" HIGH CURB, PAINT TOP YELLOW

10 14 53.1 (N) TOW AWAY SIGNAGE

10 14 53.2 (N) VAN ACCESSIBLE PARKING SIGNAGE

10 14 53.3 (N) STANDARD ACCESSIBLE PARKING SIGNAGE

10 14 53.12 (N) EV VAN ACCESSIBLE PARKING SIGNAGE

10 14 53.13 (N) EV STANDARD ACCESSIBLE PARKING SIGNAGE

10 75 00 (N) ACCESSIBLE FLAGPOLE

11 11 36.1 (N) VEHICLE CHARGING STUB-UP PER ELECTRICAL DWG ES-1.1  - SERVES ONE STALL

11 11 36.2 (N) VEHICLE CHARGING STUB-UP PER ELECTRICAL DWG ES-1.1   - SERVES TWO STALLS

22 47 13.1 (N) ACCESSIBLE DUAL HEIGHT PEDESTAL DRINKING FOUNTAIN WITH BOTTLE FILLER PER
PLUMBING DRAWINGS

26 56 13 (N) LIGHT POLE PER ELECTRICAL DRAWING ES-1.1

32 12 16 (N) ASPHALT PAVING PER CIVIL DWGS

32 17 13 (N) CONCRETE WHEEL STOP

32 17 23.13.1 (N) PAVEMENT MARKING, WHITE, INTERNATIONAL SYMBOL OF ACCESSIBILITY

32 17 23.13.2 (N) PAVEMENT MARKING, WHITE 4" WIDE DIAGONAL STRIPING

32 17 23.13.3 (N) PAVEMENT MARKING, WHITE 4" WIDE FULLY ENCLOSED BORDER

32 17 23.13.5 (N) PAVEMENT MARKING, BLUE 4" WIDE FULLY ENCLOSED BORDER

32 17 23.13.7 (N) 12" HIGH 'VAN' WHITE LETTERING

32 17 23.13.8 (N) 12" HIGH 'NO PARKING' WHITE LETTERING - NO STRIPING SHALL OVERLAP LETTERING

32 17 23.13.12 (N) WHITE DIRECTIONAL ARROW PAVEMENT MARKING

32 17 26.1 (N) TACTILE WARNING SURFACE PRECAST CONCRETE PAVER

32 31 19.1 (N) 8'-0" HIGH METAL FENCE

32 31 19.2 (N) METAL GATE PER SCHEDULE ON SHEET AS-1.1

32 33 02.1 (N) CONCRETE SEAT WALL

32 33 13 (N) SITE BICYCLE RACKS

32 33 14 (N) SITE EXTERIOR BICYCLE LOCKERS

2 05/09/25

SCALE:

1/8" = 1'-0" 7ENLARGED SITE PLAN - MAIN ENTRANCE

N
O

R
T
H
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PANIC HARDWARE & 

MOUNTING PLATE 

CHAIN LINK FABRIC

TOP RAIL

RECEIVER PLATE W/

STRIKE @ EA SIDE,

FOR LEVER HDW ON

INTERMEDIATE RAIL

KICK PLATE

BOTTOM RAIL

1
0
"

2
"

 ON SHEET AS-1.1)

3'-0" MIN TO 4'-0" MAX
(SIZE PER GATE SCHED

1
0
"

 ON SHEET AS-1.1)

3'-0" MIN TO 4'-0" MAX
(SIZE PER GATE SCHED

2
"

MAMMOTH-180 HEAVY 

DUTY GATE HINGE
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GATE POST & 

FTG PER DET:

17

ASD-1.0

16

ASD-1.0

NOTE:

1. MAX OPENING FORCE IS 5 LBS PER CBC 11B-404.2.9

2. MAX HARDWARE UNLATCH IS 5 LBS PER CBC 11B-309.4

3. DOOR & GATE CLOSING SPEED PER CBC 11B-4042.8

4. WELDING INSPECTIONS EXEMPT PER DSA 103

GATE OPENING WIDTH, TYP.
GREATER THAN 1/2 OF THE

GATE OPENING WIDTH, TYP.
GREATER THAN 1/2 OF THE

H
E
IG

H
T
 P

E
R
 G

A
T
E
 S

C
H

E
D

U
L
E

10' - 0" MAX. 3' - 0"

PER GATE SCHED.

GATE OPENING 12"

6" DIA. HEAVY DUTY 

SOLID RUBBER DOUBLE 

GATE WHEEL, TYP. OF (3)

GATE FRAME 

1-1/4" I.D. SCH. 

40 PIPE, TYP.

MITER  WELD, 

TYP

DROP ROD 

LATCH PER DETAIL:

GATE LOCKING FORK 

AT LEVER PER DETAIL:

INTERMEDIATE RAIL 

1-1/4" I.D. SCH. 40 

PIPE, TYP. AND 

TRUSS ROD, TYP.

ROLLING GATE WHEEL 

GUIDE ASSEMBLY 

FASTEN PIPE TO POST 

W/ BRACKETS

M
A
X
.

3
".

FENCE  BEYOND 

W/ BALL CAP

FENCE  

BEYOND

FRONT ELEVATION

POST TO ALIGN

W/ GATE FOR 

LEVER

TRUSS ROD

CHAIN LINK 

FABRIC

NOTES:

1. PROVIDE STEEL WHEEL STOPS SET IN CONCRETE @ EACH LEAF FOR  BOTH OPEN & CLOSED POSITIONS

2. COLOR & FINISH PER GATE SCHEDULE ON SHEET AS-1.1

3. WELDING INSPECTIONS EXEMPT FOR HEIGHT OF GATE 8'-0" OR LESS PER DSA 103

6" DIA. WHEEL

DOUBLE POST

W/ BALL CAP
BRACKET W/ GATE 

CLOSER PLATE

DROP ROD LATCH

ROLLING GATE WHEEL GUIDE 

ASSEMBLY, TOP & BOTT., SEE 

FRONT ELEVATION VIEW

BRACKET W/ GATE 

CLOSER PLATE, 

TOP & BOTT.

BRACKET SUPPORT 

WHEEL GUIDE, TYP.

GATE LOCKING 

FORK AT LEVER

DOUBLE POST 

FTG PER DETAIL:

PLAN VIEW

DOUBLE POST

W/ BALL CAP, 

SEE PLAN VIEW

GATE FRAME 

1-1/4" I.D. SCH. 

40 PIPE, TYP.

POST TO ALIGN

W/ GATE FOR 

LEVER

TYP

UNO

B
POST FTG PER DETAIL:

A

CL CL CL CL CL

PAVING PER PLAN

13

ASD-1.0

13

ASD-1.0

24

ASD-1.0

19

ASD-1.0

18

ASD-1.0

DOUBLE POST

W/ BALL CAP
ADD

2

DOUBLE POST

W/ BALL CAP, 

SEE PLAN VIEW 

AND DET

ADD

2

ADD

2

ADD

2

24

ASD-1.0

HEAVY DUTY SOLID

RUBBER WHEEL

PAVING, 

PER PLAN

SLIDING CHAIN

LINK GATE FRAME

FIXED CHAIN LINK FABRIC

VINYL COATED 

STEEL GATE WHEEL 

TYP. OF (4)

ROLLING GATE WHEEL 

GUIDE FASTEN PIPE TO 

POST W/ BRACKETS AT 

6'-0" O.C. MAX.

1/8"

FENCE POST BEYOND

VINYL COATED STEEL 

BRACKET AT REAR WHEEL 

WHICH HOLDS THE GATE ON 

TRACK. (T & B REAR WHEEL)

GUIDE ASSEMBLY BRACKET

BRACE WELDED TO POST.

DOUBLE POST

W/ BALL CAP, BEYOND

12" CLR

1
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E

3/16"
TYP

EQ EQ

CL

NOTES:

1.  FOR ALL MEMBERS OF CHAIN LINK FENCE       

CONSTRUCTION MIN DIMENSIONS/GAGE, 

REFER TO SPECIFICATION SECTION 32 31 13

2.  CHAIN LINK FENCE COLOR/FINISH PER 

SITE PLAN LEGEND ON SHEET AS-1.1

3.  SOIL SHALL BE EXEMPT FROM SPECIAL 

INSPECTIONS PER DSA 103 SOILS EXEMPTIONS

BALL CAP, 

TYP.

CHAINLINK POST

TENSION BANDS, TYP.

TYP

10' - 0" MAX.

C
L
R

 
 

2
"

T
Y
P
 U

N
O

  8
' 

-
 
0

"

BOTT. RAIL

12" x 4" THICK CONC MOW 

STRIP CENTERED ON 

FENCE, WHERE OCCURS

CENTER RAIL ON FENCES 

OVER 8'-0" HIGH, 

WHERE OCCURS 

CHAIN LINK FABRIC MESH 

WIRE W/ WINDSCREEN 

WHERE OCCURS PER PLAN

TOP RAIL

FOOTING 

PER 

DETAIL:
13

ASD-1.0

FENCE POST(S), SET W/ 

NON-SHRINK GROUT, 

FOR POST SIZES SEE 

SCHEDULE ON DET. 

FINISH PAVING

CONC. FOOTING

FLUSH TRANSITION

3/16" THK. GALV.TS SLEEVE

W/ BASE PLATE 3/4" MIN. 

CLR. AROUND POST

@ CONTRACTOR'S OPTION

A    AT SINGLE POSTSB    AT DOUBLE POSTS

12" MIN.

(24" MIN - 30" MAX)

SINGLE POUR POST FOOTING 12" DIA

3
' 
- 

6
"

T
Y
P

3
"

M
IN

TYP

3"
MIN

(4) #4 VERTICALS

#3 TIES AT 12" O.C.

NOTE:

SOIL SHALL BE EXEMPT FROM 

SPECIAL INSPECTIONS PER DSA 

103 SOILS EXEMPTIONS

16

ASD-1.0

GATE FRAME

3/4" ID STL. PIPE TYP.

3/4" DIA. STL. ROD

1 1/2" DIA. GALV. STL. 

PIPE RECEIVER W/

BOTTOM PLATE

FIN. GROUND

#3 X #6 LONG REINF. 

WELD TO RECEIVER

NOTE:

CANE BOLT NOT APPLICABLE AT

REQUIRED EGRESS/ POT GATES

3
"

3
"

1
"

2
"

3
"

3
"

2
"

1-1/2" x 2-3/4" x 1/4" 

PLATE, TYP.

3
"

4"4 1/2" 4" 4 1/2" GRAVEL FOR DRAINAGE

SQUARE CONC. PAD TO

RECEIVE CANE BOLT

ELEVATION VIEW

(N.T.S.)

PLAN VIEW

(N.T.S.)

1
/4

".

GATE FRAME

FENCE FABRIC

  2-1/2"

  1
-
1

/
2

"
  1

-
1

/
2

"

WELD U SHAPED VINYL 

COATED STEEL GATE 

PULL ONTO GATE FORK 

EACH SIDE @ 3' ABOVE 

FINISH GRADE. GRIND 

WELDS SMOOTH, TOUCH 

UP VINYL COAT FINISH.

POST TO ALIGN W/ 

GATE FOR LEVER

TYP. LATCH

2 1/2"x1 1/2"x1/4" DIA. 

LEVER WELDED TO LATCH

NOTE: 

3'-6" A.F.F. TO LEVER

ISOMETRIC VIEW

(N.T.S.)

GATE FRAME

PANIC HARDWARE

& MOUNTING PLATE

WHERE OCCURS

MAMMOTH-180 HEAVY 

DURY GATE HINGE

CHAIN LINK FABRIC

TOP RAIL

BALL CAP

F.G.

NOTE:

1. MAX OPENING FORCE IS 5 LBS PER CBC 11B-404.2.9

2. MAX HARDWARE UNLATCH IS 5 LBS PER CBC 11B-309.4

3. DOOR & GATE CLOSING SPEED PER CBC 11B-4042.8

4. WELDING INSPECTIONS EXEMPT PER DSA 103

RECEIVER PLATE W/

STRIKE @ EA SIDE,

FOR LEVER HDW ON

INTERMEDIATE RAIL

KICK PLATE

BOTTOM RAIL
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 (SIZE PER GATE SCHED ON SHEET AS-1.1)

3'-0" MIN  TO 4'-0" MAX

6
"

1
0
"

GATE POST 

FTG PER 

DETAIL:

17

ASD-1.0
16

ASD-1.0

PANIC HARDWARE DEVICE
LEVER HDW

ON PULL SIDE

CHAIN LINK 

FENCE FABRIC

INTERMEDIATE RAIL

SS #8 S.M.S. @ 12" 

O.C. ALL SIDES, TYP.

KICKPLATE

BOTTOM RAIL

BACKING STEEL 

PLATE AT LEVER

2
"

C
L
R

CLR
1/2" MAXPROJECTION

4" MAX

INTERMEDIATE RAIL T & B

WELDED CONDITION, T & B

3/16

TYP. RAIL

TO TOST

CONC. FOOTING

1/8"
TYP

CENTER PAVING 

JOINT @ EACH POST

3/16" THK GALV HSS SLEEVE W/  

BASE PLATE 3/4" MIN CLR AROUND 

POST ALL SIDES 

@ CONTRACTOR'S OPTION

GATE POST(S) SET IN 

NON-SHRINK GROUT,

SEE SCHEDULE

3/16"  THICK  

STEEL PLATE 1/2" 

LARGER THAN 

POST ALL AROUND

CONCRETE MOW 

STRIP OR PAVING

  2' - 0"

S
E
E
 S

C
H

E
D

U
L
E

C
L
R

3
" 

M
IN

8'-0"

MAX GATE 

HEIGHT

MIN POST

SIZE

MIN FTG

DEPTH

GATE FOOTING SCHEDULE

5 STD PIPE10'-0" 6'-0"

5 STD PIPE 5'-0"

NOTE:

SOIL SHALL BE EXEMPT FROM 

SPECIAL INSPECTIONS PER DSA 103 

SOILS EXEMPTIONS

(3) #4 TIES @ 1.5" OC @ TOP

#4 TIES @ 12" OC

(4) #5 VERT

10" x 2" x 1/4" HSS KICK 

PLATE, TYP

FINISH SURFACE

M
A
X
.

3
"

4" x 2" HSS GATE 

PERIMETER FRAME 

BEYOND

PANIC HARDWARE

HSS GATE PERIMETER 

FRAME BEYOND

LEVER ON PULL SIDE

1-1/2"
MIN CLR

MAX

4"

12" x 2" HSS PANIC 

HARDWARE MOUNTING 

3
9
" 

A
.F

.F
.

RUBBER WASHER SEPARATION 

BETWEEN PANEL AND HSS 

TUBE, TYP.

PERFORATED METAL MESH 

PER GATE ELEVATION

1/4" DIA STAINLESS STEEL TEK 

SCREW AT 12" O.C. ALL EDGES. 

W/ RUBBER WASHER BETWEEN 

ALL SCREW HEADS AND 

PANEL.TYP.

TYP

1 1/2"

TYP
3/4"

FENCE SPACING PER PLAN

8'-0" MAX

PAVING/PLANTING

SEE SITE PLAN

NOTES:

1. VERIFY ALL MEASUREMENTS & CONDITIONS @ SITE PRIOR TO FABRICATION

2.  FOR ALL MEMBERS OF FENCE CONSTRUCTION MIN DIMENSIONS/GAGE, 

REFER TO SPECIFICATION SECTION 32 31 19

3. METAL FENCE COLOR/FINISH PER SITE PLAN LEGEND ON SHEET AS-1.1

HSS 4" x 2" x 3/8" 

TOP RAIL

V
IF3
"

2
"

HSS 4" x 4" x 3/8" POST W/ 

FLAT STL WELDED CAPS,TYP

TYP

POST CONC FTG

2
"

ASD-1.0

3

EQ EQ

HSS 4" x 2" x 3/8" 

GA BOTTOM RAIL

29

ASD-1.0

30

ASD-1.0

ADJACENT WALL OR PILASTER 

FINISH WHERE OCCURS

HSS GATE POST

MAMMOTH 180-HEAVY DUTY 

HINGES

PANIC HARDWARE 

MOUNTING HSS

PERFORATED METAL 

PANEL PER DETGATE FRAME

3"
MAX

9

ASD-1.0

4
" 

M
A
X

HSS GATE FRAME

STEEL GATE POST 

PANIC HARDWARE

HARDWARE MOUNTING 

HSS

3"
MAX

ADJACENT WALL 

OR PILASTER 

FINISH WHERE 

OCCURS 

LEVER MOUNTING 

PLATE ON PULL SIDE, 

PER ELEVATION

VON DUPRIN HDW LEVER

PH STRIKE, VON 

DUPRIN 1609 GATE 

STOP

PERFORATED METAL 

PANEL PER DET
9

ASD-1.0

ADD

2

ADD

2

HSS POSTS SET W/ 

NON-SHRINK GROUT

FINISH 

GRADE

FINISH PAVING

3/16" THK. GALV.HSS SLEEVE 

W/ BASE PLATE 3/4" MIN. 

CLR. AROUND POST

CONCRETE FOOTING

2%

MAX
2%

MAX

C
L
R

3
" 

M
IN

18" MIN.

3
' 
- 

0
" 

M
IN

18" MIN.

3
' 
- 

0
" 

M
IN

.

C
L
R

3
" 

M
IN

3/16" THICK STEEL 

PLATE 1/2" LARGER 

THAN POST ALL AROUND

C
L
R

2
"

AT FIN. GRADE AT PAVING

(4) #4 VERTICALS

#3 TIES @ 12" O.C.

CLR TYP

3" MINCLR TYP

3" MIN

3
"

3
"

PERFORATED METAL 

PANEL PER DET

30

ASD-1.0

ADD

2

1/8"
TYP.

3/16" THICK STEEL 

PLATE 1/2" LARGER 

THAN POST ALL AROUND
± 4"

CLR

3"
MIN

"W"

3/16" THK GALV HSS SLEEVE 

W/ BASE PLATE 3/4" MIN  CLR 

AROUND POST ALL SIDES

C
L
R

4
"

M
IN

FINISH PAVING

EDGE OF PAVING 

WHERE OCCURS

GATE HSS POST, SET W/ 

NON-SHRINK GROUT 

"D
"

4
"

CONC FTG PER SCHED, 

REFER TO DETAIL:
5

ASD-1.0

8"

PERFORATED METAL 

PANEL PER DET
30

ASD-1.0

3
"

HSS BOTTOM RAIL

ADD

2

GALV. STEEL CAPPED 

CONCRETE FILLED HSS 

GATE POST, GRIND 

SMOOTH ALL JOINTS SET 

W/ NON-SHRINK GROUT 

INTO SLEEVE

NOTES:

1. HEAVY DUTY HINGES WELD ALL AROUND TO 

POST & GATE FRAME

2. POST SLEEVE, 3/4" MIN.  CLEAR AROUND POST

3. FILL POSTS W/ CONCRETE

GATE

1:48 MAX SLOPE IN 

PATH OF TRAVEL 

WHERE OCCURS

CONC FTG 

PER DETAIL:
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8
' 
- 

0
" 

M
A
X

"D
"

C
L
R

3
" 

M
A
X

FIN

SURFACE

"W"

DIA
POST SIZE

"D"

DEPTH

18"HSS 4 x 4 x 3/8 4' - 0"4' - 0"

NO. OF 

GATE 

HINGES 

EA LEAF

4

MAX 

GATE 

LEAF 

WIDTH

18"HSS 5 x 5 x 3/8 5' - 0"6' - 0" 4

24"HSS 5 x 5 x 3/8 5' - 0"8' - 0" 4

4

ASD-1.0

 C
E
N

T
E
R
 L

IN
E
 O

F
 P

H

3
9
" 

T
O

NOTES:

1. VERIFY ALL MEASUREMENTS & CONDITIONS @ SITE PRIOR TO FABRICATION

2. FOR ALL MEMBERS OF FENCE CONSTRUCTION MIN 

    DIMENSIONS/GAGE, REFER TO SPEC SECTION 32 31 19

3. METAL FENCE COLOR/FINISH PER SITE PLAN LEGEND ON  

    SHEET AS-1.1

4. CONT. FILLET OR FULL DEPTH PARTIAL PEN. BUTT WELD ALL JOINTS. GRIND 

ALL WELDS SMOOTH PRIOR TO GALVANIZING. ALL WELDS SHALL BE 1/8"

5. MITER ALL CORNERS

6. GATES SHALL HAVE AN OPENING FORCE OF 5 LBS MAX. PER CBC 11B-404.2.9

7. HARDWARE SHALL UNLATCH WITH 5 LBS MAX. FORCE PER CBC 11B-309.4

ELEVATION 'A' :  LEVER HARDWARE
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" 
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HARDWARE 

MOUNTING HSS

HSS GATE FRAME

LOCK CYLINDER

LEVER

STL HARDWARE 

HOUSING HSS

PERFORATED METAL 

PANEL, TYP

HSS KICKPLATE
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PERFORATED METAL PANEL, TYP

4"x4" HSS TOP MULLION 

HSS GATE POST & 

FTG PER DETAIL

RECEIVER PLATE W/PANIC 

HARDWARE STRIKE @ EA 

SIDE FOR LEVER HDW ON

CONC. SLAB
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ASD-1.0

MAMMOTH 180-HEAVY DUTY HINGES

1/8"    .

REMOVABLE  CENTER 

MULLION PER DETAIL
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ADJACENT WALL OR PILASTER 

FINISH WHERE OCCURS

HSS FENCE POST

MOUNTING HSS

PERFORATED METAL 

PANEL PER DET

3"
MAX

9

ASD-1.0

ALIGN 

F.O.F.

MOUNTING BRACKET PER MANUF., 

TYP. @ TOP AND BOTT SUPPORT

1/2" SST HARDWARE 

ASSEMBLY, TYP, PER MFR

BRACKET FASTERNER @ HSS:

1/4" DIA STAINLESS STEEL TEK SCREW AT 

12" OC. WITH RUBBER WASHER BETWEEN 

ALL SCREW HEADS AND PANEL, TYP.

3
"

MOUNTING BRACKET PER MANUF., 

TYP. @ TOP AND BOTT SUPPORT

HSS FRAMING, PER FENCE 

ELEVATION 

7
'-
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" 
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Y
P
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BRACKET FASTERNER @ HSS:

1/4" DIA STAINLESS STEEL TEK 

SCREW AT 12" OC. WITH RUBBER 

WASHER BETWEEN ALL SCREW 

HEADS AND PANEL, TYP.

HSS FRAMING, PER 

FENCE ELEVATION 

1/2" SST HARDWARE ASSEMBLY BY 

MFR, TYP

MOUNTING BRACKET PER MANUF., 

TYP. @ TOP AND BOTT SUPPORT

BRACKET FASTERNER @ HSS:

1/4" DIA STAINLESS STEEL TEK 

SCREW AT 12" OC. WITH RUBBER 

WASHER BETWEEN ALL SCREW 

HEADS AND PANEL, TYP.

4"X2"X3/16" HSS PERIMETER

GATE FRAME, POWDER 

COATED, TYP

15" DIA.
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- 

2
 1
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3"X3"X3/16" HSS 

REMOVEABLE POST

1/2" 1/2"

PLAN

SECTION

SCHEDULE 40 GALV 

PIPE SLEEVE SET IN 

NON SHRINKAGE GROUT

CONCRETE FOOTING

WITH (6) #6 VERT. BARS

C
L
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3
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3"X3"X3/16" HSS 

REMOVEABLE POST

(4) #4 TIES @ 2" O.C. 

AT TOP OF FOOTING

1"X2"X1/4" THK STEEL 

PLATE STOPPER WELDED 

TO REMOVEABLE POST

8"X8"X1/4" THK STEEL 

PLATE WELDED TO 

REMOVEABLE POST

3/16"

TYP

3/16"

TYP
1"

(4) 3/8" HILTI KH-EZ SCREW

ANCHOR (ICC ESR-3027)
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PER CIVIL DRAWINGS
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1-1/2" OD STAINLESS 

STEEL HANDRAIL PIPE, 

WELD ALL CONNECTIONS, 

GROUND ALL JOINTS 

SMOOTH

FS

FS

DEPTH MIN

(1) TREAD

TYP

12"
TREAD

3
4
"

3/4" R. TYP.

3
4
"

GRIND SMOOTH

TOUCH UP  SS 3/16"

3
4
"

MAX, TYP

4'-0" OC

STAIR NOSING 

WARNING 

STRIPE 

PER DETAIL:

TYP

3

ASD-1.2

T
Y
P

6
"

R
IS

E
R
S

ASD-1.2

4

ASD-1.2

5

ADD

2

ADD
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ADD
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LEVEL

12"

MIN.

12" LVL

11" MIN TREAD, TYP
(TREAD SIZE PER PLAN)
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E
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N

)
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E
R
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T
Y
P

SLIP RESISTANT PAINTED 

GROOVES W/ 70% CONTRASTING 

COLOR WARNING STRIPE, EXTEND 

THE FULL WIDTH OF THE STEP, 

TYP @ EA TREAD

TYP

30°

MAX

CONCRETE

STAIR PER 

DETAIL:

SLIP RESISTANT SEALED 

CONCRETE EXTERIOR STAIRS, 

TYP

3/4" R, TYP

@ EXTETERIOR 

LOCATIONS SLOPE 

TO DRAIN, TYP

2% MAX

1/2" R MAX, TYP

POST HANDRAIL 

WHERE OCCURS, 

REFER TO DETAIL:

8

ASD-1.2

6

ASD-1.2

FOR INTERIOR STAIRS ONLY:

FINISH PER FINISH SCHEDULE, 

FLUSH TRANSITION AT NOSING

@ EXTERIOR

CONDITION

4" MAX

3/4"

3/4"

CL
CLCL

TYP

1/4"

MIN

4"

CONC PAVING 

SEE DETAIL:

POST HANDRAIL SET W/ 

NON-SHRINK GROUT 

INSTALL CONVEX, 4'-0" 

MAX SPAN

8"

STAIR NOSING, 

PER DETAIL:

1
2
" 

M
IN

7

ASD-1.2

3

ASD-1.2

ADD

2

CONCRETE 

PAVING 

SEE DETAIL:

1/4" R FLUSH

TRANSITON

CONT SEALANT

POST HANDRAIL SET W/ NON-

SHRINK GROUT INSTALL 

CONVEX, 4'-0" MAX SPAN

SIM.

MIN

4"

8"

1/2"

1
2
" 

M
IN

7

ASD-1.2

ADD

2

EQ EQ

8"

MIN

4"

CL

5
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"

C
L
R

1-1/2" OD STAINLESS STEEL 

PIPE POST HANDRAIL SET W/ 

NON-SHRINK GROUT INSTALL 

CONVEX, 4'-0" MAX SPAN

STAIR NOSING 

PER DETAIL:

7

ASD-1.2

3

ASD-1.2 7
" 

M
A
X
.

4
" 

M
IN

.1' - 0" TYP.

ADD

2

18"

2-1/2" DIA x 8" SS 

16 GA PIPE SLEEVE 

W/ #4 HAIRPIN TACK 

WELDED TO SLEEVE

#4 HAIRPIN TIE @ 

EA. VERT. PIPE 

INTO CONC. SLAB 

(TYPICAL)

1
2
" 

M
IN

.

8
"

8"

#4 BARS @ 18" OC 

EA WAY CENTER IN 

SLAB UNO

1-#4 CONT BARS 

TOP & BOTT & 12" 

OC VERT UNO

3
4
".

3 3/4"

CL

MAX

1/2"

3/16"

GRIND SMOOTH 

TOUCH UP SS BOTT 

RAIL WHERE OCCURS

1-1/2" STAINLESS STEEL PIPE  

HANDRAIL, SET W/ NON-

SHRINK GROUT INSTALL 

CONVEX, 4'-0" MAX. SPAN

EDGE PROTECTION 

RAIL @ RAMP ONLY

C
L
R

3
"

FIN. 

GRADE

VARIES

MAX.

4 1/2"

C
L
R

3
 1

/4
"

NOTE: AT SIM 

CONDITION PROVIDE 

12" LONG HARIPIN

ADD

2

ADD

2

ADD

2

TYP SLAB ON GRADE 

REINFORCING

#4 @ 18” O.C.

#4 NOSING BAR TYP 

PROVIDE 1-1/2” MIN 

CONCRETE COVERAGE

FG

SEE PLANS

2"

MIN

1' - 0"

M
IN

1
' 
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0
"

#4 CONT

T & B

THICKEN EDGE WHERE 

REQ'D FOR RAILING 

ATTACHMENT

SPLICE

25" LAP

5
 1

/2
" C

L
R

3
" C

L
R

BOTTOM BAR

NOTES

1. CONTRACTOR SHALL PROVIDE 

ADEQUATE BRACING FOR WALL 

DURING BACKFILLING. BRACING 

SHALL REMAIN IN PLACE UNTIL 

STAIR CONCRETE HAS ATTAINED 

7-DAY STRENGTH

FOUNDATION WALL

1/2" SEALANT 

& EXPANSION 

JOINT FILLER

STAIR SECTION @ WALL

STAIR SECTION

TOP OF TREAD

FG

SEE PLANS

  1/2"

FACE OF 

WALL/BLDG

#5 @ 12" OC ON 

VERT EA FACE, TYP

(3) CONT #5 

@ TOP, TYP

#5 @ 12" OC 

CLOSED TIE, TYP

1
' 
- 

6
"

(N) ASPHALT 

PAVING PER 

CIVIL DWGS

(3) CONT #5 

@ BOTT, TYP

3' - 0" 3' - 0"

1
' 
- 

6
"

3
' 
- 

2
"

1
' 
- 

0
"

1' - 6"
CAST IN-PLACE 

CONCRETE FOOTING

ASD-1.2

14

T
Y
P

3
"

C
L
R

TYP

3"
CLR

CONC PAVING PER CIVIL DWGS

C
L
R

3
"

#5 W/ STANDARD 

HOOK ENDS @ 12" OC

1% SLOPE

2"W x 3-1/2" L x 3/8" THICK 

ALUMINUM SKATESTOP @ 36" OC, 

18" FROM EA END. PROVIDE @ EA 

SIDE OF WALL

BASIS OF DESIGN: SKATE 

STOPPERS FA 135 SERIES OR EQ

INSTALL W/ (2) COUNTERSUNK 

TAMPER RESISTANT FASTENERS, 

USE IN CONJUNCTION W/ 

TWO-PART EPOXY ASSEMBLY

2
"

SECTIONA

PLAN

A

CONCRETE SEAT / PLANTER

1"  . 3 1/2"

3 1/2"

1"

3/4" CHAMFER

135.00°

1 1/2" 2"

3
4
"

LEVEL

12" MIN

3/16"

GRIND SMOOTH 

TOUCH UP SS  

RAIL WHERE 

OCCURS

1-1/2" OD STAINLESS 

STEEL HANDRAIL 

PIPE. WELD ALL 

CONNECTIONS, 

GRIND ALL JOINTS 

SMOOTH, TYP

1-1/2" OD STAINLESS 

STEEL PIPE POST @ 

4'-0" O.C. MAX SPAN

1-1/2" OD STAINLESS 

STEEL EDGE 

PROTECTION RAIL

3/4" R. TYP.

C
L
R

3
 1

/4
"

ALL HANDRAIL POST 

INSTALLED IN 3" DIA. 

CORING HOLE & SET W/ 

NON-SHRINK GROUT 

INSTALL CONVEX, IN 

THICKENED SLAB, TYP

1

1

ADD

2

ADD

2

ADD

2

MAX, TYP

4'-0" OC

LEVEL

12" MIN

3/4" R 

TYP

1-1/2" OD STAINLESS 

STEEL HANDRAIL PIPE. 

WELD ALL CONNECTIONS, 

GRIND ALL JOINTS 

SMOOTH, TYP

1-1/2" OD STAINLESS 

STEEL PIPE POST @ 

4'-0" O.C. MAX SPAN

1-1/2" OD STAINLESS 

STEEL EDGE 

PROTECTION RAIL

3/16"

GRIND 

SMOOTH 

TOUCH UP SS 

RAILS WHERE 

OCCURS

CL

ALL HANDRAIL POST 

INSTALLED IN 3" DIA 

CORING HOLE & SET W/ 

NON-SHRINK GROUT 

INSTALL CONVEX, IN 

THICKENED SLAB, TYP

1

1

ADD

2

ADD

2

ADD

2

1/2" MAX PREMOLDED JOINT FILLER

# 4 X 36" LONG BENT 

DOWEL @ 12" O.C., 6" 

FROM EDGE. SMOOTH 

BENT DOWEL W/ GREASE 

TO MATCH SLOPE 1/4 MAX RADIUS 

TOOLED EDGE, TYP

SLOPE PER

SITE PLAN

#3 REBARS @ 18"

O.C. EACH WAY

REINFORCING TYP

8"

MAX

1/2"

8"

18"

CONCRETE PAVING

18"

CL

FOR INTERIOR RAMPS ONLY:

FLOOR FINISH PER FINISH SCHEDULE

1/2" MAX PREMOLDED JOINT FILLER

SLOPE PER

SITE PLAN

1/4 MAX RADIUS TOOLED EDGE, TYP

#3 REBARS @ 18"

OC EACH WAY

REINFORCING TYP# 4 x 36" LONG BENT DOWEL @ 12" 

OC, 6" FROM EDGE, SMOOTH BENT 

DOWEL W/ GREASE TO MATCH SLOPE

CONCRETE PAVING

18" 18"

8" 8"

MAX

1/2"

CL

FOR INTERIOR RAMPS ONLY:

FLOOR FINISH PER FINISH SCHEDULE

TW PER 

CIVIL PLAN

CHAINLINK FENCE 

POST & FOOTING 

PER DETAIL:
13

ASD-1.0

8" CONCRETE 

RETAINING WALL

&

PAVING PER PLAN

6
"

M
IN

FG PER 

CIVIL PLAN

FS PER 

CIVIL PLAN

9

C6.00

13

S-5.2

RETAINING WALL 

REINFORCEMENT & 

FOOTING PER DETAIL:

4" WEEP HOLES BEYOND @ 10' 

MAX BETWEEN EACH POST 

FOOTING (SLOPE TO DRAIN)

WATER PROOFING

CONCRETE COARSE 

AGGREGATE GRADE 2

PROVIDE COMBINED FOOTING 

WHERE FENCE POST OCCURS

GRANULAR

BACKFILL

FILTER FABRIC

MOW STRIP 

BEYOND

8" CONCRETE 

RETAINING WALL

PAVING PER PLAN

TW PER 

CIVIL PLAN

FG PER 

CIVIL PLAN

FS PER 

CIVIL PLAN

13

S-5.2

RETAINING WALL 

REINFORCEMENT & 

FOOTING PER DETAIL:

4" WEEP HOLES @ 15' 

MAX (SLOPE TO DRAIN)

PROVIDE COVER

WATER PROOFING

  2' - 0"

6
"

CONCRETE COARSE 

AGGREGATE GRADE 2

FILTER FABRIC

4" D PERFORATED 

DRAIN PIPE FULL

LENGTH OF WALL

GRANULAR 

BACKFILL

SLOPE

8" CONCRETE 

RETAINING WALL

PAVING PER PLAN

FS PER 

CIVIL PLAN

TW PER 

CIVIL PLAN

FG PER 

CIVIL PLAN

6
"

13

S-5.2

RETAINING WALL 

REINFORCEMENT & 

FOOTING PER DETAIL:

6
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0
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"

FOOTING PER 

STR DETAIL:
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S-5.2

PAVING PER 

PLAN

2'-0"x6'-0"x15" 

HIGH CONCRETE 

SEAT

HSS PER 

STR DWGS

8
0
" 

M
IN
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C
L
R
.

8
0
" 

M
IN
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C
L
R
.

FACE OF ADJACENT WALL

WHERE OCCURS

1/2" EXPANSION JOINT

3"
1/4" RADIUS

1
".

ADJACENT FINISH GRADE

#3 CONT. BAR

4" THK CONC. PAVING W/ #3 @ 

18" O.C., PROVIDE EVENLY

SPACED JOINTS PERPENDICULAR

TO THE ADJACENT WALL PER THE

TYP. CONC. JOINT DETAIL

COMPACTED SUB-GRADE AS

INDICATED ON CIVIL DRAWINGS

12" (UNO)

(N) 2 X 3 REDWOOD STACK 

@ 24" O.C. AND 3" FROM CORNERS, 

SPLICES OR 

CHANGES IN DIRECTION CHAMFER 

TOP EDGE

(N) CONTINUOUS 2X6 

RED WOOD EDGING

(N) 2 -12d NAILS 

PER STAKE, TYP

CONCRETE SWALE 

WHERE OCCURS

1
 1

/2
"

ASPHALT PAVING PER PLAN

FLUSH TRANSITION

TOOLED EDGE

8"

4
"

4
"

1"

1"

DECOMPOSITE 

GRANITE

FLUSH TRANSITION

(N) ASPHALT PAVING 

THICKENED EDGE,

PER CIVIL DWGS
EXISTING ASPHALT 

PAVING

SAW CUT - JOIN 

WHERE OCCURS

EXISTING AC PAVINGNEW AC PAVING

4
"

4
"

1"

1"

8"

(N) ASPHALT CONCRETE PAVING 

WEARING & OVERLAY COURSE SHALL 

BE PLACED TOGETHER IN ONE PASS

S
A
W

C
U
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L
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E

FLUSH 

TRANSITION

(E) ASPHALT 

CONCRETE PAVING

(E) COMPACTED SOIL

CONCRETE 

PAVING PER PLAN

FLUSH TRANSITION 

AT JOINT

2
"

(N) 12" COMPACTED 

SUB-GRADE @ 90% 

OF ASTM D1557

(N) ASPHALT CONCRETE 

PAVING BASE COARSE 

TO MATCH EXISTING

2' - 0"

1' - 0"

FG PER 

CIVIL PLAN

FS PER 

CIVIL PLAN

1' - 1" 4" 2' - 2" GATE

OPENING

TOP OF 

FENCE

GATE PER GATE 

SCHEDULE

2' - 5"

HIGH FENCE PER DET.
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S-5.2

RETAINING WALL REINFORCEMENT 

& FOOTING PER DETAIL:

CHAINLINK FENCE 

POST & FOOTING 

PER DETAIL:
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ASD-1.0
&
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C6.00

WATER PROOFING

CONCRETE COARSE 

AGGREGATE GRADE 2

3/16

TYP. RAIL

TO TOST

 
 

7
'-

7
"

2
"

3
"

 
 

8
'-

0
"

12

ASD-1.0

ADD

2

ADD

2

ADD

2

(E) CONC. PAVING / 

SLAB PER PLAN

3" RADIUS, TYP.

F.F.

LENGTH PER PLAN

33"

1-1/2" DIA STAINLESS STEEL 

PIPE WARNING RAIL, ANCHOR 

TO (E) CONC SLAB W/ (3) 1/2" 

DIA HILTI KB-TZ2 W/ 2-3/8" 

NOMINAL EMBED PER LEG, TYP 

PER ICC ESR 4266
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SCALE:

1 1/2" = 1'-0" 4HANDRAIL POST @ TOP OF STAIRS

SCALE:

1 1/2" = 1'-0" 5HANDRAIL POST @ BOTT OF STAIRS

SCALE:

1 1/2" = 1'-0" 6HANDRAIL POST @ STAIR TREAD

SCALE:

1 1/2" = 1'-0" 7HANDRAIL FOOTING

SCALE:

1/2" = 1'-0" 8CONCRETE STAIR ON GRADE
SCALE:

1/2" = 1'-0" 13CONCRETE STEP SEATING - 2 RISER

SCALE:

3" = 1'-0" 14ALUMINUM SKATESTOP

SCALE:

1" = 1'-0" 10HANDRAIL @ RAMP BOTT LANDING

SCALE:

1" = 1'-0" 9HANDRAIL @ RAMP TOP LANDING

SCALE:

1 1/2" = 1'-0" 11CONC RAMP TOP LANDING

SCALE:

1 1/2" = 1'-0" 12CONC RAMP BOTT LANDING

SCALE:

1/2" = 1'-0" 18FENCING AT RETAINING WALL

SCALE:

1/2" = 1'-0" 17RETAINING WALL

SCALE:

1/2" = 1'-0" 16RETAINING WALL/CURB

SCALE:

3/4" = 1'-0" 22CONCRETE SEAT @ COLUMN

SCALE:

1" = 1'-0" 15(N) CONCRETE MOW STRIP

SCALE:
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VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION

ALL DIMENSIONS ARE TO FACE OF STUD, CENTERLINE OF COLUMN OR EDGE OF SLAB, UNO

FOR WALL TYPE INFORMATION, REFER TO SHEET AD-2.1

PROVIDE R-19 BATT INSULATION AT ALL EXTERIOR WALLS, UNO GYPSUM BOARD AND INSULATION 

SHALL EXTEND FULL HEIGHT OF WALL TO UNDERSIDE OF ROOF STRUCTURE

PROVIDE STUD BRACING AND SUPPORT FOR ALL 

WALL MOUNTED FIXTURES & ACCESSORIES PER DETAIL:

FOR DOOR AND WINDOW INFORMATION, REFER TO SHEET AD-6.0

SET DOORS ADJACENT TO WALLS A MIN OF 6" AWAY FROM WALL UNO

GENERAL NOTES - FLOOR PLAN
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PROVIDED: 36"
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GENERAL NOTES - EGRESS

FOR BUILDING CODE ANALYSIS INFORMATION REFER TO "OVERALL SITE PLAN" ON SHEET AS-1.1

DOOR SERVING ROOMS OR SPACES WITH AN OCCUPANT LOAD OF 50 OR MORE ARE REQUIRED TO 

HAVE PANIC HARDWARE OR FIRE EXIT HARDWARE PER THE CBC 2022, IN SECTION 1010.2.9 

ROOM OCCUPANT LOADS FACTORED PER CBC 2022 SECTION 1004, TABLE 1004.5

REFER TO SPECS SECTION 10 14 00 FOR SIGNAGE INFORMATION. 

FOR SIGNAGE ATTACHMENTS AND LOCATIONS, REFER TO SHEET AD-1.1

ALL DOORS TO HAVE A 90 DEGREE SWING LIMIT WHERE TACTILE SIGNAGE IS LOCATED ON HINGE 

SIDE OF DOOR.

TYPICAL AT PAIRS OF DOORS: WHEN POSSIBLE TACTILE SIGNAGE SHALL BE PLACED AT RIGHT SIDE 

OF DOORS.
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LEGEND - EGRESS & SIGNAGE
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KEYNOTE LEGEND
05 51 33 METAL LADDER

11 21 73.1 WASHER, ACCESSIBLE, OFCI

11 21 73.2 DRYER, ACCESSIBLE, OFCI

22 33 33.1 WATER HEATER, COMMERCIAL ELECTRIC, PER PLUMBING DRAWINGS

22 47 13 (N) ACCESSIBLE DUAL HEIGHT DRINKING FOUNTAIN WITH BOTTLE FILLER PER PLUMBING
DRAWINGS
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ELECTRICAL, STRUCTURAL & PLUMBING DRAWINGS. 

FOR TYPICAL ROOF PIPE / VENT PENETRATIONS, REFER TO DETAILS: &

PROVIDE R-20 RIGID INSULATION OVER (STRUCTURE TYPE). 

FOR TYPICAL ROOF CONSTRUCTION ASSEMBLY, REFER TO DETAIL:

PROVIDE R-10 & R-13 BATT INSULATION AT ALL EXTERIOR WALLS, UNO GYPSUM BOARD AND 
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SCALE:

1/8" = 1'-0" 5BUILDING SECTION
SCALE:

1/8" = 1'-0" 1BUILDING SECTION

SCALE:

1/8" = 1'-0" 3BUILDING SECTION

SCALE:

1/8" = 1'-0" 4BUILDING SECTION

KEYNOTE LEGEND
03 30 00.3 (N) CONCRETE ACCESS ISLE, 2% MAX CROSS SLOPE IN ALL DIRECTIONS

03 30 00.10 CONCRETE PAVING PER CIVIL DWGS

03 30 00.12 CONCRETE SLAB PER STRUCTURAL DWGS

03 30 00.13 CONCRETE FOOTING PER STRUCTURAL DWGS

03 30 00.14 CONCRETE CURB PER STRUCTURAL DWGS

05 12 00.1 EXPOSED STRUCTURAL STEEL ROOF FRAMING PER STRUCTURAL DRAWING S2-3.0

05 40 00.1 METAL STUD FRAMING PER PLAN

05 40 00.2 METAL STUD FURR WALL PER PLAN

07 21 00.2 THERMAL BATT INSULATION

07 54 00 SINGLE-PLY CLASS "A" MEMBRANE ROOF ASSEMBLY

08 11 13 HOLLOW METAL DOOR AND FRAME, PER SCHEDULE

09 24 00 EXTERIOR CEMENT PLASTER ASSEMBLY

09 29 00.2 GYPSUM BOARD CEILING ASSEMBLY

09 30 00.4 WALL TILE

09 51 13.1 SUSPENDED ACOUSTICAL CEILING PANEL

10 51 13.7 METAL LOCKER(S) OVER CONCRETE CURB PER STR DWGS & PER INTERIOR ELEVATION

SCALE:

1/8" = 1'-0" 2BUILDING SECTION

SCALE:

1/2" = 1'-0" 6WALL SECTION

on into the constru
_______________



1.

2.

3.

4.

5.

SLAB ON GRADE: 0'-0" = GLOBAL ELEVATION: 1048.50

VERIFY ALL EXTERIOR ROOF OPENINGS & VENTS WITH MECHANICAL, 

ELECTRICAL, STRUCTURAL & PLUMBING DRAWINGS. 

FOR TYPICAL ROOF PIPE / VENT PENETRATIONS, REFER TO DETAILS: &

PROVIDE R-20 RIGID INSULATION OVER (STRUCTURE TYPE). 

FOR TYPICAL ROOF CONSTRUCTION ASSEMBLY, REFER TO DETAIL:

PROVIDE R-10 & R-13 BATT INSULATION AT ALL EXTERIOR WALLS, UNO GYPSUM BOARD AND 

INSULATION SHALL EXTEND FULL HEIGHT OF WALL TO UNDERSIDE OF ROOF STRUCTURE

ALL EXPOSED STRUCTURE, INCLUDING MECHANICAL & PLUMBING EQUIPMENT TO BE PAINTED

GENERAL NOTES - BLDG/WALL SECT
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A2-6.1WALL SECTIONS

COLTON MS ADMINISTRATION MODERNIZATION &

NEW LOCKER ROOM BUILDING

1-15-111

670 W. LAUREL ST., COLTON, CA 92324

COLTON JOINT UNIFIED SCHOOL DISTRICT
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KEYNOTE LEGEND
03 30 00.10 CONCRETE PAVING PER CIVIL DWGS

03 30 00.11 CONCRETE STEM WALL PER STRUCTURAL DWGS

03 30 00.12 CONCRETE SLAB PER STRUCTURAL DWGS

03 30 00.13 CONCRETE FOOTING PER STRUCTURAL DWGS

04 20 00.10 CMU WALL WITH EXTERIOR CEMENT PLASTER ASSEMBLY

05 12 00 STRUCTURAL STEEL FRAMING PER STRUCTURAL DRAWINGS

05 31 00.2 ACOUSTICAL ROOF DECK

05 40 00.1 METAL STUD FRAMING PER PLAN

05 40 00.2 METAL STUD FURR WALL PER PLAN

07 21 00.1 RIGID INSULATION

07 21 00.2 THERMAL BATT INSULATION

07 21 00.3 ACOUSTICAL BATT INSULATION

07 54 00 SINGLE-PLY CLASS "A" MEMBRANE ROOF ASSEMBLY

08 51 00 HOLLOW METAL WINDOW PER WINDOW TYPES IN SHEET A2-8.0

09 21 16 GYPSUM BOARD ASSEMBLY

09 24 00 EXTERIOR CEMENT PLASTER ASSEMBLY

09 29 00.2 GYPSUM BOARD CEILING ASSEMBLY

09 30 00.4 WALL TILE

09 51 13.1 SUSPENDED ACOUSTICAL CEILING PANEL

10 44 00.3 RECESSED FIRE EXTINGUISHER CABINET

10 51 13.7 METAL LOCKER(S) OVER CONCRETE CURB PER STR DWGS & PER INTERIOR ELEVATION

SCALE:

1/2" = 1'-0" 3WALL SECTION
SCALE:

1/2" = 1'-0" 4WALL SECTION
SCALE:

1/2" = 1'-0" 1WALL SECTION
SCALE:

1/2" = 1'-0" 2WALL SECTION

2 05/09/2025

SCALE:

1/2" = 1'-0" 6WALL SECTION
SCALE:

1/2" = 1'-0" 8WALL SECTION
SCALE:

1/2" = 1'-0" 7WALL SECTION
SCALE:

1/2" = 1'-0" 5WALL SECTION
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on into the constru
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SLAB ON GRADE: 0'-0" = GLOBAL ELEVATION: 1048.50

VERIFY ALL EXTERIOR ROOF OPENINGS & VENTS WITH MECHANICAL, 

ELECTRICAL, STRUCTURAL & PLUMBING DRAWINGS. 

FOR TYPICAL ROOF PIPE / VENT PENETRATIONS, REFER TO DETAILS: &

PROVIDE R-20 RIGID INSULATION OVER (STRUCTURE TYPE). 

FOR TYPICAL ROOF CONSTRUCTION ASSEMBLY, REFER TO DETAIL:

PROVIDE R-10 & R-13 BATT INSULATION AT ALL EXTERIOR WALLS, UNO GYPSUM BOARD AND 

INSULATION SHALL EXTEND FULL HEIGHT OF WALL TO UNDERSIDE OF ROOF STRUCTURE

ALL EXPOSED STRUCTURE, INCLUDING MECHANICAL & PLUMBING EQUIPMENT TO BE PAINTED

GENERAL NOTES - BLDG/WALL SECT
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A2-6.2WALL SECTIONS

COLTON MS ADMINISTRATION MODERNIZATION &

NEW LOCKER ROOM BUILDING
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SCALE:

1/2" = 1'-0" 4WALL SECTION
SCALE:

1/2" = 1'-0" 3WALL SECTION
SCALE:

1/2" = 1'-0" 2WALL SECTION
SCALE:

1/2" = 1'-0" 1WALL SECTION

SCALE:

1/2" = 1'-0" 6WALL SECTION
SCALE:

1/2" = 1'-0" 8WALL SECTION
SCALE:

1/2" = 1'-0" 7WALL SECTION

SCALE:

1/2" = 1'-0" 5WALL SECTION

KEYNOTE LEGEND
03 30 00.12 CONCRETE SLAB PER STRUCTURAL DWGS

05 12 00 STRUCTURAL STEEL FRAMING PER STRUCTURAL DRAWINGS

05 12 00.1 EXPOSED STRUCTURAL STEEL ROOF FRAMING PER STRUCTURAL DRAWING S2-3.0

05 31 00.2 ACOUSTICAL ROOF DECK

05 40 00.1 METAL STUD FRAMING PER PLAN

07 21 00.1 RIGID INSULATION

07 21 00.2 THERMAL BATT INSULATION

07 21 00.3 ACOUSTICAL BATT INSULATION

07 54 00 SINGLE-PLY CLASS "A" MEMBRANE ROOF ASSEMBLY

08 11 13 HOLLOW METAL DOOR AND FRAME, PER SCHEDULE

08 51 00 HOLLOW METAL WINDOW PER WINDOW TYPES IN SHEET A2-8.0

09 21 16 GYPSUM BOARD ASSEMBLY

09 24 00 EXTERIOR CEMENT PLASTER ASSEMBLY

09 29 00.2 GYPSUM BOARD CEILING ASSEMBLY

09 30 13.3 TILE WALL PER CMF

09 51 00 ACOUSTICAL CEILING

on into the constru
_______________



EXTERIOR SIDE

NOTES:

1. FOR TOP WALL 

TERMINATION 

REFER TO DETAILS :

2. FOR SILL 

REFER TO DETAIL:

2

AD-3.2

20

AD-3.2
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AD-2.1

8" METAL STUDS @ 16" OC

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FINISH SCHEDULE

1/2" CEMENT BACKER BOARD

SECTION VIEW

EXTERIOR CEMENT 

PLASTER ASSEMBLY OVER 

WEATHER BARRIER

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

THERMAL BATT INSULATION

2
ADD

4" FURRING METAL STUDS @ 16" OC

NOTES:

1. AT CLASSROOMS, CORRIDORS, & 

HIGH-TRAFFIC AREAS, USE ABUSE-

RESISTANT 5/8" TYPE "X" GYP. BD. 

FOR 4'-0" AFF MIN.

1. FOR TOP WALL 

TERMINATION 

REFER TO DETAILS: 

2. FOR SILL REFER TO DETAIL
14
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2

AD-3.2
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METAL STUDS @ 16" OC PER PLAN

ACOUSTICAL BATT INSULATION, 

FIT TIGHTLY IN STUD CAVITY, TYP

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 & PER 

FINISH SCHEDULE

1/2" CEMENT BACKER BOARD

5/8" TYPE 'X' GYPSUM WALL BOARD, FINISH 

PER FIN SCHEDULE, SHEET ID-1.1

SECTION VIEW

2
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NOTES:

1. FOR TOP WALL 

TERMINATION 

REFER TO DETAILS: 

2. FOR WALL SILL 

REFER TO DETAIL:
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SIM

METAL STUDS @ 16" OC PER PLAN

ACOUSTICAL BATT INSULATION, 

FIT TIGHTLY IN STUD CAVITY, TYP

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

(BOTH SIDES) & PER FINISH SCHEDULE

1/2" CEMENT BACKER BOARD

SECTION VIEW

2
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5/8" TYPE "X" GYP BD

(BOTH SIDES)

METAL STUDS @ 16" OC PER PLAN

ACOUSTICAL BATT 

INSULATION, FIT TIGHTLY 

IN STUD CAVITY, TYP

NOTES:

1. AT CORRIDORS, & HIGH-

TRAFFIC AREAS, USE ABUSE-

RESISTANT 5/8" TYPE "X" GYP. BD. 

FOR 4'-0" AFF MIN.

2. FOR TOP WALL 

TERMINATION 

REFER TO DETAILS :
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PLASTER ASSEMBLY OVER 

WEATHER BARRIER

METAL STUDS @ 16" OC PER PLAN
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5/8" TYPE "X" GYP BD, 

PER FINISH SCHED

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

R-12 RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:

AIR BARRIER

NOTES:

1. FOR WALL SILL 

TERMINATION, REFER TO DETAIL:
SECTION VIEW

28
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METAL STUDS PER PLAN @ 16" OC

5/8" TYPE "X" GYP BD

THERMAL BATT INSULATION

EXTERIOR CAVITY

NOTES:

1. AT CORRIDORS, & HIGH-

TRAFFIC AREAS, USE ABUSE-

RESISTANT 5/8" TYPE "X" GYP. BD. 

FOR 4'-0" AFF MIN.

2. FOR TOP WALL 

TERMINATION

REFER TO DETAILS :
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SECTION VIEW
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PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

R-12 RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:

AIR BARRIER
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EXTERIOR CEMENT PLASTER 

ASSEMBLY O/ WEATHER BARRIER

METAL STUDS @ 16" OC PER PLAN
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WALL TILE ASSEMBLY 

PER TCNA (HB) METHOD W244 
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PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

AIR BARRIER

1/2" CEMENT BACKER BOARD

NOTES:

1.FOR WALL SILL TERMINATION 

REQUIREMENTS SEE DETAIL:
SECTION VIEW

2" RIGID INSULATION 

W/ Z-GIRT @ STUDS 

PER DETAIL:
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CONCRETE MASONRY UNIT*, 

SEE STRUCT. DETAIL,

*NOTE:

1. CONCRETE MASONARY UNIT: MIN. NOMINAL SIZE 12"X8"X16". FOLLOWING THE MIN. STANDARD 

OF ANSI/UL263 AND ANSI/UL 618

2. MORTAR: BLOCKS LAID IN FULL BED OF MORTAR, NOM. 3/8" THICK, OF NOT LESS THAN 2-1/4 AND 

NOT MORE THAN 3-1/2 PART OF CLEAN SHARP SAND TO 1 PART PORTLAND CEMENT AND NOT MORE 

THAN 50% HYDRANTED LIME. VERTICAL JOINTS STAGGERED

MORTAR*, 

SEE SPEC 04 05 11

EXTERIOR CEMENT PLASTER OVER 

METAL LATH OVER CONT. FLUID-

APPLIED WEATHER BARRIER. ON 

BOTH SIDES. ATTACH METAL LATH 

WITH PNEUMATIC PINS @ 16" O.C. 

MAX. ALONG MORTAR JOINTS IN 

BOTH DIRECTIONS

9

S0-2.2

EXTERIOR

EXTERIOR CEMENT 

PLASTER ASSEMBLY OVER 

WEATHER BARRIER

METAL STUDS @ 16" OC PER PLAN

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

NOTES:

1. FOR WALL SILL 

TERMINATION, 

REFER TO DETAIL:

2
ADD

SECTION VIEW

CAVITY

CONCRETE SLAB 

PER STR DWG S2-1.0

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FINISH SCHEDULE

PREP & LEVEL CONC SLAB AS 

REQ'D TO RECEIVE (N) 

EPOXY FLOOR  FINISH

FF

RESTROOM SIDE

1/2" CEMENT BACKER BOARD

7

S0-2.6

CONT TRACK 

PER STR DET:

ACOUSTICAL BATT INSULATION, 

FIT TIGHTLY IN STUD CAVITY, TYP

EPOXY FLOOR 

FINISH & BASE 

PER FIN 

SCHED & DETAIL:

METAL STUDS @ 16" OC 

PER PLAN

10

AD-2.2

P
E
R
 S

T
R
 D

W
G

S

6
" 

C
O

N
C
 C

U
R
B

5/8" TYPE 'X' GYPSUM WALL 

BOARD, FINISH PER FIN 

SCHEDULE, SHEET ID-1.1

FLOOR FINISH & 

BASE PER FINISH 

SCHEDULE

2
ADD

7

S0-2.6

CONT TRACK 

PER STR DET: 

THERMAL INSULATION

INTERIOR

5/8" TYPE 'X' GYP BD

FLOOR FINISH & 

BASE PER FINISH 

SCHEDULE, SHEET 

ID-1.1

METAL STUDS @ 

16" OC PER PLAN

WEEP SCREED

SET IN SEALANT, TYP

CONCRETE 

SLAB & CURB 

PER STR DWG 

S2-1.0

EXTERIOR CEMENT PLASTER 

ASSEMBLY O/ WEATHER BARRIER

T
Y
P

2
"

CONC PAVING 

PER CIVIL DWGS

2" RIGID INSULATION W/ 

Z-GIRT @ STUDS. 

FOR ADDT'L WALL 

CONSTRUCTION 

INFO, REFER 

TO DETAIL: 

1/2" CONT SEALANT 

EXPANSION JOINT, TYP

6
" 

M
IN

P
E
R
 S

T
R
 D

W
G

 

6
" 

C
O

N
C
 C

U
R
B

28

AD-2.1

2
ADD

FIRE PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

AIR BARRIER 

ALIGN 

FACE OF 

CURB W/ 

FACE OF 

INSUL

CONCRETE SLAB 

PER STR DWG S2-1.0, TYP

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FIN SCHED, ID-1.1

PREP & LEVEL CONC SLAB AS 

REQ'D TO RECEIVE (N) EPOXY 

FLOOR  FINISH, TYP

FF

1/2" CEMENT BACKER BOARD

7

S0-2.6
CONT TRACK PER STR DET:

ACOUSTICAL BATT INSULATION, 

FIT TIGHTLY IN STUD CAVITY, TYP

EPOXY FLOOR FINISH & 

BASE (BOTH SIDES) 

PER FIN SCHED & DETAIL:

METAL STUDS @ 16" OC PER PLAN

10

AD-2.2 P
E
R
 S

T
R
 D

W
G

S

6
" 

C
O

N
C
 C

U
R
B

2
ADD

7

S0-2.6

CONT TRACK 

PER STR DET:

THERMAL INSULATION

INTERIOR OF ROOM

EPOXY FLOOR 

FINISH & BASE 

PER FIN 

SCHED & DETAIL:

METAL STUDS @ 16" OC PER 

PLAN

WEEP SCREED

SET IN SEALANT, TYP

CONCRETE 

SLAB & CURB 

PER STR DWG 

S2-1.0

EXTERIOR CEMENT 

PLASTER ASSEMBLY 

O/ WEATHER BARRIER

T
Y
P

2
"

CONC PAVING 

PER CIVIL DWGS

2" RIGID INSULATION 

W/ Z-GIRT @ STUDS. 

FOR ADDT'L WALL 

CONSTRUCTION 

INFO, REFER 

TO DETAIL: 

1/2" CONT SEALANT 

EXPANSION JOINT, TYP

6
" 

M
IN

P
E
R
 S

T
R
 D

W
G

 

6
" 

C
O

N
C
 C

U
R
B

28

AD-2.1

WALL TILE ASSEMBLY 

PER TCNA (HB) METHOD 

W244 & PER FIN SCHED, 

ID-1.1

1/2" CEMENT BACKER BOARD

10

AD-2.2

AIR BARRIER

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

2
ADD

ALIGN 

FACE OF 

CURB W/ 

FACE OF 

INSUL

EXTERIOR

THERMAL BATT 

INSULATION

WALL TILE WALL 

ASSEMBLY 

PER TCNA (HB) 

METHOD W244 & 

PER FINS SCHED

8" METAL STUDS 

@ 16" OC

7

S0-2.6

P
E
R
 S

T
R
 D

W
G

S

6
" 

C
O

N
C
 C

U
R
B WEEP SCREED

SET IN SEALANT, TYP

CONC SLAB, CURB 

& FTG PER STR 

DWG S2-1.0

EXTERIOR CEMENT 

PLASTER ASSEMBLY 

O/ WEATHER BARRIER

T
Y
P

2
"

CONC PAVING 

PER CIVIL DWGS

1/2" CONT SEALANT 

EXPANSION JOINT, TYP

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

CONT TRACK 

PER STR DET: 

TYP

6
" 

M
IN

1/2" CEMENT 

BACKER BOARD

EPOXY FLOOR 

FINISH & BASE 

PER FIN 

SCHED 

& DETAIL:
10

AD-2.2

2
ADD

4" METAL STUDS 

@ 16" OC

2" COMPOSITE METAL HYBRID (CMH) Z-GIRT 

SUB-FRAMING, VERTICAL APPLICATION @ EACH STUD PER DETAIL:

NOTES:

1. )   FOR ADDITIONAL INFO ON COLORS, MATERIAL & FINISH REFER TO SHEET ID-1.1 

3.)  FOR PLASTER REVEAL & CONTROL JOINT LAYOUT, REFER TO EXTERIOR ELEVATIONS  SHEET A2-4.1

4.) PROVIDE BACKING PER STRUCTURAL DETAIL:

OUTSIDE CORNER 

(PLAN VIEW)
C

1 EXTERIOR CEMENT PLASTER ASSEMBLY O/ WEATHER BARRIER

KEYNOTES LEGEND

2

3

METAL STUD WALL @16" OC PER PLAN

4

5

6

#14 T3 FASTENERS MAX 16" OC INTO STUDS, MIN 1" EMBED

9

SELF FURRING LATH

INSIDE CORNER REINFORCING PIECE

WEATHER BARRIER - BUILDING PAPER (MIN. 6" SHIPLAP)

10 SPARE

11 #10 SCREW SS #304 @ MAX 16" OC INTO BACKING THRU Z-GIRT

INSIDE CORNER 

(PLAN VIEW)
D

CONTROL/EXPAND - VERTICAL

(PLAN VIEW)
B

CONTROL/EXPAND - HORIZONTAL

(SECTION VIEW)
A

12 #10 SCREW SS #304 @ MAX 7" OC INTO BACKING

13

1

2

5

8

1

2

5

2

13

1

5

7

14 CONT 2" THK POLYISO RIGID INSULATION (MIN R-12) PER SPEC SECTION 07 21 00

FIRE RETARDANT PLYWOOD SHEATHING W/ AIR BARRIER, PER STR DWG S2-1.0

METAL PLASTER CORNER BEAD MOLDING8

DOUBLE V CONTROL JOINT OR DOUBLE J EXPANSION JOINT PER EXTERIOR ELEVATIONS 7

3

3

3

14

14

13

13

4

4

15

11

4

6

6

6

12

57

14 313 24

1156

9

14

11

11

11

3

5

S0-2.6
TYP

29

AD-2.1

GALVANIZED METAL STRAPPING, PROVIDE METAL 

BREAK BETWEEN DISSIMILAR MATERIALS, PER DETAIL: 
30

AD-2.1

#14 T3 FASTENERS MAX 16" OC 

INTO STUDS, MIN 1" EMBED

R-12 RIGID INSULATION 

16 GA GALVANIZED STEEL 

SUBSTRATE INSERTS 

WITH FASTENER HOLES

COMPOSITE METAL HYBRID

(FIBER-REINFORCED POLYMER)

Z-GIRT SUB-FRAMING, VERTICAL 

APPLICATION @ EACH STUD 16" OC, 

PER DRJ TER 1501-06 & UES ER-567

WALL FLANGE

 1.785"

OUTER FLANGE

1.485".

0.105" THICK TYP

METAL STRAPPING 

WHERE OCCURS 

PER DETAIL:

METAL STUD @ 16" OC, PER PLAN 

FIRE RETARDANT 

PLYWOOD SHEATHING, 

PER STR DWG  S2-1.0

AIR BARRIER

NOTE:

WHEN CONNECTING TWO PIECES OF Z-GIRT, 

SLICE THE EXTENDED GALVANIZED METAL 

SUBTRATE INSERT WITH A 1/16" GAP AND MIN 

OF 3" OVERLAP

30

AD-2.1

6" x 16 GA GALVANIZED METAL 

STRAPPING, WHERE REQUIRED, 

PROVIDE METAL BREAK BETWEEN 

DISSIMILAR MATERIALS, ANCHOR 

BACKING TO 3 Z-GIRT MIN

EQ.
EQ.

(3) #10 SMS

WITH 1 1/2" EMBED

COMPOSITE METAL 

HYBRID (CMH) Z-

GIRT SUB-FRAMING, 

VERTICAL 

APPLICATION @ EA 

STUD OR 

16" OC, 

PER DETAIL:

R-12 RIGID INSULATION 

29

AD-2.1

INTERIOR

EXTERIOR CEMENT PLASTER ASSEMBLY OVER 

WEATHER BARRIER WHERE OCCURS

METAL STUDS @ 16" OC, PER PLAN

THERMAL BATT INSULATION

5/8" TYPE "X" GYP BD PER 

FINISH SCHED, TYP UNO

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

AIR BARRIER

SECTION VIEW

2" RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:
28

AD-2.1

21

AD-2.1

23

AD-2.1

NOTES:

1. FOR WALL SILL 

TERMINATION, 

REFER TO DETAIL:

2. FOR WALL SILL @ 

STEM WALL, SEE DETAIL:

INTERIOR

WALL TILE ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FINISH SCHEDULE

METAL STUDS @ 16" OC, PER PLAN

THERMAL BATT INSULATION

EXTERIOR CEMENT 

PLASTER ASSEMBLY OVER WEATHER 

BARRIER WHERE OCCURS

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

AIR BARRIER

1/2" CEMENT BACKER BOARD

NOTES:

1. FOR WALL SILL 

TERMINATION, 

REFER TO DETAIL:
SECTION VIEW

2" RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:
28

AD-2.1

25

AD-2.1

INTERIOR SIDE OF 

LOCKER BLDGEXTERIOR CEMENT PLASTER 

ASSEMBLY O/ WEATHER BARRIER

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

2" RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:
28

AD-2.1

CONC SLAB & FTG 

WHERE OCCURS @ 

PAVILION BLDG PER 

A# 04-123039

CONC SLAB & FTG PER 

STR DWG S2-1.0

5/8" TYPE "X" GYP BD 

PER FINISH SCHED 

FLOOR FINISH & BASE 

PER FINISH SCHEDULE

AIR BARRIER

WEEP SCREED

SET IN SEALANT, TYP

S
T
R
 D

W
G

S

6
" 

C
O

N
C

C
U

R
B
 P

E
R

T
Y
P

2
"

7

S0-2.6
CONT TRACK PER STR DET:

METAL STUD WALL  PER PLAN

THERMAL BATT INSULATION

F
O

S

ALIGN FACE 

OF CURB 

W/ INSUL

FF

GRID

EXTERIOR SIDE

NOTES:

1. FOR TOP WALL 

TERMINATION 

REFER TO DETAILS :

2. FOR SILL 

REFER TO DETAIL:

2

AD-3.2

20

AD-3.2

METAL STUDS @ 16" OC PER PLAN

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FINISH SCHEDULE

1/2" CEMENT BACKER BOARD

SECTION VIEW

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

THERMAL 

BATT 

INSULATION

5/8" TYPE 

"X" GYP 

BD, PER 

FINISH 

SCHED

20

AD-2.1

2" RIGID INSULATION W/ 

Z-GIRT @ STUDS. 

FOR ADDT'L WALL 

CONSTRUCTION 

INFO, REFER 

TO DETAIL: 
28

AD-2.1

AIR BARRIERINTERIOR SIDE 

OF LOCKER BLDG

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

2" RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:
28

AD-2.1

CONC CURB, SLAB & FTG 

PER A# 04-123039

CONC SLAB PER 

STR DWG S2-1.0

5/8" TYPE "X" GYP BD 

PER FINISH SCHED 

FLOOR FINISH & BASE 

PER FINISH SCHEDULE

AIR BARRIER

7

S0-2.6

CONT TRACK 

PER STR DET:

METAL STUD WALL PER PLAN

THERMAL BATT INSULATION

F
O

S

ALIGN FACE 

OF CURB 

W/ INSUL

FF

GRID

+1' -6" AFF

MTL STUD FRAMING 

PER A# 04-123039

STR DWGS

SEISMIC
GAP PER

CONC STEM WALL PER 

STR DWG S2-1.0

INTERIOR SIDE 

OF LOCKER BLDG

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

2" RIGID INSULATION 

W/ Z-GIRT @ 

STUDS PER DETAIL:
28

AD-2.1

CONC CURB, SLAB & FTG 

PER A# 04-123039

CONC SLAB PER 

STR DWG S2-1.0

EPOXY FLOOR FINISH & 

CONT COVE BASE PER 

FIN SCHED & DETAIL:

AIR BARRIER

7

S0-2.6

CONT TRACK 

PER STR DET:

METAL STUD WALL PER PLAN

THERMAL BATT INSULATION

F
O

S

ALIGN FACE 

OF CURB 

W/ INSUL

FF

GRID

+1' -6" AFF

MTL STUD FRAMING 

PER A# 04-123039

STR DWGS

SEISMIC
GAP PER

CONC STEM WALL PER 

STR DWG S2-1.0

10

AD-2.2

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD 

W244 & PER FIN SCHED

PREP & LEVEL CONC SLAB AS 

REQ'D TO RECEIVE (N) 

EPOXY FLOOR  FINISH

1/2" CEMENT BACKER BOARD

7

S0-2.6

CONT TRACK 

PER STR DET: 

THERMAL INSULATION

INTERIOR

5/8" TYPE 'X' GYP BD

FLOOR FINISH & 

BASE PER FINISH 

SCHEDULE, SHEET 

ID-1.1

METAL STUDS @ 

16" OC PER PLAN

CONCRETE 

SLAB & CURB 

PER STR DWG 

S2-1.0

CONC PAVING 

PER CIVIL DWGS

2" RIGID INSULATION W/ 

Z-GIRT @ STUDS. 

FOR ADDT'L WALL 

CONSTRUCTION 

INFO, REFER 

TO DETAIL: 

1/2" CONT SEALANT 

EXPANSION JOINT, TYP

P
E
R
 S

T
R
 D

W
G

 

6
" 

C
O

N
C
 C

U
R
B

28

AD-2.1

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

AIR BARRIER

ALIGN 

FACE OF 

CURB W/ 

FACE OF 

INSUL

SEALANT

WALL TILE WALL ASSEMBLY 

PER TCNA (HB) METHOD W244 

& PER FINISH SCHEDULE

1/2" CEMENT BACKER BOARD

2
"

DRIP EDGE
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36-14 04-123792

SCALE:

3" = 1'-0" 8WALL TYPE A6

SCALE:

3" = 1'-0" 9WALL TYPE "C2"

SCALE:

3" = 1'-0" 10WALL TYPE "C3"

SCALE:

3" = 1'-0" 7WALL TYPE "B2"

SCALE:

3" = 1'-0" 5WALL TYPE "A4"

SCALE:

3" = 1'-0" 4WALL TYPE "A3"

SCALE:

3" = 1'-0" 6WALL TYPE "A5"

SCALE:

3" = 1'-0" 2WALL TYPE "A1"

SCALE:

3" = 1'-0" 3WALL TYPE "A2"

SCALE:

3" = 1'-0" 14WALL SILL @ WALL TYPE "C2"

2 05/09/2025

SCALE:

3" = 1'-0" 11WALL SILL @ WALL TYPE "A4"

SCALE:

3" = 1'-0" 13WALL SILL @ WALL TYPE "C3"

SCALE:

3" = 1'-0" 15WALL SILL @ WALL TYPE ''A5''

SCALE:

3" = 1'-0" 16WALL SILL @ WALL TYPE A6

SCALE:

3" = 1'-0" 28Z-GIRT ATTACHMENT TO MTL STUD

SCALE:

6" = 1'-0" 29Z-GIRT PLAN VIEW

SCALE:

1/2" = 1'-0" 30MTL STRAPPING @ RIGID INSUL

SCALE:

3" = 1'-0" 18WALL TYPE A8

SCALE:

3" = 1'-0" 19WALL TYPE A9

SCALE:

1 1/2" = 1'-0" 21WALL SILL @ WALL TYPE A8

2
ADD

SCALE:

3" = 1'-0" 17WALL TYPE A7

SCALE:

1 1/2" = 1'-0" 23WALL SILL @ WALL TYPE A8 @ STEM WALL

SCALE:

1 1/2" = 1'-0" 25WALL SILL @ WALL TYPE A9
SCALE:

3" = 1'-0" 20WALL SILL @ WALL TYPE A7

on into the constru
_______________



CL

CONTROL JOINT SCREED AS

MFR'D BY KEENE XJ 15-3 OR

APPROVED EQUIVALENT

JOINT HEIGHT PER

EXT. ELEVATIONS

EXTERIOR CEMENT PLASTER

SYSTEM O/ MTL. LATH O/

WEATHER BARRIER

A

CORNER DETAIL

C

CONTROL JOINT DETAIL

EXTERIOR CEMENT PLASTER 

SYSTEM O/ MTL. LATH O/ 

WEATHER BARRIER

MTL. PLASTER CORNER 

MOLDING - TYP. @ 

EXTERIOR CORNER

7
/8

"

EXTERIOR CEMENT PLASTER 

SYSTEM O/ MTL. LATH O/ 

WEATHER BARRIER

B

WALL TO SOFFIT DETAIL

EXTERIOR CEMENT PLASTER 

SYSTEM O/ METAL LATH

WEATHER BARRIER

METAL STUD FRAMING

1
/2

" 
  

 .

PLASTER REVEAL.  COLOR TO 

MATCH ADJACENT FINISH.

BOD FRY REGLET PA.1 

CHANNEL SCREED/CONTROL 

JOINT

PLASTER REVEAL CONTROL JT. (HORIZONTAL / VERTICAL)

EXTERIOR CEMENT PLASTER 

SYSTEM O/ METAL LATH

WEATHER BARRIER

METAL STUD FRAMING

1
/2

"

PLASTER REVEAL.  COLOR TO 

MATCH ADJACENT FINISH.

BOD FRY REGLET PA.1 CHANNEL 

SCREED/CONTROL JOINT

ADJACENT CEILING 

EXTERIOR CEMENT 

PLASTER SYSTEM O/ 

METAL LATH

WEATHER BARRIER

PLASTER REVEAL.  COLOR TO 

MATCH ADJACENT FINISH.

BOD FRY REGLET PA.1 CHANNEL 

SCREED/CONTROL JOINT

METAL STUD FRAMING

1/2" EXTERIOR CEMENT PLASTER 

SOFFIT O/ METAL LATH

A

PLASTER REVEAL 'F' MOLDINGB

PLASTER REVEAL SOFFIT DRIP SCREED, NON-VENTEDC

FLOOR DRAIN W/ STRAINER, 

PROVIDE 1/2" MAX GRATE OPENINGS 

PER PLUMBING  DWG P2-1.1

CONC SLAB PER STR 

DWG S2-1.0

RUN WATER PROOFING UP TO 

AND OVER DRAIN FLANGE

DRAIN PIPE PER 

PLUMBING DWG 

P2-1.1

EPOXY FLOORING 

PER FIN SCHED

CLAMP COLLAR

CAST IRON DRAIN BODY

SLOPE DN TO DRAIN 

2% MAX, TYP

FLUSH TRANSITION FLUSH

TRANSITION

FF

SLOPE CONC SLAB TO FLOOR DRAIN, TYP

2' - 0" RADIUS

SLOPE DN

2% MAX
CL

(E) CONC SLAB 

TO BE SAW CUT 

& REMOVED AS 

REQ'D FOR 

INSTALLATION 

OF (N) FLOOR 

DRAIN ASSEMBLY

2
ADD

28

AD-2.1

EXTERIOR SIDE
EXT CEMENT PLASTER ASSEMBLY O/ WEATHER BARRIER

FIRE RETARDANT PLYWOOD 

SHEATHING, PER STR DWG S2-1.0

METAL STUDS PER FLOOR PLAN

DOWNSPOUT IN WALL WHERE OCCURS PER PLUMB DWG P2-1.1

2" x 22 GA METAL STRAP @ 48" OC AND 8" MAX FROM 

EACH END, ATTACHED W/ (2) #12 SMS @ MTL STUDS

OVERFLOW DRAIN PIPE 

PER PLUMB DWG P2-1.1

THERMAL BATT INSULATION

PLAN VIEW

2" RIGID INSULATION W/ 

Z-GIRT @ STUDS PER DETAIL:

AIR BARRIER
2

ADD

A

LINE OF CLG PER RCP

CEILING (SECTION)

SILICONE GROUT @ ALL

INSIDE CORNERS, COLOR

TO MATCH FIELD COLOR

B D

C

TILE

CEMENT 

BACKER BOARD

CEMENT 

BACKER BOARD

INSIDE CORNER (PLAN VIEW)

FLOOR

SECTION 

@ TILE

OUTSIDE CORNER

(PLAN VIEW)

BULLNOSE

SCHLUTER TRIM: 'DILEX-

AHK' FINISH: ALUMINUM

SILICONE GROUT @ FLOOR TILE 

TO COVED BASE, COLOR

TO MATCH FIELD COLOR

TILE

TILE

LINE OF 

ADJACENT WALL CEMENT BACKER BOARD

WALL FRAMING 

STUD @ 16" OC 

PER FLOOR PLAN

WALL FRAMING 

STUD @ 16" OC 

PER FLOOR PLAN

NOTE:

WALL TILE: W244C

FLOOR TILE: F121

TILE/STONE PER FINISH SCHED

MORTAR BED NO MORE THAN 2"

CONCRETE SLAB PER PLAN

BONDED WATERPROOF MEMBRANE O/ 

CLEAVAGE MEMBRANE

CEMENTITOUS BOND COAT

BOND COAT, TYP

BOND COAT

BOND COAT

SCHLUTER TRIM: 

'DILEX-EKE' 

FINISH: ALUMINUM

E

2X WD JOIST FRAMING 

@16" OC, PER STR DET:

14

S0-2.7

TILE WALL TO 

EPOXY FLOOR & BASE

(SECTION)

2% MAX SLOPE

TO DRAIN WHERE 

OCCURS PER PLAN

TY
P

R
 3

/4
"

CEMENT BACKER BOARD

COVE STRIP

EPOXY FLOOR W/ 

CONT 6" HIGH 

COVED BASE

CERAMIC TILE WALL

CAULKING

WALL FRAMING 

STUD @ 16" OC 

PER FLOOR PLAN

2
ADD2

ADD

2
ADD

2
ADD

17

U
P
 B

E
H

IN
D

 T
IL

E
 B

A
S
E

6
"

W
A
T
E
R
P
R
O

O
F
IN

G
-R

U
N

INTERIOR

5

AD-2.2

28

AD-2.1

+0'-6" AFG

MTL STUDS PER 

FLOOR PLAN

6" HIGH 

CONC CURB, 

PER STR DWG S2-1.0

CONT BOTT TRACK 

PER STR DWGS

1/4" CONT SEALANT & BACKER ROD 

PERIMETER, TYP ALL AROUND

METAL DS COVER, 

PER PLUMB DWGS

OVERFLOW DRAIN 

PIPE/DOWNSPOUT PER 

PLUMBING PLAN P2-1.1 

FOR ATTACHMENT TO

STUD SEE DETAIL:

6" 6"

6
"

6
"

22 GA GSM FLASHING COLLAR 

WATER TIGHT SOLDER JOINT

GALV PIPE EASE ALL EDGES, 

PAINT ALL EXPOSED 

PORTIONS TO MATCH 

PLASTER COLOR

A SECTION

A

METAL WEEP SCREED, PAINT TO 

MATCH ADJACENT FINISH

CL
OF PIPE

ANCHORS, PER MANUF
BACKING, TYP

SEALANT, TYP

EXTERIOR CEMENT PLASTER 

ASSEMBLY O/ WEATHER BARRIER

2" RIGID INSULATION O/ 

AIR BARRIER PER DETAIL: 

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

4
"

A.C.P. CEILING
EB

ENDING CORNERCONT. 
CORNER

A

C D F
FLOORDOOR & HEAD JAMBSJOINT

PLAN DETAILS A THRU D SECTION DETAILS E THRU F

METAL TRIM

AT

SUSPENDED

CEILING

GWB

SQUARE

WRAPPED EDGES

TACK

SURFACE W/

V.W.C.

GWB GWB

SQUARE

WRAPPED EDGES

TACK

SURFACE W/

V.W.C.

GWB

ALUM EDGE MOLDING

TACK SURFACE W/

V.W.C.

TACK SURFACE W/

V.W.C.

GWB

ALUM EDGE MOLDING

HM FRAME

TACK SURFACE W/

V.W.C.

GWB

ALUM EDGE MOLDING

FLOORING

WRAPPED EDGES

TACK

SURFACE W/

V.W.C.

2X WOOD STUD WALL FRAMING 

@16" O.C. W/ FULL HEIGHT BATT 

INSULATION

CONT. 2X6 WD MEMBER EA. SIDE 

W/ (2) 16d PER BLOCK, TYP.

(E) ROOF TRUSS

(E) COMPO. ROOFING SYSTEMFULL HEIGHT 2X WOOD JOIST 

BLOCKING @ 4'-0" O.C, U.N.O

(1) LAYER 5/8" TYPE 'X' 

GYPSUM BOARD EA. SIDE

(2) 2X WOOD TOP PLATE

W/ (2) 16d NAILS @ 12" O.C

THERMAL BATT 

INSULATION

2X WOOD STUD WALL FRAMING @16" 

O.C. W/ FULL HEIGHT BATT INSULATION

(E) TOP CHORD OF TRUSS

(E) COMPO. ROOFING SYSTEM

(1) LAYER 5/8" TYPE 'X' GYPSUM 

BOARD EA. SIDE

(1) LAYER 5/8" TYPE 'X' 

GYPSUM BOARD EA. SIDE

(2) 2X WOOD TOP PLATE

W/ (2) 16d NAILS @ 12" O.C

THERMAL BATT INSULATION

(E) 2X BOT. CHORD

(E) COMPO. 

ROOFING SYSTEM

(1) LAYER 5/8" TYPE 'X' 

GYPSUM BOARD EA. SIDE

(2) 2X WOOD TOP PLATE

W/ (2) 16d NAILS @ 12" O.C

2X WOOD STUD WALL FRAMING @

16" O.C. W/ FULL HEIGHT BATT 

INSULATION

2X WD FRAMING INFILL 

PERPENDICULAR TO TRUSS

(1) LAYER 5/8" TYPE 'X' 

GYPSUM BOARD EA. SIDE

(E) 2X TOP CHORD

PARALLEL TO TRUSS

2 X 4 PLATE BOTH SIDES

FULL HEIGHT 2X WOOD JOIST 

BLOCKING @ 4'-0" O.C, U.N.O

PARALLEL TO TRUSS

NOTE: 

FOR MORE INFO REFER TO 

STRUCT. DETAIL  
19
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AD-2.2TYPICAL WALL DETAILS

COLTON MS ADMINISTRATION MODERNIZATION &
NEW LOCKER ROOM BUILDING

1-15-111

670 W. LAUREL ST., COLTON, CA 92324

COLTON JOINT UNIFIED SCHOOL DISTRICT
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SCALE:

12" = 1'-0" 4PLASTER CONTROL JOINTS
SCALE:

6" = 1'-0" 9PLASTER REVEAL

SCALE:

1 1/2" = 1'-0" 6FLOOR DRAIN @ EPOXY FLOOR

SCALE:

3" = 1'-0" 5DOWNSPOUT ATTACHMENT
SCALE:

3" = 1'-0" 10TYPICAL CERAMIC WALL TILE DETAILS

SCALE:

3" = 1'-0" 11OVERFLOW ROOF DRAIN OUTFALL

SCALE:

1/4" = 1'-0" 14TYPICAL TACKABLE WALL PANEL DETAILS

SCALE:

1 1/2" = 1'-0" 12INT. WALL FULL HEIGHT GYP HEAD

on into the constru
_______________



MECHANICAL UNIT & PLATFORM

NOTE: FOR AC UNIT CURBS SEE DETAIL

R
O

O
F
 S

L
O

P
E
 P

E
R
 

R
O

O
F
 P

L
A
N

1/4":12" MINIMUM 

SLOPE @ FLOWLINE

ROOFING SYSTEM

3

AD-3.0

4

AD-3.0

(E) PLYWOOD 

SHEATHING

(E) ROOF RAFTER

(N) COMPOSITE ROOFING TO 

MATCH EXISTING ROOF, 

CLASS 'A' PER ROOF PLAN 

AND REFER TO ASSOCIATED 

SPECS SECTION. 

(E) VAPOR BARRIER 

16'' SQ SUPER ANCHOR 

BASE PER STR DETAILS:

17

S0-2.10

13

S0-2.10

SEALANT

VENT PIPE PER MECHANICAL

PLYWOOD SHEATHING 

PER STRUCT.

TYP. ROOF 

ASSEMBLY, 

PER DETAIL:

CL

SEALANT

DRAWBAND OR WELD 

UMBRELLA TO STACK

WATERTIGHT SHEET 

METAL RAIN COLLAR 

OVERLAPPING SOFT 

METAL JACK

SEAL GAP AROUND 

PIPES W/ FOAM

SPLIT SOFT METAL 

ROOF JACK

2

AD-3.0

CAP FLASHING PLY 9" MIN. 

ON FIELD & BASE FLASHING 

PLY 6" MIN. ON FIELD

SET SOFT METAL FLANGE IN 

MASTIC, PRIME FLANGE 

BEFORE STRIPPING4'' MIN.

8
''
 M

IN
.

1
8
''
 T

Y
P

U-BAR SAFETY ANCHOR

VENT PIPE PER MECHANICAL

PLYWOOD SHEATHING 

PER STRUCT.

ROOFING SYSTEM 

FLASHING MEMBRANE

CL

SEALAN

T

SEAL GAP AROUND 

PIPES W/ FOAM

ROLL DOWN 

FLASHING 1" MIN. 

DOWN INTO PIPE

CAP FLASHING PLY 9" MIN. ON 

FIELD & BASE FLASHING 6" 

MIN. ON FIELD

SET SOFT METAL FLANGE IN 

MASTIC, PRIME FLANGE 

BEFORE STRIPPING

TYP. ROOF ASSEMBLY, 

PER
2

AD-3.0

PLATFORM PER 

STRUCT. DWGS. 

8
" 

M
IN

.

RIGID INSULATION

WOOD NAILER

CANT STRIP

COMPO ROOF 

ASSEMBLY, PER

2

AD-3.0

CAP FLASHING PLY 9" MIN. ON 

FIELD & BASE FLASHING PLY 6" 

MIN. ON FIELD

TERMINATION BAR FASTENED @ 

8" O.C. MAX. THROUGH BUTYL 

TAPE

METAL COUNTERFLASHING 

FASTENED 8" O.C.

SEALANT

PRE-FABRICATED ROOF CURB & 

ISOLATOR PER MECHANICAL

MECHANICAL EQUIPMENT PER 

MECH DWGS

MECHANICAL

UNIT PER

3

M-4.0

13

S0-2.9

4
"

8
" 

M
IN

.

MECHANICAL

UNIT PER

PLATEFORM PER 

STRUCT. DETAILS

CANT STRIP

TYP. COMPO ROOF 

ASSEMBLY, PER

CAP FLASHING PLY 9" MIN. ON 

FIELD & BASE FLASHING PLY 6" 

MIN. ON FIELD

2

AD-3.0

METAL CAP SECURED @ 12" 

O.C. W/ FASTENERS W/ 

NEOPRENE WASHERS

16 GA G.I. SHEET METAL COPING 

CAP W/ WATERTIGHT JOINTS

4

AD-3.0

7

S0-2.9

13

S0-2.9

MECHANICAL UNIT AND CURB 

PER DETAIL
3

M-4.0

WOOD NAILER

RIGID INSULATION

PRE-FABRICATED CURB PER 

MECH. DETAIL

TYP. ROOF 

ASSEMBLY, PER

BASE FLASHING PLY 6" MIN. 

ON FIELD

CANT STRIP

METAL CAP SECURED @ 12" 

O.C. W/ FASTENERS W/ 

NEOPRENE WASHERS

FLASHING FASTENED 8" O.C.

EXHAUST FAN PER MECH. DWGS

2

AD-3.0

8
"  

M
IN

CAP FLASHING PLY 9" MIN. ON 

FIELD

CONT. PRE-FIN. METAL  

ROOFING SYS., COLOR 

TO MATCH ADJ. 

CEMENT PLASTER

1/4"/FT SLOPE

CONT. CLEAT

FRAMING PER STR 

DETAILS:
16

S-6.2

'J' MOLD

 1
' 

-
 
6

"

CEILING JOIST PER STR DWGS

7
/8

"

1"

1"x1-3/4" CONT. 24 GA. GALV. 

S.M. ANGLE FASTEN TO HSS 

BEAM W/ #10 TEk @ 8" O.C. 

AND TO PREFINISH FASCIA W/ 

S.M. SCREWS @ 18" O.C.

1
' 
- 

6
"

1"

6"
SHAPED RIGID INSULATION

5
" 

M
IN

.
3
"

CONT. CLEAT

PRE-FINISH METAL FASCIA 

24 GA. GALV. S.M. GUTTER 

3 1/2"

1
"

2
"

4" DIA. GALV. PIPE 

DOWNSPOUT PIPE

3 1/2" DIA. 24 GALV. S.M. 

DOWNSPOUT LEADER 2" 

INTO GALV. DOWNSPOUT

CONT. PRE-FIN. METAL ROOFING SYS., 

COLOR TO MATCH ADJ. CEMENT PLASTER

COVER BOARD 1/4" MIN., SEE 

SPECS FOR MORE INFORMATION

HIGH-TEMP RATED SAF MEMBRANE

METAL DECK PER STR DWGS

'J' MOLD

VAPOR BARRIER, TYP

8"

ROOF LINE BEYOND

3

S-6.3

1/2" PLYWOOD 

SHEATHING, TYP

EXTERIOR CEMENT PLASTER 

SOFFIT ASSEMBLY O/ 

WEATHER BARRIER PER DET:
3

AD-4.2

2
ADD

EXTERIOR CEMENT 

PLASTER ASSEMBLY O/ 

WEATHER BARRIER

CONT PRE-FIN METAL  ROOFING 

SYS, COLOR TO MATCH ADJ 

CEMENT PLASTER

1/4"/FT SLOPE

CONT CLEAT

FRAMING PER STR DETAILS:

ALUM LETTER SIGNAGE, 

SEE EXT ELEV
1" DIA GALV THREADED 

ROD @ 16" OC MAX

3/8" X 8 1/2" CONT ALUM 

PLATE, LETTER ATTACHMENT 

TO PLATE PER MFR

CONT SEALANT ALL AROUND

1/4

NUT, TYP

16

S-6.2

'J' MOLD

6"1 1/4" 1 1/4"

8 1/2"

1
' 
- 

6
 5

9
/1

2
8
"

2
"

CEILING JOIST PER 

STR  DWGS 

SHAPED RIGID INSULATION

COVER BOARD 1/4" MIN, SEE 

SPECS FOR MORE INFORMATION

METAL DECK PER STR  DWGS

RUBBER WASHER SEPARATION 

BETWEEN THE ALUM. PLATE AND 

THE STEEL THREADED ROD

3

S-6.3

1/2" PLYWOOD 

SHEATHING, TYP

EXTERIOR CEMENT PLASTER 

SOFFIT ASSEMBLY O/ 

WEATHER BARRIER PER DET:
3

AD-4.2

2
ADD

(N) 5/8" TYPE "X" GYP BD

(BOTH SIDES)

(E) 2X6 WOOD STUDS @ 

16" OC TO REMAIN

(E) PLYWOOD 

SHEATHING, REFER TO 

STR DWGS

(E) COMPOSITION 

ROOFING ASSEMBLY, 

PATCH & REPAIR AS 

NEEDED

(E) ACOUSTICAL BATT 

INSULATION IN STUD 

CAVITY TO REMAIN

(N) PLYWOOD SHEATHING 

PER STR DWGS

(N) FIRE CAULKING @ 

GRIDLINE 'B'

(N) 5/8" TYPE "X" GYP BD

(BOTH SIDES)

(N) PLYWOOD SHEATHING 

PER STR DWGS

(E) 2X6 WOOD STUDS @ 

16" OC TO REMAIN
(E) PLYWOOD 

SHEATHING, WHERE 

OCCURS. SEE STR DWGS 

FOR MORE INFO

EXTERIOR CEMENT 

PLASTER ASSEMBLY

WATERPROOFING MEMBRANE, 

MIN. OF 2 LAYERS OF GRADE D 

PAPER, TYP.

(E) ACOUSTICAL BATT 

INSULATION IN STUD 

CAVITY TO REMAIN

(E) SHEATHING

(E) COMPOSITION ROOFING ASSEMBLY, 

PATCH & REPAIR AS NEEDED

(N) PLYWOOD SHEATHING 

PER STR DWGS

PREFINISHED 24 GA S.M. 

FLASHING

'J' MOLD

WEEP SCREED

(E) COMPOSITION 

ROOFING, PATCH & 

REPAIR AS NEEDED

(N) FIRE CAULKING

(N) FIRE CAULKING

PLYWOOD SHEATHING 

PER STR DWGS

EXTERIOR CEMENT 

PLASTER ASSEMBLY

WATERPROOFING 

MEMBRANE, MIN. OF 2 

LAYERS OF GRADE D 

PAPER, TYP.

THERMAL BATT 

INSULATION

(E) SHEATHING

(E) COMPO. ROOFING, 

PATCH & REPAIR AS NEEDED

PRE-FINISH 24 GA. 

S.M. FLASHING 

'J' MOLD

SHAPED 4 X 8 BLKG. 

CONT. 

2 X 10 FASCIA

2X WD STUDS WALL 

FRAME PER PLAN

PLYWOOD SHEATHING 

PER STR DWGS

EXTERIOR CEMENT 

PLASTER SOFFIT 

ASSEMBLY O/ 

WEATHER BARRIER

1/2" PLYWOOD 

SHEATHING, TYP

1/4"/FT SLOPE

CONT 

CLEAT

16

S-6.2

'J' MOLD

1
' 
- 

6
 7

/1
6
"

CEILING JOIST 

PER STR DWGS

CONT. PRE-FIN. METAL ROOFING SYS., 

COLOR TO MATCH ADJ. CEMENT PLASTER

SHAPED RIGID INSULATION

HIGH-TEMP RATED SELF-

ADHERING MEMBRANE

COVER BOARD 1/4" MIN., SEE 

SPECS FOR MORE INFORMATION

METAL DECK PER STR  DWGS

HSS PER STR DETAIL:

ROOF LINE BEYOND

FRAMING PER STR 

DETAIL:
3

S-6.3

EXTERIOR CEMENT PLASTER 

SOFFIT ASSEMBLY O/ 

WEATHER BARRIER PER DET:
3

AD-4.2

EXTERIOR CEMENT 

PLASTER SOFFIT 

ASSEMBLY O/ 

WEATHER BARRIER

VAPOR BARRIER, TYP.

CONT

CLEAT

16

S-6.2

'J' MOLD

1
' 
- 

6
 1

/2
"

CEILING JOIST 

PER STR DWGS 

CONT. PRE-FIN. METAL ROOFING SYS., 

COLOR TO MATCH ADJ. CEMENT PLASTER

SHAPED RIGID INSULATION

VAPOR BARRIER, TYP.

COVER BOARD 1/4" MIN., SEE 

SPECS FOR MORE INFORMATION

METAL DECK PER STR DWGS

6"

HSS PER STR DETAIL:

ROOF LINE BEYOND

FRAMING PER STR 

DETAIL:
3

S-6.3

1/2" PLYWOOD 

SHEATHING, TYP

EXTERIOR CEMENT PLASTER 

SOFFIT ASSEMBLY O/ 

WEATHER BARRIER PER DET:
3

AD-4.2
EXTERIOR CEMENT 

PLASTER ASSEMBLY

16

S-6.2

CONT PRE-FIN METAL 

ROOFING SYS , COLOR TO 

MATCH ADJ CEMENT PLASTER

SHAPED RIGID INSULATION

VAPOR BARRIER, TYP.

COVER BOARD 1/4" MIN, SEE 

SPECS FOR MORE INFORMATION

METAL DECK PER STR DWGS

CEILING JOIST 

PER STR DETAIL:

ROOF LINE BEYOND

(N) 5/8" TYPE "X" GYP BD

(BOTH SIDES)

(E) 2X6 WOOD STUDS @ 

16" OC TO REMAIN

(E) SHEATHING TO 

REMAIN, REFER TO 

STR DWG S1-3.0

(E) COMPOSITION ROOFING 

ASSEMBLY, PATCH & 

REPAIR AS NEEDED

(N) PLYWOOD SHEATHING 

PER STR DWGS

HSS PER STR DWG S1-3.0

S1-3.0

SEISMIC GAP
PER STR DWG

3/16" SELF-DRILLING SCREW @ 24" OC

CONT SEISMIC GAP COVER 

SYSTEM @ PARAPET 

BASIS OF DESIGN

CONSTRUCTION SPECIALTIES, 

MODEL SRJW-500

SHAPED WOOD NAILER W/ #14 

SELF-DRILLED SCREW @ 12" O.C.

#12 WOOD SCREW @ 24" O.C.

(N) EXTERIOR CEMENT 

PLASTER ASSEMBLY

(E) TOS

VARIES 

F
O

S

GRID

SEALANT

VENT PIPE PER MECHANICAL

PLYWOOD SHEATHING 

PER STRUCT.

ROOF ASSEMBLY, 

PER DETAIL:

CL

MIN.

4" 

SEALANT

DRAWBAND OR WELD 

UMBRELLA TO STACK
WATERTIGHT SHEET METAL RAIN COLLAR 

OVERLAPPING SOFT METAL JACK

8
" 

M
IN

.

SEAL GAP AROUND 

PIPES W/ FOAM

SPLIT SOFT METAL ROOF JACK

2

AD-3.0

CAP FLASHING PLY 9" MIN. 

ON FIELD & BASE FLASHING 

PLY 6" MIN. ON FIELD

SET SOFT METAL FLANGE IN 

MASTIC, PRIME FLANGE 

BEFORE STRIPPING
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AD-3.0ROOF DETAILS
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WOOD FRAMING
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SCALE:

1 1/2" = 1'-0" 8TYPICAL CRICKET @ MECH CURB

SCALE:

6" = 1'-0" 2TYPICAL ROOF ASSEMBLY

SCALE:

3" = 1'-0" 13TYPICAL FALL ARREST

SCALE:

3" = 1'-0" 6TYPICAL ROOF VENT

SCALE:

1 1/2" = 1'-0" 4TYPICAL MECH EQUIPMENT CURB

SCALE:

1 1/2" = 1'-0" 3MECHANICAL UNIT PLATFORM

SCALE:

1 1/2" = 1'-0" 5EXHAUST FAN

SCALE:

3" = 1'-0" 18CANOPY DETAIL

2 05/09/2025

SCALE:

3" = 1'-0" 25CANOPY SIGNAGE

SCALE:

3" = 1'-0" 26STUD AT EAVE
SCALE:

3" = 1'-0" 21STUD AT ROOF

SCALE:

3" = 1'-0" 27ROOF TO WALL TRANSITION
SCALE:

3" = 1'-0" 12CANOPY EDGE

SCALE:

3" = 1'-0" 10CANOPY LOWER EDGE
SCALE:

3" = 1'-0" 30SEISMIC GAP AT CANOPY ROOF

SCALE:

3" = 1'-0" 7TYPICAL PIPE PENETRATION OLD

2
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2
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on into the constru
_______________



THERMAL BATT INSULATION

SHEET METAL FLASHING

WEEP SCREED

COVER BOARD 1/4" MIN

SHAPED RIGID INSULATION AS NEEDED

9

S-6.1

AD-3.2

15

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0, TYP

EXTERIOR CEMENT PLASTER ASSEMBLY 

OVER WEATHER BARRIER, TYP

2" RIGID INSULATION PER DETAIL: 
28

AD-2.1

AIR BARRIER, TYP

EXTERIOR CEMENT PLASTER ASSEMBLY 

OVER WEATHER BARRIER

2" RIGID INSULATION 

2
ADD

2
ADD

2
ADD

EXTERIOR CEMENT PLASTER SOFFIT 

ASSEMBLY O/ WEATHER BARRIER 

1/2" PLYWOOD SHEATHING

METAL STUDS 

FRAMING, PER PLAN

2
ADD

SOFFIT FRAMING PER STR DETAIL:

TYP
VAPOR BARRIER, TYP

AIR BARRIER

ROOF ASSEMBLY

MTL ROOF DECK PER 

STR FRAMING PLAN

TOP

PER RP

STL FRAMING PER STR 

FRAMING PLAN

RIGID INSULATON OVER 

VAPOR BARRIER, SEALED AT 

EDGES, WHERE OCCURS

CRICKET AS OCCURS, SEE ROOF PLAN

 1
' 

-
 
0

"

CONT CLEAT, TYP

'J' MOLD

RIGID INSULATON OVER VAPOR BARRIER, 

SEALED AT EDGES, WHERE OCCURS

CLAD METAL W/ FLASHING 

STRIP, HOT-AIR WELDED, TYP

SINGLE-PLY CLASS 'A' 

ROOFING MEMBRANE OVER 

1/4" SEPARATION BOARD

SOFFIT FRAMING 

PER STR DETAIL:
8

S-6.1

PLYWOOD SHEATHING, 

PER STR DWG S2-1.0

EXTERIOR CEMENT PLASTER ASSEMBLY 

OVER WEATHER BARRIER

28

AD-2.1

COUNTER_FLASHING

1/4" COVER BOARD

AD-3.1

8

R-12 RIGID INSULATION W/ 

Z-GIRT @ STUDS PER DETAIL:

AIR BARRIER

ROOFING MEMBRANE ASSEMBLY

AD-3.1

10

2
ADD

2
ADD

2
ADD

AD-2.2

4

EXTERIOR CEMENT PLASTER 

SOFFIT ASSEMBLY O/ 

WEATHER BARRIER PER DET:
3

AD-4.2

5/8" TYPE 'X' GYPSUM WALL BOARD

THERMAL BATT INSULATION

SLOPE PER RP

SLOPE PER RP

2
ADD

SLOPE PER RP2
ADD

PLYWOOD SHEATHING

PLYWOOD SHEATHING, TYP

2
ADD

SIM

METAL STUD FRAMING. @16" 

O.C., U.N.O., COORD. W/ 

STRUCT. DWGS

BATT INSULATION, 

OCCURS

5/8" GYPSUM BOARD, TYP., 

WHERE OCCURS

STRUCTURE PER STRUCTURAL 

DWGS. 

SINGLE-PLY MEMBRANE ROOFING 

ASSEMBLY PER SPECIFICATIONS 

SECTION 07 54 00

METAL DECKING PER 

STRUCT. DWGS.

RIGID INSULATON OVER VAPOR BARRIER, 

SEALED AT EDGES, WHERE OCCURS

WELD CONT TRACK PER 

STRUCT. DET. 

7

S-6.1

CONT. SEALANT BOTH SIDES

10

S0-2.6

NOTE: 

FOR NON-BEARING INTERIOR 

WALLS AT UNDERSIDE OF STEEL 

BEAMS SEE STRUCTURAL DETAIL 

ROOF ASSEMBLY

MTL ROOF DECK PER 

STR FRAMING PLAN

TOP

PER RP

METAL STUDS 

FRAMING, PER 

PLANSTL FRAMING PER 

STR FRAMING

PLAN & DETAIL:
2

S-6.1

AD-3.1

8

AD-3.1

10

RIGID INSULATON OVER 

VAPOR BARRIER, SEALED 

AT EDGES, WHERE 

OCCURS

CRICKET AS OCCURS, 

SEE ROOF PLAN

PLYWOOD 

SHEATHING, PER 

STR DWG S2-1.0

EXTERIOR 

CEMENT PLASTER 

ASSEMBLY OVER 

WEATHER 

BARRIER

2" RIGID 

INSULATION 

PER 

DETAIL: 
28

AD-2.1

THERMAL BATT 

INSULATON

2
ADD

2
ADD

2
ADD

AIR BARRIER

ROOFING MEMBRANE ASSEMBLY

PLYWOOD SHEATHING

ROOF ASSEMBLY

MTL ROOF DECK PER STR  

FRAMING PLAN

TOP

PER RP

METAL STUDS 

FRAMING, PER PLAN

STL FRAMING PER 

STR FRAMING

PLAN & DETAIL:

RIGID INSULATON OVER 

VAPOR BARRIER, SEALED AT 

EDGES, WHERE OCCURS

6

S-6.1

AD-3.1

8

AD-3.1

13

R-12 RIGID 

INSULATION W/ Z-

GIRT @ 

STUDS PER 

DETAIL:

SHEATHING,PER 

STR DWG S2-1.0

EXTERIOR CEMENT 

PLASTER ASSEMBLY 

OVER WEATHER 

BARRIER

AIR BARRIER

28

AD-2.1

THERMAL BATT 

INSULATION

ROOFING MEMBRANE ASSEMBLY

2
ADD

2
ADD

PLYWOOD SHEATHING

ROOF ASSEMBLY

MTL. ROOF DECK PER STRUCT. 

FRAMING PLAN

METAL STUDS FRAMING, 

PER PLAN.

RIGID INSULATON OVER VAPOR 

BARRIER, SEALED AT EDGES, 

WHERE OCCURS

STRAP PER STRUCT. 

DET. 
9

S0-2.6

5/8" TYPE 'X' GYP 

BD. BOTH SIDES

ACOUSTICAL INSULATION

CONT. FIRE/ SMOKE SEALANT, 

BOTH SIDES

METAL STUD FRAMING. PER 

PLANS

BATT INSULATION, 

OCCURS

5/8" GYPSUM BOARD, TYP., 

WHERE OCCURS

CONT. SLIP TRACK PER 

STRUCTURAL DWGS.

SINGLE-PLY MEMBRANE ROOFING 

ASSEMBLY PER SPECIFICATIONS 

SECTION 07 54 00
METAL DECKING PER 

STRUCT. DWGS.

RIGID INSULATON OVER VAPOR BARRIER, 

SEALED AT EDGES, WHERE OCCURS

9

S0-2.6

CONT. FIRE/ SMOKE 

SEALANT, BOTH SIDES

SHEET METAL ROOFING 

SYSTEM PER SPECS

VAPOR BARRIER, TYP

COVER BOARD 1/4" MIN

SHAPED RIGID 

INSULATION 

AS NEEDED

CONT CLEAT, TYP

'J' MOLD

EXT CEMENT PLASTER 

ASSEMBLY O/ WEATHER 

BARRIER

STL FRAMING PER STR DWGS

AD-2.2

4

PLYWOOD SHEATHING, TYP

DOUBLE STUDS WELDED 

@ BM, PER STR DWGS 

EXT CEMENT PLASTER SOFFIT 

ASSEMBLY O/ WEATHER 

BARRIER PER DETAIL:
3

AD-4.2
SIM

PLYWOOD SHEATHING 

WHERE OCCURS

G.I. FLASHING FINISH PER 

FINISH SCHED.

WATER MEMBRANE, TYP.

SHAPED RIGID INSULATION 

AS NEEDED

CONT. CLEAT, TYP.

'J' MOLD

EXTERIOR CEMENT PLASTER 

ASSEMBLY O/ WEATHER 

BARRIER

METAL STUDS WALL 

FRAMING PER PLAN 

PLYWOOD SHEATHING, TYP.

4
"

MULTI-PURPOSE TAPE, TYP.

CLAD METAL W/ FLASHING 

STRIP, HOT-AIR WELDED, TYP.

SINGLE-PLY CLASS 'A' 

ROOFING MEMBRANE OVER 

1/4" SEPARATION BOARD

CEMENT PLASTER SYSTEM 

OVER METAL LATH

CEILING JOIST PER 

STRUCT. DWGS. 

7
/8

"
1"

1
' 
- 

6
"

1"

6"

SHAPED RIGID INSULATION

5
" 

M
IN

.
3
"

3 1/2"

CONT. PRE-FIN. METAL ROOFING 

SYS., COLOR TO MATCH ADJ. 

CEMENT PLASTER

COVER BOARD 1/4" MIN., SEE 

SPECS FOR MORE INFORMATION

VAPOR BARRIER, TYP.

METAL DECK PER STRUCT. DWGS.

'J' MOLD

VAPOR BARRIER, TYP.

ROOF LINE BEYOND

SEPARATION

(E) ROOF SYSTEM TO REMAIN, 

PROTECT IN PLACE

SEISMIC

4"

(N) METAL PANEL 

ASSEMBLY PER DETAIL:
16

AD-4.0

CAP TRIM, PER MFR

POP-RIVET @ 12'' OC

FIELD APPLIED SEALANT

CUT METAL PANEL AS 

REQ'D 

SOFFIT PANEL Z-CLOSURE

1/4"=1'-0"

SLOPE

4
"

LOCKER RM. 

BLDG.

CONT. CLEAT

ROOFING MEMBRANE O/ WEATHER 

BARRIER O/ PLYWD. SHEATHING

CONT. SEISMIC GAP COVER SYS. @ WALL.  

BASIS OF DESIGN CONSTRUCTION 

SPECIALTIES, MODEL SRJW-500

PER STR. DWGS

SEISMIC GAP P

PAVILION

METAL STUD 

FRAMING, PER 

STRUCT. DWG.

CEMENT PLASTER 

SYS., PER DTL.

MTL. 

FLASHING, 

PAINTED

HOT-AIR WELDED, TYP.

3/16" SELF-DRILLING SCREW @ 24" O.C.

SHAPED WOOD NAILER W/ #14 

SELF-DRILLED SCREW @ 12" O.C.

#12 WOOD SCREW @ 24" O.C.

#12 WOOD SCREW @ 24" O.C.
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AD-3.2ROOF DETAILS

COLTON MS ADMINISTRATION MODERNIZATION &

NEW LOCKER ROOM BUILDING

1-15-111
METAL FRAMING

670 W. LAUREL ST., COLTON, CA 92324

COLTON JOINT UNIFIED SCHOOL DISTRICT

1-15-111
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SCALE:

1 1/2" = 1'-0" 5ROOF CANOPY SECTION

SCALE:

1 1/2" = 1'-0" 4ROOF CANOPY 2

SCALE:

3" = 1'-0" 17INT. WALL @ WIDE BEAM
SCALE:

1 1/2" = 1'-0" 7PARAPET AT GRID LINE D
SCALE:

1 1/2" = 1'-0" 12ROOF PARAPET DETAIL
SCALE:

3" = 1'-0" 2INT. WALL TOP TERMINATION

SCALE:

3" = 1'-0" 20INT W @ PERPENDICULAR TO DECK
SCALE:

3" = 1'-0" 15ROOF CANOPY SIDE FASCIA

SCALE:

3" = 1'-0" 18ROOF CANOPY SIDE FLASHING DET.

SCALE:

3" = 1'-0" 22ROOF EDGE

SCALE:

3" = 1'-0" 23TOP OF LOW WALL SEISMIC GAP

on into the constru
_______________



FRAME AT MTL STUD FRAME AT CONCRETE CURB

3/8" DIA. HILTI KH-EZ SCREW 

ANCHOR WITH 2-1/2" MIN. EMBED, 

PER ICC ESR-4266 @ CONC. CURB 

W/ 3" MIN. EDGE DISTANCE @ 24" 

O.C. MAX.

FRAME ANCHOR W/ (2) #8 x 1-1/2" 

SMS @ 24" O.C. MAX. (6" MAX. TO 

ENDS & (3) MIN. PER DOOR) TYP. EA 

SIDE

16 GA. 'Z' SPACER

16 GA. SPACER

8

AD-6.0

2" 5/8"

1
 1

5
/1

6
"

V
A
R
IE

S

1
/2

"
1
/2

"
V
A
R
IE

S

NOTE:

FOR ANCHORAGE, SEE DETAIL:

1
 1

5
/1

6
"

V
A
R
IE

S

(E) EXT 

CONC

WALKWAY

METAL THRESHOLD 

SET IN FULL BED OF 

MASTIC

HOLLOW METAL DOOR FRAME

DOOR PER SCHEDULE

NOTE:

FURNISH AND INSTALL DOOR 

SEALS OR WEATHER 

STRIPPING AS SPECIFIED. 

NOT SHOWN HERE FOR SAKE 

OF CLARITY.

1
/2

".

2% MAX

SLOPE

1/4" DIA STAINLESS STEEL 

SIMPSON TITEN SCREW W/ 

2" EMBED @ 24" OC

1

2

1
/4

".

(E) CONCRETE FLOOR

DOOR JAMB SHALL 

PROJECT 2" BELOW 

FINISH FLOOR LINE, 

GROUT POCKET

2
"

2
 1

/2
"

2"

FRAME WIDTH +2"

1
/4

".

(N) FLOOR FINISH PER 

FINISH SCHEDULE

26 GA SS SILL 

PAN FLASHING

2
ADD

7

AD-6.0

HOLLOW METAL 

FRAME PER DETAIL:

DOOR PER 

SCHEDULE

METAL STUD FERAMING 

PER PLAN

5/8" TYPE "X" GWB

METAL JAMB PER STR DET:

WALL TILE WALL ASSEMBLY  PER 

TCNA (HB) METHOD W244E 

SEALANT JOINT

TYP

1/2"

SEALANT JOINT

3

S0-2.5

7

AD-6.0

SEALANT

HOLLOW METAL 

FRAME PER DETAIL:

DOOR, PER 

SCHED

METAL STUDS PER 

FLOOR PLAN

5/8" TYPE 

"X" GWB

METAL JAMB 

PER STR DET:

WALL TILE WALL ASSEMBLY PER 

TCNA (HB) METHOD W244E 

BACKER BD

SEALANT JOINT

NOTES:

1. AT CLASSROOMS, CORRIDORS, & HIGH-TRAFFIC AREAS, USE 

ABUSE-RESISTANT 5/8" TYPE "X" GYP BD FOR 4'-0" AFF MIN

TYP
1/2"

3

S0-2.5

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

DOOR PER 

SCHEDULE

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

3

S0-2.5

SEALANT

T
Y
P

1
/2

"

7

AD-6.0

METAL STUD 

FRAMING PER PLAN

CONT. METAL 

CASING BEAD W/ 

WEEP HOLES

20 GA SHEET  

STEEL FLASHING

CONT SEALANT

EXTERIOR CEMENT 

PLASTER 

ASSEMBLY OVER 

WEATHER BARRIER

PLYWOOD 

SHEATHING, PER 

STR DWG S2-1.0

R-12 RIGID 

INSULATION W/ Z-

GIRT @ STUDS PER 

DETAIL:

AIR BARRIER PER 

SPECS

28

AD-2.1

GLAZING STOP

GLAZING

HOLLOW METAL FRAME

DOOR PER SCHEDULE

7

AD-6.0

GLAZING STOP

GLAZING PER WINDOW TYPES

HOLLOW METAL FRAME

GLAZING STOP

GLAZING PER WINDOW TYPES

HORIZ / VERT MULLION, TYP

2X METAL STUD PER FLOOR PLAN

GLAZING STOP

GALZING

5/8" TYPE 'X' GWB

BATT INSULATION

HOLLOW METAL 

FRAME PER DETAIL:

HEADER PER STR DET:

T
Y
P

1
/2

"

3

S0-2.5

SEALANT, TYP

7

AD-6.0

7

AD-6.0

5/8" TYPE 'X' GYPSUM 

WALL BOARD

HOLLOW METAL 

FRAME PER DETAIL:

DOOR PER DOOR SCHED

METAL STUD PER 

FLOOR PLAN

METAL HEADER 

PER STR DETAIL:

INSULATION

WALL FINISH PER 

FIN SCHED, TYP

SEALANT, TYP

EXTERIOR SIDE 

OF ROOM

T
Y
P

1
/2

"

3

S0-2.5

  RESILIENT FLOORING TO TILE

DOOR WHERE OCCURS 

PER DOOR SCHED

METAL THRESHOLD SET IN 

FULL BED OF MASTIC, USING 

A FLAT SADDLE THRESHOLD. 

THICKNESS = 1/4"

FLOOR FINISH PER CMF

M
A
X

1
/4

"

CERAMIC TILE SYSTEM

1
/4

" 
M

A
X
.

RESILIENT FLOORING

REDUCER PER 

MANUFACTURER

DOOR WHERE OCCURS

CONCRETE FLOOR

M
A
X
.

1
/4

"

  RESILIENT FLOORING TO CONCRETE

  RESILIENT FLOORING TO CARPET

DOOR PER SCHED

RESILIENT FLOORING 

PER FIN. SCHED

1:2 BEVEL @ TOP 1/4"

CARPET

(E) CONC. SLAB

2

1

1
/2

" 
M

A
X

COUNTERSUNK FASTENER

(N) REDUCER PER MFR.

1
/4

" 
M

A
X

1
/4

" 
M

A
X

  CONCRETE

DOOR WHERE OCCURS
CONCRETE FLOOR

NOTE:

FURNISH AND INSTALL DOOR SEALS OR WEATHER STRIPPING AS 

SPECIFIED. NOT SHOWN HERE FOR SAKE OF CLARITY

  SAME FLOOR

DOOR WHERE OCCURS
SAME FLOOR FINISH

B

A

C

D

E

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

DOOR PER 

SCHEDULE

METAL STUD FRAMING PER PLAN

METAL JAMB PER STR DWGS

INTERIOR SEALANT

CONT SEALANT

TYP
1/2"7

AD-6.0

EXTERIOR CEMENT 

PLASTER ASSEMBLY 

OVER WEATHER BARRIER
PLYWOOD SHEATHING, PER 

STR DWG S2-1.0
R-12 RIGID INSULATION W/ 

Z-GIRT @ STUDS PER 

DETAIL:

WALL TILE ASSEMBLY  

PER TCNA (HB) 

METHOD W244E 

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DETAIL:

DOOR PER DOOR SCHED

WD STUD PER PLANS

WD HEADER PER 

STR DWGS

INTERIOR OF ROOM

SEALANT

SEALANT JOINT

WD JAMB WHERE 

OCCURS PER STR DWGS

INTERIOR OF ROOM

SEALANT

HOLLOW METAL 

FRAME PER DETAIL:

DOOR, PER 

SCHEDWOOD STUDS PER 

FLOOR PLAN

5/8" TYPE 

"X" GWB

JAMB FRAMING 

PER STR DET:

WALL TILE WALL ASSEMBLY PER 

TCNA (HB) METHOD W244E 

BACKER BD

SEALANT JOINT

NOTES:

1. AT CLASSROOMS, CORRIDORS, & HIGH-TRAFFIC AREAS, USE 

ABUSE-RESISTANT 5/8" TYPE "X" GYP BD FOR 4'-0" AFF MIN

TYP
1/2"

1

S0-2.7

(E) EXT. 

CONC.

WALKWAY

METAL THRESHOLD 

SET IN FULL BED OF 

MASTIC

HOLLOW METAL DOOR FRAME

DOOR PER SCHEDULE

NOTE:

FURNISH AND INSTALL DOOR 

SEALS OR WEATHER 

STRIPPING AS SPECIFIED. 

NOT SHOWN HERE FOR SAKE 

OF CLARITY.

1
/2

".

2% MAX. 

SLOPE

1/4" DIA. STAINLESS STEEL 

SIMPSON TITEN SCREW W/ 

2" EMBED @ 24" O.C.

1

2

1
/4

".

(E) CONCRETE FLOOR

DOOR JAMB SHALL 

PROJECT 2" BELOW 

FINISH FLOOR LINE, 

GROUT POCKET

2
"

2
 1

/2
"

2"

FRAME WIDTH +2"

1
/4

".

(N) FLOOR FINISH PER 

FINISH SCHEDULE

M
A
X

1
/4

"

26 GA  SS SILL PAN 

FLASHING

CONC. PER 

PLAN

METAL THRESHOLD

SET IN FULL BED OF

MASTIC

EPOXY FLOORING PER 

FIN. SCHED.

HOLLOW METAL DOOR FRAME

DOOR PER SCHEDULE

NOTE:

FURNISH AND INSTALL DOOR 

SEALS OR WEATHER STRIPPING 

AS SPECIFIED. NOT SHOWN 

HERE FOR SAKE OF CLARITY.

1
/2

".

0
' 
- 

0
" 

M
A
X

2% MAX. 

SLOPE

1/4" DIA. STAINLESS 

STEEL SIMPSON TITEN 

SCREW W/ 2" EMBED @ 

24" O.C.

1

2

1
/4

".

CONCRETE FLOOR

DOOR JAMB SHALL 

PROJECT 2" BELOW 

FINISH FLOOR LINE, 

GROUT POCKET

2
"

2
 1

/2
"

2"

FRAME WIDTH +2"

1
/4

".

26 GA  SS SILL PAN 

FLASHING

2X METAL STUD PER FLOOR PLAN

GLAZING STOP

GALZING

5/8" TYPE 'X' GWB

BATT INSULATION

HOLLOW METAL 

FRAME PER DETAIL:

CONT. TRACK
3

S0-2.5

SEALANT, TYP

7

AD-6.0

T
Y
P

1
/2

"

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

METAL STUD 

FRAMING PER PLAN

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

14

S0-2.7

CONT. METAL 

CASING BEAD W/ 

WEEP HOLES

20 GA SHEET  

STEEL FLASHING

SEALANT

CONT SEALANT

T
Y
P

1
/2

"

7

AD-6.0

GLAZING

GLAZING EDGE 1/8" 

MIN. CLEARANCE 

PER TABLE 2403.2.1 

PER CBC 2019, TYP.,

EXTERIOR CEMENT 

PLASTER 

ASSEMBLY OVER 

WEATHER BARRIER

PLYWOOD 

SHEATHING, PER 

STR DWG S2-1.0

R-12 RIGID 

INSULATION W/ Z-

GIRT @ STUDS PER 

DETAIL:

AIR BARRIER PER 

SPECS

28

AD-2.1

HOLLOW METAL 

FRAME PER DET:

METAL STUD 

FRAMING PER PLAN

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

3

S0-2.5

SEALANT

CONT SEALANT

T
Y
P

1
/2

"

7

AD-6.0

GLAZING

GLAZING EDGE 1/8" 

MIN. CLEARANCE 

PER TABLE 2403.2.1 

PER CBC 2019, TYP., 

EXTERIOR CEMENT 

PLASTER 

ASSEMBLY OVER 

WEATHER BARRIER

PLYWOOD 

SHEATHING, PER 

STR DWG S2-1.0

R-12 RIGID 

INSULATION W/ 

Z-GIRT @ STUDS 

PER 

DETAIL:

AIR BARRIER PER 

SPECS

28

AD-2.1

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DETAIL:

DOOR PER DOOR SCHED

WD STUD PER PLANS

WD HEADER PER 

STR DWGS

INTERIOR OF ROOM

SEALANT

WD JAMB WHERE 

OCCURS PER STR DWGS

(N) PLYWOOD SHEATHING 

WHERE OCCURS PER STR DWGS

INTERIOR OF ROOM

SEALANT

HOLLOW METAL 

FRAME PER DETAIL:

DOOR, PER 

SCHEDWOOD STUDS PER 

FLOOR PLAN

5/8" TYPE 

"X" GWB

WOOD JAMB 

PER STR DET:

NOTES:

1. AT CLASSROOMS, CORRIDORS, & HIGH-TRAFFIC AREAS, USE 

ABUSE-RESISTANT 5/8" TYPE "X" GYP BD FOR 4'-0" AFF MIN

TYP

1/2"

1

S0-2.7

5/8" TYPE 

"X" GWB

(N) PLYWOOD 

SHEATHING WHERE 

OCCURS PER STR DWGS

SEALANT

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

METAL STUD 

FRAMING PER PLAN

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

EXTERIOR CEMENT 

PLASTER ASSEMBLY

1/2" SHEATHING 

PER STR DWGS

3

S0-2.5

'J' MOLD

G.I. DRIP, PAINT TO 

MATCH FRAME

SEALANT

CONT SEALANT

T
Y
P

1
/2

"

7

AD-6.0

GLAZING

GLAZING EDGE 1/8" MIN. 

CLEARANCE PER TABLE 

2403.2.1 PER CBC 2019, 

TYP.,

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

METAL STUD 

FRAMING PER PLAN

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

EXTERIOR CEMENT 

PLASTER ASSEMBLY

1/2" SHEATHING 

PER STR DWGS

14

S0-2.7
'J' MOLD

CONT SEALANT

SEALANT

1/2" 2
"

CONT SEALANT

T
Y
P

1
/2

"

7

AD-6.0

GLAZING

GLAZING EDGE 1/8" MIN. 

CLEARANCE PER TABLE 

2403.2.1 PER CBC 2019, 

TYP.,

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

DOOR PER 

SCHEDULE

METAL STUD 

FRAMING PER PLAN

METAL JAMB PER 

STR DWGS

EXTERIOR

EXTERIOR CEMENT 

PLASTER ASSEMBLY

1/2" SHEATHING PER 

STR DWGS

'J' MOLD

SEALANT

CONT SEALANT

TYP

1/2"7

AD-6.0

5/8" TYPE 'X' GWB

HOLLOW METAL 

FRAME PER DET:

DOOR PER 

SCHEDULE

METAL STUD 

FRAMING PER PLAN

METAL HEADER 

PER STR DET:

EXTERIOR

INSULATION

FINISH PER 

FIN SCHED

EXTERIOR CEMENT 

PLASTER ASSEMBLY

1/2" SHEATHING 

PER STR DWGS

3

S0-2.5
'J' MOLD

CONT SEALANT

SEALANT

1/2" 2
"

CONT SEALANT

T
Y
P

1
/2

"

7

AD-6.0
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SCALE:

N.T.S. 8HOLLOW METAL FRAME ANCHOR

SCALE:

6" = 1'-0" 7HOLLOW METAL FRAME

SCALE:

3" = 1'-0" 5EXT HM DOOR THRESHOLD @ CONC

SCALE:

3" = 1'-0" 12INT HM DOOR HD/JAMB @TILE/MTL STUD

SCALE:

3" = 1'-0" 13INT HM DOOR JAMB@TILE/MTL STUD

SCALE:

3" = 1'-0" 9EXT HM DOOR HEAD @ MTL STUD

SCALE:

3" = 1'-0" 15INTERIOR HM DOOR & WIN JAMB

SCALE:

3" = 1'-0" 16INTERIOR HM WINDOW MULLION

SCALE:

3" = 1'-0" 14INT HM WIN HD/JAMB @ MTL STUD

SCALE:

3" = 1'-0" 11INT HM DOOR HD/JAMB @ MTL STUD

SCALE:

3" = 1'-0" 4INTERIOR FLOOR TRANSITIONS

SCALE:

3" = 1'-0" 10EXT HM DOOR JAMB @ MTL STUD

2 05/09/2025

SCALE:

3" = 1'-0" 17INT HM DOOR HD/JAMB @WD & GWB

SCALE:

3" = 1'-0" 18INT HM DOOR HD/JAMB @ WD & TILE

SCALE:

3" = 1'-0" 6EXT HM THRESHOLD @ RES FLR

SCALE:

3" = 1'-0" 19EPOXY TO CONC.

SCALE:

3" = 1'-0" 20INT HM WIN SILL@ MTL STUDS

SCALE:

3" = 1'-0" 21EXT. HM WINDOW HEAD/JAMB

SCALE:

3" = 1'-0" 22EXT HM WINDOW SILL

SCALE:

3" = 1'-0" 23INT HM DR HD - WD & GWB

SCALE:

3" = 1'-0" 24INT HM DR HD CORNER - WD & GWB
SCALE:

3" = 1'-0" 290000

SCALE:

3" = 1'-0" 28000

SCALE:

3" = 1'-0" 2700

SCALE:

3" = 1'-0" 260
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