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CITY OF PICO RIVERA
PICO RIVERA, CALIFORNIA

OWNER

SITE PLAN
SCALE: 1" = 80°
ARCHITECT
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VICINITY MAP

NOT TO SCALE

CITY OF PICO RIVERA

6615 S. PASSONS BLVD.
PICO RIVERA, CA 90660

CIVIL ENGINEER

DAHLIN GROUP

ATTN: DANIEL BERGHAUSER
5865 OWENS DR.
PLEASANTON, CA 94588
925-251-7200

AQUATIC DESIGNER

KIER & WRIGHT CIVIL ENGINEERS & SURVEYORS, INC.
ATTN: ZICO SARYEDDEAN, P.E.

2850 COLLIER CANYON RD.

LIVERMORE, CA 94551

925-245-8788

LANDSCAPE ARCHITECT

AQUATIC DESIGN GROUP
ATTN:

2226 FARADAY AVE.
CARLSBAD, CA 92008
760-438-8400

RHA LANDSCAPE ARCHITECTS PLANNERS, INC.
ATTN:

6840 INDIANA AVE., SUITE 100

RIVERSIDE, CA 92506

SHEET INDEX
SHEET DESCRIPTION
civic
C1.0 COVER SHEET
Cl.1 NOTES
Cc2.1 TOPOGRAPHIC SURVEY
c2.2 TOPOGRAPHIC SURVEY
C3.1 DETAILS
C3.2 DETAILS
C4.0 DEMOLITION PLAN
C5.0 SITE PLAN
C6.1 GRADING PLAN
C6.2 GRADING PLAN
C6.3 SECTIONS
C7.0 UTILITY PLAN
C8.0 STORM WATER MANAGEMENT PLAN
C9.0 EROSION CONTROL PLAN

EARTHWORK NOTE

THE SITE IS EXPECTED TO BE AN EXPORT SITE, HOWEVER
EXACT QUANTITIES ARE UNKNOWN DUE TO THE
UNKNOWN SIZE OF THE UNDERGROUND BACKWASH AND
DEPTH OF EXISTING POOL.

CONTRACTOR SHALL BID ACCORDINGLY

®

v
Know what's below.
Call before you dig.

DAHLIN

505 Technology Dr, Suite 200,
Irvine, CA 92618
949-250-4680

BICORIVERA
&

CLIENT

@ KIERHFWRIGHT

2850 Collier Canyon Road Phone: (925) 245-8788
Livermore, CA 94551 www.kierwright.com

SMITH PARK COMMUNITY &
AQUATIC CENTER
6016 ROSEMEAD BLVD, PICO RIVERA, CA 90660

& REVISIONS
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ALL WORK SHALL BE IN CONFORMANCE WITH THE CITY OF PICO RIVERA DEPARTMENT OF PUBLIC WORKS'
STANDARD SPECIFICATIONS AND DETAILS. ALL WORK SHALL BE SUBJECT TO APPROVAL OF AND INSPECTION BY
THE CITY ENGINEER.

AT LEAST ONE SET OF APPROVED PLANS SHALL BE ON THE SITE AT ALL TIMES FOR INSPECTION. ANY
DEVIATION FROM THE APPROVED PLANS DURING CONSTRUCTION WILL REQUIRE 48 HOURS PRIOR NOTICE AND
APPROVAL OF THE CITY ENGINEER.

THE PERMITTEE/CONTRACTOR SHALL NOTIFY THE CITY OF PICO RIVERA ENGINEERING DIVISION TWO (2) BUSINESS
DAYS PRIOR TO THE START OF ANY WORK.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN THE EXISTENCE OF ANY AND ALL UNDERGROUND
FACILITIES, WHICH MAY BE SUBJECT TO DAMAGE BY REASON OF HIS OPERATIONS. THE CONTRACTOR SHALL
NOTIFY UNDERGROUND SERVICE ALERT (USA) AT (800) 642-2444, 48 HOURS PRIOR TO ANY EXCAVATION. WORK
SHALL START WITHIN 5 DAYS AFTER THE ISSUANCE OF A USA INQUIRY IDENTIFICATION NUMBER. COMPLETE
REMOVAL OF THE USA MARKINGS SHALL BE WITHIN 2 WORKING DAYS AFTER COMPLETION OF THE EXCAVATION,
BACKFILL AND SURFACE REPLACEMENT OR FOURTEEN (14) CALENDAR DAYS FOLLOWING THE ISSUANCE OF THE
INQUIRY IDENTIFICATION NUMBER WHICHEVER IS EARLIER.

CONTACTING USA DOES NOT RELIEVE THE CONTRACTOR FROM HIS RESPONSIBILITY TO DETERMINE LOCATION AND
DEPTH OF BURIED UTILITIES OR REPAIR OF BURIED UTILITIES DAMAGED BY HIS OPERATION.

ALL GRADING, SITE PREPARATION, PLACING AND COMPACTION OF FILL SHALL BE DONE IN ACCORDANCE WITH THE
CITY OF PICO RIVERA STANDARDS, SPECIFICATIONS, SPECIFIC NOTES, DETAIL DRAWINGS AND PER THE
RECOMMENDATIONS SPECIFIED IN THE "GEOTECHNICAL INVESTIGATION” BY GEOCON WEST, INC., DATED FEBRUARY
10, 2023, FILE NO. W1709-06-01.

A GRADING PERMIT IS REQUIRED PRIOR TO COMMENCEMENT OF GRADING. A COPY OF THE GRADING PERMIT IS
REQUIRED TO BE ON SITE AT ALL TIMES.

GRADING OPERATIONS SHALL BE CONDUCTED IN ACCORDANCE WITH THE RECOMMENDATIONS CONTAINED IN THE
SOILS INVESTIGATION REPORT. THE SOILS ENGINEER WILL BE RESPONSIBLE FOR THE ON SITE INSPECTION AND
QUALITY CONTROL FOR THE GRADING OPERATION. PLAN REQUIREMENTS AND CONSTRUCTION CONTROL WITH
RESPECT TO EARTHWORK, SLOPE STABILITY, SETILEMENT, COMPACTION, ETC., AS SHOWN HEREIN ARE PROVIDED
BY THE SOILS ENGINEER. THE CONTRACTOR SHALL READ AND BE FULLY AWARE OF THE SOILS REPORT BEFORE
STARTING WORK. ALL WORK SHALL MEET THE APPROVAL OF THE GEOTECHNICAL ENGINEER.

SUBSEQUENT TO THE COMPLETION OF THE WORK, THE SOILS/GEOTECHNICAL ENGINEER SHALL SUBMIT A REPORT
TO THE CITY ENGINEER STATING THAT ALL WORK HAS BEEN DONE IN ACCORDANCE WITH THE
"GEOTECHNICAL INVESTIGATION” BY GEOCON WEST, INC., DATED FEBRUARY 10, 2023, FILE NO. W1709-06-01.

NOISE-PRODUCING CONSTRUCTION AND GRADING OPERATIONS SHALL BE LIMITED TO WEEKDAYS (MONDAY
THROUGH FRIDAY) EXCEPT CITY HOLIDAYS AND FROM THE HOURS OF 7:30 AM. TO 6:00 P.M. ALL EQUIPMENT
SHALL BE ADEQUATELY MUFFLED AND MAINTAINED. NO CHANGES SHALL BE ALLOWED WITHOUT PRIOR WRITTEN
CONSENT OF THE CITY. ALL REQUESTS FOR CHANGE MUST BE MADE A MINIMUM OF 72 HOURS PRIOR TO THE
NEED FOR THE IMPLEMENTATION OF THE REQUESTED CHANGE.

IT SHALL BE UNDERSTOOD THAT THE TERM "CITY ENGINEER”™ AS USED HEREIN IS THE CITY ENGINEER OF THE
CITY OF PICO RIVERA OR HIS AUTHORIZED REPRESENTATIVE.

NO WORK SHALL BE DONE ON THIS PROJECT PRIOR TO A PRE-CONSTRUCTION CONFERENCE TO BE HELD WITH
THE ENGINEERING DIVISION.

A PRE-CONSTRUCTION CONFERENCE SHALL BE SCHEDULED AT LEAST TWO WORKING DAYS IN ADVANCE OF
COMMENCEMENT OF ANY CONSTRUCTION WORK FOR THE IMPROVEMENTS DELINEATED WITHIN THIS SET OF PLANS.
THE FOLLOWING INDIVIDUALS SHALL BE IN ATTENDANCE: OWNER/DEVELOPER, CONTRACTOR(S), CITY ENGINEER,
ENGINEER, SOILS ENGINEER, CONSTRUCTION INSPECTOR, OR THEIR AUTHORIZED REPRESENTATIVES.

THE CONTRACTOR SHALL SUBMIT A SCHEDULE OF ALL GRADING OPERATIONS AND RECEIVE APPROVAL OF SAID
SCHEDULE FROM THE CITY ENGINEER PRIOR TO OR THE DAY OF THE PRE—CONSTRUCTION CONFERENCE.

THE CONSTRUCTION CONTRACTOR AGREES, THAT IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION
PRACTICES, TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONDITIONS DURING THE
COURSE OF CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS
REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.

THE CONTRACTOR SHALL PROVIDE EMERGENCY TELEPHONE NUMBERS FOR PUBLIC WORKS, AMBULANCE, POLICE,
AND FIRE DEPARTMENTS AT THE JOB SITE.

THE CONTRACTOR SHALL NOT DISTURB OR DESTROY ANY PERMANENT SURVEY POINTS WITHOUT THE CONSENT OF
THE CITY ENGINEER. IN THE EVENT IT BECOMES NECESSARY TO REMOVE OR DISTURB A MONUMENT, THE
PERSON SO DOING SHALL FIRST OBTAIN PERMISSION, IN WRITING, FROM THE CITY ENGINEER AND SHALL DEPOSIT
WTH THE CITY ENGINEER A SUFFICIENT AMOUNT, BASED UPON THE CITY ENGINEER'S ESTIMATE, TO COVER THE
COST OF PRELIMINARY REFERENCING AND FINAL RELOCATION OF THE MONUMENT.

ALL CONSTRUCTION STAKING SHALL BE DONE BY A REGISTERED CIVIL ENGINEER OR LICENSED LAND SURVEYOR.
UPON COMPLETION OF GRADING, THE CONTRACTOR SHALL REQUEST THE LICENSED LAND SURVEYOR TO CHECK
THE GRADES AND CERTIFY THAT THE PADS ARE GRADED TO WITHIN £ 0.10 FOOT OF FINISH PAD GRADE.

THE CONTRACTOR SHALL PROVIDE FOR INGRESS AND EGRESS TO AND FROM PRIVATE PROPERTY ADJACENT TO
THE WORK AREA THROUGHOUT THE PERIOD OF CONSTRUCTION.

THE CONTRACTOR IS RESPONSIBLE FOR MATCHING EXISTING STREETS, SURROUNDING LANDSCAPE AND OTHER
IMPROVEMENTS, WMITH A SMOOTH TRANSITION IN GRADE AVOIDING ANY ABRUPT OR APPARENT CHANGES IN
GRADE OR CROSS SLOPE, LOW SPOTS, OR HAZARDOUS CONDITIONS.

ALL UTILITY STRUCTURES/VAULTS INSTALLED IN PAVED AREAS SHALL HAVE THE STRUCTURE/VAULT LID
INSTALLED TO SLOPE WITH THE PAVEMENT.

EXISTING CURB AND SIDEWALK WITHIN THE PROJECT LIMITS THAT ARE DAMAGED OR DISPLACED, EVEN THOUGH
THEY WERE NOT TO BE REMOVED, SHALL BE REPAIRED OR REPLACED, EVEN IF THE DAMAGE OR DISPLACEMENT
OCCURRED PRIOR TO ANY WORK PERFORMED BY THE CONTRACTOR. CONTRACTOR SHALL DOCUMENT CONDITION
VIA PHOTOGRAPHS PRIOR TO THE START OF CONSTRUCTION.

THE CONTRACTOR SHALL CONTROL DUST BY WATERING EXPOSED SURFACES AS NEEDED. INCREASED
WATERING SHALL BE REQUIRED WHEN WIND SPEEDS EXCEED 10 MPH OR WHEN DIRECTED BY THE CITY.

NO PERSON SHALL, WHEN HAULING ANY EARTH, SAND, GRAVEL, STONE, DEBRIS, PAPER, OR ANY OTHER
SUBSTANCE OVER ANY PUBLIC STREETS OR OTHER PUBLIC PLACE, ALLOW MATERIAL TO BLOW OR SPILL OVER
AND UPON SAID PUBLIC OR ADJACENT PRIVATE PROPERTY. ALL LOADS LEAVING THE SITE SHALL BE COVERED.

THE CONTRACTOR SHALL PROVIDE A STABILIZED CONSTRUCTION ENTRANCE/EXIT TO PREVENT THE TRACKING OF
SOIL, DUST, MUD, OR CONSTRUCTION DEBRIS ONTO PUBLIC STREETS.

MUD TRACKED ONTO STREETS OR ADJACENT PROPERTIES SHALL BE REMOVED IMMEDIATELY, STREET SHALL BE
SWEPT WITH A POWER SWEEPER (NOT PRESSURE WASHED) AS DIRECTED BY THE CITY.

A DISPOSAL SITE FOR ANY OFF-SITE HAUL OF DIRT MATERIALS SHALL BE APPROVED BY THE CITY PRIOR TO
APPROVAL OF THE GRADING PERMIT. THE OFF-SITE HAUL ROUTE FOR EXCESS DIRT OR CONSTRUCTION DEBRIS IS
SUBJECT TO APPROVAL OF THE CITY ENGINEER.

EXCAVATIONS SHALL BE ADEQUATELY SHORED, BRACED AND SHEETED SO THAT THE EARTH WILL NOT SLIDE OR
SETILE AND SO THAT ALL EXISTING IMPROVEMENTS OF ANY KIND WILL BE FULLY PROTECTED FROM DAMAGE.
ANY DAMAGE RESULTING FROM A LACK OF ADEQUATE SHORING, BRACING AND SHEETING, SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR AND THE CONTRACTOR SHALL EFFECT NECESSARY REPAIRS OR
RECONSTRUCTION AT HIS OWN EXPENSE. WHERE THE EXCAVATION FOR A TRENCH, STRUCTURE AND/OR BORING
OR JACKING PIT IS FIVE FEET OR MORE IN DEPTH THE CONTRACTOR SHALL CONFORM TO THE APPLICABLE
CONSTRUCTION SAFETY ORDERS OF THE DIVISION OF INDUSTRIAL SAFETY OF THE STATE OF CALIFORNIA.

ALL TRENCHES IN EXISTING CITY STREETS SHALL BE BACKFILLED AND PAVED WITHIN 24 HOURS OF EXCAVATION.
STEEL PLATES MAY BE PLACED OVER UNBACKFILLED TRENCHES BEYOND THE 24 HOUR PERIOD WITH THE
SPECIFIC APPROVAL OF THE CITY ENGINEER.

ALL REINFORCED CONCRETE PIPE SHALL BE CLASS Il OR BETIER, UNLESS OTHERWISE NOTED.

OPERATION OF VALVES ON THE PICO WATER SYSTEM SHALL BE PERFORMED BY WATER PURVEYOR
JURISDICTIONAL PERSONNEL ONLY.

CONCRETE NOTES

DEMOLITION NOTES

MINIMUM COMPRESSIVE STRENGTH OF SITE CONCRETE SHALL BE 3,000 PSI FOR AREAS NOT SUBJECT TO

VEHICULAR TRAFFIC AND 4,000 PSI FOR AREAS SUBJECT TO VEHICULAR TRAFFIC. UNLESS OTHERWISE NOTED

CONTRACTOR SHALL SUBMIT MIX DESIGNS FOR REVIEW AND APPROVAL.

ALL REINFORCING STEEL, DOWELS, AND TIE BARS SHALL BE AT MINIMUM 60 KSI AND INSTALLED PER ACI
GUIDELINES.

CONTRACTOR SHALL USE A WHITE PIGMENTED MEMBRANE FORMING CURING COMPOUND MEETING ASTM €309 OR

C1315 (TYPE I]) REQUIREMENTS FOLLOWING THE NORMAL CURING PROCEDURE RECOMMENDED BY THE
MANUFACTURER.

JOINTING PLAN

A

CONCRETE COLOR SHALL BE STANDARD GREY WITH LIGHT BROOM FINISH UNLESS OTHERWISE NOTED ON PLANS.
CONTRACTOR SHALL REVIEW ARCHITECTURAL AND LANDSCAPE ARCHITECT PLANS FOR ADDITIONAL COLORING,

CONTRACTOR TO PROVIDE JOINTING PLAN TO ENGINEER FOR REVIEW AND APPROVAL SHOWING LOCATION AND
SPACING OF CONTRACTION AND ISOLATION JOINTS AS SHOWN ON DETAIL SHEETS. AT THIS TIME IT SHOULD

BE DETERMINED IF CURBS ARE BEING POURED MONOLITHICALLY AND JOINTING ADJUSTED ACCORDINGLY.

. JOINT PANELS TO BE APPROXIMATELY SQUARE WITH THE LENGTH OF PANEL BEING NO MORE THAN 25%

GREATER THAN WIDTH.
MAXIMUM JOINT SPACING SHALL BE AS CLOSE AS PRACTICAL TO THE FOLLOWING FORMULA (2 x SLAB

THICKNESS IN INCHES = JOINT SPACING IN FEET). JOINT SPACING SHALL NOT EXCEED THIS VALUE BY 15%
. CONTRACTION JOINTS SHALL BE 1/4 THE SLAB THICKNESS. TOOLED CONTRACTION JOINTS CAN BE UTILIZED
FOR SLAB LESS THAN 5" THICK. SLABS 5" AND GREATER SHALL HAVE CONTRACTION JOINTS SAWN. SAWING
OF CONTRACTION JOINTS SHALL BE DONE AS EARLY AS POSSIBLE, KEEPING IN MIND THAT WEATHER, MIX

DESIGN AND JOB SITE CONDITIONS MAY IMPACT JOINTING SCHEDULE.

FINISHING OR JOINTING DETAILS.

THE ABOVE NOTES PERTAIN TO NON-STRUCTURAL SITE CONCRETE ONLY.

1. ALL BACKFILLING OF THE FOOTING, EXCAVATION, TRENCHING, HOLES, OVER EXCAVATION, ETC.
DURING CONSTRUCTION SHALL BE BACKFILLED AND RECOMPACTED TO 90% RELATIVE COMPACTION
PER ASTM D—-1557, LATEST EDITION, AND SHALL BE IN ACCORDANCE WITH THE PROJECT
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS AND APPROVAL. THE COMPACTION OF ALL
EXCAVATIONS GREATER THAN 5 FEET IN DEPTH SHALL BE 95% RELATIVE COMPACTION OR PER THE
GEOTECHNICAL ENGINEER'S REQUIREMENTS. IN ROADWAYS & UNDER SLABS THE UPPER 2 FEET OF
BACKFILL SHALL BE 95% RELATIVE COMPACTION PER SECTION 301-2.3 OF THE STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, LATEST EDITION.

2. ANY UITILITIES TO BE REMOVED SHALL BE DISCONNECTED AND REMOVED PER THE REQUIREMENTS
OF THE RESPECTIVE UTILITY COMPANY AND AS APPROVED BY THE CITY OF PICO RIVERA
STANDARDS AND REQUIREMENTS.

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE GEOTECHNICAL ENGINEER 48 HOURS IN
ADVANCE OF ANY GRADING AND FILLING OF THE SITE RELATING TO ANY DEMOLITION OR REMOVAL
OF SITE FEATURES. ALL A.C. PAVEMENT, CONCRETE AND BASE ROCK SHALL BE CRUSHED,
SALVAGED AND STOCKPILED FOR USE ON-SITE AS FILL MATERIAL. ALL REMOVAL, CRUSHING AND
STOCKPILING SHALL BE INSPECTED, TESTED AND APPROVED BY THE PROJECT GEOTECHNICAL
ENGINEER.

4. IN GENERAL, FILL MATERIAL SHALL NOT CONTAIN CLUMPS LARGER THAN 6 INCHES IN ITS
GREATEST DIMENSION WITH NO MORE THAN 15% LARGER THAN 2.5 INCHES.

5. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT FROM DAMAGE THROUGHOUT THE COURSE
OF CONSTRUCTION OF ALL BUILDINGS AND SITE FEATURES ITEMS SUCH AS, BUT NOT LIMITED TO
CATCH BASINS, CONDUIT, TELEPHONE AND POWER POLES, FENCING, RETAINING WALLS, GAS LINES,
OIL LINES, GASOLINE LINES, FIRE AND WATER SERVICE ASSEMBLIES, CONCRETE CURB, GUTTER AND
SIDEWALK, TREES, BUSHES AND PLANT MATERIAL, ETC. BOTH ON-SITE AND OFF-SITE. THE
CONTRACTOR SHALL PROVIDE ALL REPAIRS, MAINTENANCE, SHORING, SUPPORT, ETC. TO MAINTAIN
ALL FEATURES DESIGNATED TO REMAIN IF DAMAGED. NOTIFY ARCHITECT/ENGINEER IF ANY
DISCREPANCIES EXIST OR IF CLARIFICATIONS ARE REQUIRED.

6. NO BURNING SHALL BE ALLOWED WITHOUT THE PERMISSION OF THE AIR QUALITY MANAGEMENT
DISTRICT. DISPOSE OF ALL MATERIAL IN ACCORDANCE WITH ACCEPTED SAFETY STANDARDS
DESCRIBED BY AUTHORITIES HAVING JURISDICTION. NO PILING OR BURNING OF ANY MATERIAL WILL
BE PERMITTED WITHIN AREAS OF 90% COMPACTION.

7. COMPLY WITH ALL APPLICABLE REGULATIONS AND SAFETY ORDERS IN EFFECT AT THE
CONSTRUCTION SITE. PROTECT OPEN EXCAVATION, TRENCHES, ETC., WITH FENCES, COVERS, OR
RAILINGS AS REQUIRED TO MAINTAIN SAFE PEDESTRIAN AND VEHICLE TRAFFIC. MAINTAIN
DESIGNATED SITE ACCESS FOR VEHICLE AND PEDESTRIAN TRAFFIC.

8 WHEN DUST CONDITIONS EXIST, DAMPEN THE AREAS TO PREVENT THE TRANSPORTATION OF DEBRIS
INTO THE BUILDINGS AND ONTO ADJACENT PROPERTY.

9. THE CONTRACTOR IS RESPONSIBLE FOR THE FINISHED CONDITION OF HIS WORK. BEFORE WORKING
OVER BACKFILL OR SIMILAR WORK COMPLETED BY OTHER CONTRACTORS, VERIFY THAT SUCH WORK
HAS BEEN PROPERLY BACKFILLED AND COMPACTED. NOTIFY THE ARCHITECT PROMPILY IN WRITING
IF ANY CONDITIONS DO NOT MEET THE PROPER STANDARDS. WITHOUT EXTRA COST TO THE OWNER,
ALL FEATURES DAMAGED IN THE PERFORMANCE OF ALL WORK SHALL BE RESTORED TO THE
SATISFACTION OF THE OWNER AND AUTHORITIES HAVING JURISDICTION.

10. ALL GRADING SHALL BE DONE IN ACCORDANCE WITH RECOMMENDATIONS IN THE “GEOTECHNICAL
INVESTIGATION” PREPARED FOR THIS SITE BY GEOCON WEST, INC., DATED FEBRUARY 10, 2023,
PROJECT NO. W1709—-06-01. THIS REPORT REMAINS THE RESPONSIBILITY OF THE GEOTECHNICAL
ENGINEER AND IS INCLUDED IN THE BID DOCUMENTS FOR THIS PROJECT. THE GEOTECHNICAL
REPORT SHALL BE READ BY THE CONTRACTOR BEFORE SUBMISSION OF HIS BID. ALL SITE WORK
SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE GEOTECHNICAL REPORT. THE OWNER
WILL RETAIN THE GEOTECHNICAL ENGINEER TO INSURE CONFORMANCE WITH THE GEOTECHNICAL
REPORT.

11. CONTRACTOR ACKNOWLEDGES THAT HE HAS THOROUGHLY INFORMED HIMSELF REGARDING
REQUIREMENTS OF DRAWINGS, DOCUMENTS, AND APPLICABLE REGULATIONS PERTAINING TO THE
PROJECT. DOCUMENTS, APPLICABLE REGULATIONS, AND DRAWINGS ARE COMPLEMENTARY. WHAT IS
CALLED BY ONE IS AS BINDING AS IF CALLED FOR BY ALL. THE CONTRACTOR IS TO FAMILIARIZE
HIMSELF WITH THE SITE AND COMPARE REQUIREMENTS OF THE DRAWINGS, DOCUMENTS, AND
APPLICABLE REGULATIONS, WITH WORK TO BE PERFORMED BY THE CONTRACTOR, INCLUDING
TOPOGRAPHY, APPROACHES AND IMPROVEMENTS ON OR ABOUT THE SITE.

12. THE ARCHITECT SHALL NOT HAVE CONTROL OR CHARGE OF, AND SHALL NOT BE RESPONSIBLE
FOR, THE MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES OF DEMOLITION WORK, OR
FOR THE SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE WORK. ANY ACTS OR
OMISSIONS OF THE CONTRACTOR, SUBCONTRACTOR, OR ANY OTHER PERSON PERFORMING ANY OF
THE WORK, OR FOR THE FAILURE OF ANY OF THEM TO CARRY OUT THE WORK OR TO MEET THEIR
SCHEDULE WILL BE THE SOLE AND COMPLETE RESPONSIBILITY OF THE CONTRACTOR.

13 CONTRACTOR TO PROVIDE ALL CONSTRUCTION BARRICADES REQUIRED BY GOVERNING AGENCIES
AND APPLICABLE REGULATIONS.

14. NO TRENCHING DEEPER THAN 5 FEET SHALL BE ALLOWED WITHOUT THE CONTRACTOR OBTAINING A
PERMIT FROM OSHA.

15. REMOVE EXISTING STRIPING AS DEPICTED ON THE DEMOLITION PLAN SHEET(S).

UTILITY NOTES

10.

1.

12.
13.

BACKFILLING AND COMPACTION FOR ALL TRENCHES SHALL BE INSPECTED AND APPROVED BY THE
GEOTECHNICAL ENGINEER AND/OR CITY REPRESENTATIVE.

CONTRACTOR TO VERIFY ALL EXISTING INVERT ELEVATIONS FOR STORM DRAIN AND SANITARY SEWER
CONSTRUCTION PRIOR TO ANY SITE WORK. ALL WORK FOR STORM DRAIN AND SANITARY SEWER
INSTALLATION SHALL BEGIN AT THE DOWNSTREAM CONNECTION POINT. THIS WILL ALLOW FOR ANY
NECESSARY ADJUSTMENTS TO BE MADE PRIOR TO THE INSTALLATION OF THE ENTIRE LINE. IF THE
CONTRACTOR FAILS TO BEGIN AT THE DOWNSTREAM CONNECTION POINT AND WORKS UPSTREAM, HE
SHALL PROCEED AT HIS OWN RISK AND BE RESPONSIBLE FOR ANY ADJUSTMENTS NECESSARY.

ALL WORK ON-SITE AND IN THE PUBLIC RIGHT OF WAY SHALL CONFORM TO THE CITY OF PICO
RIVERA STANDARDS AND REQUIREMENTS.

GENERAL CONTRACTOR SHALL COORDINATE ALL UNDERGROUND UTILITIES. PROVIDE 6" MINIMUM
BETWEEN PIPES CROSSING ELECTRICAL LINES HORIZONTALLY AND 12" MINIMUM BETWEEN PARALLEL
PIPES CROSSING ELECTRICAL LINES.

UTILITY MATERIALS AND TYPES, MUST BE PER PROJECT REGULATIONS AND REQUIREMENTS IF
APPLICABLE AND NOT IDENTIFIED ON THESE PLANS.

WATER LINES SHALL BE 12" MINIMUM ABOVE SANITARY SEWER LINE AT ALL
CROSSINGS.

MINIMUM COVER FOR WATER LINES IS 3.0 FEET.
MINIMUM COVER FOR FIRE SERVICE LINES IS 4.0 FEET.

SANITARY SEWER SHALL BE PVC SDR 26 EXCEPT WHERE DUCTILE IRON PIPE (DIP) IS NOTED OR AS
REQUIRED BY THE LOCAL JURISDICTION. CONTRACTOR SHALL VERIFY REQUIREMENTS PRIOR TO
PLACING HIS BID. DUCTILE IRON PIPE (DIP) SHALL BE CLASS 50.

EXTERNAL WATER LINES %"-3" SHALL BE SCHEDULE 40 PVC, 4” AND ABOVE SHALL BE €900 DR 18
PIPE.

FIRE SERVICE LINES 6"-12" SHALL BE DUCTILE IRON PIPE, UNLESS SPECIFIED OTHERWISE ON FIRE
SHOP DRAWINGS.

ALL POOL UTILITIES UNDER THE POOL DECK PER AQUATIC PLANS.

CONTRACTOR SHALL VERIFY ALL LINE AND GRADE OF UNDERGROUND UTILITIES AND VERIFY ON
PLANS ANY CONFLICTS, BOTH UNDERGROUND AND PROPOSED ABOVE GRADE IMPROVEMENTS THAT
MAY BE IN CONFLICT. CONTRACTOR SHALL NOTIFY CITY AND ENGINEER IMMEDIATELY UPON KNOWN
CONFLICT.

EROSION & SEDIMENT CONTROL MEASURES

1. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE EFFECTIVE FOR THE DURATION OF
CONSTRUCTION, IN ACCORDANCE TO THE APPROVED STORM WATER POLLUTION PREVENTION PLAN

(SWPPP).

2. AFTER THE UNDERGROUND STORM DRAIN SYSTEM IS INSTALLED, THE CATCH BASINS WILL BE
INSTALLED (AS SOON AS PRACTICAL) AND ROCK BARRIER BAGS WILL BE PLACED AROUND THOSE
CATCH BASINS AS SHOWN ON THE EROSION CONTROL (THE PLAN) UNTIL THE SITE IS PAVED.

J. SHOULD THE ON-SITE STORM DRAINS NOT BE INSTALLED COMPLETELY BY OCTOBER 15, THE
CONTRACTOR SHALL CONSTRUCT TEMPORARY SEDIMENT BASINS AT THE EXISTING STORM PIPES
STUBBED TO THE SITE.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING A SWPPP AND THE IMPLEMENTATION,
MONITORING, AND REPORTING OF THE EROSION AND SEDIMENTATION PLAN.

5. THE CONTRACTOR SHALL PLACE 3"-6" COARSE AGGREGATE AS A GRAVEL ROADWAY (12” MIN.
THICK FOR THE FULL WIDTH AND 50 FEET LONG) AT EACH D/W ENTRANCE TO SITE. ANY MUD
THAT IS TRACKED ONTO PUBLIC STREETS SHALL BE REMOVED THAT SAME DAY AND AS REQUIRED
BY THE CITY OF PICO RIVERA.

6. ALL EROSION CONTROL MEASURES SHALL BE MAINTAINED UNTIL DISTURBED AREAS ARE STABILIZED
AND CHANGES TO THE EROSION AND SEDIMENT CONTROL PLAN SHALL BE MADE TO MEET FIELD
CONDITIONS ONLY WITH THE APPROVAL OF OR AT THE DIRECTION OF THE CITY ENGINEER.

7. ALL PAVED AREAS SHALL BE KEPT CLEAR OF EARTH MATERIAL AND DEBRIS. THE SITE SHALL BE
MAINTAINED SO AS TO MINIMIZE SEDIMENT-LADEN RUN-OFF TO ANY STORM DRAINAGE SYSTEM.

8. THE PLAN COVERS ONLY THE FIRST WINTER FOLLOWING GRADING. PLANS ARE TO BE RESUBMITTED
FOR CITY APPROVAL PRIOR TO THE SEPTEMBER FIRST OF EACH SUBSEQUENT YEAR UNTIL THE
SITE IMPROVEMENTS ARE ACCEPTED BY THE CITY. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
REQUIRED DOCUMENTATION AND REPORTING.

9. ALL EROSION CONTROL FACILITIES MUST BE INSPECTED AND REPAIRED AT THE END OF EACH
WORKING DAY.

10. SEDIMENT BASINS SHALL BE CLEANED OUT WHENEVER SEDIMENT REACHES THE SEDIMENT
CLEANOUT LEVEL INDICATED ON THE PLANS.

11. BORROW AREAS AND TEMPORARY STOCKPILES SHALL BE PROTECTED WITH APPROPRIATE EROSION
CONTROL MEASURES TO THE SATISFACTION OF THE CITY ENGINEER.

1Z. ALL CUT AND FILL SLOPES ARE TO BE PROTECTED TO PREVENT OVERBANK FLOMW.

13. INLETS WHICH ARE NOT USED IN CONJUNCTION WITH ROCK BARRIER BAGS OR SEDIMENT BASINS
SHOULD BE COVERED, OR OTHERWISE ADJUSTED TO PREVENT INFLOW, UNLESS THE AREA DRAINED
IS UNDISTURBED OR STABILIZED.

14. THE PLAN MAY NOT COVER ALL THE SITUATIONS THAT ARISE DURING CONSTRUCTION DUE TO
ANTICIPATED FIELD CONDITIONS. VARIATIONS MAY BE MADE TO THE PLAN IN THE FIELD SUBJECT
T0 THE APPROVAL OF THE ENGINEER.

15. DETAILS FOR THE CONSTRUCTION OF FACILITIES ARE SHOWN ON THE PLANS.

16. THE EROSION CONTROL PLAN ON SHEET C9.0 IS INTENDED TO BE USED FOR EROSION CONTROL

ONLY. OTHER INFORMATION SHOWN THEREON MAY NOT BE THE MOST CURRENT. SEE OTHER
SHEETS FOR OTHER INFORMATION.

SURVEY RESPONSIBILITY NOTES

CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR PROVIDING COMPLETE, TIMELY AND ACCURATE
FIELD LAYOUT OF THE PROPOSED SITE IMPROVEMENTS INCLUDING, BUT NOT NECESSARILY LIMITED
70, HORIZONTAL AND VERTICAL CONTROL AND DIMENSIONAL COORDINATION AS NECESSARY TO
CONSTRUCT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. THIS SURVEY WORK
SHALL BE PERFORMED BY A LICENSED LAND SURVEYOR AND SHALL PROVIDE FOR THE SURVEY AND
STAGING OF ALL CONSTRUCTION ELEMENTS INCLUDING BUT NO LIMITED TO BUILDING LOCATIONS,
PAVING EDGES/ALIGNMENT, FENCING, WALLS, LIGHT FIXTURES, SIGNS, SHADE STRUCTURES, CURB
AND GUTTER ALIGNMENTS, CATCH BASINS, UTILITY LINE, ETC.

AN AUTOCAD—-COMPATIBLE DWG FILE OF THE PROPOSED IMPROVEMENTS MAY BE PROVIDED TO THE
CONTRACTOR PRIOR TO THE START OF CONSTRUCTION FOR THEIR REFERENCE IN VERIFYING LAYOUT
OF PROPOSED IMPROVEMENTS, IF REQUESTED BY THE CONTRACTOR. PRIOR TO PROVIDING THE
AUTOCAD FILE, CONTRACTOR AND THEIR SUB—CONTRACTORS SHALL SIGN AN ELECTRONIC RELEASE
FORM. THE USE OF THE DIGITAL FILE SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR
AND IS INTENDED TO ASSIST THE SURVEYOR IN THE LAYOUT OF THE PROPOSED IMPROVEMENTS.

THESE ELECTRONIC FILES ARE NOT CONSTRUCTION DOCUMENTS. DIFFERENCES MAY EXIST BETWEEN
THESE ELECTRONIC FILES AND CORRESPONDING HARD COPY CONSTRUCTION DOCUMENTS ISSUED FOR
PUBLIC BID. IN THE EVENT THAT A DISCREPANCY ARISES BETWEEN THE SIGNED OR SEALED HARD
COPY CONSTRUCTION DOCUMENTS AND THE ELECTRONIC FILES, THE CONTRACTOR SHALL CONTACT
THE DESIGN TEAM TO CONFIRM. THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING IF ANY
CONFLICT EXISTS AND SHALL BRING ANY DISCREPANCIES TO THE DESIGN TEAM ATIENTION PRIOR TO
ANY FIELD LAYOUT. BY THE CONTRACTOR'S USE OF THESE ELECTRONIC FILES, THEY ARE NOT
RELIVED OF THEIR DUTY TO FULLY COMPLY WITH THE CONTRACT DOCUMENTS, INCLUDING, AND
WITHIN LIMITATION, THE NEED TO: CHECK, CONFIRM, AND COORDINATE ALL DIMENSIONS AND
DETAILS, TAKE FIELD MEASUREMENTS, VERIFY FIELD CONDITIONS, AND COORDINATE WORK WITH THAT
OF OTHER CONTRACTORS FOR THE PROJECT.

THE DIGITAL INFORMATION PROVIDED BY THE DESIGN TEAM SHALL NOT BE USED FOR ANY PURPOSE
OTHER THAN FOR THE PROJECT DESCRIBED HERE AND SHALL NOT BE RELEASED TO ANY OTHER
PARTY WITHOUT THE WRITTEN CONSENT OF THE INDIVIDUAL DESIGN TEAM.
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NOTES

DAHLIN

505 Technology Dr, Suite 200,
Irvine, CA 92618
949-250-4680

1. THIS PLOT WAS PREPARED FROM INFORMATION FURNISHED IN A PRELIMINARY TITLE REPORT,
PREPARED BY FIRST AMERICAN TITLE COMPANY, DATED FEBRUARY 2, 2023, NUMBER
NCS-1166730—-SC. NO LIABILITY IS ASSUMED FOR MATTERS OF RECORD NOT STATED IN SAID
PRELIMINARY TITLE REPORT THAT MAY AFFECT THE TITLE LINES, OR EXCEPTIONS, OR EASEMENTS OF
THE PROPERTY.

N

ALL DISTANCES AND ELEVATIONS SHOWN HEREON ARE IN U.S. SURVEY FEET AND DECIMALS
THEREOF.

3. THE TYPES, LOCATIONS, SIZES AND/OR DEPTHS OF EXISTING UNDERGROUND UTILITIES AS SHOWN ON
THIS TOPOGRAPHIC SURVEY WERE OBTAINED FROM SOURCES OF VARYING RELIABILITY. THE
CONTRACTOR IS CAUTIONED THAT ONLY ACTUAL EXCAVATION WILL REVEAL THE TYPES, EXTENT,
SIZES, LOCATIONS AND DEPTHS OF SUCH UNDERGROUND UTILITIES. (A REASONABLE EFFORT HAS
BEEN MADE TO LOCATE AND DELINEATE ALL KNOWN UNDERGROUND UTILITIES). HOWEVER, THE

ENGINEER/SURVEYOR CAN ASSUME NO RESPONSIBILITY FOR THE COMPLETENESS OR ACCURACY OF
ITS DELINEATION OF SUCH UNDERGROUND UTILITIES WHICH MAY BE ENCOUNTERED, BUT WHICH ARE
NOT SHOWN ON THESE DRAWINGS.

4. THE SUBJECT PROPERTY IS SHOWN ON THE FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA)
FLOOD INSURANCE RATE MAP (FIRM) FOR LOS ANGELES COUNTY, CALIFORNIA, MAP NUMBER
06037C1830F FOR COMMUNITY NUMBER 060148 (CITY OF PICO RIVERA), WITH AN EFFECTIVE DATE
OF SEPTEMBER 26, 2008, AS BEING LOCATED IN FLOOD ZONE "X (SHADED)”. ACCORDING TO FEMA

THE DEFINITION OF ZONE "X (SHADED)”" IS: AREAS OF 0.2% ANNUAL CHANCE FLOOD; AREAS OF 1%
ANNUAL CHANCE FLOOD WITH AVERAGE DEPTHS OF LESS THAN 1 FOOT OR WITH DRAINAGE AREAS
LESS THAN 1 SQUARE MILE; AND AREAS PROTECTED BY LEVEES FROM 1% ANNUAL CHANCE FLOOD.

FEMA BASE FLOOD ELEVATIONS ARE BASED ON NAVD88 DATUM.

5. BENCHMARK:

LOS ANGELES COUNTY: LY2467 — L&T IN W CB 1FT N/O BCR @ SW COR PASSONS BL &
COSGROVE ST

ELEVATION: 169.410° DATUM: NAVD 1988

6. BASIS OF BEARINGS:
THE BASIS OF BEARINGS FOR THIS SURVEY ARE BASED ON THE GRID BEARING OF NORTH 4540°49"
EAST BETWEEN AJ1841, (N 1,808,660.20, E 6,532,950.94) AND AJ1919,(N 1,829,315.68, E
6,553,736.84)

7. CORNER RECORD NOTE:
THE DEVELOPER AND/OR CONTRACTOR SHALL BE RESPONSIBLE FOR THE PREPARATION AND FILING
OF PRE—CONSTRUCTION AND POST—CONSTRUCTION CORNER RECORDS FOR ANY MONUMENTS OR
PROPERTY CORNERS SHOWN HEREON THAT MAY BE DESTROYED DURING IMPROVEMENTS TO THE

SUBJECT PROPERTY AS DEFINED IN SECTION 8771(B) OF THE PROFESSIONAL LAND SURVEYORS ACT.

8. THIS MAP HAD PRODUCED ACCORDING TO PROCEDURES THAT COMPLY WITH NATIONAL STANDARD
FOR SPATIAL ACCURACY (NSSDA) FOR A CONTOUR INTERVAL OF 1-FOOT AND A MAP SCALE OF
1"=20". CONTOURS WITHIN VEGETATED AREAS AND SHADOW OUTLINED AREA MAY NOT MEET
MAPPING STANDARDS AND SHOULD BE FIELD CHECKED. THIS COMPUTER PLOTTED MAP WAS
GENERATED BY PHOTOGRAMMETRIC METHODS BY KIER+WRIGHT. JOB NUMBER A22300-1. DATE OF
PHOTOGRAPHY 11-17-2022.
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. THIS PLOT WAS PREPARED FROM INFORMATION FURNISHED IN A PRELIMINARY TITLE REPORT, PREPARED BY

FIRST AMERICAN TITLE COMPANY, DATED FEBRUARY 2, 2023, NUMBER NCS-1166730—SC. NO LIABILITY IS
ASSUMED FOR MATTERS OF RECORD NOT STATED IN SAID PRELIMINARY TITLE REPORT THAT MAY AFFECT THE
TITLE LINES, OR EXCEPTIONS, OR EASEMENTS OF THE PROPERTY.

. ALL DISTANCES AND ELEVATIONS SHOWN HEREON ARE IN U.S. SURVEY FEET AND DECIMALS THEREOF.
. THE TYPES, LOCATIONS, SIZES AND/OR DEPTHS OF EXISTING UNDERGROUND UTILITIES AS SHOWN ON THIS

TOPOGRAPHIC SURVEY WERE OBTAINED FROM SOURCES OF VARYING RELIABILITY. THE CONTRACTOR IS
CAUTIONED THAT ONLY ACTUAL EXCAVATION WILL REVEAL THE TYPES, EXTENT, SIZES, LOCATIONS AND DEPTHS
OF SUCH UNDERGROUND UTILITIES. (A REASONABLE EFFORT HAS BEEN MADE TO LOCATE AND DELINEATE ALL
KNOWN UNDERGROUND UTILITIES). HOWEVER, THE ENGINEER/SURVEYOR CAN ASSUME NO RESPONSIBILITY FOR
THE COMPLETENESS OR ACCURACY OF ITS DELINEATION OF SUCH UNDERGROUND UTILITIES WHICH MAY BE
ENCOUNTERED, BUT WHICH ARE NOT SHOWN ON THESE DRAWINGS.

. THE SUBJECT PROPERTY IS SHOWN ON THE FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA) FLOOD

INSURANCE RATE MAP (FIRM) FOR LOS ANGELES COUNTY, CALIFORNIA, MAP NUMBER 06037C1830F FOR
COMMUNITY NUMBER 060148 (CITY OF PICO RIVERA), WITH AN EFFECTIVE DATE OF SEPTEMBER 26, 2008, AS
BEING LOCATED IN FLOOD ZONE "X (SHADED)". ACCORDING TO FEMA THE DEFINITION OF ZONE "X (SHADED)”
IS: AREAS OF 0.2% ANNUAL CHANCE FLOOD; AREAS OF 1% ANNUAL CHANCE FLOOD WITH AVERAGE DEPTHS
OF LESS THAN 1 FOOT OR WITH DRAINAGE AREAS LESS THAN 1 SQUARE MILE; AND AREAS PROTECTED BY
LEVEES FROM 1% ANNUAL CHANCE FLOOD.

FEMA BASE FLOOD ELEVATIONS ARE BASED ON NAVD88 DATUM.

. BENCHMARK:

LOS ANGELES COUNTY: LY2467 — L&T IN W CB 1FT N/O BCR @ SW COR PASSONS BL & COSGROVE ST
ELEVATION: 169.410° DATUM: NAVD 1988

. BASIS OF BEARINGS:

THE BASIS OF BEARINGS FOR THIS SURVEY ARE BASED ON THE GRID BEARING OF NORTH 4540°49” EAST
BETWEEN AJ1841, (N 1,808,660.20, E 6,532,950.94) AND AJ1919,(N 1,829,315.68, E 6,553,736.84)

. CORNER RECORD NOTE:

THE DEVELOPER AND/OR CONTRACTOR SHALL BE RESPONSIBLE FOR THE PREPARATION AND FILING OF
PRE—CONSTRUCTION AND POST—CONSTRUCTION CORNER RECORDS FOR ANY MONUMENTS OR PROPERTY
CORNERS SHOWN HEREON THAT MAY BE DESTROYED DURING IMPROVEMENTS TO THE SUBJECT PROPERTY AS

DEFINED IN SECTION 8771(B) OF THE PROFESSIONAL LAND SURVEYORS ACT.

. THIS MAP HAD PRODUCED ACCORDING TO PROCEDURES THAT COMPLY WITH NATIONAL STANDARD FOR SPATIAL

ACCURACY (NSSDA) FOR A CONTOUR INTERVAL OF 1-FOOT AND A MAP SCALE OF 1"=20". CONTOURS WITHIN

VEGETATED AREAS AND SHADOW OUTLINED AREA MAY NOT MEET MAPPING STANDARDS AND SHOULD BE FIELD
CHECKED. THIS COMPUTER PLOTTED MAP WAS GENERATED BY PHOTOGRAMMETRIC METHODS BY KIER+WRIGHT.

JOB NUMBER A22300-1. DATE OF PHOTOGRAPHY 11-17-2022.
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i PER PROJECT GEOTECHNICAL REPORT

SECTION

CONC. CURB

1" OPENING THRU

CURB @10’ o.c. OR AT
EACH SCORE LINE OF CURB

e

@)

PAVEMENT ——=

[

BASE ROCK /

—r—

A GALV. STEEL

1
Y

\

I=
KR \ PIPE

-

PLAN

T~ . ~

-

(9]

]
f

I
N -

HEIGHT AS REQUIRED
J

)

— < GROUT PIPE

? \\ IN PLACE
FORM SLOPED BOTTOM
IN FIELD IF REQUIRED

TYPICAL SECTION

NOTES :

1. FRAMES AND GRATES MAY BE SPECIFIED FOR
PEDESTRIAN OR H20 TRAFFIC LOADING. ALL GRATES
ARE BICYCLE PROOF. OPTIONAL GRATE LOCKING DEVICE

GRATE SEE NOTE 1.

_—— FRAME AND GRATE

| ADDITIONAL T. & G.
||,/ o (4 ReaureD)

FRAME SIDE BAR

FRAME ANGLE

UFTNG HoLE | b

PIPE OPENING CAST-IN
PER PLANS

ISOMETRIC

DROP INLET TABLE

CROSS SLOPE OF LANDING
AREA DOES NOT EXCEED 2%
ANY DIRECTION

6" CONCRETE
CURB AND GUTTER

— 3 WIDE GUTTER AT
ACCESSIBLE RAMP IN ORDER
T0 MAINTAIN 2% GUTTER
CROSS SLOPE

CURB RAMP WITH GUTTER FLARE g

NOT TO SCALE

6.5" CONCRETE CURB

HEIGHT AT GRATE
6" CONCRETE A 6" CONCRETE
CURB AND GUTTER 5 5 CURB AND GUTTER
24" 24"
—_— | —_—
|
=T |
CATCH BASIN GRATE \ > LOCAL DEPRESSION
A <J
PLAN

LEVEL

RECONSTRUCT CURB, CATCH BASIN

AC PAVING x - 1/2” Faﬁ” GRATE AND LOCAL DEPRESSION
BASE ROCK N — * o il
\ g LT .:.f;:;;:‘ PCC CURB
== :,;,m,”mﬁi%:”?ﬂﬁ ‘ (CLASS A)

EX. CATCH BASIN || —=H— souare e see @

(PROTECT IN PLACE)
SECTION A-A

GUTTER FLARE DETAIL AT CURB

NOT TO SCALE

12

ELEVATION
WEEP HOLE

NOT TO SCALE

AVAILABLE ON REQUEST SEE DRAWING LOCK” ON wobEL | CPC A B c
PAGE 1-7 OF THE U.S. CONCRETE CATALOG. Ne MODEL
CLOSED-MESH GRATES OR CAST IRON FRAME AND " IN - | MM [N | MM [IN [ MM
GRATES ARE AVAILABLE ON REQUEST,
CP1212 EK 12 300 |12 300 4 100
2. FOR SURFACE AND DISCHARGE OPTIONS AVAILABLE SEE ” 8
DRAWING NO. DI-SO’ PAGE 1-6 AND ‘DI-DO’ PAGE crigig 18 | 450 |18 | 450 |5
1-5 OF THE U.S. CONCRETE CATALOG. cP1824 i+ | 18 | 450 |24 | 600 |5 |125
3 FRAMES AND GRATES DETAILS SEF PAGES 1-8, 1-9, CP2424 ok | 24 | 600 [24 [ 600 [5 [125
AND 1-10 OF THE U.S. CONCRETE CATALOG.
CP2430 3K 24 600 |30 750 5 125
4. WALL THICKNESS ON ALL D..S. CAN BE CHANGED
UPON REQUEST. THE 18" WIDE D...’S REPLACE THE OLD CP3030 | SK | 30 | 750 |30 | 750 | 6 |150
16" WIDE BOX BK & 1K, CP2436 1L 24 600 |36 900 6 150
CP3636 ™M 36 900 |36 900 6 150
CP2448 3L 24 600 |48 |1200 6 150
CP3648 M 36 900 |48 |[1200 6 150
CP4848 1R 48 | 1200 |48 |1200 6 150

US CONCRETE PRECAST GROUP

NOT TO SCALE

S

1/2” RADIUS

AT AREAS ADJACENT TO
TURF, NO DROP OFF
SHALL BE PROVIDED ‘

PLANTER - |
\ “ 2" 5 ..‘..1‘,. SR B P
e e e

CONCRETE WALK

TURNDOWN AT PLANTER

NOT TO SCALE

9

LANDSCAPE AREA

AC OVER AB
(SEE PLAN)

FLUSH CURB

COMPACTED SUBGRADE PER
PROJECT GEOTECHNICAL REPORT

NOT TO SCALE

13

70 SQ. INCH ACCESSIBILITY ‘ 70 SQINCH
SIGN WITH VAN PARKING SIGN , ACCESSIBILITY SIGN
i 6’ MIN. CLEAR 2 WM.
AT WALKWAYS UNOBSTRUCTED AREA (TYP)
y4
2’ MIN. T A * N =, A
12" —~_
UNOBSTRUCTED AREA (TYP) 7 A bl covre
/ AL WHEEL STOP
CONCRETE WHEEL STOP BLUE — | . B
WHITE _ . AN WHITE
b g
36"x36” INTERNATIONAL =
SYMBOL OF ACCESSIBILITY %
4" WIDE PAINTED *
STRIPING \ _
12 NO- ‘

b PARKINGI
) ? i Y

o N 8’ MIN. @ VAN o N

5" MIN. @ STANDARD

NOTE: SLOPE NOT TO EXCEED 2% IN ANY DIRECTION WITHIN
ACCESSIBLE STALLS AND ACCESSIBLE LOADING AREAS.

ACCESSIBLE PARKING

NOT TO SCALE

CROSS SLOPE OF LANDING
AREA DOES NOT EXCEED 2%
IN ANY DIRECTION

6" CONC. CURB

3
oooo

CROSS SLOPE OF LANDING
AREA DOES NOT EXCEED 2%
IN ANY DIRECTION

PARALLEL CURB RAMP

NOT TO SCALE

FINISHED GRADE
NOTES:
1. A RECTANGULAR BOX AS SHOWN ABOVE SHALL BE ‘

USED FOR CLEANOUTS THAT ARE CAPPED USING A
BANDED RUBBER COUPLING.

2. CRCULAR BOXES ARE PERMITTED FOR CLEANOUTS I i .
THAT ARE CAPPED WITH A SCREW TYPE CAP OR 2" MN ol et L
OTHER APPROVED TOP OPENING CAPS.
3. CRCULAR BOXES INSTALLED IN SIDEWALK AREAS
SHALL HAVE A SOLID COVER WTHOUT HOLES. CONCRETE
APPROVED CIRCULAR BOXES ARE: CHRISTY VI BOX. ¢y ranou/r gox
4, APPROVED RECTANGULAR BOXES ARE: (SEE NOTE)

A) CHRISTY CONCRETE PRODUCT B3 BOX WITH A BUILDING
B3D CONCRETE LID OR A B3C METAL LID. OR SEWER
B) BROOKS PRODUCTS, INC. NO.3 METER BOX
WITH A NO.3 HEAVY DUTY CONCRETE LID OR
A NO.3 CAST IRON TRAFFIC LID.  OR AN
APPROVED EQUAL. ? L (g
5. CONCRETE LIDS ARE ACCEPTABLE FOR USE IN NON
VEHICULAR TRAFFIC AREAS, WHILE METAL LIDS
MUST BE ELSEWHERE,
6. ALL CLEANOUT BOX LIDS SHALL BE MARKED WITH A ONLY
LETTER ”S” OR THE WORD "SEWER” FOR SANITARY
SEWER CLEANOUTS OR “SD” OR THE WORD "STORM"

FOR STORM DRAIN CLEANOUTS.
a v

CONCRETE COVER ~ CONCRETE BOX SHOWN.

ELEVATION

CAST IRON COVER

CLEANOUT TO GRADE

PAVING

SUBGRADE

SCREW TYPE CAP

HAND TAMPED
BACKFILL PER
GEOTECHNICAL
REPORT

INSTALL VERTICALLY
AND CUT TO LENGTH

1/8TH BEND

1/8 BEND AT TERMINDOUS

WYE BRANCH FOR
INTERMEDIATE CLEANOUTS

TERMINATE CLEANOUT AT CLOSEST JOINT TO
SURFACE WITH TEMPORARY PLUG. AFTER ALL
BACKFILL IS COMPLETE AND SUB—-GRADE MADE
IN AREAS TO BE PAVED THE FINAL RISER
PIPE AND BOX SHALL BE INSTALLED AS

NOT TO SCALE

10

ret/2re) ~ [~ I a

|

MIN. 247 CURB INCLUDING 4" N
OR 4" LOWER THAN EXISTING
PAVEMENT SUBGRADE,

WHICHEVER IS GREATER

A
Y

6” TYP. [ PAVING

7,

—=— VARIES |==—

* WEEP HOLES TO BE PLACED ON ALL CURBS AND CURB & GUTTER
WHERE LANDSCAPING SLOPES TOWARD CURB. WEEP HOLES SHALL

BE PLACED AT 10" 0.C. OR AT EACH SCORE LINE OF THE CURB.

CONCRETE CURB

NOT TO SCALE

14

INSTALL 8" DIA. NDS GRATE

0.90°¢ BASE 0.45°¢ ToP

—— | @ — | ..

| .

LINE-SIZE PVC-SDR35
STORM DRAIN PIPE

il

PVC-SDR35 6" DRAIN
RISER PIPE

LINE=SIZE PVC-SDR35
STORM DRAIN PIPE

)

NDS AREA DRAIN (ROUND GRATE)

0

—~s——— INSTALL LINE=SIZE NDS SPEE-D BASIN

A

YELLOW-COLORED TRUNCATED DOMES

©

CROSS SLOPE OF LANDING
AREA DOES NOT EXCEED
2% IN ANY DIRECTION

(-

© © © ©
© ® ©

© ® ® ©

© ® ©

NOTE:

IF A WALK CROSSES OR ADJOINS A
VEHICULAR WAY, AND THE WALKING
SURFACES ARE NOT SEPARATED BY
CURBS, RAILINGS, OR OTHER ELEMENTS
BETWEEN THE PEDESTRIAN AREAS AND
THE VEHICULAR AREAS, THE BOUNDARY
BETWEEN THE AREAS SHALL BE DEFINED
BY A CONTINUOUS DETECTABLE WARNING.

2.35"
APART
. ©)
2.35"
APART
" PLAN
$0.20 HIGH - TAPERED EDGES
. N N / WHERE EXPOSED
! SECTION

TRUNCATED DOMES

NOT TO SCALE

6" CONCRETE CURB (TYP)

PERPENDICULAR CURB RAMP

NOT TO SCALE

11

6" CONCRETE
/ CURB AND GUTTER

6" WDE CURB

/

SIDEWALK JOINTS

~N~—1/4" TOOLED SCORE
JOINT @ 8’ O.C.
(TYP)
S~ EXPANSION JOINTS 8" SIDEWALK
@ 24’ 0.Cc. (TYP)
- 8’ SCORING | 8’ SCORING -
(TP) (TYP)

NOT TO SCALE

15
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Curb-O-Let Thru the Curb Drain
Specifications & Cut Sheet

Curb-O-Lie

Thru/The Curb Dr

Visit our website at; htp://www.curboletproduct.com

[ o Architects and Engineers
in

Install As Per Manufacturer's Recommendations

Provide Curb-O-Let Thru the Curb Drain
Landscapes or Sidewalks

O

L - R NS TN NN DK RN N OO U D I 3

Paving Or Gutter
To 1/2" Below

P
Y
- T

-

Rectangular Pipe Stop At ﬁ .
or Round Pipe 2" Min- 4" Max | Z gurb .0 Let
- gt T g _ pening
i“mwm . 1 — m&m y . -:
MODEL | SIZE | ROUND PIPE ~ //
EQUIVALENT P f
TCD 3RD 3” Round 3 _ ;Iage n%ihr;‘ #4h o
» ebar Throug
?gg 531}5{13 3:‘; iﬁ};? d : Curb-O-Let Access Holes
TCD 38 X 3 ™" Extend 6" Beyond Sides
TCD 312 3 X127 6
TCD 414 X 14 g NOT TO SCALE
TCD 317 37X 17 8
TCD 422 47X 22 10

Curb-O-Let Thru The Curb Drain /\

N

{714) 903-2468
{562) 8674587

Permission is granted to copy this page. Fax (562) 920-1994

SUBMERSIBLE NON-CLOG PUMP, 460V 3PH, SEAL FAIL AND +
THERMAL SENSORS STANDARD, W/30° POWER CORD, HOMA
MODEL AMX334-L46/2.9T/C FM EXPLOSION PROOF RATING, 3"

OUTLET PIPE

SEE PLAN

IR

ya

b4

)

NEW 6” 55 — |
IE 160.17

:

| . 2 ]

60" SDJB OR
60" SDMH

PRECAST SLAB TOP

DAHLIN

505 Technology Dr, Suite 200,
Irvine, CA 92618
949-250-4680

FRAME AND GRATE
RE 169.24

2" SSFM
/ IE 165.99

FLOAT SWITCH PUMP ON

SUMP + 2.5

FLOAT SWITCH PUMP OFF

SUMP + 1
SUMP

DISCHARGE, 3" SOLIDS PASSING, 1800RPM MOTOR, 3HP.

NOTES:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL NECESSARY PERMITS
AND PROCESSING AS REQUIRED FOR INSTALLATION OF THE SANITARY
SEWER SUMP PUMP.

1.

157.17

CONTRACTOR SHALL SUBMIT PRODUCT DATA, SHOP DRAWINGS AND
PERFORMANCE CURVES FOR ALL SUMP PUMP EQUIPMENT FOR REVIEW
PRIOR TO PROCURING EQUIPMENT.

CONTRACTOR SHALL SUPPLY ELECTRICAL CONNECTION AS REQUIRED.

CONTRACTOR SHALL PROVIDE BUOYANCY CALCULATIONS ASSUMING THE
SUMP IS COMPLETELY EMPTY AND SURROUNDED BY SATURATED SOIL.

CONTRACTOR SHALL SUPPLY FLOAT SWITCHES W/ 5’ OF EXTRA CABLE

PUMPS SHALL HAVE A MANUAL OPERATIONS LEVER OR SWITCH CAPABLE
OF TURNING PUMPS ON AND OFF WITHOUT ENTRY TO THE SUMP MANHOLE.

SEE UTILITY PLAN SHEETS ELEVATIONS OF RIM, SUMP AND OUTLET

ELEVATIONS

CONTRACTOR SHALL PROVIDE NEMA WEATHER PROOF ENCLOSURE FOR

CONTROL PANEL

SANITARY SEWER PUMP DETAIL 1

NOT TO SCALE

CIT;—F\

PICORIVERA

CLIENT

[}
z
E' —
&
3 = b
gy pace W -
H (&)
% 24" ) 5| B(SEE NOTE NO 7NOTE No B)
l ; 4 .
& A STEEL TROWEL 3/8" LP
< . . FINISH (SEE NOTE NO 7) l SURFACING
. a R=1
—~ M
I : w NOTE 9) SAWCUT
1" PER FOOT (SEE ; AWCU
X sope 17 7R '- Nln ONE ~— D -+
B \V L%

' .B
4 ' ' 4 )
of [+ s Y L e - )
B _[7. ' [ ¥ . v AC
. 74 L . =t

95% COMPACTED SUBGRADE
32.5"

AB

NOTES:

1.JCONCRETE SHALL BE CLASS 560-C-3250 PCC, CURED WITH WHITE PIGMENTED CURING COMPOUND.
2.)ALL EXPOSED CORNERS SHALL BE FINISHED WITH 1/2" RADIUS UNLESS OTHERWISE STATED.
3.)FINISH SHALL BE FINE BROOM.

4.)EXISTING PCC SHALL BE SAWCUT AT WEAKENED PLANE JOINT PRIOR TO REMOVAL,

5.)CURBS SHALL HAVE WEAKENED PLANE JOINTS AT 10" INTERVALS; NO SCORE LINES ALLOWED.

6.)WHEN CURB AND GUTTER !S PLACED BY AN EXTRUSION MACHINE, FINISHING WORK SHALL PROVIDE
AN ACCEPTABLE FINISH AND WEAKENED PLANE JOINTS MAY BE SAWCUT.

7.)A MINIMUM 1" WIDE AC PAVEMENT REPAIR PATCH IS REQUIRED WHEN CURB AND GUTTER IS PLACED
ADJACENT TO EXISTING AC PAVEMENT. PAVEMENT SURFACE NEAR BOTTOM OF ACCESS RAMP SHALL

BE FLUSH WITH EDGE OF GUTTER (NO LIP) AND PAVEMENT SLOPE SHALL NOT EXCEED 5% IN ANY DIRECTION.
8.)A MINIMUM 1" WIDE GRIND/COLDMILL 0.10' DEEP SLOT OR AS DIRECTED BY THE CITY ENGINEER.

9.)GUTTER SLOPE NEAR BOTTOM OF ACCESS RAMP SHALL MNOT EXCEED 5% (HIKE = 1.2" MAX).

TYPE 6
INTEGRAL CURB AND GUTTER
FREPARED BY: R. b
et CITY OF PICO RIVERA
DEPARTMENT OF PUBLIC WORKS
APPROVED BY STANDARD PLAM NUMBER
- '. 19 PRSI-120A-0
Monico , P.E. Depuly Dimcior of Public Cily Enginesr RGE Dote SHT.1OF 2

6" THICK CONCRETE COLLAR, MINIMUM
4,000 PSI 28 DAY COMPRESSIVE STRENGTH. _\
42°

AND FRAME

\

N
i
. L— 4" COVER — TYPICAL
Q /
/
24" MANHOLE ACCESS COVER — | SLOPE CONCRETE COLLAR
MIN 12— MAX 2% AWAY
/ FROM MANHOLE
8 REBAR WITH 2" /
(()lzf/?ﬁp AT EACH CORNER
CONCRETE COLLAR DETAIL 2

NOT TO SCALE

2850 Collier Canyon Road
Livermore, CA 94551

SMITH PARK COMMUNITY &
AQUATIC CENTER

6016 ROSEMEAD BLVD, PICO RIVERA, CA 90660
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BEGINL21

N
43/\\\
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18
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13

19

18
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19 5

18

18

41

12

12

21PBEGIN

21
12

21

(TYP)

I_
-
Q)
o
Z
O

0 15 30 60 90
— e — e —
Scale 1”7 = 30’

| | EXISTING BUILDING TO BE RENOVATED
| | EXISTING AC PAVEMENT TO BE REMOVED
|  EXISTING CONCRETE TO BE REMOVED
(OO EXISTING LANDSCAPING TO BE REMOVED
—————— SAWCUT LINE
EXISTING TREE TO BE REMOVED

M X X UNDERGROUND UTILITIES TO BE REMOVED

C PLUG AND CAP END
- e owe wm = [ MIT OF UNDERGROUND AMPHITHEATER

N
\\\
\\
\\
\\
\\
\\
\\
\\
\\
~
\//\\
N 50O
[N NSO N

END
(TP)

CAUTION CONTRACTOR ALERT

CONTRACTOR SHALL VERIFY ACTUAL DEPTH AND LOCATION OF ALL EXISTING
UTILITIES PRIOR TO CONSTRUCTION. CALL "UNDERGROUND SERVICE ALERT” (USA),
CALL 811, 24 HOURS PRIOR TO DEMOLITION, TRENCHING, GRADING, EXCAVATION,
DRILLING, PIPE PUSHING, PLANTING TREES, DIGGING POST HOLES FOR FENCES, ETC.
USA WILL SUPPLY INFORMATION OR LOCATE AND MARK ANY UNDERGROUND
FACILITIES. UNDERGROUND FACILITIES SHOWN WERE LOCATED BASED ON INFORMATION
PROVIDED BY UTILITY COMPANIES AND BY MEASURING SURFACE FEATURES.

NO ATTEMPT WAS MADE TO LOCATED OTHER UNDERGROUND FACILITIES THAT WERE
NOT READILY APPARENT FROM A VISUAL INSPECTION OF SURFACE FEATURES.

SOOPLOOOPOOPYOPDOOPDVDOPDOD @ POV © POV © POVVOVOY

REMOVE AND DISPOSE OF EXISTING AC/AB PAVEMENT

REMOVE AND DISPOSE OF EXISTING CONCRETE CURB

REMOVE AND DISPOSE OF EXISTING CONCRETE CURB AND GUTTER
REMOVE AND DISPOSE OF EXISTING CONCRETE SIDEWALK

REMOVE AND DISPOSE OF EXISTING CONCRETE PAVEMENT

REMOVE AND DISPOSE OF EXISTING WROUGHT IRON FENCE / GATE

REMOVE AND DISPOSE OF EXISTING LANDSCAPE AND IRRIGATION.

SEE LANDSCAPE PLANS.

REMOVE AND RELOCATE OF EXISTING STORAGE CONTAINER,

COORDINATE WMITH OWNER

REMOVE AND DISPOSE OF EXISTING SWIMMING POOL AND APPURTENANCES INCLUDING
WATER. LEGAL DISPOSAL REQUIRED. PERMIT MAY BE NECESSARY FOR DISCHARGE IN SEWER,
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TIMING AND PERMITS FOR WATER DISPOSAL.

REMOVE AND DISPOSE OF EXISTING EXISTING STORM DRAIN CB
REMOVE AND DISPOSE OF EXISTING STORM DRAIN PIPE

REMOVE AND DISPOSE OF EXISTING CONCRETE WALL

REMOVE AND DISPOSE OF EXISTING BACKWASH HOLDING TANK AND

ASSOCIATED HOLDING LINES (INCLUDES ELECTRIC AND WATER LINES)
NOTE, THE EXACT SIZE AND LOCATION OF THE BACKWASH TANK IS
UNKNOWN. CONTRACTOR TO INVESTIGATE SIZE AND LOCATION PRIOR TO
THE START OF DEMOLITION WORK.

PROTECT IN PLACE EXISTING CATCH BASIN

REMOVE AND RELOCATE EXISTING FLAG POLE, SEE LANDSCAPE
DRAMINGS

REMOVE AND RELOCATE EXISTING ADA PARKING SIGN, SEE SHEET
C5.0

PROTECT IN PLACE EXISTING UTILITY BOX / VAULT. SEE UTILITY
PLANS FOR DETAILS.

REMOVE EXISTING LIGHT POLE. REMOVE AND DISPOSE OF
CONCRETE BASE.

CONTRACTOR TO POTHOLE, INVESTIGATE, AND CONFIRM THE ELECTRICAL LINES
ONLY SERVE THE UNDERGROUND POOL STORAGE TANK TO BE REMOVE.
CONTRACTOR TO REPORT BACK TO CIML ENGINEER PRIOR TO REMOVAL
REMOVE AND RELOCATE EXISTING PET WASTE STATION,

COORDINATE WMITH OWNER

RELOCATE EXISTING CHAINLINK FENCE/GATE, SEE LANDSCAPE

DRAWINGS

REMOVE AND RELOCATE EXISTING TABLE/BENCH, COORDINATE WITH

OWNER

GAS METER TO BE RELOCATED, SEE PLUMBING DRAWINGS
BUILDING DEMOLITION PER ARCHITECTURAL PLANS

REMOVE EXISTING CONCRETE SHOWER, SEE PLUMBING DRAWINGS
PROTECT EXISTING CURB IN PLACE

RELOCATE OR ADJUST TO GRADE EXISTING IRRIGATION BOX

RELOCATE EXISTING UTILITIES BOX/VAULT. SEE UTILITY PLAN FOR
DETAILS

REMOVE AND DISPOSE OF EXISTING WATER PIPE
REMOVE EXISTING WALL AND RAILING

PROTECT IN PLACE EXISTING TRASH ENCLOSURE

UNDERGROUND AMPHITHEATER TO BE REMOVED. CONTRACTOR T0
POTHOLE AND VERIFY EXISTING AMPHITHEATER DEPTH TO BE REMOVED

REMOVE AND DISPOSE OF EXISTING MONUMENT SIGN
REMOVE AND DISPOSE OF EXISTING COMMUNITY BOARD
REMOVE AND DISPOSE OF EXISTING TEMPORARY BOLLARD

REMOVE AND DISPOSE OF EXISTING GATE

CONTRACTOR TO POTHOLE AND VERIFY LOCATION/PRESENCE OF TELEPHONE
LINE. IF PRESENT AND ACTIVE, TELEPHONE LINE WILL BE REROUTED

LIGHT TO RELOCATED PER SEPARATE PERMIT BY OTHERS AS PART OF
MINES OFF-SITE WORK

EXISTING FIRE HYDRANT TO REMAIN. CONTRACTOR TO PROTECT IN PLACE
SHALL AND MAINTAIN ACCESS TO FIRE HYDRANT AT ALL TIMES

REMOVE AND DISPOSE OF EXISTING CURE RAMP
PROTECT IN PLACE EXISTING SCOREBOARD
PROTECT IN PLACE EXISTING LIGHT POLE

DEMOLITION NOTES

1]

DEMOLITION WITHIN EXISTING POOL AREA TO BE CONFIRMED WITH AQUATICS DESIGNER
PRIOR TO REMOVAL

TREES NOT MARKED TO BE REMOVED ARE TO BE PROTECTED IN PLACE DURING
CONSTRUCTION WITH TREE PROTECTION FENCING. CONTRACTOR SHALL BE RESPONSIBLE
FOR MAINTENANCE OF TREES WHILE IRRIGATION SYSTEM IS INOPERABLE DUE TO
CONSTRUCTION ACTIVITY.

DISPOSAL OF ALL ITEMS NOTED ABOVE SHALL INCLUDE ANY/ALL FOUNDATIONS, REBAR,
BASE MATERIAL, AND ANY SUPERFLUOUS MATERIAL(S) FOR THE CONSTRUCTION OF SAID
IMPROVEMENT.

DISPOSAL SHALL INCLUDE ANY ITEMS NOTED IN HAZ MAT REPORT TO BE DISPOSED OF
ACCORDINGLY.

CONTRACTOR SHALL BE RESPONSIBLE FOR SAFELY STORING/PROTECTING ITEMS SHOWN
ON THIS PLAN TO BE RELOCATED UNTIL FINAL INSTALLATION

SEE ADDITIONAL DEMOLITION NOTES ON SHEET C1.1

COM
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MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.2 GRADING PLAN
MULTICORELINK:A22300-PG-GP-C6.2 GRADING PLAN



MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.3 SECTIONS
MULTICORELINK:A22300-PG-GP-C6.1 GRADING PLAN
MULTICORELINK:A22300-PG-GP-C6.1 GRADING PLAN
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