
PROJECT SITE

VILLAGE B 
PARK DISTRICT

AVENUE 11

PROJECT DESCRIPTION:

CONSTRUCTION OF A NEW FIRE STATION FOR THE COUNTY OF MADERA. WORK 
INCLUDES (BUT IS NOT LIMITED TO): ON SITE IMPROVEMENTS, NEW FIRE 
STATION BUILDING, MECHANICAL, PLUMBING, FIRE PROTECTION & ALARM, 
VEHICLE EXHAUST, EMERGENCY GENERATOR, COMMUNICATIONS, AND 
ELECTRICAL SYSTEMS, OFF SITE IMPROVEMENTS AS PART OF CONTRACT 
INCLUDES, BUT IS NOT LIMITED TO: NEW CURB CUTS, NEW SEWER LATERAL TO 
EDGE OF GUTTER, NEW GAS CONNECTIONS AND NEW ELECTRICAL CONDUIT 
STUBBED TO EDGE OF GUTTER. 

PROJECT DATA:

APN: 049-051-005, 049-052-005

ZONING: 

STREET ADDRESS: NORTHWEST CORNER OF AVE. 11 AND ROAD 40

SITE AREA:  

LAND USE: FIRE STATION

PROPOSED BUILDING AREA: 8,933 S.F.

OCCUPANCY: B / S2 / R2

CONSTRUCTION TYPE: VB (TABLE 601, CBC)

FIRE SPRINKLERED: YES

NUMBER OF STORIES: 1

ALLOWABLE BLDG. HEIGHT: 60' (TABLE 504.3, CBC)

ACTUAL BLDG. HEIGHT: REFER TO ELEVATIONS < 60' 

ALLOWABLE AREA: 28,000 SF
(PER TABLE 506.2 TYPE VB OCCUPANCY R-2)  

ACTUAL AREA: 8,933 S.F.

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

COUNTY OF MADERA

200 W. 4TH STREET

MADERA, CA 93637

(559) 675-7703 (559) 237-7075

JORGE MENDOZA

JORGE.MENDOZA@MADERACOUNTY.COM

CLIENT:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

RRM DESIGN GROUP

3765 S. HIGUERA STREET, SUITE 102

SAN LUIS OBISPO, CA 93401

(805) 543-1794 (805) 543-4609

MIKE SCOTT

MLSCOTT@RRMDESIGN.COM

ARCHITECT:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

CORNERSTONE STRUCTURAL ENGINEERING GROUP

986 WEST ALLUVIAL AVENUE, SUITE 201

FRESNO, CA 93711

(559) 320-3200 (559) 320-3201

DUSTIN LEE

DLEE@CSEG.COM

STRUCTURAL ENGINEER:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

THOMA ENGINEERING

3562 EMPLEO STREET

SAN LUIS OBISPO, CA 93401

(805) 543-3850 (805) 543-3829

CHRIS JOSE

CJOSE@THOMAELEC.COM

ELECTRICAL ENGINEER:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

3C ENGINEERING

1500 PALM STREET

SAN LUIS OBISPO, CA 93401

(805) 540-3363

BEN SWANSON

BSWANSON@3CENG.COM

MECHANICAL ENGINEER:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

PRECISION ENGINEERING

1234 O STREET

FRESNO, CA 93721

(559) 449-4500

CRAIG ROBERTS

CROBERTS@PRECISIONENG.NET

CIVIL ENGINEER:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

BROUSSARD AND ASSOCIATES

389 CLOVIS AVE, SUITE 200

CLOVIS, CA 93612

(559) 325-7284 (559) 325-7286

TAYLOR BROUSSARD

TAYLOR@BROUSSARDASSOC.COM

LANDSCAPE ARCHITECT:

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

COUNTY OF MADERA

200 W. 4TH STREET, SUITE 3100

MADERA, CA 93637

(559) 675-7821 (559) 675-6573

PLANNING DEPARTMENT:

GENERAL

G-001 COVER SHEET

G-002 ABBREVIATIONS & SYMBOLS

G-301 CAL GREEN REQUIREMENTS

G-302 CAL GREEN REQUIREMENTS

G-401 CODE ANALYSIS

CIVIL

C-1 CIVIL - GENERAL

C-2 GRADING PLAN

C-3 UTILITY PLAN

C-4 CROSS SECTIONS

LANDSCAPE

LC-1 CONTRUCTION PLAN

LC-2 CONSTRUCTION DETAILS

LC-3 CONSTRUCTION DETAILS

LC-4 CONSTRUCTION DETAILS

LP-1 PLANTING PLAN

LI-1 IRRIGATION PLAN

LI-2 IRRIGATION DETAILS

LL-1 LANDSCAPE LIGHTING PLAN

ARCHITECTURAL

AS101 ARCHITECTURAL SITE PLAN

AS102 ENLARGED SITE PLANS

A-101 ARCHITECTURAL FLOOR PLAN

A-102 ARCHITECTURAL DIMENSION PLAN

A-111 ROOF PLAN

A-121 REFLECTED CEILING PLAN

A-131 FINISH PLAN

A-132 FURNITURE AND SIGNAGE PLAN

A-141 SLAB PLAN

A-201 EXTERIOR ELEVATIONS

A-202 EXTERIOR ELEVATIONS

A-203 EXTERIOR ELEVATIONS

A-204 EXTERIOR ELEVATIONS

A-301 BUILDING SECTIONS

A-310 WALL SECTIONS

A-311 WALL SECTIONS

A-401 ENLARGED FLOOR PLANS

A-411 INTERIOR ELEVATIONS

A-412 INTERIOR ELEVATIONS

A-413 INTERIOR ELEVATIONS

A-414 INTERIOR ELEVATIONS

A-415 INTERIOR ELEVATIONS

A-416 INTERIOR ELEVATIONS

A-417 INTERIOR ELEVATIONS

A-418 INTERIOR ELEVATIONS

A-419 INTERIOR ELEVATIONS

A-501 DOOR & WINDOW SCHEDULE

A-901 ACCESSIBILITY DETAILS

A-902 ACCESSIBILITY DETAILS

A-903 ACCESSIBILITY DETAILS

A-910 ASSEMBLIES

A-911 EXTERIOR DETAILS

A-912 EXTERIOR DETAILS

A-913 EXTERIOR DETAILS

A-914 EXTERIOR DETAILS

A-915 EXTERIOR DETAILS

A-920 DOOR AND WINDOW DETAILS

A-921 DOOR AND WINDOW DETAILS

A-930 INTERIOR DETAILS

A-931 INTERIOR DETAILS

A-932 SUSPENDED CEILING DETAILS

A-933 SUSPENDED CEILING DETAILS

AS901 SITE DETAILS

AS902 SITE DETAILS

STRUCTURAL

S0.01 MATERIALS SPECIFICATION ANDPROJECT INFORMATION

S0.02 TESTING AND SPECIAL INSPECTIONS

S1.01 TYPICAL DETAILS No. 1

S1.02 TYPICAL DETAILS No. 2

S1.03 TYPICAL DETAILS No. 3

S1.04 TYPICAL DETAILS No. 4

S1.05 TYPICAL DETAILS No. 5

S1.06 TYPICAL DETAILS No. 6

S1.07 TYPICAL DETAILS No. 7

S2.01 FOUNDATION PLAN

S2.02 LOW ROOF FRAMING PLAN

S2.03 HIGH ROOF FRAMING PLAN

S3.01 WALL ELEVATIONS No. 1

S3.02 WALL ELEVATIONS No. 2

S3.03 WALL ELEVATIONS No. 3

S4.01 FOUNDATION DETAILS

S5.01 FRAMING DETAILS No.1

S5.02 FRAMING DETAILS No .2

S5.03 FRAMING DETAILS No. 3

S5.04 FRAMING DETAILS No. 4

S5.05 FRAMING DETAILS No. 5

Riverstone Fire Station
NORTHWEST CORNER OF AVENUE 11 AND ROAD 40

1. FIRE SPRINKLER PLANS

2. FUEL STORAGE AND DISPENSING

3. FIRE ALARMS

4. UNDERGROUND FIRE MAINS - UNDER A SEPARATE PERMIT

5. DETACHED SHADING STRUCTURES - EXERCISE ROOM AND DAYROOM

6. METAL SHADING AWNININGS

rrmdesign.com | (805) 543-1794 
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PROJECT NUMBER

SHEET

RRM DESIGN GROUP COPYRIGHT 2026
RRM IS A CALIFORNIA CORPORATION

CONSULTANT

AGENCY

THE INCLUDED DRAWINGS, SPECIFICATIONS, IDEAS, DESIGNS AND ARRANGEMENTS
REPRESENTED THEREBY ARE AND SHALL REMAIN THE PROPERTY OF RRM DESIGN
GROUP AND NO PART THEREOF SHALL BE COPIED, DISCLOSED TO OTHERS OR
USED IN CONNECTION WITH ANY WORK OR PROJECT OTHER THAN THE SPECIFIED
PROJECT FOR WHICH THEY HAVE BEEN PREPARED AND DEVELOPED WITHOUT THE
WRITTEN CONSENT OF RRM DESIGN GROUP.  VISUAL CONTACT WITH THESE DRAWINGS
OR SPECIFICATIONS SHALL CONSTITUTE CONCLUSIVE EVIDENCE OF ACCEPTANCE OF
THESE RESTRICTIONS. SUBMITTAL OF THESE DOCUMENTS FOR PUBLIC AGENCY REVIEW
SHALL NOT BE CONSIDERED A WAIVER OF RRM DESIGN GROUP'S RIGHTS.

A
u

to
d

e
sk

 D
o

cs
:/
/2

4
7

1
-0

1
 -

 R
iv

e
rs

to
n
e

 F
ir

e
 S

ta
tio

n
/2

4
7
1

-0
1

-C
I2

1
-R

iv
e
rs

to
n

e
 F

ir
e

 S
ta

ti
o
n

.r
vt

4
/3

0
/2

0
2

6
 3

:4
8
:3

1
 P

M 2471-01-CI21

G-001

MAY 4, 2026

MLS

CW

B
ID

 D
O

C
U

M
E
N

TS

C
O

V
E
R

 S
H

E
E
T

R
IV

E
R

S
T
O

N
E
 F

IR
E
 S

T
A

T
IO

N

N
O

R
TH

W
E
S
T 

C
O

R
N

E
R

 O
F
 A

V
E
N

U
E
 1

1
 A

N
D

R
O

A
D

 4
0

ADDRESS:

PHONE

:
FAX:

CONTACT

:EMAIL:

3C ENGINEERING

1500 PALM STREET

SAN LUIS OBISPO, CA 93401

(805) 540-3363

CHRIS AUDIBERT

CAUDIBERT@3CENG.COM

PLUMBING ENGINEER:
PREPARED BY:

DATE PREPARED:

JOB NUMBER:

CORNERSTONE STRUCTURAL ENGINEERING

STRUCTURAL CALCULATIONS

PREPARED BY:

DATE PREPARED:

JOB NUMBER:

RRM DESIGN GROUP

TECHNICAL SPECIFICATIONS

PREPARED BY:

DATE PREPARED:

JOB NUMBER:

3C ENGINEERING

ENERGY COMPLIANCE

PREPARED BY:

DATE PREPARED:

JOB NUMBER:

KRAZAN & ASSOCIATES, INC.

GEOTECHINCAL REPORT

1. APPLICABLE CODES AND STANDARDS:

1.1. 2019 CALIFORNIA BUILDING CODE AND ITS APPENDICES AND STANDARDS.

1.2. 2019 CALIFORNIA PLUMBING CODE AND ITS APPENDICES AND STANDARDS.

1.3. 2019 CALIFORNIA MECHANICAL CODE AND ITS APPENDICES AND STANDARDS.

1.4. 2019 CALIFORNIA FIRE CODE AND ITS APPENDICES AND STANDARDS.

1.5. 2019 CALIFORNIA ELECTRICAL CODE AND ITS APPENDICES AND STANDARDS.

1.6. 2019 CALIFORNIA BUILDING ENERGY EFFICIENCY STANDARDS.

1.7 2019 CALIFORNIA GREEN BUILDING STANDARDS CODE AND ITS APPENDICIES
AND STANDARDS.

1.8 CURRENT LOCAL ORDINANCES FOR THE COUNTY OF MADERA

2. ALL WORK DESCRIBED IN THE DRAWINGS SHALL BE VERIFIED FOR DIMENSION,
GRADE, EXTENT AND COMPATIBILITY WITH EXISTING SITE CONDITIONS. ANY
DISCREPANCIES AND UNEXPECTED CONDITIONS THAT AFFECT OR CHANGE
THE WORK DESCRIBED IN THE CONTRACT DOCUMENTS SHALL BE BROUGHT
TO THE ARCHITECT’S ATTENTION IMMEDIATELY. DO NOT PROCEED WITH THE
WORK IN THE AREA OF DISCREPANCIES UNTIL ALL SUCH DISCREPANCIES ARE
RESOLVED. IF THE CONTRACTOR CHOOSES TO DO SO, HE/SHE SHALL BE
PRECEDING AT HIS/HER OWN RISK.

4. DIMENSIONS SHOWN SHALL TAKE PRECEDENCE OVER DRAWING SCALE OR
PROPORTION.  LARGER SCALE DRAWINGS SHALL TAKE PRECEDENCE OVER
SMALLER SCALE DRAWINGS.

5. IN THE EVENT OF THE UNFORESEEN ENCOUNTER OF MATERIALS SUSPECTED
TO BE OF AN ARCHAEOLOGICAL OR PALEONTOLOGICAL NATURE, ALL
GRADING AND EXCAVATION SHALL CEASE IN THE IMMEDIATE AREA AND THE
THE CONTRACTOR SHALL NOTIFY THE OWNER.  THE FIND SHALL BE LEFT
UNTOUCHED UNTIL AN EVALUATION BY A QUALIFIED ARCHAEOLOGIST OR
PALEONTOLOGIST IS MADE.

6. CONTRACTOR IS TO BE RESPONSIBLE FOR BEING FAMILIAR WITH THESE
DOCUMENTS INCLUDING ALL CONTRACT REQUIREMENTS.

7. GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD AND ACCESS
REQUIREMENTS AND ENVIRONMENTAL HEALTH CONSIDERATIONS SHALL
COMPLY WITH ALL LOCAL ORDINANCES.

8. FIRE SPRINKLER SHOP DRAWINGS & CALCULATIONS SHALL BE SUBMITTED TO
BUILDING DEPT. & APPROVED BY FIRE DEPT. PRIOR TO INSTALLATION.

9. SHOP WELDS MUST BE PERFORMEDBY A LICENSED FABRICATOR'S SHOP.

10 ITEMS SHOWN ON THE DRAWINGS NOTED AS OWNER PROVIDED, OWNER
INSTALLED SHALL HAVE UTILITIES PROVIDED NOTED AS BY THE
CONTRACTOR.  CONTRACTOR TO COORDINATE INSTALLATION WITH OWNER.

11. OSHA PERMITS REQUIRED FOR VERTICAL CUTS 5' OR OVER.

12 CONTRACTOR TO PROVIDE COMPLETE DETAILS OF ENGINEERED TEMPORARY
SHORING OR SLOT CUTTING PROCEDURES ON PLANS.  CALL FOR INSPECTION
BEFORE EXCAVATION BEGINS.

13 THE SOILS ENGINEER IS TO APPROVE THE KEY OR BOTTOM AND LEAVE A
CERTIFICATE ON THE SITE FOR THE GRADING INSPECTOR.  THE GRADING
INSPECTOR IS TO BE NOTIFIED BEFORE ANY GRADING BEGINS, AND FOR
BOTTOM INSPECTION, BEFORE FILL IS PLACED.  FILL MAY NOT BE PLACED
WITHOUT APPROVAL OF THE GRADING INSPECTOR.

14 CONTRACTOR TO REVIEW CALIFORNIA GREEN CODE REQUIREMENTS FOR
CONTRACTOR REQUIREMENTS.

15 A SEPERATE OFFICER, ACCESS EASEMENT/AGREEMENT, AND/OR RECIPRICAL
ACCESS EASEMENT/AGREEMENT MAY BE REQUIRED TO INSURE THAT THE
PROPOSED PRIVATE ACCESS ROADWAY  WILL REMAIN OPEN TO THROUGH
TRAFFIC AND EMERGENCY VEHICLES PRIOR TO FINAL OF BUILDING PERMIT.

16 PROVIDE FIRE ALARM SYSTEM. FIRE ALARM SYSTEM SHALL ACTIVATE UPON
FIRE SPRINKLER SYSTEM OPERATION

SHEET INDEX

AGENCIES AND UTILITIESPROJECT DIRECTORY

VICINITY MAP

PROJECT SUMMARY

DEFERRED SUBMITTALSSUPPORTING DOCUMENTS

GENERAL NOTES

SPECIAL INSPECTIONS

MECHANICAL

M-000 MECHANICAL GENERAL

M-001 MECHANICAL SCHEDULES

M-002 MECHANICAL SCHEDULES

M-003 MECHANICAL DETAILS

M-004 MECHANICAL DETAILS

M-005 MECHANICAL DETAILS

M-006 MECHANICAL DETAILS

M-007 HPC-1,2 WIRING AND PIPING SCHEMATIC DIAGRAMS

M-200 MECHANICAL FLOOR PLANS

M-201 MECHANICAL ENLARGED FLOOR PLANS

M-210 MECHANICAL PIPING FLOOR PLAN

M-300 MECHANICAL ROOF PLANS

M-310 MECHANICAL PIPING ROOF PLAN

T-240 ENERGY COMPLIANCE DOCUMENTATION

T-241 ENERGY COMPLIANCE DOCUMENTATION

PLUMBING

P-000 GENERAL

P-001 SCHEDULES

P-002 DETAILS

P-003 DETAILS

P-100 SITE PLAN

P-200 FLOOR PLAN

P-201 ENLARGED FLOOR PLAN - WASTE & VENT

P-202 ENLARGED FLOOR PLAN - WATER & GAS

P-203 ENLARGED FLOOR PLANS

P-300 ROOF PLAN

ELECTRICAL

E001 ELECTRICAL GENERAL NOTES

E002 ELECTRICAL LEGEND AND ABBREVIATIONS

E003 FIXTURE SCHEDULES

E004 PANEL SCHEDULES

E005 ELECTRICAL SINGLE LINE DIAGRAM

ES101 ELECTRICAL SITE PLAN

ES102 ENLARGED PARTIAL SITE PLAN

E-101 LIGHTING FLOOR PLAN

E-111 POWER FLOOR PLAN

E-112 ENLARGED ELECTRICAL FLOOR PLANS

E-121 COMMUNICATION FLOOR PLAN

E-131 ELECTRICAL ROOF PLAN

E-132 MEP CONNECTION FLOOR PLAN

E-141 FIRE STATION ALERTING SYSTEM (FSAS) FLOOR PLAN

E-142 FIRE STATION ALERTING SYSTEM (FSAS) FLOOR PLAN

E-143 FIRE STATION ALERTING SYSTEM (FSAS) FLOOR PLAN

E-201 ELECTRICAL DETAILS

E-202 ELECTRICAL DETAILS

E-203 ELECTRICAL DETAILS

E-204 ELECTRICAL DETAILS

E-205 ELECTRICAL DETAILS

E-206 ELECTRICAL DETAILS

E-207 ELECTRICAL DETAILS

E-301 INTERIOR LIGHTING ENERGY COMPLIANCE FORMS

E-302 EXTERIOR LIGHTING ENERGY COMPLIANCE FORMS

E-303 POWER SYSTEM DISTRIBUTION ENERGY COMPLIANCE FORMS

SHEET COUNT: 133

DEFERRED SUBMITTAL NOTES:
1. COPIES OF EACH DEFERRED SUBMITTAL WILL FIRST BE SUBMITTED TO 

THE ARCHITECT/ENGINEER-OF-RECORD, WHO WILL REVIEW THEM AND 
FORWARD THEM TO THE BUILDING DEPARTMENT WITH NOTATIONS 
INDICATING THAT THE SUBMITTALS CONFORM TO THE DESIGN OF THE 
BUILDING.  

2. THE ENGINEER(S) RESPONSIBLE FOR THE DESIGN OF THE DEFERRED 
SUBMITTAL ITEMS SHALL STAMP AND SIGN THOSE DRAWINGS AND 
CALCULATIONS FOR WHICH THEY ARE RESPONSIBLE.  

1. STRUCTURAL STEEL CONSTRUCTION PER CBC 1705.2
2. REINFORCED CONCRETE CONSTRUCTION PER CBC 1705.3
3. REINFORCED MASONRY PER CBC 1705.4
4. STRUCTURAL WOOD PER CBC 1705.12.2
5. SOILS PER CBC 705.6
6. STRUCTURAL OBSERVATION PER CBC 1704.6
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THE INCLUDED DRAWINGS, SPECIFICATIONS, IDEAS, DESIGNS AND ARRANGEMENTS
REPRESENTED THEREBY ARE AND SHALL REMAIN THE PROPERTY OF RRM DESIGN
GROUP AND NO PART THEREOF SHALL BE COPIED, DISCLOSED TO OTHERS OR
USED IN CONNECTION WITH ANY WORK OR PROJECT OTHER THAN THE SPECIFIED
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A ABV ABOVE

A ACOUS ACOUSTICAL

A ACT ACOUSTICAL CEILING TILE

A AD AREA DRAIN

A ADJ ADJUSTABLE

A AFF ABOVE FINISH FLOOR

A ALT ALTERNATE

A ALUM ALUMINUM

A APPROX APPROXIMATE

A ARCH ARCHITECT

B B.O. BOTTOM OF

B BALC BALCONY

B BD BOARD

B BET BETWEEN

B BLDG BUILDNG

B BLKG BLOCKING

B BLW BELOW

B BM BEAM

B BOT BOTTOM

B BRKT BRACKET

B BULKHD BULKHEAD

B BUR BUILT UP ROOF

C C.G. CORNER GUARD

C CAB CABINET

C CALK CAULKING

C CEM CEMENT

C CER CERAMIC

C CJ CONTROL JOINT

C CLG CEILING

C CLOS CLOSET

C CLR CLEAR

C CMU CONCRETE MASONRY UNIT

C CO CASED OPENING

C COL COLUMN

C CONC CONCRETE

C CONT CONTINUOUS

C CPT CARPET

C CT CERAMIC TILE

C CTR CENTER

D DBL DOUBLE

D DET DETAIL

D DIA DIAMETER

D DIM DIMENSION

D DN DOWN

D DR DOOR

D DS DOWN SPOUT

D DW DISHWASHER

D DWG DRAWING

E E EAST

E EA EACH

E EIFS EXTERIOR INSULATION &
FINISH SYSTEM

E ELEC ELECTRIC

E ELEV ELEVATION

E EMER EMERGENCY

E ENCL ENCLOSURE

E EOS EDGE OF SLAB

E EQ EQUAL

E EQUIP EQUIPMENT

E ETR EXISTING TO REMAIN

E EW EACH WAY

E EXP. JT. EXPANSION JOINT

E EXST EXISTING

F F.O. FACE OF

F FA FIRE ALARM

F FAP FIRE ANNUNCIATOR PANEL

F FD FLOOR DRAIN

F FE FIRE EXTINGUISHER

F FEC FIRE EXTINGUISHER PANEL

F FG FINISH GROUP

F FH FIRE HYDRANT

F FHC FIRE HOSE CABINET

F FIN FINISH

F FLR FLOOR

F FLUOR FLOURESCENT

F FT FOOT OR FEET

F FUR FURRING

G GAL GALLON

G GALV GALVANIZED

G GB GRAB BAR

G GC GENERAL CONTRACTOR

G GL GLASS

G GND GROUND

G GWB GYPSUM BOARD

G GYP GYPSUM

H H.W.H. HOT WATER HEATER

H HDWD HARDWOOD

H HDWR HARDWARE

H HM HOLLOW METAL

H HORIZ HORIZONTAL

H HR HOUR

H HT HEIGHT

I ID INNER DIAMETER

I INCAN INCANDESCENT

I INSUL INSULATION

I INT INTERIOR

J JAN JANITOR

J JST JOIST

J JT JOINT

L LAM LAMINATE

L LAV LAVATORY

L LB(S) POUNDS

L LDG LANDING

L LT LIGHT

M MAX MAXIMUM

M MECH MECHANICAL

M MEMB MEMBRANE

M MFR MANUFACTURER

M MIN MINIMUM

M MISC MISCELLANEOUS

M MO MASONRY OPENING

M MTD MOUNTED

M MTL METAL

N N NORTH

N NIC NOT IN CONTRACT

N NO NUMBER

N NOM NOMINAL

N NTS NOT TO SCALE

O O.P. OVERFLOW PIPE

O OA OVERALL

O OC ON CENTER

O OD OUTSIDE DIAMETER

O OFF OFFICE

O OH OPPOSITE HAND

O OPG OPENING

O OPP OPPOSITE

P PART PARTITION

P PERM PERIMETER

P PG PAINT GRADE

P PLAM PLASTIC LAMINATE

P PLAS PLASTER

P PLYWD PLYWOOD

P PR PAIR

P PT PAINT

P PTD PAINTED

R R RISER

R RAD RADIUS

R RCP REFLECTED CEILING PLAN

R RD ROOF DRAIN

R RE REFER

R REF REFRIGERATOR

R REINF REINFORCED

R REQD REQUIRED

R RESIL RESILIENT

R RM ROOM

S RO ROUGH OPENING

S RTU ROOF TOP UNIT (MECH)

S S SOUTH

S SAFB SOUND ATTENUATION FIBER
BATT

S SC SCUPPER

S SCHED SCHEDULE

S SEAL SEALANT

S SECT SECTION

S SF SQUARE FOOT

S SHT SHEET

S SIM SIMILAR

S SPEC SPECIFICATION

S SQ SQURE

S SS STAINLESS STEEL

S STD STANDARD

S STL STEEL

S STOR STORAGE

S STRUCT STRUCTURAL

S SUSP SUPSPENDED

S SYM SYMMMETRICAL

T T TREAD

T T&G TONGUE & GROOVE

T TEL TELEPHONE

T TER TERRAZZO

T THK THICK

T THR THRESHOLD

T TO TOP OF

T TYP TYPICAL

U UC UNDERCUT

U UNFIN UNFINISHED

U UNO ULNESS NOTED OTHERWISE

U UON UNLESS OTHERWISE NOTED

U UTIL UTILITY

V VCT VINYL COMPOSITION TILE

V VERT VERTICAL

V VIF VERIFY IN FIELD

V VTR VENT TERMINATION PIPE

V VWC VINYL WALL COVERING

W W WEST

W W/ WITH

W W/O WITHOUT

W WC WATERCLOSET

W WIN WINDOW

W WP WATERPROOF

W WS WETSTACK

W WSCT WAINSCOT

W WT WEIGHT

ABBREVIATIONS

SYMBOLS
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SECTION 101 - GENERAL

101.1 TITLE. THESE REGULATIONS SHALL BE KNOWN AS THE CALIFORNIA
GREEN BUILDING STANDARDS CODE AND MAY BE CITED AS SUCH AND
WILL BE REFERRED TO HEREIN AS "THIS CODE." IT IS INTENDED THAT IT
SHALL ALSO BE KNOWN AS THE CALGREEN CODE. THE CALIFORNIA
GREEN BUILDING STANDARDS CODE IS PART 11 OF TWELVE PARTS OF
THE OFFICIAL COMPILATION AND PUBLICATION OF THE ADOPTION,
AMENDMENT AND REPEAL OF BUILDING REGULATIONS TO THE
CALIFORNIA CODE OF REGULATIONS, TITLE 24, ALSO REFERRED TO AS
THE CALIFORNIA BUILDING STANDARDS CODE.

101.2 PURPOSE. THE PURPOSE OF THIS CODE IS TO IMPROVE PUBLIC HEALTH,
SAFETY AND GENERAL WELFARE BY ENHANCING THE DESIGN AND
CONSTRUCTION OF BUILDINGS THROUGH THE USE OF BUILDING
CONCEPTS HAVING A REDUCED NEGATIVE IMPACT OR POSITIVE
ENVIRONMENTAL IMPACT AND ENCOURAGING SUSTAINABLE
CONSTRUCTION PRACTICES IN THE FOLLOWING CATEGORIES:

1. PLANNING AND DESIGN

2. ENERGY EFFICIENCY

3. WATER EFFICIENCY AND CONSERVATION

4. MATERIAL CONSERVATION AND RESOURCE EFFICIENCY

5. ENVIRONMENTAL QUALITY

101.3 SCOPE. THE PROVISIONS OF THIS CODE SHALL APPLY TO THE
PLANNING, DESIGN, OPERATION, CONSTRUCTION, USE AND OCCUPANCY
OF EVERY NEWLY CONSTRUCTED BUILDING OR STRUCTURE, UNLESS
OTHERWISE INDICATED IN THIS CODE, THROUGHOUT THE STATE OF
CALIFORNIA.

IT IS NOT THE INTENT THAT THIS CODE SUBSTITUTE OR BE IDENTIFIED
AS MEETING THE CERTIFICATION REQUIREMENTS OF ANY GREEN
BUILDING PROGRAM.

SECTION 102 - CONSTRUCTION DOCUMENTS & INSTALLATION
VERIFICATION

102.1 SUBMITTAL DOCUMENTS. CONSTRUCTION DOCUMENTS AND OTHER
DATA SHALL BE SUBMITTED IN ONE OR MORE SETS WITH EACH
APPLICATION FOR A PERMIT. WHERE SPECIAL CONDITIONS EXIST, THE
ENFORCING AGENCY IS AUTHORIZED TO REQUIRE ADDITIONAL
CONSTRUCTION DOCUMENTS TO BE PREPARED BY A LICENSED DESIGN
PROFESSIONAL AND MAY BE SUBMITTED SEPARATELY.

EXCEPTION: THE ENFORCING AGENCY IS AUTHORIZED TO WAIVE THE
SUBMISSION OF CONSTRUCTION DOCUMENTS AND OTHER DATA NOT
REQUIRED TO BE PREPARED BY A LICENSED DESIGN PROFESSIONAL.

102.2 INFORMATION ON CONSTRUCTION DOCUMENTS. CONSTRUCTION
DOCUMENTS SHALL BE OF SUFFICIENT CLARITY TO INDICATE THE
LOCATION, NATURE AND SCOPE OF THE PROPOSED GREEN BUILDING
FEATURE AND SHOW THAT IT WILL CONFORM TO THE PROVISIONS OF
THIS CODE, THE CALIFORNIA BUILDING STANDARDS CODE AND OTHER
RELEVANT LAWS, ORDINANCES, RULES AND REGULATIONS AS
DETERMINED BY THE ENFORCING AGENCY.

102.3 VERIFICATION. DOCUMENTATION OF CONFORMANCE FOR APPLICABLE
GREEN BUILDING MEASURES SHALL BE PROVIDED TO THE ENFORCING
AGENCY. ALTERNATE METHODS OF DOCUMENTATION SHALL BE
ACCEPTABLE WHEN THE ENFORCING AGENCY FINDS THAT THE
PROPOSED ALTERNATE DOCUMENTATION IS SATISFACTORY TO
DEMONSTRATE SUBSTANTIAL CONFORMANCE WITH THE INTENT OF THE
PROPOSED GREEN BUILDING MEASURE.

DIVISION 5.1 – PLANNING AND DESIGN

SECTION 5.106 SITE DEVELOPMENT

5.106.1 STORM WATER POLLUTION PREVENTION PLAN. NEWLY CONSTRUCTED
PROJECTS OF LESS THAN ONE ACRE OF LAND SHALL PREVENT THE
POLLUTION OF STORM WATER RUNOFF FROM CONSTRUCTION THE
ACTIVITIES THROUGH:

LOCAL ORDINANCES: COMPLYING WITH A LAWFULLY ENACTED STORM
WATER MANAGEMENT AND OR EROSION CONTROL ORDINANCE.

BEST MANAGEMENT PRACTICES (BMP). PREVENT THE LOSS OF SOIL
THROUGH WIND OR WATER EROSION BY IMPLEMENTING AN EFFECTIVE
COMBINATION OF EROSION AND SEDIMENT CONTROL AND GOOD
HOUSEKEEPING BMP.

-CONTRACTOR TO PROVIDE STORM WATER PREVENTION PLAN PER CAL
GREEN CODE 5.106.1

5.106.4.1 SHORT-TERM BICYCLE PARKING. IF THE PROJECT IS ANTICIPATED TO
GENERATE VISITOR TRAFFIC, PROVIDE PERMANENTLY ANCHORED
BICYCLE RACKS WITHIN 100 FEET OF THE VISITORS’ ENTRANCE, READILY
VISIBLE TO PASSERS-BY, FOR 5 PERCENT OF VISITOR MOTORIZED
VEHICLE PARKING CAPACITY, WITH A MINIMUM OF
ONE TWO-BIKE CAPACITY RACK.

1. COVERED, LOCKABLE ENCLOSURES WITH PERMANENTLY ANCHORED
RACKS FOR BICYCLES;

2. LOCKABLE BICYCLE ROOMS WITH PERMANENTLY ANCHORED RACKS;
AND

3. LOCKABLE, PERMANENTLY ANCHORED BICYCLE LOCKERS.

-BICYCLE STORAGE ROOM PROVIDED IN BUILDING

5.106.5.2 DESIGNATED PARKING. PROVIDE DESIGNATED PARKING FOR ANY
COMBINATION OF LOW-EMITTING, FUEL-EFFICIENT AND
CARPOOL/VAN POOL VEHICLE PER TABLE 5.106.5.2 OF THE CAL GREEN
CODE. PROVIDED PER SITE PLAN

5.106.8 LIGHT POLLUTION REDUCTION. OUTDOOR LIGHTING SYSTEMS SHALL BE
DESIGNED AND INSTALLED TO COMPLY WITH THE FOLLOWING:

1. THE MINIMUM REQUIREMENTS IN THE CALIFORNIA ENERGY CODE FOR
LIGHTING ZONES 1-4 AS DEFINED IN CHAPTER 10 OF THE CALIFORNIA
ADMINISTRATIVE CODE; AND

2. BACKLIGHT, UPLIGHT AND GLARE (BUG) RATINGS AS DEFINED IN
IESNA TM-15-11; AND

3. ALLOWABLE BUG RATINGS NOT EXCEEDING THOSE SHOWN IN TABLE
5.106.8, OR COMPLY WITH A LOCAL ORDINANCE LAWFULLY ENACTED
PURSUANT TO SECTION 101.7, WHICHEVER IS MORE STRINGENT.

EXCEPTIONS:

1. LUMINAIRES THAT QUALIFY AS EXCEPTIONS IN SECTION 147 OF THE
CALIFORNIA ENERGY CODE

2. EMERGENCY LIGHTING

-COMPLIES PER ELECTRICAL PLANS

5.106.10 GRADING AND PAVING. CONSTRUCTION PLANS SHALL INDICATE HOW
SITE GRADING OR A DRAINAGE SYSTEM WILL MANAGE ALL SURFACE
WATER FLOWS TO KEEP WATER FROM ENTERING BUILDINGS.
EXAMPLES OF METHODS TO MANAGE SURFACE WATER INCLUDE, BUT
ARE NOT LIMITED TO, THE FOLLOWING:

1. SWALES

2. WATER COLLECTION AND DISPOSAL SYSTEMS

3. FRENCH DRAINS

4. WATER RETENTION GARDENS

5. OTHER WATER MEASURES WHICH KEEP SURFACE WATER AWAY
FROM BUILDINGS AND AID IN GROUNDWATER RECHARGE

-COMPLIES PER CIVIL PLANS

ADMINISTRATION

PLANNING AND DESIGN

ENERGY EFFICIENCY

DIVISION 5.2 – ENERGY EFFICIENCY

SECTION 5.201 GENERAL

5.201.1 SCOPE [BSC]. CALIFORNIA ENERGY CODE [DSA-SS]. FOR THE
PURPOSES OF MANDATORY ENERGY EFFICIENCY STANDARDS IN THIS
CODE, THE CALIFORNIA ENERGY COMMISSION WILL CONTINUE TO
ADOPT MANDATORY BUILDING STANDARDS. NOTE: IT IS THE INTENT OF
THIS CODE TO ENCOURAGE BUILDINGS TO ACHIEVE EXEMPLARY
PERFORMANCE IN THE AREA OF ENERGY EFFICIENCY. FOR THE
PURPOSES OF ENERGY EFFICIENCY STANDARDS, THE CALIFORNIA
ENERGY COMMISSION BELIEVES SPECIFICALLY, A GREEN BUILDING
SHOULD ACHIEVE AT LEAST A 15 PERCENT REDUCTION IN ENERGY
USAGE WHEN COMPARED TO THE STATE’S MANDATORY ENERGY
EFFICIENCY STANDARDS.

-COMPLIES PER ELECTRICAL PLANS AND TITLE 24

WATER EFFICIENCY

DIVISION 5.3 – WATER EFFICIENCY AND CONSERVATION

SECTION 5.303 INDOOR WATER USE

5.303.1 METERS. SEPARATE SUBMETERS OR METERING DEVICES SHALL BE
INSTALLED FOR THE USES DESCRIBED IN SECTIONS 5303.1.1 AND
5303.1.2.

5.303.1.1 BUILDINGS IN EXCESS OF 50,000 SQUARE FEET NOT APPLICABLE

5.303.2 TWENTY PERCENT SAVINGS. A SCHEDULE OF PLUMBING FIXTURES
AND FIXTURE FITTINGS THAT WILL REDUCE THE OVERALL USE OF
POTABLE WATER WITHIN THE BUILDING BY 20 PERCENT SHALL BE
PROVIDED.

-PROVIDED PER PLUMBING PLANS

5.303.2.1 MULTIPLE SHOWERHEADS SERVING ONE SHOWER. NOT APPLICABLE.

5.303.4 WASTEWATER REDUCTION. EACH BUILDING SHALL REDUCE BY 20
PERCENT WASTEWATER BY ONE OF THE FOLLOWING METHODS:

1. [DSA-SS] THE INSTALLATION OF WATER-CONSERVING FIXTURES
(WATER CLOSETS, URINALS) MEETING THE CRITERIA ESTABLISHED IN
SECTION 5.303.2 OR

2. UTILIZING NONPOTABLE WATER SYSTEMS [CAPTURED RAINWATER,
GRAYWATER, AND MUNICIPALLY TREATED WASTEWATER (RECYCLED
WATER) COMPLYING WITH THE CURRENT EDITION OF THE CALIFORNIA
PLUMBING CODE OR OTHER METHODS DESCRIBED IN SECTION A5.304].

-COMPLIES PER PLUMBING PLANS

5.303.6 PLUMBING FIXTURES AND FITTINGS. PLUMBING FIXTURES (WATER
CLOSETS AND URINALS) AND FITTINGS (FAUCETS AND SHOWERHEADS)
SHALL MEET THE STANDARDS REFERENCED IN TABLE 5.503.6.

SECTION 5.304 OUTDOOR WATER USE

5.304.1 WATER BUDGET. A WATER BUDGET SHALL BE DEVELOPED FOR
LANDSCAPE IRRIGATION USE THAT CONFORMS TO THE LOCAL WATER
EFFICIENT LANDSCAPE ORDINANCE OR TO THE CALIFORNIA
DEPARTMENT OF WATER RESOURCES MODEL WATER EFFICIENT
LANDSCAPE ORDINANCE WHERE NO LOCAL ORDINANCE IS
APPLICABLE.

5.304.2 OUTDOOR POTABLE WATER USE. FOR NEWWATER SERVICE FOR
LANDSCAPED AREAS OF AT LEAST 1,000 SQUARE FEET BUT NOT MORE
THAN 5,000 SQUARE FEET (THE LEVEL AT WHICH WATER CODE §535
APPLIES), SEPARATE SUBMETERS OR METERING DEVICES SHALL BE
INSTALLED FOR OUTDOOR POTABLE WATER USE.

5.304.3 IRRIGATION DESIGN. IN NEW NONRESIDENTIAL CONSTRUCTION WITH
AT LEAST 1,000 BUT NOT MORE THAN 2,500 SQUARE FEET OF
LANDSCAPED AREA (THE LEVEL AT WHICH THEMLOAPPLIES), INSTALL
IRRIGATION CONTROLLERS AND SENSORS WHICH INCLUDE THE
FOLLOWING CRITERIA, AND MEET MANUFACTURER’S
RECOMMENDATIONS.

5.304.3.1 IRRIGATION CONTROLLERS. AUTOMATIC IRRIGATION SYSTEM
CONTROLLERS INSTALLED AT THE TIME OF FINAL INSPECTION SHALL
COMPLY WITH THE FOLLOWING:

1. CONTROLLERS SHALL BE WEATHER- OR SOIL MOISTURE-BASED
CONTROLLERS THAT AUTOMATICALLY ADJUST IRRIGATION IN
RESPONSE TO CHANGES IN PLANTS’ NEEDS AS WEATHER CONDITIONS
CHANGE.

2. WEATHER-BASED CONTROLLERS WITHOUT INTEGRAL RAIN SENSORS
OR COMMUNICATION SYSTEMS THAT ACCOUNT FOR LOCAL RAINFALL
SHALL HAVE A SEPARATE WIRED OR WIRELESS RAIN SENSOR WHICH
CONNECTS OR COMMUNICATES WITH THE CONTROLLER(S). SOIL
MOISTURE-BASED CONTROLLERS ARE NOT REQUIRED TO HAVE RAIN
SENSOR INPUT.

DIVISION 5.4 – MATERIAL CONSERVATION AND RESOURCE EFFICIENCY

SECTION 5.407 WATER RESISTANCE AND MOISTURE MANAGEMENT

5.407.1 WEATHER PROTECTION. PROVIDE A WEATHER-RESISTANT EXTERIOR
WALL AND FOUNDATION ENVELOPE AS REQUIRED BY CALIFORNIA
BUILDING CODE SECTION 1403.2 (WEATHER PROTECTION) AND
CALIFORNIA ENERGY CODE SECTION 150, (MANDATORY FEATURES AND
DEVICES), MANUFACTURER’S INSTALLATION INSTRUCTIONS OR LOCAL
ORDINANCE, WHICHEVER IS MORE STRINGENT.

5.407.2 MOISTURE CONTROL. EMPLOY MOISTURE CONTROL MEASURES BY THE
FOLLOWING METHODS.

5.407.2.1 SPRINKLERS. DESIGN AND MAINTAIN LANDSCAPE IRRIGATION SYSTEMS
TO PREVENT SPRAY ON STRUCTURES.

5.407.2.2 ENTRIES AND OPENINGS. DESIGN EXTERIOR ENTRIES AND/OR
OPENINGS SUBJECT TO FOOT TRAFFIC OR WIND-DRIVEN RAIN TO
PREVENT WATER INTRUSION INTO BUILDINGS.

NOTES:

1. USE FEATURES SUCH AS OVERHANGS AND RECESSES, AND
FLASHINGS INTEGRATED WITH A DRAINAGE PLANE.

2. USE NONABSORBENT FLOOR AND WALL FINISHES WITHIN AT LEAST
TWO FEET AROUND AND PERPENDICULAR TO SUCH OPENINGS.

-COMPLIES PER ARCHITECTURAL PLANS

SECTION 5.408 CONSTRUCTION WASTE REDUCTION,DISPOSAL AND
RECYCLING

5.408.1 CONSTRUCTION WASTE MANAGEMENT. RECYCLE AND/OR SALVAGE
FOR REUSE A MINIMUM OF 65 PERCENT OF THE NONHAZARDOUS
CONSTRUCTION WASTE IN ACCORDANCE WITH SECTION 5.408.1.1,
5.408.1.2 OR 5.408.1.3; OR MEET A LOCAL CONSTRUCTION AND
DEMOLITION WASTE MANAGEMENT ORDINANCE, WHICHEVER IS MORE
STRINGENT.

5.408.1.1 CONSTRUCTION WASTE MANAGEMENT PLAN. WHERE A LOCAL
JURISDICTION DOES NOT HAVE A CONSTRUCTION AND DEMOLITION
WASTE MANAGEMENT ORDINANCE THAT IS MORE STRINGENT, SUBMIT A
CONSTRUCTION WASTE MANAGEMENT PLAN THAT

1. IDENTIFIES THE CONSTRUCTION WASTE MATERIALS TO BE DIVERTED
FROM DISPOSAL BY EFFICIENT USAGE, RECYCLING, REUSE ON THE
PROJECT OR SALVAGE FOR FUTURE USE OR SALE.

2. DETERMINES IF CONSTRUCTION WASTE MATERIALS WILL BE SORTED
ON-SITE (SOURCE-SEPARATED) OR BULK MIXED (SINGLE STREAM).

3. IDENTIFIES DIVERSION FACILITIES WHERE CONSTRUCTION WASTE
MATERIAL COLLECTED WILL BE TAKEN.

4. SPECIFIES THAT THE AMOUNT OF CONSTRUCTION WASTE
MATERIALS DIVERTED SHALL BE CALCULATED BY WEIGHT OR VOLUME,
BUT NOT BY BOTH.

5.408.1.2 WASTE MANAGEMENT COMPANY. UTILIZE A WASTE MANAGEMENT
COMPANY THAT CAN PROVIDE VERIFIABLE DOCUMENTATION THAT THE
PERCENTAGE OF CONSTRUCTION WASTE MATERIAL DIVERTED FROM
THE LANDFILL COMPLIES WITH THIS SECTION. NOTE: THE OWNER OR
CONTRACTOR SHALL MAKE THE DETERMINATION
IF THE CONSTRUCTION WASTE MATERIAL WILL BE DIVERTED BY A
WASTE MANAGEMENT COMPANY.

EXCEPTIONS TO SECTIONS 5.408.1.1 AND 5.408.1.2:

1. EXCAVATED SOIL AND LAND-CLEARING DEBRIS

2. ALTERNATE WASTE REDUCTION METHODS DEVELOPED BY WORKING
WITH LOCAL AGENCIES IF DIVERSION OR RECYCLE FACILITIES CAPABLE
OF COMPLIANCE WITH THIS ITEM DO NOT EXIST.

3. DEMOLITION WASTE MEETING LOCAL ORDINANCE OR CALCULATED IN
CONSIDERATION OF LOCAL RECYCLING FACILITIES AND MARKETS,
WHERE DEMOLITION OF AN EXISTING STRUCTURE(S) IS NECESSARY
FOR THE CONSTRUCTION OF A NEW STRUCTURE.

5.408.1.3 WASTE STREAM REDUCTION ALTERNATIVE. THE COMBINED WEIGHT OF
NEW CONSTRUCTION DISPOSAL THAT DOES NOT EXCEED 2 LBS/SQ. FT.
OF BUILDING AREA MAY BE DEEMED TO MEET THE 50 PERCENT
MINIMUM REQUIREMENT AS APPROVED BY THE ENFORCING AGENCY.

5.408.1.4 DOCUMENTATION. DOCUMENTATION SHALL BE PROVIDED TO THE
ENFORCING AGENCY WHICH DEMONSTRATES COMPLIANCE WITH
SECTIONS 5.408.1.1 THROUGH 5.408.1.3. THE WASTE MANAGEMENT
PLAN SHALL BE UPDATED AS NECESSARY AND SHALL BE ACCESSIBLE
DURING CONSTRUCTION FOR EXAMINATION BY THE ENFORCING
AGENCY.

NOTES:

1. SAMPLE FORMS FOUND IN “A GUIDE TO THE CALIFORNIA GREEN
BUILDING STANDARDS CODE (NONRESIDENTIAL)” LOCATED AT
HTTP://WWW.BSC.CA.GOV/CALGREEN/
DEFAULT.HTM MAY BE USED TO ASSIST IN DOCUMENTING COMPLIANCE
WITH THE WASTE MANAGEMENT PLAN.

2. MIXED CONSTRUCTION AND DEMOLITION DEBRIS (C&D) PROCESSORS
CAN BE LOCATED AT THE CALIFORNIA DEPARTMENT OF RESOURCES
RECYCLING AND RECOVERY (CALRECYCLE).

5.408.2 ISOLATED JOBSITES. THE ENFORCING AGENCY MAY MAKE EXCEPTIONS
TO THE REQUIREMENTS OF THIS SECTION WHEN JOBSITES ARE
LOCATED IN AREAS BEYOND THE HAUL BOUNDARIES OF THE
DIVERSION FACILITY.

5.408.3 EXCAVATED SOIL AND LAND CLEARING DEBRIS [BSC]. 100 PERCENT OF
TREES, STUMPS, ROCKS AND ASSOCIATED VEGETATION AND
SOILS RESULTING PRIMARILY FROM LAND CLEARING SHALL BE REUSED
OR RECYCLED. FOR A PHASED PROJECT, SUCH MATERIAL MAY BE
STOCKPILED ON SITE UNTIL THE STORAGE SITE IS DEVELOPED.

EXCEPTION: REUSE, EITHER ON-OR OFF-SITE, OF VEGETATION OR SOIL
CONTAMINATED BY DISEASE OR PEST INFESTATION.

NOTES:

1. IF CONTAMINATION BY DISEASE OR PEST INFESTATION IS
SUSPECTED, CONTACT THE COUNTY AGRICULTURAL COMMISSIONER
AND FOLLOW ITS DIRECTION FOR RECYCLING OR DISPOSAL OF THE
MATERIAL.
(WWW.CDFA.CA.GOV/EXEC/COUNTY/COUNTY_CONTACTS.HTML)

-CONTRACTOR TO COMPLY WITH CONSTRUCTION WASTE DISPOSAL
AND RECYCLING PER SECTION 5.408 OF THE CALIFORNIA GREEN
BUILDING CODE

SECTION 5.410 BUILDING MAINTENANCE AND OPERATION

5.410.1 RECYCLING BY OCCUPANTS. PROVIDE READILY ACCESSIBLE AREAS
THAT SERVE THE ENTIRE BUILDING AND ARE IDENTIFIED FOR THE
DEPOSITING, STORAGE AND COLLECTION OF NON-HAZARDOUS
MATERIALS FOR RECYCLING, INCLUDING (AT A MINIMUM) PAPER,
CORRUGATED CARDBOARD, GLASS, PLASTICS AND METALS.

-COMPLIES PER ARCHITECTURAL PLANS

5.410.2 COMMISSIONING. FOR NEWBUILDINGS 10,000 SQUARE FEET AND OVER,
BUILDING COMMISSIONING SHALL BE INCLUDED IN THE DESIGN AND
CONSTRUCTION PROCESSES OF THE BUILDING PROJECT TO VERIFY
THAT THE BUILDING SYSTEMS AND COMPONENTS MEET THE OWNER’S
OR OWNER REPRESENTATIVE’S PROJECT REQUIREMENTS.
COMMISSIONING SHALL BE PERFORMED IN ACCORDANCE WITH THIS
SECTION BY TRAINED PERSONNEL WITH EXPERIENCE ON PROJECTS OF
COMPARABLE SIZE AND COMPLEXITY. COMMISSIONING REQUIREMENTS
SHALL INCLUDE:

1. OWNER’S OR OWNER REPRESENTATIVE’S PROJECT REQUIREMENTS

2. BASIS OF DESIGN

3. COMMISSIONING MEASURES SHOWN IN THE CONSTRUCTION
DOCUMENTS

4. COMMISSIONING PLAN

5. FUNCTIONAL PERFORMANCE TESTING

MATERIALS AND RESOURCES

6. DOCUMENTATION AND TRAINING

7. COMMISSIONING REPORT

EXCEPTIONS:

1. DRY STORAGE WAREHOUSES OF ANY SIZE

2. AREAS UNDER 10,000 SQUARE FEET USED FOR OFFICES OR OTHER
CONDITIONED ACCESSORY SPACES WITHIN DRY STORAGE
WAREHOUSES

3. TENANT IMPROVEMENTS UNDER 10,000 SQUARE FEET AS DESCRIBED
IN SECTION 303.1.1

ALL BUILDING OPERATING SYSTEMS COVERED BY TITLE 24, PART 6, AS
WELL AS PROCESS EQUIPMENT AND CONTROLS, AND RENEWABLE
ENERGY SYSTEMS SHALL BE INCLUDED IN THE SCOPE OF THE
COMMISSIONING REQUIREMENTS.

-OWNER TO PROVIDE COMMISSIONING AGENT

5.410.2.1 OWNER’S OR OWNER REPRESENTATIVE’S PROJECT REQUIREMENTS
(OPR). THE EXPECTATIONS AND REQUIREMENTS OF THE BUILDING
APPROPRIATE TO ITS PHASE SHALL BE DOCUMENTED BEFORE THE
DESIGN PHASE OF THE PROJECT BEGINS. THIS DOCUMENTATION SHALL
INCLUDE THE FOLLOWING:

1. ENVIRONMENTAL AND SUSTAINABILITY GOALS

2. ENERGY EFFICIENCY GOALS

3. INDOOR ENVIRONMENTAL QUALITY REQUIREMENTS

4. PROJECT PROGRAM, INCLUDING FACILITY FUNCTIONS AND HOURS
OF OPERATION, AND NEED FOR AFTER HOURS OPERATION

5. EQUIPMENT AND SYSTEMS EXPECTATIONS

6. BUILDING OCCUPANT AND OPERATION AND MAINTENANCE (O&M)
PERSONNEL EXPECTATIONS

5.410.2.2 BASIS OF DESIGN (BOD). A WRITTEN EXPLANATION OF HOW THE
DESIGN OF THE BUILDING SYSTEMS MEETS THE OPR SHALL BE
COMPLETED AT THE DESIGN PHASE OF THE BUILDING PROJECT. THE
BASIS OF DESIGN DOCUMENT SHALL COVER THE FOLLOWING
SYSTEMS:

1. HEATING, VENTILATION, AIR CONDITIONING (HVAC) SYSTEMS AND
CONTROLS

2. INDOOR LIGHTING SYSTEM AND CONTROLS

3. WATER HEATING SYSTEM

4. RENEWABLE ENERGY SYSTEMS

5. LANDSCAPE IRRIGATION SYSTEMS

6. WATER REUSE SYSTEMS

-INFORMATION PROVIDED IN PLANS

5.410.2.2 BASIS OF DESIGN (BOD). A WRITTEN EXPLANATION OF HOW THE
DESIGN OF THE BUILDING SYSTEMS MEETS THE OPR SHALL BE
COMPLETED AT THE DESIGN PHASE OF THE BUILDING PROJECT.

THE BASIS OF DESIGN DOCUMENT SHALL COVER THE FOLLOWING
SYSTEMS:

1. HEATING, VENTILATION, AIR CONDITIONING (HVAC) SYSTEMS AND
CONTROLS

2. INDOOR LIGHTING SYSTEM AND CONTROLS

3. WATER HEATING SYSTEM

4. RENEWABLE ENERGY SYSTEMS

5. LANDSCAPE IRRIGATION SYSTEMS

6. WATER REUSE SYSTEMS

-INFORMATION PROVIDED IN PLANS

5.410.2.3 COMMISSIONING PLAN. PRIOR TO PERMIT ISSUANCE A COMMISSIONING
PLAN SHALL BE COMPLETED TO DOCUMENT HOW THE PROJECT WILL
BE COMMISSIONED. THE COMMISSIONING PLAN SHALL INCLUDE THE
FOLLOWING:

1. GENERAL PROJECT INFORMATION

2. COMMISSIONING GOALS

3. SYSTEMS TO BE COMMISSIONED. PLANS TO TEST SYSTEMS AND
COMPONENTS SHALL INCLUDE:

A. AN EXPLANATION OF THE ORIGINAL DESIGN INTENT

B. EQUIPMENT AND SYSTEMS TO BE TESTED, INCLUDING THE EXTENT
OF TESTS

C. FUNCTIONS TO BE TESTED

D. CONDITIONS UNDER WHICH THE TEST SHALL BE PERFORMED

E. MEASURABLE CRITERIA FOR ACCEPTABLE PERFORMANCE

4. COMMISSIONING TEAM INFORMATION

5. COMMISSIONING PROCESS ACTIVITIES, SCHEDULES AND
RESPONSIBILITIES. PLANS FOR THE COMPLETION OF COMMISSIONING
SHALL BE INCLUDED.

-OWNER TO PROVIDE COMMISSIONING AGENT

5.410.2.4 FUNCTIONAL PERFORMANCE TESTING. FUNCTIONAL PERFORMANCE
TESTS SHALL DEMONSTRATE THE CORRECT INSTALLATION AND
OPERATION OF EACH COMPONENT, SYSTEM AND SYSTEM TO- SYSTEM
INTERFACE IN ACCORDANCE WITH THE APPROVED PLANS AND
SPECIFICATIONS. FUNCTIONAL PERFORMANCE TESTING REPORTS
SHALL CONTAIN INFORMATION ADDRESSING EACH OF THE BUILDING
COMPONENTS TESTED, THE TESTING METHODS UTILIZED, AND INCLUDE
ANY READINGS AND ADJUSTMENTS MADE.

5.410.2.5 DOCUMENTATION AND TRAINING. A SYSTEMS MANUAL AND SYSTEMS
OPERATIONS TRAINING ARE REQUIRED, INCLUDING OCCUPATIONAL
SAFETY AND HEALTH ACT (OSHA) REQUIREMENTS IN CALIFORNIA CODE
OF REGULATIONS (CCR), TITLE 8, SECTION 5142, AND OTHER RELATED
REGULATIONS.

5.410.2.5.1 SYSTEMS MANUAL. DOCUMENTATION OF THE OPERATIONAL ASPECTS
OF THE BUILDING SHALL BE COMPLETED WITHIN THE SYSTEMS MANUAL
AND DELIVERED TO THE BUILDING OWNER OR REPRESENTATIVE. THE
SYSTEMS MANUAL SHALL INCLUDE THE FOLLOWING:

1. SITE INFORMATION, INCLUDING FACILITY DESCRIPTION, HISTORY AND
CURRENT REQUIREMENTS

2. SITE CONTACT INFORMATION

3. BASIC OPERATIONS AND MAINTENANCE, INCLUDING GENERAL SITE
OPERATING PROCEDURES, BASIC TROUBLESHOOTING, RECOMMENDED
MAINTENANCE REQUIREMENTS, SITE EVENTS LOG

4. MAJOR SYSTEMS

5. SITE EQUIPMENT INVENTORY AND MAINTENANCE NOTES

6. A COPY OF VERIFICATIONS REQUIRED BY THE ENFORCING AGENCY
OR THIS CODE

7. OTHER RESOURCES AND DOCUMENTATION, IF APPLICABLE

5.410.2.5.2 SYSTEMS OPERATIONS TRAINING. A PROGRAM FOR TRAINING OF THE
APPROPRIATE MAINTENANCE STAFF FOR EACH EQUIPMENT TYPE
AND/OR SYSTEM SHALL BE DEVELOPED AND DOCUMENTED IN THE
COMMISSIONING REPORT AND SHALL INCLUDE THE FOLLOWING:

1. SYSTEM/EQUIPMENT OVERVIEW (WHAT IT IS, WHAT IT DOES AND
WITH WHAT OTHER SYSTEMS AND/OR EQUIPMENT IT INTERFACES)

2. REVIEW AND DEMONSTRATION OF SERVICING/PREVENTIVE
MAINTENANCE

3. REVIEW OF THE INFORMATION IN THE SYSTEMS MANUAL

4. REVIEW OF THE RECORD DRAWINGS ON THE SYSTEM/ EQUIPMENT

-CONTRACTOR TO PROVIDE DOCUMENTATION

5.410.2.6 COMMISSIONING REPORT. A REPORT OF COMMISSIONING PROCESS
ACTIVITIES UNDERTAKEN THROUGH THE DESIGN AND CONSTRUCTION
PHASES OF THE BUILDING PROJECT SHALL BE COMPLETED AND
PROVIDED TO THE OWNER OR REPRESENTATIVE.

5.410.4 TESTING AND ADJUSTING. TESTING AND ADJUSTING OF SYSTEMS
SHALL BE REQUIRED FOR BUILDINGS LESS THAN 10,000 SQUARE FEET.

5.410.4.2 SYSTEMS. DEVELOP A WRITTEN PLAN OF PROCEDURES FOR TESTING
AND ADJUSTING SYSTEMS. SYSTEMS TO BE INCLUDED FOR TESTING
AND ADJUSTING SHALL INCLUDE, AS APPLICABLE TO THE PROJECT:

1. HVAC SYSTEMS AND CONTROLS

2. INDOOR AND OUTDOOR LIGHTING AND CONTROLS

3. WATER HEATING SYSTEMS

4. RENEWABLE ENERGY SYSTEMS

5. LANDSCAPE IRRIGATION SYSTEMS

6. WATER REUSE SYSTEMS

5.410.4.3 PROCEDURES. PERFORM TESTING AND ADJUSTING PROCEDURES IN
ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS AND
APPLICABLE STANDARDS ON EACH SYSTEM.

5.410.4.3.1 HVAC BALANCING. IN ADDITION TO TESTING AND ADJUSTING, BEFORE A
NEW SPACE-CONDITIONING SYSTEM SERVING A BUILDING OR SPACE IS
OPERATED FOR NORMAL USE, BALANCE THE SYSTEM IN ACCORDANCE
WITH THE PROCEDURES DEFINED BY THE TESTING ADJUSTING AND
BALANCING BUREAU NATIONAL STANDARDS; THE NATIONAL
ENVIRONMENTAL BALANCING BUREAU PROCEDURAL STANDARDS;
ASSOCIATED AIR BALANCE COUNCIL NATIONAL STANDARDS OR AS
APPROVED BY THE
ENFORCING AGENCY.

5.410.4.4 REPORTING. AFTER COMPLETION OF TESTING, ADJUSTING AND
BALANCING, PROVIDE A FINAL REPORT OF TESTING SIGNED BY THE
INDIVIDUAL RESPONSIBLE FOR PERFORMING THESE SERVICES.

-TESTING AND REPORTING TO BE PROVIDED BY THE COMMISSIONING
AGENT

5.410.4.5 OPERATION AND MAINTENANCE (O &M) MANUAL. PROVIDE THE
BUILDING OWNER OR REPRESENTATIVE WITH DETAILED OPERATING
AND MAINTENANCE INSTRUCTIONS AND COPIES OF GUARANTIES/
WARRANTIES FOR EACH SYSTEM. O &M INSTRUCTIONS SHALL BE
CONSISTENT WITH OSHA REQUIREMENTS IN CCR, TITLE 8,SECTION
5142, AND OTHER RELATED REGULATIONS.

5.410.4.5.1 INSPECTIONS AND REPORTS. INCLUDE A COPY OF ALL INSPECTION
VERIFICATIONS AND REPORTS REQUIRED BY THE ENFORCING AGENCY.

-CONTRACTOR TO PROVIDE O &M MANUALS, INSPECTIONS AND
REPORTS PER SECTIONS 5.410.4.5 AND 5.410.4.5.1 OF THE CALIFORNIA
GREEN BUILDING CODE.
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DIVISION 5.5 – ENVIRONMENTAL QUALITY

SECTION 5.503 FIREPLACES

5.503.1 GENERAL. INSTALL ONLY A DIRECT-VENT SEALED-COMBUSTION GAS OR
SEALEDWOOD-BURNING FIREPLACE, OR A SEALEDWOODSTOVE OR
PELLET STOVE, AND REFER TO RESIDENTIAL REQUIREMENTS IN THE
CALIFORNIA ENERGY CODE, TITLE 24, PART 6, SUBCHAPTER 7, SECTION
150. WOODSTOVES, PELLET STOVES AND FIREPLACES SHALL COMPLY
WITH APPLICABLE LOCAL ORDINANCES.

5.503.1.1 WOODSTOVES. WOODSTOVES AND PELLET STOVES SHALL COMPLY
WITH U.S. EPA PHASE II EMISSION LIMITS.

-NOT APPLICABLE

SECTION 5.504 POLLUTANT CONTROL

5.504.1.3 TEMPORARY VENTILATION. THE PERMANENT HVAC SYSTEM SHALL ONLY
BE USED DURING CONSTRUCTION IF NECESSARY TO CONDITION THE
BUILDING WITHIN THE REQUIRED TEMPERATURE RANGE FOR MATERIAL
AND EQUIPMENT INSTALLATION. IF THE HVAC SYSTEM IS USED DURING
CONSTRUCTION, USE RETURN AIR FILTERS WITH A MINIMUM
EFFICIENCY REPORTING VALUE(MERV) OF 8, BASED ON ASHRAE
52.2-1999, OR AN AVERAGE EFFICIENCY OF 30 PERCENT BASED ON
ASHRAE 52.1-1992. REPLACE ALL FILTERS IMMEDIATELY PRIOR TO
OCCUPANCY.

5.504.3 COVERING OF DUCT OPENINGS AND PROTECTION OF MECHANICAL
EQUIPMENT DURING CONSTRUCTION. AT THE TIME OF ROUGH
INSTALLATION AND DURING STORAGE ON THE CONSTRUCTION SITE
UNTIL FINAL STARTUP OF THE HEATING, COOLING AND VENTILATING
EQUIPMENT, ALL DUCT AND OTHER RELATED AIR DISTRIBUTION
COMPONENT OPENINGS SHALL BE COVERED WITH TAPE, PLASTIC,
SHEETMETAL OR OTHER METHODS ACCEPTABLE TO THE ENFORCING
AGENCY TO REDUCE THE AMOUNT OF DUST,WATER AND DEBRIS WHICH
MAY ENTER THE SYSTEM.

5.504.4 FINISH MATERIAL POLLUTANT CONTROL. FINISH MATERIALS SHALL
COMPLY WITH SECTIONS 5.504.4.1 THROUGH 5.504.4.4.  REFER TO
ATTACHED TABLES.

5.504.4.1 ADHESIVES, SEALANTS AND CAULKS. ADHESIVES, SEALANTS, AND
CAULKS USED ON THE PROJECT SHALL MEET THE REQUIREMENTS OF
THE FOLLOWING STANDARDS:

1. ADHESIVES, ADHESIVE BONDING PRIMERS, ADHESIVE PRIMERS,
SEALANTS, SEALANT PRIMERS AND CAULKS SHALL COMPLY WITH
LOCAL OR REGIONAL AIR POLLUTION CONTROL OR AIR QUALITY
MANAGEMENT DISTRICT RULES WHERE APPLICABLE, OR SCAQMD RULE
1168 VOC LIMITS, AS SHOWN IN TABLES 5.504.4.1 AND 5.504.4.2. SUCH
PRODUCTS ALSO SHALL COMPLY WITH THE RULE 1168 PROHIBITION ON
THE USE OF CERTAIN TOXIC COMPOUNDS (CHLOROFORM, ETHYLENE
DICHLORIDE, METHYLENE CHLORIDE, PERCHLOROETHYLENE AND
TRICHLOROETHYLENE), EXCEPT FOR AEROSOL PRODUCTS AS
SPECIFIED IN SUBSECTION 2, BELOW.

2. AEROSOL ADHESIVES, AND SMALLER UNIT SIZES OF ADHESIVES, AND
SEALANT OR CAULKING COMPOUNDS (IN UNITS OF PRODUCT, LESS
PACKAGING, WHICH DO NOT WEIGH MORE THAN ONE POUND AND DO
NOT CONSIST OF MORE THAN 16 FLUID OUNCES) SHALL COMPLY WITH
STATEWIDE VOC STANDARDS AND OTHER REQUIREMENTS, INCLUDING
PROHIBITIONS ON USE OF CERTAIN TOXIC COMPOUNDS, OF CALIFORNIA
CODE OF REGULATIONS, TITLE 17, COMMENCING WITH SECTION 94507.

5.504.4.3 PAINTS AND COATINGS. ARCHITECTURAL PAINTS AND COATINGS SHALL
COMPLY WITH VOC LIMITS IN TABLE 1 OF THE ARB ARCHITECTURAL
COATINGS SUGGESTED CONTROL MEASURE, AS SHOWN IN TABLE
5.504.4.3, UNLESS MORE STRINGENT LOCAL LIMITS APPLY. THE VOC
CONTENT LIMIT FOR COATINGS THAT DO NOT
MEET THE DEFINITIONS FOR THE SPECIALTY COATINGS CATEGORIES
LISTED IN TABLE 5.504.4.3 SHALL BE DETERMINED BY CLASSIFYING THE
COATING AS A FLAT, NONFLAT OR NONFLAT-HIGH GLOSS COATING,
BASED ON ITS GLOSS, AS DEFINED IN SUBSECTIONS 4.21, 4.36 AND 4.37
OF THE 2007 CALIFORNIA AIR RESOURCES BOARD SUGGESTED
CONTROL MEASURE, AND THE CORRESPONDING FLAT, NONFLAT OR
NONFLAT-HIGH GLOSS VOC LIMIT IN TABLE 5.504.4.3 SHALL APPLY.

5.504.4.3.1 AEROSOL PAINTS AND COATINGS. AEROSOL PAINTS AND COATINGS
SHALL MEET THE PWMIR LIMITS FOR ROC IN SECTION 94522(A)(3) AND
OTHER REQUIREMENTS, INCLUDING PROHIBITIONS ON USE OF CERTAIN
TOXIC COMPOUNDS AND OZONE DEPLETING SUBSTANCES, IN SECTIONS
94522(C)(2) AND (D)(2) OF CALIFORNIA CODE OF REGULATIONS, TITLE 17,
COMMENCING WITH SECTION 94520; AND IN AREAS UNDER THE
JURISDICTION OF THE BAY AREA AIR QUALITY
MANAGEMENT DISTRICT ADDITIONALLY COMPLY WITH THE PERCENT
VOC BY WEIGHT OF PRODUCT LIMITS OF REGULATION 8 RULE 49.

5.504.4.3.2 VERIFICATION. VERIFICATION OF COMPLIANCE WITH THIS SECTION
SHALL BE PROVIDED AT THE REQUEST OF THE ENFORCING AGENCY.
DOCUMENTATION MAY INCLUDE, BUT IS NOT LIMITED TO, THE
FOLLOWING:

1. MANUFACTURER’S PRODUCT SPECIFICATION

2. FIELD VERIFICATION OF ON-SITE PRODUCT CONTAINERS

5.504.4.4 CARPET SYSTEMS. ALL CARPET INSTALLED IN THE BUILDING INTERIOR
SHALL MEET THE TESTING AND PRODUCT REQUIREMENTS OF ONE OF
THE FOLLOWING:

1. CARPET AND RUG INSTITUTE’S GREEN LABEL PLUS PROGRAM

2. CALIFORNIA DEPARTMENT OF PUBLIC HEALTH STANDARD METHOD
FOR THE TESTING AND EVALUATION OF VOLATILE ORGANIC CHEMICAL
EMISSIONS FROM INDOOR SOURCES USING ENVIRONMENTAL
CHAMBERS, VERSION 1.1, FEBRUARY 2010 (ALSO KNOWN AS
SPECIFICATION 01350)

3. NSF/ANSI 140 AT THE GOLD LEVEL OR HIGHER

4. SCIENTIFIC CERTIFICATIONS SYSTEMS SUSTAINABLE CHOICE

5.504.4.4.1 CARPET CUSHION. ALL CARPET CUSHION INSTALLED IN THE BUILDING
INTERIOR SHALL MEET THE REQUIREMENTS OF THE CARPET AND RUG
INSTITUTE’S GREEN LABEL PROGRAM.

5.504.4.4.2 CARPET ADHESIVE. ALL CARPET ADHESIVE SHALL MEET THE
REQUIREMENTS OF TABLE 5.504.4.1.

5.504.4.5 COMPOSITE WOOD PRODUCTS. HARDWOOD PLYWOOD,
PARTICLEBOARD AND MEDIUM DENSITY FIBERBOARD COMPOSITE
WOOD PRODUCTS USED ON THE INTERIOR OR EXTERIOR OF THE
BUILDING SHALL MEET THE REQUIREMENTS FOR FORMALDEHYDE AS
SPECIFIED IN ARB’S AIR TOXICS CONTROL MEASURE FOR COMPOSITE
WOOD (17 CCR 93120 ET SEQ.), BY OR BEFORE THE DATES SPECIFIED IN
THOSE SECTIONS, AS SHOWN IN TABLE 5.504.4.5.

5.504.4.5.3 DOCUMENTATION. VERIFICATION OF COMPLIANCE WITH THIS SECTION
SHALL BE PROVIDED AS REQUESTED BY THE ENFORCING AGENCY.
DOCUMENTATION SHALL INCLUDE AT LEAST ONE OF THE FOLLOWING:

1. PRODUCT CERTIFICATIONS AND SPECIFICATIONS

2. CHAIN OF CUSTODY CERTIFICATIONS

3. PRODUCT LABELED AND INVOICED AS MEETING THE COMPOSITE
WOOD PRODUCTS REGULATION (SEE CCR, TITLE 17, SECTION 93120, ET
SEQ)

4. EXTERIOR GRADE PRODUCTS MARKED AS MEETING THE PS-1 OR PS-2
STANDARDS OF THE ENGINEERED WOOD ASSOCIATION, THE
AUSTRALIAN AS/NZS 2269 OR EUROPEAN 636 3S STANDARDS

5. OTHER METHODS ACCEPTABLE TO THE ENFORCING AGENCY

5.504.4.6 RESILIENT FLOORING SYSTEMS. FOR 50 PERCENT OF FLOOR AREA
RECEIVING RESILIENT FLOORING, INSTALL RESILIENT FLOORING
COMPLYING WITH THE VOC-EMISSION LIMITS DEFINED IN THE 2009
COLLABORATIVE FOR HIGH PERFORMANCE SCHOOLS (CHPS) CRITERIA
AND LISTED ON ITS HIGH PERFORMANCE PRODUCTS DATABASE;
PRODUCTS COMPLIANT WITH CHPS CRITERIA CERTIFIED UNDER THE
GREENGUARD CHILDREN & SCHOOLS PROGRAM; CERTIFIED UNDER THE
RESILIENT FLOOR COVERING INSTITUTE (RFCI) FLOORSCORE
PROGRAM; OR MEET CALIFORNIA DEPARTMENT OF PUBLIC HEALTH 2010
STANDARD METHOD FOR THE TESTING AND EVALUATION OF VOLATILE
ORGANIC CHEMICAL EMISSIONS FROM INDOOR SOURCES USING
ENVIRONMENTAL CHAMBERS, VERSION 1.1, FEBRUARY 2010 (ALSO
KNOWN AS SPECIFICATION 01350.)

ENVIRONMENTAL QUALITY VOC LIMITS

ADHESIVES

ADHESIVES-ARCHITECTURAL APPLICATIONS VOC LIMIT G/L

INDOOR CARPET ADHESIVES 50

CARPET PAD ADHESIVES 50

OUTDOOR CARPET ADHESIVES 150

WOOD FLOORING ADHESIVE 100

RUBBER FLOOR ADHESIVES 60

SUBFLOOR ADHESIVES 50

CERAMIC TILE ADHESIVES 65

VCT AND ASPHALT TILE ADHESIVES 50

DRYWALL AND PANEL ADHESIVES 50

COVE BASE ADHESIVES 50

MULTIPURPOSE CONSTRUCTION ADHESIVES 70

STRUCTURAL GLAZING ADHESIVES 100

SINGLE-PLY ROOF MEMBRANE ADHESIVES 250

OTHER ADHESIVE NOT SPECIFICALLY LISTED 50

SPECIALTY APPLICATIONS

PVC WELDING 510

CPVC WELDING 490

ABS WELDING 325

PLASTIC CEMENT WELDING 250

ADHESIVE PRIMER FOR PLASTIC 550

CONTACT ADHESIVE 80

SPECIAL PURPOSE CONTACT ADHESIVE 250

STRUCTURAL WOOD MEMBER ADHESIVE 140

TOP AND TRIM ADHESIVE 250

SUBSTRATE SPECIFIC APPLICATIONS

METAL TO METAL 30

PLASTIC FOAMS 50

POROUS MATERIAL (EXCEPT WOOD) 50

WOOD 30

FIBERGLASS 80

ARCHITECTURAL COATINGS

COATING CATEGORY VOC LIMIT, G/L

FLAT COATINGS 50

NONFLAT COATINGS 100

NONFLAT HIGH GLOSS COATINGS 150

SPECIALTY COATINGS

ALUMINUM ROOF COATINGS 400

BASEMENT SPECIALTY COATINGS 400

BITUMINOUS ROOF COATINGS 50

BITUMINOUS ROOF PRIMERS 350

BOND BREAKERS 350

CONCRETE CURING COMPOUNDS 350

CONCRETE/MASONRY SEALERS 100

DRIVEWAY SEALERS 50

DRY FOG COATINGS 150

FAUX FINISHING COATINGS 350

FIRE RESISTIVE COATINGS 350

FLOOR COATINGS 100

FORM-RELEASE COMPOUNDS 250

GRAPHIC ARTS COATINGS (SIGN PAINTS) 500

HIGH-TEMPERATURE COATINGS 420

INDUSTRIAL MAINTENANCE COATINGS 250

LOW SOLIDS COATINGS1 120

MAGNESITE CEMENT COATINGS 450

MASTIC TEXTURE COATINGS 100

METALLIC PIGMENTED COATINGS 500

MULTICOLOR COATINGS 250

PRETREATMENT WASH PRIMERS 420

PRIMERS, SEALERS AND UNDERCOATERS 100

REACTIVE PENETRATING SEALERS 350

RECYCLED COATINGS 250

ROOF COATINGS 50

RUST PREVENTATIVE COATINGS 250

SHELLACS: CLEAR 730

SHELLACS: OPAQUE 550

SPECIALTY PRIMERS, SEALERS AND UNDERCOATERS 100

STAINS 250

STONE CONSOLIDANTS 450

SWIMMING POOL COATINGS 340

TRAFFIC MARKING COATINGS 100

TUB AND TILE REFINISH COATINGS 420

WATERPROOFING MEMBRANES 250

WOOD COATINGS 275

WOOD PRESERVATIVES 350

ZINC-RICH PRIMERS 340

FORMALDEHYDE

PRODUCT CRRENT LIMIT

HARDWOOD PLYWOOD VENEER CORE 0.05

HARDWOOD PLYWOOD COMPOSITE CORE 0.08 (0.05 JULY 1,
2012)

PARTICLE BOARD 0.09

MEDIUM DENSITY FIBERBOARD .011

THIN MEDIUM DENSITY FIBERBOARD .021 (0.13 JAN 1,
2012)

SEALANTS

SEALANTS CURRENT VOC
LIMIT

ARCHITECTURAL 250

MARINE DECK 760

NONMEMBRANE ROOF 300

ROADWAY 250

SINGLE-PLY ROOF MEMBRANE 450

OTHER 420

SEALANT PRIMERS

ARCHITECTURAL - POROUS 250

ARCHITECTURAL - NONPOROUS 775

MODIFIED BITUMINOUS 500

MARINE DECK 760

OTHER 750

5.504.4.6.1 VERIFICATION OF COMPLIANCE. DOCUMENTATION SHALL BE PROVIDED
VERIFYING THAT RESILIENT FLOORING MATERIALS MEET THE
POLLUTANT EMISSION LIMITS.

5.504.5.3 FILTERS. IN MECHANICALLY VENTILATED BUILDINGS, PROVIDE
REGULARLY OCCUPIED AREAS OF THE BUILDING WITH AIR FILTRATION
MEDIA FOR OUTSIDE AND RETURN AIR THAT PROVIDES AT LEAST A
MINIMUM EFFICIENCY REPORTING VALUE (MERV) OF 8. MERV 8 FILTERS
SHALL BE INSTALLED PRIOR TO OCCUPANCY, AND RECOMMENDATIONS
FOR MAINTENANCE WITH FILTERS OF THE SAME VALUE SHALL BE
INCLUDED IN THE OPERATION AND MAINTENANCE MANUAL.
EXCEPTION: A MERV-1 FILTER SHALL BE ALLOWED FOR RETURN AIR
ONLY OR RETURN WITH PREFILTERED OUTSIDE AIR, IF THE FILTER IS OF
A REUSABLE, NONDISPOSABLE TYPE, AND THE FAN ENERGY USE OF
THAT AIR DELIVERY SYSTEM IS 0.4W/CFM OR LESS AT DESIGN AIRFLOW.

-CONTRACTOR TO COMPLY WITH POLLUTANT CONTROL REQUIREMENT
PER SECTIONS 5.504 OF THE CALIFORNIA GREEN BUILDING CODE.

5.504.7 ENVIRONMENTAL TOBACCO SMOKE (ETS) CONTROL. WHERE OUTDOOR
AREAS ARE PROVIDED FOR SMOKING, PROHIBIT SMOKING WITHIN 25
FEET OF BUILDING ENTRIES, OUTDOOR AIR INTAKES AND OPERABLE
WINDOWS AND WITHIN THE BUILDING AS ALREADY PROHIBITED BY
OTHER LAWS OR REGULATIONS; OR AS ENFORCED BY ORDINANCES,
REGULATIONS OR POLICIES OF ANY CITY, COUNTY, CITY AND COUNTY,
CALIFORNIA COMMUNITY COLLEGE, CAMPUS OF THE CALIFORNIA STATE
UNIVERSITY, OR CAMPUS OF THE UNIVERSITY OF CALIFORNIA,
WHICHEVER ARE MORE STRINGENT. WHEN ORDINANCES, REGULATIONS
OR POLICIES ARE NOT IN PLACE, POST SIGNAGE TO INFORM BUILDING
OCCUPANTS OF THE PROHIBITIONS.

-OWNER TO PROHIBIT SMOKING TO 25 FEET AWAY FROM BUILDING

SECTION 5.505 INDOOR MOISTURE CONTROL

5.505.1 INDOOR MOISTURE CONTROL. BUILDINGS SHALL MEET OR EXCEED THE
PROVISIONS OF CALIFORNIA BUILDING CODE, CCR, TITLE 24, PART 2,
SECTIONS 1203 (VENTILATION) AND CHAPTER 14 (EXTERIOR WALLS).
FOR ADDITIONAL MEASURES NOT APPLICABLE TO LOW-RISE
RESIDENTIAL OCCUPANCIES, SEE SECTION 5.407.2 OF THIS CODE.

-COMPLIES PER ARCHITECTURAL PLANS

SECTION 5.506 INDOOR AIR QUALITY

5.506.1 OUTSIDE AIR DELIVERY. FOR MECHANICALLY OR NATURALLY
VENTILATED SPACES IN BUILDINGS, MEET THE MINIMUM REQUIREMENTS
OF SECTION 121 (REQUIREMENTS FOR VENTILATION) OF THE 2010
CALIFORNIA ENERGY CODE, OR THE APPLICABLE LOCAL CODE,
WHICHEVER IS MORE STRINGENT, AND DIVISION 1, CHAPTER 4 OF CCR,
TITLE 8.

5.506.2 CARBON DIOXIDE (CO2) MONITORING. FOR BUILDINGS EQUIPPED WITH
DEMAND CONTROL VENTILATION, CO2 SENSORS AND VENTILATION
CONTROLS SHALL BE SPECIFIED AND INSTALLED IN ACCORDANCE WITH
THE REQUIREMENTS OF THE 2010 CALIFORNIA ENERGY CODE, SECTION
121(C).

-COMPLIES PER MECHANICAL PLANS

SECTION 5.507 ENVIRONMENTAL COMFORT

5.507.4 ACOUSTICAL CONTROL. EMPLOY BUILDING ASSEMBLIES AND
COMPONENTS WITH SOUND TRANSMISSION CLASS (STC) VALUES
DETERMINED IN ACCORDANCE WITH ASTM E 90 AND ASTM E 413 OR
OUTDOOR-INDOOR SOUND TRANSMISSION CLASS (OITC) DETERMINED
IN ACCORDANCE WITH ASTM E 1332,USING EITHER THE PRESCRIPTIVE
OR PERFORMANCE METHOD IN SECTION 5.507.4.1 OR 5.507.4.2.

EXCEPTION: BUILDINGS WITH FEW OR NO OCCUPANTS OR WHERE
OCCUPANTS ARE NOT LIKELY TO BE AFFECTED BY EXTERIOR NOISE, AS
DETERMINED BY THE ENFORCEMENT AUTHORITY, SUCH AS FACTORIES,
STADIUMS, STORAGE, ENCLOSED PARKING STRUCTURES AND UTILITY
BUILDINGS.

5.507.4.1 EXTERIOR NOISE TRANSMISSION, PRESCRIPTIVE METHOD. WALL AND
ROOF-CEILING ASSEMBLIES EXPOSED TO THE NOISE SOURCE MAKING
UP THE BUILDING ENVELOPE SHALL MEET A COMPOSITE STC RATING OF
AT LEAST 50 OR A COMPOSITE OITC RATING OF NO LESS THAN 40, WITH
EXTERIOR WINDOWS OF A MINIMUM STC OF 40 OR OITC OF 30 IN THE
FOLLOWING LOCATIONS:

1. WITHIN THE 65 CNEL NOISE CONTOUR OF AN AIRPORT.

EXCEPTIONS:

1. LDN OR CNEL FOR MILITARY AIRPORTS SHALL BE DETERMINED BY
THE FACILITY AIR INSTALLATION COMPATIBLE LAND USE ZONE (AICUZ)
PLAN.

2. LDN OR CNEL FOR OTHER AIRPORTS AND HELIPORTS FOR WHICH A
LAND USE PLAN HAS NOT BEEN DEVELOPED SHALL BE DETERMINED BY
THE LOCAL GENERAL PLAN NOISE ELEMENT.

2. WITHIN THE 65 CNELOR LDN NOISE CONTOUR OF A FREEWAY OR
EXPRESSWAY, RAILROAD, INDUSTRIAL SOURCE OR FIXED-GUIDEWAY
SOURCE AS DETERMINED BY THE NOISE ELEMENT OF THE GENERAL
PLAN.

5.507.4.1.1 NOISE EXPOSURE WHERE NOISE CONTOURS ARE NOT READILY
AVAILABLE. BUILDINGS EXPOSED TO A NOISE LEVEL OF 65 DB LEQ-1-HR
DURING ANY HOUR OF OPERATION SHALL HAVE EXTERIOR WALL AND
ROOF-CEILING ASSEMBLIES EXPOSED TO THE NOISE SOURCE MEETING
A COMPOSITE STC RATING OF AT LEAST
45 (OR OITC 35), WITH EXTERIOR WINDOWS OF A MINIMUM STC OF 40 (OR
OITC 30).

5.507.4.2 PERFORMANCE METHOD. FOR BUILDINGS LOCATED AS DEFINED IN
SECTION A5.507.4.1 OR A5.507.4.1.1, WALL AND ROOF-CEILING
ASSEMBLIES EXPOSED TO THE NOISE SOURCE MAKING UP THE
BUILDING ENVELOPE SHALL BE CONSTRUCTED TO PROVIDE AN
INTERIOR NOISE ENVIRONMENT ATTRIBUTABLE TO EXTERIOR SOURCES
THAT DOES NOT EXCEED AN HOURLY EQUIVALENT NOISE LEVEL
(LEQ-1HR) OF 50 DBA IN OCCUPIED AREAS DURING ANY HOUR OF
OPERATION.

5.507.4.2.1 SITE FEATURES. EXTERIOR FEATURES SUCH AS SOUND WALLS OR
EARTH BERMS MAY BE UTILIZED AS APPROPRIATE TO THE PROJECT TO
MITIGATE SOUND MIGRATION TO THE INTERIOR.

5.507.4.2.2 DOCUMENTATION OF COMPLIANCE. AN ACOUSTICAL ANALYSIS
DOCUMENTING COMPLYING INTERIOR SOUND LEVELS SHALL BE
PREPARED BY PERSONNEL APPROVED BY THE ARCHITECT OR
ENGINEER OF RECORD.

5.507.4.3 INTERIOR SOUND TRANSMISSION. WALL AND FLOOR CEILING
ASSEMBLIES SEPARATING TENANT SPACES AND TENANT SPACES AND
PUBLIC PLACES SHALL HAVE AN STC OF AT LEAST 40.

-EXTERIOR NOT REQUIRED, NON NOISE AREA.  INTERIOR COMPLIES PER
ARCHITECTURAL PLANS - WALL LEGEND.

SECTION 5.508 OUTDOOR AIR QUALITY

5.508.1 OZONE DEPLETION AND GREENHOUSE GAS REDUCTIONS.
INSTALLATIONS OF HVAC, REFRIGERATION AND FIRE SUPPRESSION
EQUIPMENT SHALL COMPLY WITH SECTIONS 5.508.1.1 AND 5.508.1.2.

5.508.1.1 CHLOROFLUOROCARBONS (CFCS). INSTALL HVAC, REFRIGERATION AND
FIRE SUPPRESSION EQUIPMENT THAT DO NOT CONTAIN CFCS.

5.508.1.2 HALONS. INSTALL HVAC, REFRIGERATION AND FIRE SUPPRESSION
EQUIPMENT THAT DO NOT CONTAIN HALONS.

-FIRE SPRINKLER CONTRACTOR TO COMPLY
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ACCESSIBLE PATH OF TRAVEL

SAFE DISPERSAL 
AREA

ACCESSIBLE  PATH OF 
TRAVEL TO THE SAFE 
DISPERSAL AREA

PUBLIC 

PARKING

FRONT APRON

REAR APRON

ENTRY 

PLAZA

WORKOUT 

PATIO

TRASH 

ENCLOSURE

GENERATOR 

ENCLOSURE

FIREFIGHTER 

PARKING

APP BAY

EXERCISE

R.R. BUNK

BUNK

R.R.

BUNK

LAUNDRYCAPT. R.R.

CAPT.

BUNK

BUNK

BUNK

HALLWAY

RECEPTIONSTATION

OFFICE

PUBLIC

R.R.

TREATMENT

COMMS
BC R.R.

BC SUITEBC OFFICE

SHOP

STORAGE/UTILITY

RESPONSE

CLEAN UP APP BAY

R.R.

TURNOUT

CLEANING

TURNOUT

STORAGE

MECHANICAL

SCBA / JAN

DAYROOM

DINING

ROOM

KITCHEN

OCCUPANCY GROUP B

OCCUPANCY GROUP S-2

OCCUPANCY GROUP R-2 (SLEEPING UNIT SEPARATED FROM OTHER 
DWELLING UNITS OR SLEEPING UNITS AND FROM OTHER 
OCCUPANCIES CONTIGUOUS TO THEM IN ACCORDANCE WITH THE 
REQUIREMENTS OF SECTION 420. (CBC 508.3.3, EXCEPTION 2)

WALLS SEPARATING SLEEPING UNITS IN THE SAME BUILDING, WALLS 
SEPARATING DWELLING UNITS FROM SLEEPING UNITS IN THE SAME 
BUILDING AND WALLS SEPARATING DWELLING OR SLEEPING UNITS 
FROM OTHER OCCUPANCIES CONTIGUOUS TO THEM IN THE SAME 
BUILDING SHALL BE CONSTRUCTED AS FIRE PARTITIONS IN 
ACCORDANCE WITH SECTION 708. (CBC 420.2)

1/2 HOUR RATED FIRE PARTITION PER CBC 708.3, EXCEPTION 2.

1 HOUR RATED CMU WALL

WOOD STUD WALL

ACCESSIBLE PATH OF TRAVEL

GENERAL INFORMATION AND OCCUPANCY

ACTUAL BLDG AREA GROUND LEVEL 
OCCUPANCY "R-2'
OCCUPANCY "S-2" 
OCCUPANCY "B" 
TOTAL

GROUP B
GROUP R-2
GROUP S-2

OCCUPANCY CLASSIFICATIONS
304.1 CIVIC ADMINISTRATION
310.1 DORMATORY
311.3 LOW HAZARD STORAGE

903.2 AUTOMATIC FIRE SPRINKLERS PROVIDED

OPENING  & FIRE PROTECTION, V-B SPRINKLERED

T-601 FIRE RESISTANCE RATING
BEARING EXT. AND INT WALLS
NON BEARING EXT AND INT. WALLS
NON BEARING INTERIOR WALLS
FLOOR AND ROOF CONSTRUCTION

0 HR 
0 HR
0 HR
0 HR
0 HR

DWELLING UNIT AND SLEEPING UNIT SEPARATIONS IN BUILDINGS OF 
TYPE VB CONSTRUCTION SHALL HAVE NO LESS THAN 1/2 HOUR FIRE 
RESISTANCE RATING.

708.3
EX. 2

MAXIMUM TRAVEL DISTANCE
T-1017.2      MAX TRAVEL DISTANCE (R-2) 250' 

       (WITH SPRINKER SYSTEM)

MINIMUM REQUIRED EGRESS
T-1015.1 ONE EGRESS FROM SPACE 

REQUIRED < 50 OCCUPANTS

T-1006.2.1 MINIMUM NUMBER OF EXITS 2
COMMON PATH OF TRAVEL 125' MAX

MINIMUM FIRE DOORS AND WINDOWS BETWEEN DWELLING UNITS 
AND CORRIDOR  = 20 MIN

T-716.5

8,933 SF
3,524 SF
4,622 SF

787 SF
8,933 SF

rrmdesign.com | (805) 543-1794 
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SCALE:  1/16" = 1'-0"A-201 G-401

CODE ANALYSIS PLAN1

ACCESSIBLE PATH OF TRAVEL NOTES:

1. WALKS AND SIDEWALKS SHALL HAVE A CONTINUOUS COMMON
SURFACE, NOT INTERRUPTED BY STEPS OR ABRUPT CHANGES IN
LEVEL EXCEEDING 1/2", AND SHALL BE A MIN. OF 48" IN WIDTH. WHEN
CHANGES IN LEVEL DO OCCUR, THEY SHALL BE BEVELED WITH A SLOPE
NO GREATER THAN 1 UNIT VERTICAL TO 2 UNITS HORIZONTAL, EXCEPT
THAT LEVEL CHANGES NOT EXCEEDING 1/4" MAY BE VERTICAL.

2. WALKS SHALL BE PROVIDED WITH A LEVEL AREA NOT LESS THAN
60"X60" AT A DOOR OR GATE THAT SWINGS TOWARD THE WALK, AND
NOT LESS THAN 48"X44" DEEP AT A DOOR OR GATE THAT SWINGS AWAY
FROM THE WALK. SUCH WALKS SHALL EXTEND 24" TO THE SIDE OF THE
STRIKE EDGE OF A DOOR OR GATE THAT SWINGS TOWARD THE WALK.

3. REFER ALSO TO ACCESSIBILITY DETAILS.

NO. NAME AREA

OCCUPANCY

OCCUPANT
LOAD

OCCUPANCY

CLASSIF
CATION FUNCTION OF SPACE FROM CBC TABLE 1004.1.1

LOAD
FACTOR

MAXIMUM
OCCUPANT
LOAD FOR
ONE EXIT

FROM CBC
TABLE 1015.1

NUMBER OF
EXITS

B

110 SHOP 118 SF B ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.4 49

113 PUBLIC R.R. 54 SF B (none) 0 49

109 STORAGE/UTILITY 57 SF B ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.2 49

122 KITCHEN 218 SF B RESIDENTIAL 200 1.1 49

121 DINING ROOM 165 SF B RESIDENTIAL 200 0.8 49

120 DAYROOM 345 SF B RESIDENTIAL 200 1.7 49

114 TREATMENT 79 SF B BUSINESS AREAS 150 0.5 49

116 BC OFFICE 175 SF B BUSINESS AREAS 150 1.2 49

115 RECEPTION 212 SF B ASSEMBLY WITHOUT FIXED SEATS: UNCONCENTRATED (TABLE AND
CHAIRS)

15 14.1 49

112 STATION OFFICE 179 SF B BUSINESS AREAS 150 1.2 49

108 RESPONSE 85 SF B ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.3 49

111 HALLWAY 348 SF B (none) 0 49

21.5

R

124 CAPT. R.R. 93 SF R (none) 0 10

123 LAUNDRY 112 SF R RESIDENTIAL 200 0.6 10

119 COMMS 71 SF R RESIDENTIAL 200 0.4 10

118 BC R.R. 83 SF R (none) 0 10

117 BC SUITE 157 SF R RESIDENTIAL 200 0.8 10

134 EXERCISE 373 SF R EXERCISE ROOMS 50 7.5 10

132 BUNK 112 SF R RESIDENTIAL 200 0.6 10

127 BUNK 113 SF R RESIDENTIAL 200 0.6 10

130 BUNK 112 SF R RESIDENTIAL 200 0.6 10

128 R.R. 92 SF R (none) 0 10

125 CAPT. BUNK 137 SF R RESIDENTIAL 200 0.7 10

126 BUNK 136 SF R RESIDENTIAL 200 0.7 10

131 R.R. 90 SF R (none) 0 10

129 BUNK 113 SF R RESIDENTIAL 200 0.6 10

133 BUNK HALLWAY 265 SF R (none) 0 10

12.8

S

104 MECHANICAL 61 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.2 29

103 SCBA / JAN 159 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.5 29

102 HOSE STORAGE 18 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.1 29

106 CLEAN UP 94 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.3 29

107 APP BAY R.R. 56 SF S (none) 0 29

101 APP BAY 3173 SF S PARKING GARAGES 200 15.9 29

105A TURNOUT CLEANING 173 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.6 29

105B TURNOUT STORAGE 247 SF S ACCESSORY STORAGE AREAS, MECHANICAL EQUIPMENT ROOM 300 0.8 29

18.4

TOTAL OCCUPANTS 52.7

CONSTRUCTION TYPE:

FIRE SPRINKLER INCREASE:

ALLOWABLE AREA:

FIRE SPRINKLER AREA INCREASE:

CODE INTERPRETATION

ALLOWABLE HEIGHT:

ALLOWABLE STORIES:

FIRE RESISTANCE RATING:

PROTECTED EXTERIOR OPENINGS:

OCCUPANCY:

COMMON PATH OF EGRESS TRAVEL:

ACCESSIBLE AREAS:

MINIMUM NUMBER OF EXITS:

BUILDING AREA:

ONE EGRESS FROM SPACE REQUIRED:

ACCESSIBLE EGRESS:

BUILDING HEIGHT:

NUMBER OF STORIES:

MAX TRAVEL DISTANCE:

PROPOSED PROJECT

AUTOMATIC FIRE SPRINKLERS:

REFERENCE

302.1

T-601

T-504.3

T-506.2

T-504.4

504.2

506.3

708.3

T-704.8

T-1017.2

T-1006.2.1

T-1006.2.1

1006.2.1

1009.1

CBC 11B

3

B / R2 / S2

VB

YES

1/2 HOUR @ BUNKS

28,000 SF

60'

<40' REFER TO ELEVATIONS

1

NO

NO

NA

250' SPRINKLERED

125' MAX

PER 10 OCCUPANTS

2

REFER TO PLAN

REFER TO PLAN

8,933 SF

LEGEND

BUILDING INFORMATIONCODE ANALYSIS

OCCUPANCY CALCULATION
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